FORM 3

STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

5. Lease Designation and Serial Number:

APPLICATION FOR PERMIT TO DRILL OR DEEPEN

6. If lindian, Allottee or Tribe Name:

FEE

1A. Type of Work:

7. Unit Agreement Name:

DRILL[X] DEEPEN [ ]
B. Type of Well: 8. Farm or Lease Name:
olL IZI GAS DOTHER: SINGLE ZONE [Zl MULTIPLE ZONE |:| JENSON
2. Name of Operator: 9. Well Number:
BARRETT RESOURCES CORPORATION 7-15 DEEP
3. Address and Telephone Number: 10. Field and Pool, or Wildcat:
30 WEST 425 SOUTH (330-5) ROOSEVELT, UTAH 84066 435-722-1325 WILDCAT

4. Location of Well (Footages)

1575' FNL, 1800' FEL

At surface:

EC. 15, T12 -
SEC. 15, T12S, R10E Jy5550 A

FERRON SANDSTONE cIrYETE

At Proposed Producing Zone:

11. Qtr/Qtr, Sec., Township, Range, Meridian:

SW/NE
SEC. 15, T12S, R10E
S.L.B.&M

14. Distance in miles and direction from nearest town of post office: 12. County: 13. State:
21.5 MILES NE OF PRICE, UTAH CARBON uT
15. Distance to nearest 16. Number of acres in lease: 17. Number of acres assigned to this well:
property or lease line (feet): 1 575, 271 2 91 ' 40,
18. Distance to nearest weli, drilling, 19. Proposed Depth: 20. Rotary or cable tools:
completed, or applied for, on this lease (feet): 168’ 1 0,21 9 ROTARY
21. Elevations (show whether DF, RT, GR, etc.): 22. Approximate date work will start:
7570' GR July 10, 2001
23, PROPOSED CASING AND CEMENTING PROGRAM
SIZE OF HOLE GRADE, SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT
20" 16" CONDUCTOR 40' TBD
14-3/4" 10-3/4" 40.5# 500' 490SX
9-7/8" 7-5/8" 26.4# 5500 580SX
6-1/2" 5" 15.0# 10219 305SX
DESCRIBE PROPOSED PROGRAM: If proposal is to deepen, give data on present ive zone and prop new ive zone. If is to drill or deepen directionally, give pertinent data on

subsurface locations and measured and true vertical depths. Give blowout preventer program, if any.

BARRETT RESOURCE CORPORATION REQUESTS THIS WELL AS A TIGHT HOLE AND THAT
ALL INFORMATION BE HELD CONFIDENTIAL.

IF YOU REQUIRE ADDITIONAL INFORMATION PLEASE CONTACT:

EDDY COURTRIGHT
30 WEST 425 SOUTH (330-5) BOND # 5865241
ROOSEVELT, UTAH 84066
OFFIGE: (435)722-1325 CELLULAR: (435)722-1862
PLEASE SEE A ED INFORMATION.
’ e. Wisenes™
24.

TITLE UTAH DISTRICT OFFICE MANAGER

Name & Signature J

{This spagfor State\tﬁe on{/)

$2.007-2790

APl Number Assigned:

(1193)



Brass Cap

T12S, RIOE, S.L.B.&M.

NBE24'36"W ~ 5280.58" (Meas.)

Brass Cap,

1.0° High,
Fenceline Pile

of Stones

1575’

JENSEN #7—15 (DEEP)

Elev. Ungraded Ground = 7570°

S02°43’'W — 82.15 (G.L.0.)

1800’

NOO2E — G.L.O. (Basis of Bearings)

l 15

S00"10’E — 38.38 (G.L.O.)

S88'38'W — 39.67 (G.L.O.)

LEGEND:_ LATITUDE = 39°47°08"
| = 90 symsoL LONGITUDE = 110'47°05"
@® = PROPOSED WELL HEAD.

A

= SECTION CORNERS LOCATED.

N88'23'W — 44.50 (6.L.0.)

2762.01° (Measured)

Brass Cap, 1.0
‘# High, Fence Comner
Pile of Stones

Well location, JENSEN #7-15 (DEEP), located as

BARRETT RESOURCES CORPORATION

shown in the SW 1/4 NE 1/4 of Section 15,
T12S, R10E, S.L.B.&M. Carbon County, Utah.

BASIS OF ELEVATION

SPOT ELEVATION LOCATED IN THE NE 1/4 OF SECTION 15,
T12S, R10E, S.L.B.&M. TAKEN FROM THE MATTS SUMMIT
QUADRANGLE, UTAH, 7.5 MINUTE QUAD. (TOPOGRAPHIC MAP)
PUBLISHED BY THE UNITED STATES DEPARTMENT OF THE
INTERIOR, GEOLOGICAL SURVEY. SAID ELEVATION IS
MARKED AS BEING 7583 FEET.

© N ©
o o] (@}
= B ° =
SCALE
CERTIFICATE
THIS IS TO CERTIFY THAT THE ABOVE PLAT WA BEPARED FROM
FIELD NOTES OF ACTUAL SURVEYS MAD MY
SUPERVISION AND THAT THE SAME AR@"’fg GQ'B 6’& 7O THL
BEST OF MY KNOWLEDGE AND BEUE "v ‘ a
REelsanEDﬂm ;r;;.
REGSTRATION N¢ A -
STAﬁ OF UTA =
= N
£ /’ -------- A \*:
UiNTAH ENGINEERING & ﬁa}{g" G
85 SOUTH 200 EAST — VERNAL“Uram 84078
(435) 789-1017
SCALE DATE SURVEYED: _ |DATE DRAWN:
1" = 1000’ 5-5-01 5-9-01
PARTY REFERENCES
S.H. wW.S. C.G. G.L.O. PLAT
WEATHER FILE
CoOoL BARRETT RESOURECES CORPORATION




JUL. 5. 2001

2:16PM

BAPRETT RESOURCES

BARRETT RESOURCES CORPORATION

Operator: BARRETT RESOURCES

PP

| Well Name: Jensen 7-15 Deep

NO. 8743 P 3

Project ID: 55356D

Lw‘
Design Parameterg:

| Location: SWNE

15 T12S R10E
d

Mud walght (20.40 ppg) : 0.540 pei/fe Collapse t A-138

Shut in surfaoca preasura P11 1) pel Burst s 1.20

Intazrnal gradient (burat) : 0.098 pai/fe & Round 3 1.080 {T)

Annulax ¢radient (buwst) 3 0.840 peisfr Buttrass $ 1.60 (D)

Tanntle load is Setermined using buoyed weight othaw 3 1,80 (&)

Service rating is hSuser® Body Yield = 1.50 (B
r v—
| Lengtn Bige walght Grade JTJoint Depth Drift Ccomt 1
| (faat) (in.d (1b /8w (Zwot) cin.) |
' —
| |
l 2,a00 7.628 268.e0 N=80 LTS 2,200 s.084a i
[ 2,300 T.&2% =2&.40 =08 rosc 8,800 ¢.844 {
k T Y Y «f
| | Collapsa |Burets HNin Int viela | Tansion 1
| | Load Strgth S.F. | oma sStrgtd s.r. | Load @uixrgehn s.». |
I | (pm1) Cpsi) | (pmi) (psi) | (kip®) (kips) 1
p— + + i
| | | | !
} | 119 3ze® 2.749 | 25685 doao 1.8 | aa2.aa 490 4.03 T|
| | 392 4080 1.632 | 2ea12 7aismo a.7a | 7a.a2 - 1°T .78 J|
[ ' 2 2

Praparad by

Date
Remarks

Carbon County, Utah

DJB, Denver, Colorado
07-05=2001

Hiniaun deguent langth fox the 5,800 foot well is 31,800 feet.

String typa: Inctermediacte ~ Prod

The Biniaun Bpesified drift disgpster is 6.800 in.

NOTE:

Tha deslen fastors Used in this cesing string dasign are am mhown above.

AB & genexal

Wildeline, Lona Star Stes) recommands using ainimus design facters ef 1.123 = collapse (with
evacuated casing), 1.0 = (uUniaxial) Durst, 1.8 - APT &xd Sension, 1.6 = huttress tansiom,

1.8 - dody yleld tensiocn, and 1.6 - ana tensien.

Collapde strangth

undex exisl tension

Was oaloulatead based on the Westcott, Dunlop and Xamlor owxve. Engineering responsibilicy
for use of thie desisn will be that of tne purchasar.

Cests for this design axrs based on & 1997 pricing modal.

(vaxeion 1.07)



BARRETT RESOURCES CORPORATION S
May 10, 2001 O)]

State of Utah

Department of Natural Resources

Division of Oil, Gas, and Mining

1594 West North Temple, Suite 1210 ' F ! D EM!A
Box 145801

Salt Lake City, Utah 84114-5801

Re: Oil and Gas Conservation General Rules
R649-3-3 Exception to Location and Siting of Wells.
Jensen No. 7-15 (Deep)

Gentlemen:

Barrett Resources is proposing to drill an exploratory well in Carbon County,
Utah. The proposed well is a +10,000” Ferron Sand test located within an area of
shallower Black Hawk coal development tests. A copy of the State of Utah Application
for Permit to Drill (APD) is attached for your review.

The proposed Jensen No. 7-15 (Deep) is located in the SW/4 NE/4 Sec. 15, T12S-
R10E. The purpose of the 10,200 ft ETD well will be to test the gas potential of sands in
the Ferron formation at an estimated depth of 9,700 ft. The proposed well is located on
the same original wellpad as a plugged and abandoned Black Hawk development well,
the PG&E Jensen #7-15. The original wellbore produced from the Black Hawk at a
depth of 3,868°-4,306’OA and was last produced in October 1997. That wellbore was
subsequently plugged and abandoned. A recently drilled shallow well is located farther
to the south in the same quarter-quarter. The Huber-Jensen #1-15 was drilled in March
2001 to test the same Black Hawk coals. The attached exception location plat shows the
proposed location for the Jensen No. 7 -15 (Deep) and the two adjacent wellbores.
Because of the close proximity between the No. 7-15 (Deep) and No. 1-15, the proposed
shallow location falls outside of the allowed standard well spacing (R649-3-2). By
placing the proposed location on the original well pad for the No. 7-15, the location also
falls outside of the allowed 400 ft. square spacing “window”. Barrett is requesting an
exception to the spacing requirement per regulation R649-3-3. As indicated from the
TD’s and proposed completion depths, the two active wells will be used to test separate
reservoirs. Barrett’s intent by utilizing the existing wellpad is to minimize surface
disturbance.

In accordance with R649-3-3, Barrett is providing a copy of the staking plat
showing the proposed location in relation to the allowed spacing “window”. The
“I ocation Exception Plat” illustrates the nine surrounding 40-acre tracts and the location
of any existing wellbores within those tracts. The plat also shows that a circle with a
radius of 460’ drawn from the proposed No. 7-15 (Deep) location will impact the
adjacent NW/4 NE/4. With the exception of this proposed deep test, all other wellbores
in adjacent tracts are development wells drilled to test the shallow Black Hawk
Formation coals. Barrett is the owner of the deep rights within the NE/4 of Section 15
including the adjacent NW/4 NE/4 of Section 15.



Barrett is requesting approval of this excepted location as proposed. If additional
information is required, please contact Jeff Carlson at (3 03) 606-4063.

Utah District Office Manager

enclosures
cc: Debbie Stanberry
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AFFIDAVIT
STATE OF UTAH §
§
COUNTY OF CARBON  §
Panl F. Rosenberger, of lawful age, being first duly sworn, upon oath deposes and says:

THAT affiant is employed biy Barrett Resources Corporation in the position of
Division Landman and is familiar with company activity in the Uinta Basin.

THAT affiant has determineg that Mr. Dix Jensen, whose address is 525 Wood
Hill Road, Price, Utah 84501, is thejsurface owner in the following described land in the
County of Carbon, State of Utah, to:wit:
T 10 Bast
Section 15: SWNE

THAT Barrett Resources Cdrporation has proposed drilling the Jensen 7-15 Deep
well to be drilled on the location abpve described.

THAT Barrett Resources Cdrporation and Mr, Dix Jensen have agreed to terms on
a Surface Use Agrecment covering Barrett’s operations on the Jensen 7-15 Deep well.

Paul F. Ros;/zéger

FURTHER affiant sayeth not.

STATE OF COLORADO §

. §
CITY AND COUNTY OF DENVERS

Subscribed and sworn to before methis __// 4 day of June, 2001.
. -
My Commission expires: .
tary Public for the
. State of Colorado
. Residingat 1515 Arapahoe, Tower 3, Suite 1000
: Denver, Colorado 80202

.
.
.
[}
.
2
[
o
L]

O




BARRETT RESOURCES CORPORATION
JENSEN #7-15 DEEP
1575’ FNL x 1800’ FEL, SW/4 NE/4 Section 15-T12S-R10E

Carbon County, Utah

1,2,3  Estimated Tops of Geological Markers and Formations Expected to Contain Water, Oil and Gas

and Other Minerals

Formation Depth
Flagstone Limestone Surface
North Horn Formation 560°
Price River Formation 2,686’
Castlegate Sandstone 3,131°
Black Hawk Group 3,424’
Star Point Sandstone 4,139’
Mancos Group 4,739
**Ferron Sandstone Member 9,719’
Tununk Shale Member 10,069’
TD 10,219’
*Prospective Pay

All fresh water and prospectively valuable minerals encountered during drilling will be recorded
by depth and adequately protected. A sample will be taken of any water flow and furnished to the
Utah Oil and Gas Commission for analysis, if requested.

4 Casing Program — (Casing Design Factors included on separate sheets)

HOLE SETTING DEPTH

SIZE from to SIZE WEIGHT GRADE THREAD CONDITION
207 Surface 40’ 16” conductor

14-3/4” Surface 500° 10-3/4” 40.5# J-55 ST&C NEW
9-7/8” 500’ 5,500’ 7-5/8” 26.4# N-80 LT&C NEW

6-1/2” 5,500° 10,219° 5” 15.0# N-80 LT&C NEW



Barrett Resources Corporation
Drilling Program

Jensen #7-15 Deep

Carbon County, Utah

Page Two

5 Cementing Program

10-3/4” Surface Casing

7-5/8” Intermediate
Casing

5” Production Casing

490 sx Premium Cement w/2% Calcium Chloride and 0.125 Ib/sk Poly
Flake @ 1.19 ft'/sk

Lead: 245 sx HiFill Mod V 16% Gel plus 7.5Ib/sx Gilsonite plus

39% Salt plus 2 Ib/sx Granulite TR ¥4 plus 0.28% HR®-7 plus .75%
Econolite plus .125 Ib/sx Poly Flake @ 3.91 ft'/sk

Tail: 335 sx 10-0 Cal Seal plus 10% Cal Seal plus 5 Ib/sx Gilsonite @
1.71 ft'/sx

Lead: 115 sx HiFill Mod V 16% Gel plus 7.5Ib/sx Gilsonite plus

3% Salt plus 2 Ib/sx Granulite TR % plus 0.8% HR®-7 plus .75%
Econolite plus .125 Ib/sx Poly Flake @ 3.92 ft’/sk

Tail: 190 sx 50-50 Poz V plus 2% Halliburton Gel plus 3% KCL plus
3 Ib/sx Silicalite plus 1 Ib/sx Granulite TR % plus 0.25% HR®-7 plus
1125 Ib/sx Poly Flake @ 1.48 ft’/sk

6 Mud Program
INTERVAL WEIGHT VISCOSITY FLUID LOSS REMARKS
0-500° 83- 86 27-40 NC Spud Mud
500-3,300° 83— 86 27-36 NC Water/Barcat
3,300-5,500° 8.8—- 11.0 40-45 6-8 cc LSND
5,500-10,219° 8.8- 11.5 40-45 6-8 cc LSND

Monitoring of mud system will be visual.
Sufficient quantities of mud materials will be maintained or readily accessible for the purpose of

assuring well control.



Barrett Resources Corporation
Drilling Program

Jensen #7-15 Deep

Carbon County, Utah

Page Three

7 Operator’s Minimum Specifications for Pressure Control: Please reference attached drawings for
control equipment

3000# and 10,000# BOP systems

The Utah Division of Oil, Gas and Mining will be notified 24 hours in advance of all BOP
pressure tests.

8 Augxiliary Equipment

a) An upper Kelly Cock will be kept in the string at all times
b) A float will be used at the bit at all times.
¢) A stabbing valve will be available on the rig floor and will fit all rotary connections.

9 Testing, Logging and Core Programs
Samples 30° 2,000’ to 5,000’; 10’ 9,000’ to TD
Cores Core part of Ferron interval
DST’s Ferron interval
Surveys Run every 100’ on surface hole and on trips
Mud logger Two-man unit (one being a geologist) with hot wire and chromatograph (or

FID); surface to TD
Logging AIT-GR-SP, BHC Sonic and microlog: TD to surface

Program FDC-CNL-GR-CAL-PE-Dipmeter: TD to surface
Microimages as determined

10 Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures are expected.

11 Anticipated Starting Date and Duration
Dirt work start up: Immediately upon approval of Permit
Spud: July 10, 2001
Duration: 40 days drilling time

10 days completion time
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To reach the Barrett Resources well, Jensen 7-15 Deep location, in Section 15-T12S-R10E:

Start in Price, Utah. Proceed north on US Highway 6, 10.3 miles. Turn northeast on U.S.
Highway 191 and proceed 8.1 miles. Turn east and proceed southeast 2.4 miles to Jensen 7-15
Deep access rd. Turn west and proceed 0.7 miles to location.



BARRETT RESOURCES CORPORATION
JENSEN 7-15 DEEP
1575’ FNL x 1800’ FEL, SW/4 NE/4 Section 15-T12S-R10E

Carbon County, Utah

Location and Type of Water Supply

from Duchesne City Cullinary Water Facility, point

The water for the well will be hauled by truck
the competion will be the same. Jim Nebeker

of diversion Sec. 34, T3S, R2W. The water for
Trucking, permit # 43-1723, will haul the water.
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BARRETT RESOURCES CORPORATION

LOCATION LAYOUT FOR

Approx.
Top of
Cut Slape

JENSEN #7-15 (DEEP)
SECTION 15, T12S, R10E, S.L.B.&M.
1575' FNL

1800° FEL

F—13.4’
£ 51.4°

N sta. 3+50

Approx.
Toe of
Fill Slope

Proposed Access
Road

Elev. Ungraded Ground ot Location Stoke = 7569.9°
Elev. Graded Ground at Location Stake

- 7564.8’

C-14.8
SCALE: 1" = 50°
DATE: 7-2-01 —| =
DRAWN BY: C.G. =
[por - ECEIVE
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be /ocated o min. |- ~§§ : Q
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5"/ c-9.0
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BARRETT RESOURCES CORPORATION

TYPICAL CROSS SECTIONS FOR
JENSEN #7~15 (DEEP)

X—Section
Seale

1" =

DATE: 7-—-2-01
ORAWN BY: C.G.

SECTION 15, T12S, R10E, S.L.B.&M.
1675 FNL

1800" FEL

120' )

Finished Grode l

— ——\
\
\
\
\ \\
10'—{ 3| ud | = LOCATION 51734?(.5 1 —~
§ - — Slope = 1 1/2:1
\ (o)

120" N

120° K

Preconstruction
Grade

cur

—— —

STA. 0+00

APPROXIMATE YARDAGES

CuT
(6) Topsoil Stripping

= 1,410 Cu. Yds.
= 10,870 Cu. Yds,

72,280CU.YDS.
8,850 CU.YDS.

Remaining Location

TOTAL CUT =
FLL

EXCESS MATERIAL AFTER

5% COMPACTION = 2960 Cu. Yds.
Topsoil & Pit Backfill = 2960 Cu. Yds.
(1/2 Pit Vol.)

EXCESS UNBALANCE = 0 Cu. Yds.

(After Rehobilitatien)

UINTAE ENGINEERINC & LAND SURVEYING
85 5o, 200 Fuxt * Vernal [Rah 84078 ¢ (435) 789—1017




SARRETT RESOURCES COR} sRATION

Prevailing

SCALE: 1" = 50
DATE: 4—25-~-01
DRAWN BY: C.G.

LOCATION LAYOUT FOR

JENSEN #7-15 (DEEP)

SECTION 15, T12S, R10E, S.L.B.&M.

1575 FNL 1800° FEL

Proposed Access
Road

©
=
Q.
S
S
~
L O
=~
- Q
S

Flare
NOTE: Pit
Flare Pit is to Approx. < =
be located a m Toe of ‘ Z 0
of 100’ from the Fill Slope——~{" e
Well Head. o Q N
. =
4 4
3 3
A —
, PIPE RACKS
£l 558" " _ — ‘ B
. . . 2
e 1o _ c-2.7
. 1] El. 69.9°
: o ' RiG | ROG_HOUSE ,
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Z Ssof 8] 2
oo . L9 e F
O | Tyl ~ Z
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=] N
= — N\ 8 TOLET [
= =y 7
5 ] HOPPER .
S 5
/ < L___:| POWER
F-0.6’
Sta. 0+45 g ] TooLs
STORAGE
A I: FUEL TANK O
. ‘ L TRASH Round Corners
S B[ as Needed
F=13.1" " T, .1
£ 541 — X
":.fsg, ve Pit Backfil . /=y  ——— = | i
S poils Stockpile .| 4 ﬂ\
L &P e 1 C—4.4"
F=0.7 £, 71.6°
- £l 66.5°
Elev. Ungraded Ground at Location Stake = /7 5599'
’
Elev. Graded Ground at Location Stake = 7. 56 72

Approx.
Top of
Cut Slope

Sta. 0+00

c-14.3"
£ 815

UINTAH ENGINEERING & LAND SURVEYING
85 So. 200 East * Vernal, Utah 84078 * (801) 789-1017
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BARRETT RESOURCES CORPORATION

JENSEN #7-15 (DEEP)
SECTION 15, T12S, R10E, S.L.B.&M.
1575' FNL 1800' FEL

Uintah Engineering & Land Surveying TOPOGRAPHIC|I§]|9I01
IS 85 South 200 East Vernal, Utah 84078 MA l} Mi YEAR

g
«
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@ PROPOSED LOCATION

(435) 789-1017 * FAX (435) 789-1813 — 0 DAY
SCALE: 1:100,000 | DRAWN BY: K.G. JREVISED: 00-00-00] R eS RS




NOTICE OF STAKING

*Not to be used in place of Application 6. Lease Number
for Permit to Drill, Form 3160-3* e o o
FEE
1. Oil Well__ Gas Well_X__ Other (Specify) 7. if Indian, Allottee/
Tribe
2. Name of Operator 8. Unit Name
Barrett Resources Corporation
30 West, 425 South (330-5) (435) 7221325 N/A
Roosevelt, Utah 84066
3. Name of Specific Contact Person 9. Farm or Lease Name
Ed Courtright Jensen
4, Address and Phone No. of Operator or Agent 10.Well No.
715
5. Surface Location of Well 11.Field or Wildcat

SWI4 NE/4 Section 15; 1575’ FNL x 1800’ FEL
Attach: a) Sketch showing road entry onto pad, pad dimensions,
and reserve pit dimensions Wildcat
b) Topographical or other acceptable map showing location,
access road, and lease boundaries

12.Sec., Twnshp., Rge.
And Survey or Area
15-T12S-R10E S.L.B.&M.

14.Formation Objectives 15.Estimated Well Depth 13.County, State
Ferron Sandstone 10,219’ Carbon, Utah

16.Additional information (include surface owner's name, address, and, if known, telephone number). Distance in miles and direction from nearest
town or post office.

Location is approximately 21.5 miles northeast of Price, Utah
Surface owner: Dix Jensen, James T. Jensen & Jerry J. Jensen, 525 Woodhill Rd, Price, Utah 84501

A cultural re%;ﬁventory has been made by James A. Truesdale, independent archaeologist

£ AAA‘

uw District Office Manager, Barreft Resources Corporation Date May 5, 2001

Note: Upoareceipt of this ice, e BureauMnt (BLM) will schedule the date of the onsite predrill inspection and notify you
accordingly. The location must be staked and access road must be flagged prior to the onsite. Make a sketch showing road entry onto pad. Pad and
reserve pit dimensions must be received by or at the time of onsite. Prior to onsite the operators must consider: H2S potential, cultural resources
(archaeology), and Federal right-of-way or special use permits. ‘
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UTAH DIVISION OF WATER RIGHTS
WATER RIGHT POINT OF DIVERSION PLOT CREATED MON, JUL 2, 2001, 11:14 AM

PLOT SHOWS LOCATION OF 76 POINTS OF DIVERSION
PLOT OF AN AREA WITH A RADIUS OF 5280 FEET FROM A POINT
S 1575 FEET, W 1800 FEET OF THE NE CORNER,
SECTION 15 TOWNSHIP 128 RANGE 10E SL BASE AND MERIDIAN
PLOT SCALE IS APPROXIMATELY 1 INCH = 2000 FEET
NORTH
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UTAH DIVISION OF WATER RIGHTS
NWPLAT POINT OF DIVERSION LOCATION PROGRAM
MAP WATER QUANTITY SOURCE DESCRIPTION or WELL INFO POINT OF DIVERSION DESCRIPTION
CHAR RIGHT CFES AND/OR AC-FT DIAMETER DEPTH YEAR LOG NORTH EAST CNR SEC TWN RNG B&M
0 91 1335 0000 00 Unnamed Stream
WATER USE(S): PRIORITY DATE: 00/00/18
Moynier, Lea 284 North Carbon Ave. Price
0 91 1333 .0000 .00 Willow Creek
WATER USE(S): PRIORITY DATE: 00/00/18
Moynier, Lea 284 North Carbon Ave. Price
0 91 1332 .0000 .00 Summit Creek
WATER USE(S): PRIORITY DATE: 00/00/18
Moynier, Lea 284 North Carbon Ave. Price
0 91 1332 .0000 .00 Summit Creek
WATER USE(S): PRIORITY DATE: 00/00/18
Moynier, Lea 284 North Carbon Ave. Price
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91 4823 10.0000 .00 Underground Wells S 2000 W 700 NE 10 128 108 SL
WATER USE(S): MUNICIPAL PRIORITY DATE: 04/23/19

Price River Water Improvement District P.0O. Box 903 Price

91 1334 .0110 .00 Unnamed Spring
WATER USE(S): PRIORITY DATE: 00/00/18
Moynier, Lea 284 North Carbon Ave. Price

91 4823 10.0000 .00 Underground Wells g 2000 E 1900 Nw 10 128 10E SL
WATER USE(S): MUNICIPAL PRIORITY DATE: 04/23/19
Price River Water Improvement District P.0O. Box 903 Price

91 4830 2.0000 .00 6 3800 - 5000 N 2559 W 909 SE 10 128 10E SL
WATER USE(S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER PRIORITY DATE: 08/26/19
PG&E Resources Company 6688 No. Central Expressway Dallas

91 4983 .1600 .00 7 4840 N 2559 W 909 SE 10 125 10E SL
WATER USE(S): IRRIGATION OTHER PRIORITY DATE: 04/30/19
Anadarko Petroleum Corporation 9400 North Broadway Oklahoma City

91 4830 2.0000 .00 6 3800 - 5000 N 2313 E 1501 swWw 11 128 10E SL
WATER USE(S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER PRIORITY DATE: 08/26/19
PG&E Resources Company 6688 No. Central Expressway Dallas

91 4983 .1600 .00 7 4905 N 2313 E 1501 swWw 11 128 10E SL
WATER USE(S): IRRIGATION OTHER PRIORITY DATE: 04/30/19
Bnadarkc Petroleum Corporation 9400 North Broadway Oklahoma City

91 1257 .0000 .00 Summit Creek
WATER USE(S): PRIORITY DATE: 00/00/18
Moynier, Pierre (Jr.) 748 North 400 East Price

91 1260 .0000 .00 Willow Creek
WATER USE(S): PRIORITY DATE: 00/00/18
Moynier, Lea 284 North Carbon Ave. Price

91 1257 .0000 .00 Summit Creek
WATER USE(S): PRIORITY DATE: 00/00/18
Moynier, Pierre (Jr.) 748 North 400 East Price

224893 .0000 9.00 2 Underground Water Wells (Exi N 1950 W 1600 SE 10 128 10E SL
WATER USE(S): DOMESTIC OTHER PRIORITY DATE: 01/10/20
Price River Water User's Association 90 North 100 East #1 Price
J.M. Huber Corporation 1050 17th Street Suite 1850 Denver

£90-91-02 .0000 10.00 Summit Creek and Willow Creek N 1900 W 1400 sE 10 128 10E SL
WATER USE(S): OTHER PRIORITY DATE: 05/22/19
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WATER USE(S):

http://nrwrtl.nr.state.ut.us/c gi-bin/wwwplat.e.. =c&u=d&s=p&p=p&W=e&Uu=s&s=tEP=TAU=CAUTMIUTPRUT0

Cockrell 0il Corporation 1600 Smith Road, Suite 4600
£91-91-09 .0000 10.00 Summit Creek and Willow Creek N 1900
WATER USE(S): OTHER
Cockrell 0Oil Corporation 1600 Smith Road, Suite 4600
91 4823 10.0000 .00 Underground Wells N 1600
WATER USE(S): MUNICIPAL
Price River Water Improvement District P.0O. Box 903
91 4830 2.0000 .00 6 3800 - 5000 N 146l
WATER USE(S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER
PG&E Resources Company 6688 No. Central Expressway
91 4983 .1600 .00 5 4561 N 146l
WATER USE(S): IRRIGATION OTHER
Anadarko Petroleum Corporation 9400 North Broadway
91 4823 10.0000 .00 Underground Wells N 650
WATER USE(S): MUNICIPAL
Price River Water Improvement District P.O. Box 903
91 4823 10.0000 .00 Underground Wells N 650
WATER USE(S): MUNICIPAL
Price River Water Improvement District P.O. Box 903
91 4823 10.0000 .00 Underground Wells N 550
WATER USE(S): MUNICIPAL
Price River Water Improvement District P.0O. Box 903
91 4819 .0000 3.00 Existing Exploratory Wells N 550
WATER USE(S): OTHER
Cockrell 0il Corporation 1600 Smith, Suite 4600
91 4819 .0000 3.00 5 4631 N 540
WATER USE(S): OTHER
Cockrell 0il Corporation 1600 Smith, Suite 4600
91 4830 2.0000 .00 6 3800 - 5000 N 540
WATER USE(S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER
PG&E Resources Company 6688 No. Central Expressway
91 4983 .1600 .00 5 4363 N 540
WATER USE(S): IRRIGATION OTHER
Anadarko Petroleum Corporation 9400 North Broadway
£92-91-12 .0000 13.00 1) Willow Creek 2) Wells N 540

OTHER

1400

350

1735

1735

700

1900

2100

1950

1900

1960

1900

13500

Houston

SE 10 128 10E SL
PRIORITY DATE: 10/03/19
Houston

SE 10 128 10E SL
PRIORITY DATE: 04/23/19
Price

Sw 10 128 10E SL
PRIORITY DATE: 08/26/19
Dallas

SWw 10 128 10E SL
PRIORITY DATE: 04/30/19
Oklahoma City

SE 9 128 10E SL
PRIORITY DATE: 04/23/19
Price

SW 10 128 10E SL
PRIORITY DATE: 04/23/19
Price

sw 11 128 10E SL
PRIORITY DATE: 04/23/19
Price

sw 11 128 10E SL
PRIORITY DATE: 10/21/19
Houston

sw 11 128 10E SL
PRIORITY DATE: 10/21/19
Houston

sw 11 128 10E SL
PRIORITY DATE: 08/26/19
Dallas

sw 11 128 10E SL
PRIORITY DATE: 04/30/19
Oklahoma City

sw 11 128 10E SL
PRIORITY DATE: 07/31/19
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91 4830

91 4983

91 4819

West Hazmat Oil Field Services Inc. East Highway 40

2.0000 .00 6 3800 - 5000 N 330
WATER USE(S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER

PG&E Resources Company 6688 No. Central Expressway

.1600 .00 7 4652 N 330
WATER USE(S): IRRIGATION OTHER
anadarko Petroleum Corporation 9400 North Broadway

.0000 3.00 5 4485 S 660
WATER USE(S): OTHER
Cockrell 0il Corporation 1600 Smith, Suite 4600
91 4830 2.0000 .00 6 3800 - 5000 S 660
WATER USE(S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER

PG&E Resources Company 6688 No. Central Expressway

91 4983 .1600 .00 5 4427 S 660
WATER USE(S): IRRIGATION OTHER
Anadarko Petroleum Corporation 9400 North Broadway

91 4830 2.0000 .00 6 3800 - 5000 S 660
WATER USE (S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER
PG&E Resources Company 6688 No. Central Expressway

91 4823 10.0000

WATER USE(S): MUNICIPAL

Price River Water Improvement District

.00 Underground Wells S 700

P.0O. Box 903

91 4983 .1600 .00 5 4444 S 660
WATER USE(S): IRRIGATION OTHER
Anadarko Petroleum Corporation 9400 North Broadway

91 1193 .0000 .00 Unnamed Trib to Summit Creek

WATER USE(S):

Shimmin, Dean C. 2002 North 1450 East

91 350 .0110

WATER USE({S):

Shimmin, Dean C.

.00 Unnamed Spring
2002 N. 1450 E.

91 1260 .0000
WATER USE(3):

Moynier, Lea

.00 Willow Creek

284 North Carbon Ave.

91 3181 .0000 .00 Willow Creek

WATER USE({S):

330

330

2340

2340

2340

450

500

660

http:/nrwrtl.nr.state.ut.us/ cgi-bin/wwwplat.e.. =c&u=d&s=p&p=p&w=e&u=s&s=tIPTTRU=CAUTINE=PTTY

Roosevelt

SE 10 128 10E SL
PRIORITY DATE: 08/26/19
Dallas

SE 10 128 10E SL
PRIORITY DATE: 04/30/19
Oklahoma City

NE 14 128 10E SL
PRIORITY DATE: 10/21/19
Houston

NE 14 128 10E SL
PRIORITY DATE: 08/26/19
Dallas

NE 14 128 10E SL
PRIORITY DATE: 04/30/19
Oklahoma City

NW 15 128 10E SL
PRIORITY DATE: 08/26/19
Dallas

Nw 15 128 10E SL
PRIORITY DATE: 04/23/19
Price

NW 15 128 10E SL
PRIORITY DATE: 04/30/19
Oklahoma City

PRIORITY DATE: 00/00/19
Provo

PRIORITY DATE: 00/00/18
Provo

PRIORITY DATE: 00/00/18
Price

PRIORITY DATE: 00/00/18

7/2/01 11:12 AM
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Security Title Company

91 3182 .0000 .00 Willow Creek
WATER USE(S):
Security Title Company
91 4830 2.0000 .00 6 3800 - 5000 S 1650
WATER USE(S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER
PG&E Resources Company 6688 No. Central Expressway
91 4983 .1600 .00 5 4855 S 1650
WATER USE(S): IRRIGATION OTHER
Anadarko Petroleum Corporation 9400 North Broadway
91 4823 10.0000 .00 Underground Wells S 1950
WATER USE(S): MUNICIPAL
Price River Water Improvement District P.0O. Box 903
91 4819 .0000 3.00 5 4425 S 1980
WATER USE(S): OTHER
Cockrell 0il Corporation 1600 Smith, Suite 4600
91 4830 2.0000 .00 6 3800 - 5000 S 1980
WATER USE(S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER
PG&E Resources Company 6688 No. Central Expressway
91 4983 .1600 .00 5 4000 S 1980
WATER USE(S): IRRIGATION OTHER
Anadarko Petroleum Corporation 9400 North Broadway
£92-91-12 .0000 13.00 1) Willow Creek 2) Wells S 1980
WATER USE({S): OTHER
West Hazmat Oil Field Services Inc. East Highway 40
91 1192 .0000 .00 Unnamed Trib.to Summit Creek
WATER USE(S):
Shimmin, Dean C. 2002 North 1450 East
91 3181 .0000 .00 Willow Creek
WATER USE(S):
Security Title Company
91 3182 .0000 .00 Willow Creek
WATER USE(S):
Security Title Company
91 4823 10.0000 .00 Underground Wells N 2000

WATER USE(S): MUNICIPAL

W

1650

1650

700

1780

1780

1780

1780

600

Salt Lake City

PRIORITY DATE: 00/00/18
Salt Lake City

NE 15 128 10E SL

PRIORITY DATE: 08/26/19
Dallas

NE 15 128 10E SL

PRIORITY DATE: 04/30/19

Oklahoma City

NE 15 128 10E SL

PRIORITY DATE: 04/23/19
Price

NWw 14 128 10E SL

PRIORITY DATE: 10/21/19
Houston

NWw 14 128 10E SL

PRIORITY DATE: 08/26/19
Dallas

NWw 14 128 10E SL

PRIORITY DATE: 04/30/19

Oklahoma City

NW 14 1258 10E SL

PRIORITY DATE: 07/31/19
Roosevelt

PRIORITY DATE: 00/00/18
Provo

PRIORITY DATE: 00/00/18

Salt Lake City
PRIORITY DATE: 00/00/18
Salt Lake City

SE 16 128
PRIORITY DATE:

10E SL
04/23/19
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Price River Water Improvement District P.0O. Box 903 Price

T 91 4830 2.0000 .00 6 3800 - 5000 N 1993 W 702 SE 16 125 10E SL
WATER USE(S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER PRIORITY DATE: 08/26/19
PG&E Resources Company 6688 No. Central Expressway Dallas

T 91 4983 .1600 .00 5 4458 N 1993 702 SE 16 128 10E SL
WATER USE(S): IRRIGATION OTHER PRIORITY DATE: 04/30/19
Anadarko Petroleum Corporation 9400 North Broadway Oklahoma City

U 91 1258 .0000 .00 Willow Creek
WATER USE(S) : PRIORITY DATE: 00/00/18
Moynier, Pierre (Jr.) 748 North 400 East Price

U 91 1258 .0000 .00 Willow Creek
WATER USE(S): PRIORITY DATE: 00/00/18
Moynier, Pierre (Jr.) 748 North 400 East Price

v 91 3184 .0000 .00 Willow Creek
WATER USE(S): PRIORITY DATE: 00/00/18
Security Title Company Salt Lake City

v 91 3184 .0000 .00 Willow Creek
WATER USE(S): PRIORITY DATE: 00/00/18
Security Title Company Salt Lake City

v 91 3185 .0000 .00 Willow Creek
WATER USE(S): PRIORITY DATE: 00/00/18
Security Title Company Salt Lake City

v 91 3185 .0000 .00 Willow Creek
WATER USE(S): PRIORITY DATE: 00/00/18
Security Title Company Salt Lake City

W 91 4823 10.0000 .00 Underground Wells N 1950 700 Sw 14 128 10E SL
WATER USE (S): MUNICIPAL PRIORITY DATE: 04/23/19
Price River Water Improvement District P.0O. Box 903 Price

X 91 4823 10.0000 .00 Underground Wells N 1900 1700 sSw 15 12s 10E SL
WATER USE(S): MUNICIPAL PRIORITY DATE: 04/23/19
Price River Water Improvement District P.0O. Box 903 Price

X 91 4830 2.0000 .00 6 3800 - 5000 N 1896 1709 sw 15 125 10E SL
WATER USE(S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER PRIORITY DATE: 08/26/19
PG&E Resources Company 6688 No. Central Expressway Dallas

X 91 4983 .1600 .00 5 3811 N 1896 1709 sw 15 12s 10E SL
WATER USE(S): IRRIGATION OTHER PRIORITY DATE: 04/30/19
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4830

4983

4830

4983

4823

3372

3372

1259

1259

2486

2486

3376
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Anadarko Petroleum Corporation 9400 North Broadway

2.0000
WATER USE (S):

.00 6 3800 - 5000 N
TRRIGATION STOCKWATERING MUNICIPAL POWER OTHER

1091

PG&E Resources Company 6688 No. Central Expressway
.1600 .00 5 4919 N 1091
WATER USE(S): IRRIGATION OTHER
Anadarko Petroleum Corporation 9400 North Broadway
2.0000 .00 6 3800 - 5000 N 990

WATER USE(S): IRRIGATION STOCKWATERING MUNICIPAL POWER OTHER

PG&E Resources Company 6688 No. Central Expressway
.1600 .00 5 4101 N 990
WATER USE(S): IRRIGATION OTHER
Anadarko Petroleum Corporation 9400 North Broadway
10.0000 .00 Underground Wells N 850

WATER USE(S): MUNICIPAL

Price River Water Improvement District P.0O. Box 903

.0000 .00 Willow Creek

WATER USE(S): STOCKWATERING

O'Berto, John (Trustee, et al)
.0000 .00 Willow Creek

WATER USE(S): STOCKWATERING

O'Berto, John (Trustee, et al)
.0000 .00 Willow Creek

WATER USE(S):

Moynier, Pierre (Jr.) 748 North 400 East
.0000 .00 Willow Creek

WATER USE(S):

Moynier, Pierre (Jr.) 748 North 400 East
.0000 .00 Willow Creek

WATER USE(S):

Moynier Brothers
.0000 .00 Willow Creek

WATER USE(S):
Moynier Brothers

.0000
WATER USE(S):

.00 Buck Canyon Creek

1043

1043

1649

1649

700

Oklahoma City

SE 15 128 10E SL

PRIORITY DATE: 08/26/19
Dallas

SE 15 128 10E SL

PRIORITY DATE: 04/30/19

Oklahoma City

Sw 14 128 10E SL

PRIORITY DATE: 08/26/19
Dallas

SW 14 128 10E SL

PRIORITY DATE: 04/30/19

Oklahoma City

SE 15 128 10E SL
PRIORITY DATE: 04/23/19
Price
PRIORITY DATE: 00/00/18
Helper
PRIORITY DATE: 00/00/18
Helper
PRIORITY DATE: 00/00/18
Price
PRIORITY DATE: 00/00/18
Price
PRIORITY DATE: 00/00/18
Price
PRIORITY DATE: 00/00/18
Price
PRIORITY DATE: 00/00/18

7/2/01 11:12 AM



ON-SITE PREDRILL EVALUATION
Division of Oil, Gas and Mining

OPERATOR: BARRETT RESOQURCES CORPORATION

WELL NAME & NUMBER: JENSEN 7-15 DEEP

API NUMBER: 43-007-30786

LEASE: FEE FIELD/UNIT: WILDCAT

LOCATION: 1/4,1/4_SW/NE Sec: 15 TWP: 12S RNG:10E 1575' FNL 1800' FEL
LEGAL WELL SITING:_460 F SEC. LINE; 460 F 1/4,1/4 LINE; 920 F ANOTHER WELL.
SURFACE OWNER: Mr. Dix Jensen

PARTICIPANTS
Jerry Jensen (Landowner representative) ; Ed Courtright (Barrett
Resources) ; Craig Oberly (dirt contractor) ; Dennis L. Ingram (DOGM)

REGIONAL/LOCAL SETTING & TOPOGRAPHY
Well site is proposed approximately 17.0 miles north of Price, Utah
and 0.3 miles east of Highway 191 on southern rim of Emma Park on
northeast sloping bench. The surface elevation drops off rather
quickly on three sides: north, west and south with willow Creek at the
lower elevation (running water).

SURFACE USE PLAN

CURRENT SURFACE USE:_Summer rande for livestock grazing, also provides

wildlife habitat.

PROPOSED SURFACE DISTURBANCE: Existing access road with new
disturbance for well pad (southeast corner of location was rehab from
PA well). Location proposed as 300'X 140' plus reserve pit and spoils
storage off location.

LOCATION OF EXISTING WELLS WITHIN A 1 MILE RADIUS: Jensen 7-15 (PA) ; Huber
Jensen 1-15; Huber 1-10; Huber 11-10; Huber 9-10; Shimmin Trust 11-1;

Huber 1-11; Shimmin Trust #4; Jensen 16-10; Shimmin Trust #3; Fed 14-
14; Fed 16-15; Jensen 11-15; State 9-16; Huber 4-15.

L,OCATION OF PRODUCTION FACILITIES AND PIPELINES: _All production
equipment shall remain on location: pipeline ran to north and hooked

Into existing pipeline.

SOURCE OF CONSTRUCTION MATERIAL: Native material using cut and fill

ANCILLARY FACILITIES:_None reguested

WASTE MANAGEMENT PILAN:
Submitted to DOGM with Application to Drill

ENVIRONMENTAL PARAMETERS

AFFECTED FLOODPLAINS AND/OR WETLANDS:_ None

FLORA/FAUNA:_ Typical PJ/sagebrush habitat with sagebrush cover on
location site:; elk and mule deer summer rande, mountain lion, coyote,




rabbit, potential .age Jgrouse and pine grouse wabitat, other small
mammals, birds utilize area as well.

SOIL TYPE AND CHARACTERISTICS: Dark brown mountain soil probably clay
based with underlying cobbles, Limestone at surface.

SURFACE FORMATION & CHARACTERISTICS: Green River (Flagstone Limestone)

EROSION/SEDIMENTATION/STABILITY: Minor erosion, evidence of
sedimentation, no stability problems _anticipated.

PALEONTOLOGICAL POTENTIAL:_None observed during onsite meeting.

RESERVE PIT

CHARACTERISTICS: Was proposed on northern side of location in fill but
rejected as staked and relocated in cut on southern portion of lease
with prevailing winds from the west. Pit in cut measuring 70'x 150'X
10' deep.

LINER REQUIREMENTS (Site Ranking Form attached) :_55 points, Yes

SURFACE RESTORATION/RECLAMATION PLAN

According to landowner agreement

SURFACE AGREEMENT: Yes

CULTURAL RESOURCES/ARCHAEOLOGY : Not done at landowner request

1OTHER OBSERVATIONS/COMMENTS

Existing PA wellbore just off southeast corner of location (rehab on
old site has recovered) . Open disposal pond also south of proposed

location (evaporation system is running). Willow Creek with running
water is located 0.3 miles north and west of location and downslope of
same.

ATTACHMENTS :

Photos of location ig predrill status

Dennis L. Ingram 06/27/01 11:00 am
DOGM REPRESENTATIVE DATE/TIME




Evaluation Ranking Criteria and Ranking Score
For Reserve and Onsite Pit Liner Requirements

Site-Specific Factors Ranking Site Ranking
Distance to Groundwater (feet)

>200 0

100 to 200 5

75 to 100 10

25 to 75 15

<25 or recharge area 20 0

Distance to Surf. Water (feet)

>1000 0
300 to 1000 2
200 to 300 10
100 to 200 15
< 100 20 10

Distance to Nearest Municipal Well (feet)

>5280 0
1320 to 5280 5
500 to 1320 10
<500 15 0]

Distance to Other Wells (feet)

>1320 0
300 to 1320 10
<300 20 10

Native Soil Type

Low permeability 0

Mod. permeability 10

High permeability 20 10

Fluid Type

Air/mist 0

Fresh Water 5

TDS >5000 and <10000 15

TDS >10000 or 0Oil Base 20
Mud Fluid containing high

levels of hazardous constituents 5

Drill Cuttings
Normal Rock 0
Salt or detrimental 10 0

Annual Precipitation (inches)

<10 0
10 to 20 5
>20 10 5

Affected Populations
<10 0
10 to 30 6
30 to 50 8
>50 1

Presence of Nearby Utility
Conduits
Not Present 0
Unknown 10
Present 15 15

Final Score (Level I Sensitivity) 55




DIVISION OF OIL, GAS AND MINING
APPLICATION FOR PERMIT TO DRILL
STATEMENT OF BASIS

Operator Name:___Barrett Resources Corporation
Name & Number: Jensen #7-15 (DEEP)

API Number: 43-007-30768

Location: 1/4,1/4 SW/NE Sec. 15 T. 12S R. _10E

Geology/Ground Water:

The setting depth of the surface casing in this well is proposed for 500’ cemented back to surface with about 490 sx of premium class
G cement. There are 76 points of diversion within 1 mile of this location, which were developed by parties drilling in the area, most
of these are municipal and the majority are wells that are completed in the Blackhawk Coal. The intended production zone in this well
is the Ferron Coal. A search made of the records at water rights showed that no water from active water wells is being produced from
below 385", and that the proposed 500' of surface casing will cover the active aquifer. The several springs and diversions along Willow
Creek will not be impacted, by work on this well, and should be adequately protected by the surface casing.

Reviewer: _K. Michael Hebertson
Date: 07/02/2001

Surface:

Mr. Dix Jensen was contacted and invited to participate in the onsite meeting. as he is the landowner of record. He appointed brother
Jerry Jensen to represent him and address landowner concerns regarding surface area. Jerry Jensen commented that the location was
in the best available spot and seemed happy with this site. This well site is 460’ from center staking and outside the window of tolerance
for state-wide 40 acre spacing orders. Barrett has submitting an exception spacing request to the Division. Furthermore, there is an
existing PA and PGW in the same section but have different production targets (this being the Ferron Sandstone). Mr. Jensen did
comment that improvements to the existing road might be necessary, as he referenced drainage problems with existing culverts. He felt
the road is in pretty good shape now but spring run-off presents problems. (One culvert was noted on trip out as mostly plugged).
DOGM had concerns on reserve pit location on northern portion with cut sheet indicating the outside berm would be fill. Because of

the downhill slope toward Willow Creek and adjacent highway, Barrett was told to rotate location 180 degrees where pit would be uphill,

in cut, and on southern portion of location.

Reviewer: Dennis L. Ingram
Date: June 28. 2001

Conditions of Approval/Application for Permit to Drill:

1. The proposed location shall be rotated 180 degrees from original staking to provide a more stable base for
the reserve pit.
2. A synthetic liner with a minimum of 12 mils shall be properly installed and maintained in the reserve
pit.
3. Existing culverts will be cleaned and maintained, and new culverts added if necessary,
such that natural water drainage and flow shall not be inhibited.
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7-01 Barrett Jenson 7-15 Deep

Well name:

Operator: Barret Resources Corp.

string type:  Intermediate Project ID:
43-007-30786

Location: Carbon County, UT

Design parameters:

Minimum design factors:

Environment:

Collapse Collapse: H2S considered? No
Mud weight: 11.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 142 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 500 ft
Burst:
Design factor 1.00 Cement top: Surface
Burst
Max anticipated surface
pressure: 0 psi
Internal gradient: 0.603 psi/ft Tension: Non-directional string.
Calculated BHP 3,314 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body vyield: 1.50 (B) Re subsequent strings:
Next setting depth: 10,219 ft
Tension is based on air weight. Next mud weight: 11.600 ppg
Neutral point: 4,605 ft Next setting BHP: 6,158 psi
Fracture mud wt: 19.250 ppg
Fracture depth: 5,500 ft
Injection pressure 5,500 psi
Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter  Capacity
(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft)
2 2200 7.625 26.40 N-80 LT&C 2200 2200 6.844 114.9
1 3300 7.625 26.40 S-95 LT&C 5500 5500 6.844 172.3
Run Collapse Collapse Collapse Burst Burst Burst Tension  Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design
(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
2 1257 3400 2.70 1326 6020 454 145 490 3.37J
1 3143 4850 1.54 3314 7150 2.16 87 568 6.52 J
—— PN —
Prepared Dustin Doucet Phone: 801-538-5281 Date: July 5,2001

by:

Engineering Stipulations: None
No biaxial correction for tension is made.

Utah Dept. of Natural Resources

FAX: 801-359-3940

Salt Lake City, Utah

Collapse is based on a vertical depth of 5500 ft, a mud weight of 11 ppg The casing is considered to be evacuated for collapse purposes.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the purchaser.



Well name: 7-01 Barrett Jenson 7-15 Deep

Operator: Barret Resources Corp.

string type:  Surface Project ID:
43-007-30786

Location: Carbon County, UT

Design parameters:

Minimum design factors:

Environment:

Collapse Collapse: H2S considered? No
Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 72 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 500 ft
Burst:
Design factor 1.00 Cement top: Surface
Burst
Max anticipated surface
pressure: 0 psi
internal gradient: 0.571 psifft Tension: Non-directional string.
Calculated BHP 286 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:
Next setting depth: 5,500 ft
Tension is based on buoyed weight. Next mud weight: 11.000 ppg
Neutral point: 37 ft Next setting BHP: 3,143 psi
Fracture mud wt: 19.250 ppg
Fracture depth: 2,000 ft
Injection pressure 2,000 psi
Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter  Capacity
(ft) (in) (Ibs/ft) (f) (ft) (in) ()

1 500 10.75 40.50 J-55 ST&C 500 500 9.925 39.7
Run Collapse Collapse Collapse Burst Burst Burst Tension  Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) {psi) Factor {psi) (psi) Factor (Kips) (Kips) Factor

1 223 1580 7.08 286 3130 10.96 18 420 23.75J

Prepared  Dustin Doucet Phone: 801-538-5281 Date: July 5,2001

by: Utah Dept. of Natural Resources

Engineering Stipulations: None

No biaxial correction for tension is made.
Collapse is based on a vertical depth of
Burst strength is not adjusted for tension.

FAX: 801-359-3940

500 ft, a mud weight of 8.6 ppg The casing is considered to be

Salt Lake City, Utah

evacuated for collapse purposes.

Engineering responsibility for use of this design will be that of the purchaser.
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WILLIAMS PRODUDUCTION COMPANY
JENSEN 7-15 DEEP
SECTION 15, T12S, R10E
CARBON COUNTY, UTAH
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Electronic Rig
Monitoring Systems

Off-Site Data Storage
https:/[hub.us.pason.com

Electronic Pit and Flow
Monitoring Systems

Well Logging
Consulting Geology

www.pason.com

16080 Table Mountain Parkway Ste 500 ¢ Golden ¢ CO « 80403
720-880-2000 « FAX: 720-880-0016



OPERATOR:

NAME:

LOCATION:

COUNTY/STATE:

ELEVATION:

SPUD DATE:

COMPLETION DATE:

DRILLING ENGINEER:

WELLSITE GEOLOGY:

MUDLOGGING:
ENGINEERS

CONTRACTOR:
TOOLPUSHER:

HOLE SIZE:

CASING RECORD:

DRILLING MUD:
ENGINEER:

MUD TYPE:
ELECTRIC LOGS:
ENGINEER:
TYPE LOGS:

TOTAL DEPTH:

STATUS:

WELL SUMMARY

Williams Production Co.

. Jensen 7-15 Deep

Sec. 7, T12S, R10E
Carbon Co., Utah
GL 7560°, KB 7577

7/21/01

Robert Hosfield, Lamar Gracie
John Flinn

Pason Systems USA, Corp.
John Flinn

Nabors Drilling, Inc.
Floyd Roberts, Robert Mercado

9 7/8” to 8025°, 6 12’ to 10,427’

13 3/8” to 517.8, 7 5/8” to 8023’

Haliburton Drilling Fluids

Robert Howard, Tom Ferrell, Steve Smith, Chuck Redman, Bill

Flagg
LSND-LCM-Clear Water w/ Gel

AIT-GR-SP, BHC sonic and microlog, FDC-CNL-GR-CAL-PE-
Dipmeter

Driller-10,427°



DRILLING CHRONOLOGY

Williams Production Co.
Jensen 7-15 Deep

DATE DEPTH DAILY ACTIVITY

8/14/01 3921 137 TIH
8/15/01 4279 358 DRLG AHEAD

8/16/01 4493 214 DRLG AHEAD

8/17/01 4585 92 TIH

8/18/01 4764 179 DRLG AHEAD

8/19/01 4894 130 TIH

8/20/01 5049 155 DRLG AHEAD

8/21/01 5130 81 OFF-BOTTOM FOR LOST CIRCULATION
8/22/01 5240 110 TOH-PLUGGED STRING

8/23/01 5271 31 OFF-BOTTOM FOR LOST CIRCULATION
8/24/01 5288 17 TOH, LOST CIRCULATION

8/25/01 5291 3 OFF-BOTTOM FOR LOST CIRCULATION
8/26/01 5319 28 OFF-BOTTOM FOR LOST CIRCULATION
8/27/01 5387 68 DRLG AHEAD-PARTIAL LOST CIRCULATION
8/28/01 5530 143 OFF-BOTTOM FOR LOST CIRCULATION
8/29/01 5600 70 TOH, LOST CIRCULATION

8/30/01 5647 47 DRLG AHEAD-PARTIAL LOST CIRCULATION
8/31/01 5753 106 OFF-BOTTOM FOR LOST CIRCULATION-TOH
9/1/01 5794 41 DRLG AHEAD W/NO RETURNS

9/2/01 5854 60 OFF-BOTTOM FOR LOST CIRCULATION
9/3/01 5938 84 OFF-BOTTOM FOR LOST CIRCULATION
9/4/01 6006 68 OFF-BOTTOM FOR LOST CIRCULATION
9/5/01 6056 50 OFF-BOTTOM FOR LOST CIRCULATION
9/6/01 6089 31 DRLG AHEAD W/ NO RETURNS

9/7/01 6234 145 DRLG AHEAD W/ NO RETURNS

9/8/01 6454 220 DRLG AHEAD W/ NO RETURNS

9/9/01 6655 201 DRLG AHEAD W/ NO RETURNS

9/10/01 6844 189 DRLG AHEAD W/ NO RETURNS

9/11/01 6901 57 STUCK TRIPPING OUT

9/12/01 6901 0 TOH-INSPECT BHA

9/13/01 6901 0 TIH-WASH & REAM

9/14/01 6901 0 TIH-WASH & REAM

9/15/01 7049 148 DRLG AHEAD W/ NO RETURNS (-96 foot depth correction)
9/16/01 7113 64 DRLG AHEAD W/ NO RETURNS

9/17/01 7236 123 DRLG AHEAD W/ NO RETURNS

9/18/01 7301 65 DRLG AHEAD W/ NO RETURNS

9/19/01 7442 141 DRLG AHEAD W/ NO RETURNS

9/20/01 7579 137 DRLG AHEAD W/ NO RETURNS

9/21/01 7693 114 DRLG AHEAD W/ NO RETURNS

9/22/01 7746 53 TIH - BIT #14

9/23/01 7814 68 DRLG AHEAD W/ NO RETURNS




DATE
9/24/01
9/25/01
9/26/01
9/27/01
9/28/01
9/29/01
9/30/01
10/1/01
16/2/01
10/3/01
10/4/01
10/5/01
10/6/01
10/7/01
10/8/01
106/9//01
10/10/01
10/11/01
10/12/01
10/1301
10/14/01
10/15/01
10/16/01
10/17/01
10/18/01
10/19/01
10/20/01
10/21/01
10/22/01
10/23/01

DEPTH
7935
8025
8025
8025
8025
8025
8025
8025
8025
8030
8121
8392
8486
8517
8688
8887
8930
9157
9347
9469
9666
9835
9948
9976
9976
10098
10268
10367
10427
10427

DAILY
121

171
199
43
227
190
122
197
169
113
28

122
170
99
60

ACTIVITY
DRLG AHEAD W/ NO RETURNS
TOH FOR INTERMEDIATE CASING
INTERMEDIATE CASING POINT
INTERMEDIATE CASING POINT
INTERMEDIATE CASING POINT
INTERMEDIATE CASING POINT
INTERMEDIATE CASING POINT
INTERMEDIATE CASING POINT
INTERMEDIATE CASING POINT
TOH TO R/U MWD TOOLS
DRLG AHEAD

DRLG AHEAD

DRLG AHEAD-INSTALL ROTATING HEAD
TOH FOR MUD MOTOR

DRLG AHEAD

DRLG AHEAD

DRLG AHEAD-PUMP REPAIR
DRLG AHEAD

DRLG AHEAD

TIH - BIT #20 & MUD MOTOR
DRLG AHEAD

DRLG AHEAD

TOH FOR MWD TOOL & DST #1
TOH FOR 2"P TRY, DST #1

TIH

DRLG AHEAD

DRLG AHEAD

DRLG AHEAD

TD-PREP TO LOG
HALIBURTON LOGGING




DAILY ACTIVITY

Operator: Williams Production Co.
Well Name: Jensen 7-15 Deep
8/15/01 4279 358
8/16/01 4493 214
8/17/01 4585 92
8/18/01 4764 179
8/19/01 4894 130
8/20/01 5049 155
8/21/01 5130 81
8/22/01 5240 110
8/23/01 52711 31
8/24/01 5288 17
8/25/01 5291 3
8/26/01 5319 28
8/27/01 5387 68
8/28/01 - 5530 143
8/29/01 5600 70
8/30/01 5647 47
8/31/01 5753 106
9/1/01 5794 41
9/2/01 5854 60
9/3/01 5938 84
9/4/01 6006 68
9/5/01 6056 50
9/6/01 6089 31
9/7/01 6234 145
9/8/01 6454 220
9/9/01 6655 201
9/10/01 6844 189
9/11/01 6901 57
9/12/61 6901 0
9/13/01 6901 0
9/14/01 6901 0
9/15/01 7049 148
9/16/01 7113 64
9/17/01 7236 123
9/18/01 7301 65
9/19/01 7442 141
9/20/01 7579 137
9/21/01 7693 114
9/22/01 7746 53
9/23/01 7814 68
9/24/01 7935 121
9/25/01 8025 90
9/26/01 8025 0




9/27/01
9/28/01
9/29/01
9/30/01
10/1/01
10/2/01
10/3/01
10/4/01
10/5/01
10/6/01
10/7/01
10/8/01
10/9/01
10/10/01
10/11/01
10/12/01
10/13/01
10/14/01
10/15/01
10/16/01
10/17/01
10/18/01
10/19/01
10/20/01
10/21/01
10/22/01
10/23/01

8025
8025
8025
8025
8025
8025
8030
8121
8392
8486
8517
8688
8887
8930
9157
9347
9469
9666
9835
9948
9976
9976
10098
10268
10367
10427
10427




BIT RECORD

OPERATOR: Williams Production Co.
WELL NAME: - Jensen 7-15 Deep

97/8”

#2 9 7/8” Smith F-3 2402 1641 93 17.7
#3 97/8” Smith F40DP 3272 870 54 16.1
#4 917/8” Reed HP62A 3922 650 50 13.0
#5 97/8” Smith F47TH 4585 663 44.5 14.9
#6 97/8” Smith F-57 4894 309 29 10.7
#7 917/8” Reed HPHJ 5285 391 45 8.7
#8 917/8” Smith F4 5600 315 60 53
#9 97/8” HTC GT-20 6084 484 36.5 13.3
#10 97/8” Smith F-15 6901 . 817 86.5 9.5
#11 917/8” Smith F-15 7066 165 32 5.2
#12 97187 Smith F-15 7262 195 36 54
#13 917/8” Smith F-3 7746 484 86 5.6
#14 917/8” Smith F-3 8025 279 49.25 5.7
#15 62’ HTC STR-20 8030 5 5.5 Reamed cmt
#16 6v2? HTC STR-20 8485 455 46.5 98
#17 6V’ Reed EHP61KP 8517 32 6.8 4.7
#18 62’ Reed EHPS1H 8899 382 29.5 13.0
#19 6v2” Reed EHP51HL 9469 571 59.5 9.6
#20 6’ Reed EHPS3A 9976 507 59.0 8.6
#21 612 Reed EHPS1H 10,427 451




MUD REPORT

OPERATOR: Williams Production Co.
WELL NAME: Jensen 7-15 Deep

8/13 3733 8.8 34 2 1/4 9.6 10.0 § 2/32 | 300 20 tr 3.5 96.5
8/14 3922 8.9 38 5 m 9.5 10.0 § 2/32 | 300 20 tr 4.5 95.5
8/15 4179 8.9 36 3 1/4 9.5 10.0 § 2/32 | 300 20 0.1 4.5 95.5
8/16 4460 8.9 34 4 0/0 8.5 7.8 | 2/32 | 600 20 tr 5.0 95.0
8/17 4430 8.9 37 4 0/0 9.5 7.9 | 2/32 § 600 20 tr 4.0 96.0
8/18 4702 8.7 37 5 0/0 8.5 13.5 | 2/32 400 80 0.25 6.0 94.0
8/19 4904 8.8 1 6 1/4 9.0 9.0 | 2/32 600 80 0.25 5.0 95.0
8/20 5006 8.8 11 7 1/6 9.5 7.0 | 2/32 400 80 0.5 5.0 95.0
8/21 5180 8.8 45 8 2/6 10.0 | 11.0 | 2/32 400 100 0.5 5.0 95.0
8/22 5240 8.7 36 4 0/0 10.0 } 16.0 | 2/32 500 100 tr 6.0 94.0
8/23 5260 8.7 41 8 1/9 9.0 6.1 | 2/32 600 80 tr 6.0 94.0
8/24 5285 8.5 35 4 0/2 8.5 12.0 | 2/32 600 120 - 6.0 94.0
8/25 5295 8.6 43 5 2/8 9.0 11.3 | 2/32 700 80 0.15 4.0 96.0
8/26 5319 8.6 50 5 2/9 10.0 |} 10.5 | 2/32 450 100 | LCM 6.0 94.0
8/27 5390 8.7 47 8 3/0 8.5 7.5 | 2/32 |} 500 120 | LCM 6.0 94.0
8/28 5514 8.8 411 8 0/8 8.5 7.0 ] 2/32 | 400 80 0.5 5.0 95.0
8/29 5590 8.8 47 4 0/6 8.5 6.8 | 232 ] 700 80 0.5 5.0 95.0
8/29 5600 8.6 53 12 214 9.8 7.0 § 232 | 200 0 0 2.0 98.0
8/30 5601 8.6 53 12 2/14 9.8 7.0 | 2/32 § 200 0 0 2.0 98.0
8/31 5705 8.7 62 19 6/14 9.0 7.8 | 2/32 100 40 0 3.0 97.0
9 5705 8.7 65 19 3/16 8.8 6.2 § 2/32 | 200 60 0 3.0 97.0
9/2 5879 8.7 40 8 217 8.9 7.2 | 2/32 | 100 20 0 3.0 97.0
9/3 5910 8.7 54 9 112 8.8 6.6 | 2/32 100 20 0 3.0 97.0
9/4 6006 8.7 50 10 1/9 9.0 6.4 | 2/32 100 40 0 3.0 97.0
9/5 6024 8.7 54 12 1112 9.2 6.3 | 2/32 100 20 0 3.0 97.0
9/6 6084 8.7 54 9 1/10 9.9 7.0 | 2/32 150 20 0 3.0 97.0
of7 6166 8.7 58 16 217 9.0 7.4 | 2/32 | 1200 40 0 2.9 97.0
9/8 6400 8.3 28 0 0/0 9.1 200 | 1/32 100 80 - 0 100.0
9/9 6585 8.3 28 0 0/0 9.5 200 | 2/32 | 200 80 0 0 100.0
9/10 6778 8.3 28 0 0/0 9.8 200 | 0/32 § 3700 | 100 0 -0.2 100.0
911 6901 8.4 33 3 0/3 10.1 31.3 | 2/32 | 2700 40 0 1.8 98.0
9/12 6901 8.4 29 0 0/0 9.9 32.0 | 2/32 | 2600 80 0 0.4 99.5
9/13 6901 8.6 64 18 5/26 9.0 9.2 | 2/32 } 1200 40 0.25 1.9 98.0
9/14 6901 8.6 65 20 7128 9.5 8.0 | 2/32 | 1000 40 0.20 1.9 98.0
9/15 7100 8.6 65 20 7/28 9.5 8.0 | 2/32 § 1000 40 0.20 1.9 98.0
9/16 7075 8.7 57 16 415 8.5 8.0 | 2/32 | 1500 | 110 tr 29 97.0
917 7200 8.6 55 18 5/15 9.0 73 | 2/32 | 800 60 tr 3.0 97.0
9/18 7261 8.6 62 17 413 9.0 83 | 2/32 | 600 120 tr 3.0 97.0
9/19 7400 8.6 62 18 5/17 8.5 8.6 | 2/32 | 1100 | 120 tr 2.9 97.0
9/20 7550 8.6 51 18 314 8.0 9.0 | 2/32 | 1400 | 140 § LCM 2.9 97.0
9/21 7760 8.6 64 20 5/16 8.5 6.9 | 232 | 600 40 LCM 3.0 97.0
9/22 7746 8.6 59 16 314 8.5 6.9 | 232 ] 600 60 LCM 3.0 97.0
9/23 7783 8.6 62 14 312 9.0 65 | 232 | 700 40 LCM 3.0 97.0
9/24 7909 8.6 64 18 412 9.5 6.8 | 2/32 | 600 40 - 3.0 97.0
9/25 8025 8.6 60 13 312 9.5 6.5 | 2/32 | 700 40 - 3.0 97.0
9/26 8025 8.6 62 19 4115 9.0 6.9 1 2/32 | 400 80 - 3.0 97.0
9/27 8025 8.4 50 18 410 9.0 7.5 | 232 | 300 40 - 1.0 99.0
9/28 8025 8.5 53 15 3/10 10.0 7.5 § 2/32 § 400 60 -- 1.0 99.0




101
10/2
10/3
10/4
10/5
10/6
1077
10/8
10/9
10/10
10/11
10/12
10/13
10/14
10/15
10/16
10/17
10/18
10/19
10/20
10/21
10/22
10/23
10/24
10/25

8025
8025
8025
8074
8328
8485
8517
8630
8843
8899
9092
9302
9469
9704
9860
9902
9976

10,148
10,290
10,400
10,427
10,427
10,427
10,427

4/16 10.0
413 10.0
6/17 10.0
3/5 10.0
4/8 10.0
5/9 10.0
5/10 10.0
417 10.0
477 10.0
4/6 10.5
47 10.0
5/9 10.5
510 10.5
3/9 9.5
412 9.0
3/10 9.0
2/9 9.5
NO REPORT
311 8.5
3M 8.5
413 9.0
4115 9.0
411 9.0
41 9.0
3/9 9.0

2/32
2/32
1/32
2/32
2/32
2/32

2/32
2/32
2/32
2/32
2/32
2/32
2/32
2/32
2/32
2/32

2/32
2/32
2/32
2/32
2/32
2/32
2/32

400
400
450
1000
900
1000
1000
900
900
900
800
800
700
600
750
600
700

500
950
700
700
600
600
500

0.35
0.3
0.35
0.25
0.30
0.25
0.15
0.15
0.15
tr
tr
tr
tr

tr
0.15
0.25
0.20
0.20
0.25
0.25

96.4
96.4
96.8
96.8
96.6
96.0
95.0
95.0
95.0

95.0
95.0
95.0
95.0
95.0
95.0
95.0




OPERATOR:
WELL NAME:

3834
3899
3959
4022
4085
4184
4211
4273
4334
4397
4470
4523
4555
4650
4713
4776
4838
4901
4964
5027
5090
5152
5255
5478
5545
6031
7972
8000
8068
8163
8257
8652
8447
8543
8639
8773

SURVEYS

Will'iaAm‘s Production Co.

Jensen 7-15 Deep

2.6
2.9
28
2.8
2.6
2.6
2.5
27
24
1.4
0.9
0.5
0.5
1.2
1.4
1.6
22
2.5
2.1
1.3
0.7
0.6
2.0
2.0
35
3.88
6.50
6.12
5.40
5.10
4.90
4.60
1.40
2.50
2.80
3.90

303.0
295.5
297.2
291.6
282.3
281.8
291.1
306.7
312.2
311.5
296.5
262.0
237.6
139.0
164.2
190.9
183.7
187.3
184.4
192.3
231.6
149.4

153.17
153.8
168.8
141.2
226.8

222.16
208.5
199.7
197.0
193.9
174.2

87.3
134.5
157.1

3831.63
3896.55
3956.48
4019.40
4082.33
4145.26
4208.20
4270.14
4331.08
4394.04
4457.03
4519.02
4584.02
4647.02
4710.00
4772.98
4834.95
4897.90
4960.84
5023.82
5086.81
5148.80
5251.77
5474.64
5541.56
6026.55
7961.71
7989.54
8057.20
8151.80
8245.45
8340.12
8434.98
8530.94
8626.85
8720.69

113.96
117.07
120.05
123.18
126.15
128.92
131.67
134.45
137.10
139.11
140.35
141.06
141.38
140.86
139.73
138.98
138.28
137.36
136.47
135.86
135.85
135.73
133.83
127.61
124.91
97.15
75.43
193.55
200.11
207.88
214.83
221.28
224.98
223.96
222.05
222.73




8828
8923
9019
9114
9209
9304
9399
9431
9463
9495
9526
9558
9590
9623
9654
9687
9719
9750
9782
9813
9846
9878
9910
9943
9976
106007
10039
10071
10103
10135
10167
10198
10230
10262
10294
10357
10389
10427

14
1.7
27
2.9
3.2
33
1.3
2.5
3.6
33
2.6
34
52
5.6
55
2.8
0.7
1.8
2.2
2.7
1.5
1.6
2.3
2.7
32
2.7
2.1
1.4
1.0
1.2
1.8
31
4.5
5.7
8.3
3.3
1.9
projection

219.6
314.7
195.2
161.5
141.9
129.9
225.1
223.1
216.3
200.8
133.0
86.2
75.2
75.1
67.0
55.9
30.0
228.1
236.3
238.6
2211
124.6
774
81.5
531
36.2
39.3
83.1
107.6
165.4
135.9
164.0
156.8
142.9
143.8
145.6
263.8

8815.69
8910.57
9006.53
9101.43
9196.29
9291.14
9386.08
9418.07
9450.02
9481.96
9512.93
9544.89
9576.80
9609.65
9640.51
9673.42
9705.40
9736.40
9768.38
9799.35
9832.33
9864.32
9896.30
9929.27
9963.23
9993.19
10025.16
10057.15
10089.14
10121.14
10153.13
10184.10
10216.03
10247.90
10279.66
10342.32
10374.30
10412.28

224.80
226.08
228.07
230.76
231.69
231.26
231.84
232.89
234.56
236.33
237.02
236.16
234.07
231.28
228.45
226.13
225.17
22548
226.59
22791
229.10
229.40
228.70
227.45
225.86
224.29
222.98
222.08
221.60
221.59
221.69
221.99
222.69
223.11
223.32
223.75
224.28




OPERATOR:
WELL NAME:

FORMATION TOPS

Williams Production Co.
Jensen 7-15 Deep

FORMATION NAME CONTROL  SAMPLE E-LOG DATUM J
KELLY BUSHING 75717 KB 7560 0
PRICE RIVER 1668 5889
CASTLEGATE 3100 4477
BLACKHAWK 3457 4120
KENNILWORTH MBR 4180 3397
ABERDEEN MBR 4357 3220
SPRING CANYON MBR 4518 3059
STORRS 4848 3059
PANTHER 5066 2511
MANCOS 6160 1417
EMERY 6499 1078
GARLEY CANYON 7184 393
FERRON 10063 -2486
TUNUNK 10234 -2657
TD 10427 -2850




GEOLOGICAL SUMMARY
AND
ZONES OF INTEREST

The Williams Production Co. well Jensen 7-15 Deep is located in Section 15, T12S, R10E of
Carbon County, Utah. This well was drilled as a wildcat basement test with the Cretaceous Ferron
Sandstone as the objective. The well was spudded in the Flagstaff Limestone on July 21, 2001.
Wellsite geologic coverage began with drill cutting collection and gas detection in the Black Hawk
Group at 3922’ on 8/13/01. Rate of penetration and gas recording began at 4467’ on 8/15 when a
connection to the Epoch Rigwatch system became available. ROP data was estimated from Epoch
printouts on 8/14 & 15. the well reached TD in the Tununk Shale at 10,427° on 10/21/01 and geologic
services were completed following the first wireline logging run 10/26/01.

The drilling history of the Jensen 7-15 Deep well began on 7/ 16/01 with rig-up of Nabors rig
#924, which continued until the BOP test on 7/21/01. Drilling of the 9 7/8” intermediate hole began
with directional tools on 7/22/01 and continued to 1391° on 7/26. On 7/23 there were two trips, one to
change the directional tool and one to change the bent mud motor. On 7/24 another trip was made to
check the BHA, and a trip was made on 7/25 to pick up reaming tools. On 7/26 the hole was cemented
back to 680’ due to excessive deviation (maximum 9.8 degrees at 1089’). On 7/27-28 the cement was
drilled from 680’ to 813°, and a cement sidetrack plug was set from 813’ to 450’. After waiting on
cement until 7/30, the cement was drilled down to 631’ and and the drill string was tripped out to pick
up directional tools. Sidetrack #1 was then started at 631’. Directional drilling continued with bit &
mud motor trips, directional surveys, and rig service until reaching 4422’ in the Aberdeen Member of
the Black Hawk Group where circulation was lost. From 4422’ to 5660’ on 8/30/01 circulation was lost
repeatedly and regained after rebuilding mud volume and adding LCM. There were numerous tips to
clear plugged bits, mud motors and MWD tools. At 5240 on 8/22 the mud motor, MWD tool, and bit
jets were removed from the drill string to prevent plugging. From 5660’ on 8/31/01 until reaching the
intermediate casing point at 8025’ on 9/24, drilling was conducted with no returns. LCM included
Barocarb, ground hay, ground tires, Diamond Seal, and diesel gel. At a bit trip at 6901° on 9/10 the
hole became very sticky and required back reaming to trip out. The bit trip was not completed until
9/15 after reaming numerous bridges while tripping in. Upon reaching the intermediate casing point
total mud loss exceeded 107,000 barrels. After reaching the intermediate casing point Haliburton
logging tools were picked up and tripped in, but encountered a bridge at 5927’. After two unsuccessful
attempts to penetrate the bridge the drill string was tripped back in on 9/25 and the hole was reamed to
TD. Logging was completed and the hole was reamed in preparation to run casing on 9/26. On 9/27 the
drill string was layed down and 7 7/8” casing was set at 8023’. From 9/28 to 10/2 casing was
cemented, the new BOP was nippled up, the DV tool & cement were drilled out, and casing was tested.
From 10/3 to 10/15 drilling proceeded with surveys, rig service, and bit trips at 8485, 8517", 8899",
9469’, and 9970°. ‘

On 10/14, while drilling in the Mancos Shale, an equivalent mud weight test was conducted at
9743’. Before the test background gas was about 75 units and rose to 240 units during the test.
Following the test background gas rose to 400 units at 9825°. A short trip at 9788’ produced a trip gas
of 1754 units.

On 10/15 at 9948’ a trip was made to repair the MWD tool and to prepare for a drill stem test.
Due to delays in setting up the DST the tool string was tripped back in and another joint drilled. On
10/16 the drill string was tripped back out and DST tools were tripped in. The packer was set at 9860’
and the test was conducted on 10/17. After about 1.5 hours of the test the packer seal failed and the
DST was aborted. The drill string was tripped back in and drilling resumed on 10/18. From 10/18 to
TD at 10,427 at 0859 on 10/21/01 drilling proceeded with bit trips, surveys, and rig service. On 10/19,
at 10,231” circulation was lost for 3 minutes and regained following slow pumping. A total of 50
barrels of mud was lost.



Following TD on 10/21 a short trip was made: resulting in a trip gas of 3792’, the hole was
prepared for logging and the drill string tripped out. On 10/22 logging tools were run into the hole and
became stuck 150’ off bottom. Fishing tools were rigged up, and the tool string was tripped back in.
Upon reaching the fish mud was circulated through the gas buster producing 4230 units of gas with a
5’-6’ flare which died out after a few minutes. On 10/23 a grapple was attached to the logging tool and
it was retrieved from the hole that evening. The tool string was then tripped back in to ream the bottom
of the hole. The reaming trip produced a trip gas of 3257 units through the gas buster. Initially there
was a 5°-6’ flare which quickly decreased to nothing. Background gas fluctuated from 130 to 150 un@ts
while reaming. Following reaming a short trip was made which produced a trip gas of 807 units
through the gas buster. Haliburton began wireline logging late on 10/24 and finished on 10/26.
Geologic services were released following logging on 10/26

Flagstaff Limestone Surface-560' (+7577')

Not logged
North Horn Formation 560'-1668’ (+7017")

Not logged
Price River Formation 1668’-3100° (+5889")

Not logged
Castlegate Sandstone  3100°-3457’ (+4477")

Not logged

Black Hawk Formation 3457°-4180° (+4120")

Sample collection began in the Black Hawk Group at 3922’. The Upper Cretaceous Black Hawk Group
consists of interbedded sandstone and siltstone with shale and coal beds. The sandstone is white to
light gray, moderately to well consolidated, and moderately to very calcareous. Grain size is very fine
to fine, sometimes grading to siltstone. It has coal grains included in places. The Siltstone is light to
medium gray, with some off-white and medium brown. It is medium hard to hard and moderately to
very calcareous. Shales are dark brown to black, soft to moderately soft, and very slightly to
moderately calcareous. There are very thin coal laminae in places. Coal beds were observed at 4038’
and 4078’. Gas shows associated with coal beds reached 360 to 750 units.

Star Point Sandstone 4518°-6160° (+3059")

The Star Point consists of 3 sand members separated by siltstones and shales. The uppermost sand unit
is the Spring Canyon Member consisting of light gray to off-white sandstone, very fine to fine grained
with some loose grains up to medium grain, with trace limestone grains and a slight salt-and-pepper
aspect. I t is subround to subangular, poorly to moderately consolidated, and moderately to very
calcareous. The second sand is the Storrs. This sandstone is light to medium gray to off-white with
some black grains, very fine grained grading to siltstone, subround to subangular, poorly to moderately
consolidated, and non to moderately calcareous. The third sandstone is the Panther. It is light gray to
off-white and salt-and-pepper, very fine to fine grained with few limestone grains, well consolidated
and very calcareous, Laminations with siltstone were observed. Siltstones between the sand members is
light to dark gray, brown, gray-brown, and salt-and-pepper, firm to hard, grading to sandstone in
places, very calcareous, and contains many coal fragments.

Samples were not available from 5660’ to 8025’ due to lost circulation.



Mancos Group 6160°-10061° (+1417")

Circulation was regained at 8025’ in the Blue Gate Member of the Mancos Group after setting the
intermediate casing. The Blue Gate ‘was silty shale and shaly siltstone. The shale was gray brown,
medium to dark brown, medium to dark gray, silty, soft to firm, and very calcareous. The Siltstone was
light to medium gray, gray brown, off white, firm to hard, very calcareous, and frequently shaly. IF was
interbedded with and graded to shale and very fine sandstone. Crystalline calcite was observed in all
samples from the casing point to 8180°, and from 8950” to 9890’ . A fibrous or columnar form of calcite
was observed from 9030’ to 9760’

There were gas shows in the Mancos immediately following the casing point. Gas peaks reached 920
units at 8042°, 1736 units at 8065’, 593 units at 8086’, and 5668 units at 8106’. Following the 5668
unit show background gas was 250 units. Another show at 8427 produced 432 units. A bit trip 50°
later produced a trip gas of 6168 units. A show at 8512’ was 403 units followed by a trip gas at 8517’
of 341 units through the gas buster.

The Mancos contained an interval of sandstone interbedded with and grading to siltstone from 8560’ to
8860°. The sandstone was light gray to off-white, angular to subangular, very fine grained, well
consolidated, very calcareous, and contained calcite cement. It produced a show at 8708’ with a gas
peak that reached 398 units but was cut off during a connection The following connection gas reached
1333 units indicating that the 398 unit show probably would have been well over 1000 units.

A show in siltstone at 9131’ had a gas peak of 1074 units, followed by a show at 9335’, probably a
fracture in shale, of 593 units. While drilling in shale at 9744’ with background gas at 75 units the mud
pump was shut off to perform an equivalent mud weight test. During the test gas rose to 240 units and
remained elevated after circulation was re-established. Following the test background gas rose to 400
units at 9825°. A short trip at 9788’ produced a trip gas of 1754 units.

Another sand bench was observed from 9840’ to 9960°. The sand was light gray to clear and frosted,
angular to subangular, unconsolidated, and contained traces of crystalline calcite and bentonite. Traces
of coal that produced slight bleeding gas were found in the samples from 10,070-10,090. This sand did
not produce shows however the background gas ran from 350-400 units throughout the interval and a
bit trip at 9976 produced a trip gas of 4624 units.

Following the sand interval there was another show in shale at 10,030’ with gas peaks of 987 and 1054
units. After these shows background gas decreased from 500 units to 230 units.

Ferron Sandstone 10063°-10298 (-2486')

The Cretaceous Ferron Sandstone was interbedded sandstone, siltstone, and shale, with several coal
beds. The sandstone was light gray to off-white with a slight salt & pepper aspect in places, very fine to
medium grained, very calcareous and well consolidated with calcite cement. The siltstone was slight to
medium gray, moderately hard to hard, very slightly to moderately calcareous, and graded to very fine
sandstone in places. The shale was light to very dark gray to gray brown with some medium brown,
moderately hard to hard, and slightly calcareous. From 10070* to 10,090" and 10,160’ to 10,180 the
shale was carbonaceous, grading to coal in places. Coals were black, firm to brittle, showed blocky to
tabular fracture with slight concoidal fracture in places, graded to shale in places, and had slight
bleeding gas when crushed. Significant amount of coal were seen at 10,138, 10,150’, 10,164°, 10,174,
10,182’, 10.188’, 10,214’, and 10,226’.

Most shows in the Ferron were associated with coals. The carbonaceous shale/coal at 10,070 did not
produce a gas show, however a connection at 10,077’ produced a 4149 unit connection gas with
backgroud gas running just over 200 units. The most significant show occurred with a brilling break at
10,182’ with gas reaching 2592 units through the gas buster. This show was circulated out. Once
drilling resumed the remainder of the break did not produce gas above the 140 unit background gas.
Another coal seam at 10,214’ produced 647 units.



Tununk Shale Member _10298°-10427° (-2721") -

The lower Cretaceous Tununk Shale is dark grey to grey brown, hard, slightly silty, very slightly
calcareous, and off white to light grey, soft, and very calcareous. There were traces of bentonite at
10313 and 10325’, as well as occasional traces of crystalline calcite indicating fractures. A fracture at
10337’ produced a gas show of 1540 units.

TD 10427 (-2850')

CONCLUSION

The Williams Jensen 7-15 Deep was drilled to a total depth of 10,427° (driller’s TD) on
10/21/01. The well bottomed in the Cretaceous Tununk Shale. Wireline logs were run beginning on
October 24, 2000 to further evaluate the well. The geologically logged portion of the well spanned the
Upper Cretaceous Black Hawk fm., Star Point Sandstone, and Mancos Shale including the Upper Blue
Gate Member, Emery Sandstone Member, Lower Blue Gate Member, Garley Canyon, and Ferron
Sandstone Member, and the Tununk Member.




. WORKSHEET ‘,
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 06/12/2001

WELL NAME: JENSON 7-15 DEEP
OPERATOR: BARRETT RESOURCES CORP ( N9305
CONTACT : EDDY COURTRIGHT

API NO. ASSIGNED: 43-007-30786

PHONE NUMBER: 435-722-1325

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWNE 15 1208 100E
SURFACE: 1575 FNL 1800 FEL Tech Review Initials Date
BOTTOM: 1575 FNL 1800 FEL .
Engineering t)k:() 07105/0 (
CARBON
CASTLEGATE ( 13 ) Geology
Surface
LEASE TYPE: 4 - Fee
LEASE NUMBER: FEE
SURFACE OWNER: 4 — Fee
PROPOSED FORMATION: FRSD
RECEIVED AND/COR REVIEWED: LOCATION AND SITING:
lat R649-2-3. Unit
Bond: Fed[] Ind[] Sta[] Fee[4] R649-3-2. General

(No. 5865241 )
Potash (Y/N)

% 01l Shale (Y/N) *190-5 (B) or 190-3
Water Permit

(No. 43-1723 )

N RDCC Review (Y/N)
(Date: )

¥ Fee Surf Agreement (:)N)

F

V///Afitjjjg: 460 From Qtr/Qtr & 920' Between Wells
R649-3-3. Exception

Drilling Unit

Board Cause No:
Eff Date:
Siting:

R649-3-11. Directional Drill

COMMENTS :

‘h)u«:/ /Hehé. (06~ 2%‘(’()

STIPULATIONS : @ STA‘(FW D% %AS(C




DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

. _ 1594 West North Temple, Suite 1210
Michael O. Leavitt § po gox 145801

Kathleen Clarke Salt Lake City, Utah 84114-5801
Executive Director 801-538-5340
Lowell P. Braxton 801-359-3940 (Fax)

Division Director I 801-538-7223 (TDD)

@\ State of Utah

July 5, 2001

Barrett Resources Corporation
30 W 425 S (330-5)
Roosevelt, UT 84066

Re: Jenson 7-15 Deep Well, 1575' FNL, 1800' FEL, SW NE, Sec. 15, T. 12 South, R. 10 East,
Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

Appropriate information has been submitted to DOGM and administrative approval of
the requested exception location is hereby granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-007-30786.

Sincerely,
J R. Baza 3
ssociate Director -
er
Enclosures

cc: Carbon County Assessor



Operator: Barrett Resources Corporation

Well Name & Number Jenson 7-15 Deep

API Number: 43-007-30786

Lease: FEE

Location: SW NE Sec. 15 T. 12 South R. 10 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
The operator is required to notify the Division of Oil, Gas and Mining of the following actions
during drilling of this well:
. 24 hours prior to cementing or testing casing
24 hours prior to testing blowout prevention equipment
24 hours prior to spudding the well
within 24 hours of any emergency changes made to the approved drilling program
prior to commencing operations to plug and abandon the well

The following are Division of Oil, Gas and Mining contacts and their work telephone numbers
(please leave a voice mail message if the person is not available to take the call):

. Dan Jarvis at (801) 538-5338

. Carol Daniels at (801) 538-5284 (spud)

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. Compliance with the Conditions of Approval/Application for Permit to Drill outlined in the
Statement of Basis. (Copy Attached)

exception



JUL. 52001 2:16PM B/"RETT RESQURCES NO. 8743 P

BARRETT RESOURCES CORPORATION | :‘.))

1515 Arapahoe Street, Tower 3. Suaite 1000, Denver. CO 80202 303.572.3900

Date:___7/5/01
To: —MR.DUSTIN DOUCET
UTAH DIVISION OF OIL, GAS & MINING

Barrett Resources Corporation

PageOneof _3

Foliowing up on our telephone comversation of Tuesday morning. attached
18 a Sundry notice r -
~well. We gre now using 2200'of N-80 for rhe iprermediare raging and 3300

casing back to surface,

If not, please potifv me ASAP ar (303) 606-4261 A hard copy af thig
fax will be in todayd mafl ro you

Should you have any problems receiving this fax,
please call (303) 606-4@%1~ o7, /

e ¥ Ay s

F s Sest £ 20
Lar- by

b o ot Py oGP ' IR
BRI

I ON OF
OIL, (345 AND MINING
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING S, LNAZE DRSIGNATION AND SERIAL NUMBER;

6. IF INDIAN, ALLOTTEE OR TRIRI, NAMG:

7. UNIT or CA AGREEMENT NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

Oo nat uxs \Ng form for praposals 1o orill naw wells, significanty despan exigiing wells balow currsnt botigm-hols depih, reenler plupged walls, or to
Aril horizontel lataraie. Usa APPUCATION FQR PERMIT TO DRILL form for such propossls.

. WRE oA WAL, B, WELL NAME snd NUMBER:
orwelL X GASWELL [] oTHER JENSEN 7-15 DEEP
2. NAME OF OPERATOR: 8. AP| NUMBER:
BARRETT RESOURCES CORPORATION F'ndm§
3. ADORESS OF OPERATOR: PHONG NUMBER: 18. FIELD AND POOL, OR WILOCAT:

30 West 425 Soughy (330-5) Roosexplt UL, 84066 (435) 722-1325 Wildcar

4. LOCATION OF WELL

rootastsavsureace:  1575' FNL x 1800' FEL cowt:  CARBON
QTRATR. SECTION. TOWNSHIP, RANGZ, MERIDAN: ~ SW/4 NE/4 Section 15-T12S-R10E STATE: UTAH
S.L.B. & M
", CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
£ NoTicE o INTenT 1] aciouze O oeeren | i REPERPORATE CUNRENT FORMATION
(Submi in Dupkoene) B} atercasivg [ rFracrure Trear [J eioemack ToRepair wew
Aprowmale duawork Wil 6at; | [™] CASING REPAIR [ New consraucTion [ remromariLy AsaNDON
Jul [[] crance o sravious pLans [ opsmaTor changs [ Tueing resam
[] cHance Tusing [ mws anp asanoon (] venTor FLaRE
O susseauant meporT [J sraNce weL name [ epwemack : (O water pisrosaL
{Subemt Onginal orm Only)
[ cHanos wew sTaTUS [ rroDUCTION (START/RESUME) [ wamerswur.oer
Dalw of work compiaton:
] commmGLE PRODUCING FORMATIONS  []  RECLAMATION OF WELL SITE O ommer:
O convarrwe, Tvee ] RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS, Clearly show all parinent delalls incluging dates. depths, volumed. eic.

REVISING CASING FROGRAM:

HOLE SETTING DEPTH SIZE WEIGHT GRADE THREAD CONDITION

SIZE from to

20" surface 40" 16" conductor

14=-3/4" surface 500" 10=-3/4" 40.5¢# J-55 ST&C NEW
9-7/8" surface 2,200' 7-5/8" 26.4¥ N-80 LT&C NEW
9-7/8" 2,200 5,500' 7-5/8" 26.4# $-95 LT&C NEW
6-1/2" surface 10,219' 5" 15.0¢ N-80 LT&C NEW

All three strings of pipe will be run back to surface. The original N-80 grade .for the inter-
mediate casing will be used for 2200'and then $-95 grade will be used for 3,300 feet to
complete the 5,500 feet of intermediate casing. The $-95 has a collapse strength of 4850 psi.
Estimated bottom hole pressure for this well is 6000 .psi.

A casing design sheet for the S-95 Iintermediate pipe is artached.

NAMG (PLEASE PRINT) 4]:1‘; K. Stanberry - Permitting Specialist
v,
SIGNATURE ‘ . : v July 5. 2001
.
(This spuce Ter Bt use only) V

{8/2000) {Swe Instruclions an Reverse Side)



RN o Uien
DEVISION Of 0L, GAS AHD MIHTHG

openAToR _ BARRETT RESOURCES CORPORATION
ENTITY ACYION FORM - FORM 6

ADDRESS

OPERATOR ACCT. Ho. N 9305
1515 Arapahoe St., Tower 3, Suite 1000

Denver, CO 80202-2110

ACTLIOH CURRENT NEW AP{ HUMBER
(0oL LHITIY HO.|ENMTITY NO.

s |79999 |/Z247 li3-007-30786 | JENSEN 7-15 DEEP

swNEl 15 | 128 | 10E| cARBON 7/11/01 5-&-of
WELL V COHMENTS:

9-9-0) CONFIDENTIAL
|

WELL 2 COIMCNTS:

WELL HAME HELL L QCATIO) SPUD

QQ sC e RG COUNTY DATE

EFFECTIVE
DATE

WELL 3 COHMENTS:

L]

VELL o COMMENTS:

WELL 5 COMMENTS:

ACTLOH CONES (See instructions on back of form)
A - Establish new entity for new well (single well only)
_ Add new well to existing entity (group or unit well) g o o g% JET
- Re-assign well from one existing entity to another existing enwwutivt
~Re-assign well from one existing entity Lo a new antity e R R
_ OUer (eaplain in comments section)

R N

moD Mo

Title

At g s 2008
HOTE:  Use COMMENT section lo explain why each Action Code was selected. WU AV

Phone No. { 303y 606-4261
(3/89)

DIVISION OF
DIl GAS AND MINING



Form9 “““SATE OF UTAH N e s
DEPARTMENK: OF NATURAL RESOURCES S
DIVISION OF OIL, GAS AND MINING 6. Leasa Designation and Serial Number
7. Indian Allottes or Tribe Name
SUNDRY NOTICES AND REPORTS ON WELLS FEE
Do not use this form for proposala to drill new wells, deapen existing welis, or to reenter plugged and absndoned walls. 8. Une or Communitzation Agroement |
Use APPLICATION FOR PERMIT — for such proposals
1.  Type of Well 2. Wall Nams and Number
wel Wl (ZJ Other (specity) JENSEN 7-15 DEEP
2. Name of Operator 10, AP Well Number
WILLIAMS PRODUCTION RMT COMPANY _ 13-007-30786
3. Address of Gpnrator 4. Telephone Number 11. Fieid and Pool, or Wildeal
1515 ARAPAHOE ST, TOWER 3, STE 1000 DENVER, CO 8020} 303 606-4261 Wildeat
5. Location of Well
Footage : 1575 FNL X 1800' FEL County : CARBON
QQ, Sec, T., R, M, : SW/4 NE/4 SECTION 15-T12S-R10E S.L.B.& State : UTAH
L A
|12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA =ﬁ
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)
m Abandonment D New Construction D Abandonment * D New Canstruclion
[[] casing Repair [] Pultor Aer Casing D Casing Repair [: Pull or Alter Casing
m Change of Plans D Recompletion D Change of Plang :J Shoot or Acidize
[] conversion to injection [] snootorAcidiza [] Converaion to Injection (] VventorFiare
I:] Fracture Treat D Vant or Flare D Fracture Treat D Water Shut-Off
[ Multipie Completion [] watersnurof [] other
D Other
Date of Werk Completion
Approximate Date Work Will Start currently drilling
Repor: results af Multipie Complations and Recompligtions to differert reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form,
" Must be accompanied by a cement verification report.

13. DESGRIEE Fii?i?ii Si Eﬁl.ﬁo OPERATIONS (Clearly stata ail partingnt deisils, and give pertinent dates. ﬂwe" Iu !!mﬂmul; ﬁln‘ﬁ. give subsurfaca

106atons ahd maasured and trus vertical depths for ail markers and zones pertinant Lo this work,)

WILLIAMS PRODUCTION RMT COMPANY (formerly Barrertt Resources C orporation; change of operator form being provided to
Utah Division of Oil, Gas and Mining today) REQUESTS PERMISSION TO REVISE THE SETTING DEPTH OF THE INTER-
MEDIATE CASING FROM 5,500' TO 8,700’ BASED ON GEOLOGICAL DATA OBTAINED DURING THE DRILLING OPERATION

ATTACHED IS A REVISED CASING DESIGN F OR THIS INTERMEDIATE STRING. THIS INTERMEDIATE STRING WILL 8E SET

WITH 900 SACKS OF CEMENT: 13.2 PPG 50/50/2 FOAMED TO 9.5 PPG. TO DATE THIS WELL HAS EXPERIENCED

SIGNIFICANT FLUID LOSS AND THIS CEMENTING PROGRAM HAS BEEN DESIGNED TO ALLEVIATE THIS FLUID LOSS.
Nield .86 e Delohe S"“*%er-{ e X

CURRENT DEPTH OF WELL AS OF 6:00 AM 8/24/01 IS 5286'. WE ANTICIPATE REACHING THIS 8,700 DEPTH

08/24/01

(State Use Only) !

APPROVED BY THE STATE
OF UTAH DIVISION OF
(8/90) Dg_‘rl‘E’.GA ] ANDl MiNJe!:llghuctlons on Reverse Side
BY; _ldel vO—Ag
¢ d 6lL6ON SIEN0STY L1aMAVe RyLv:8 1002 97 ony




BARRETT RESOURCES CORPORATTION

TRy —

Operator: WILLLIAMS PRODUCTION | Well Name: Jensen 7-15 Deep

Project ID: | Location: SWNE 15 T12S RI10E

—— rem—

—

Design Parameters: act :

Nud walght ( 9.00 ppe) 1 0.468 psi/fe collapsa r 1.135

Shut in surface pressuxs s BOA2 pei Burst : 1.10

InTaynal GXAdient (bBurst) : 0.128  psi/ft 8 Round 11.80 (O

Ahnular gradient (burst) 1 0.463 pel/fr Buttress 1 1.60 (D)

Tensila load is deverained using alr walebt other 7 1.50 (1)

Service rating is “aveat” Body Yield s 1.%0 (®)
r- |
I Lengen 3ixze waight oradea Jodint Depun Dwigs Cowmw |
| (faatr) (im.) (/%% (fauwt) (dma) |
— -]
1 1
| = a,700 ?.62a5 26 .40 - X-3.1 LTRO a1,700 c_B44e |
| a 2,100 7.6428 26 .40 N—RO LY &< 3,800 ¢.0a4 1
(- 4,900 7.525 26.40 =95 LTEC -.700 a.844 |
= > T T )
i } CSollapsc | Parst Min Tnt Yield | Tenmsion {
| ] roaad sSergtn =_x._ ] oaa stxgen s.r. | r.oada SeEegeEn s.r. |
1 1 (poi) (pmi) | (pmd) (p=i) | (Rri&pe) (O<dps) }
—t + t -
| | | | |
{t 12 ] rd-2J 4370 S.497 | $84Z 7A&6Q A.23a | 2a2aw.68 S48 A.47 |
| a | 777 Sade 1.7 | ARdE 8020 1.24 | 38e.80 490 2-65 J)
1 3 | apes 4350 1.132 | 4ms2 7150 A.%87 | A1A29.26 sS6e a4.39 J|
L 2 2 - —

DJB, Denver, Colorado

Preparad DY H
Date : 08-24-2001
Remarks :

cazrbon County, Utah .

Minizus segmunt length for the #,700 foot wall is 1,500 Caet,

Btring type: ZIntazrmediase - Drlg

NeXt string will set at 10,219 ft. with 13.50 ppg »ud (pore pressuxo of 7,167
psi.) The frac gwadiant of 0.200 pai/gt ar 8,700 fast yesults Ap an indestien
pressuxe of ¢,%0 pui rffective Bnp (for burst) is 6,900 pal, the
PP load iz 4,886 psi (using an annular mud of 9.000 ppg) nd the differential
geadient is =0.340 pei/fe.

For burst purposam, lost cizculation occurs bebind the pipe at 4,200 fv,
apove waich point, ths annulax mud Weight of 9.000 ppy gosn to ze¥O0.
The aguivalent poxe §XeAient At Shie 0t 15 4.66 ppy.

The minisum specified drirt alameter ia 6.300 in.

NOTE The dewign factors used in this casing string design ure as shown above. AS a ganaral
guldeline, Lons Star Steel racomnands using minimum design Lactors of 1.128 ~ ocollapse (wizh
aVaeLated sasing), 3.0 - (unlexial) duxye, A-0 - AFL 0xd sension, 1.6 - buttress tenaicn,
1.5 ~ pody vieid tension, and 1.4 — EDE &zd tanpion. CollaDse strength under axial tension
waAs CAlCMIAtSd BAGed On the Wastcott, DUnlop and Xemlex cuxve. Enginesring responsiblilliey
for use of this deaigm will be +hat of €hs purchaser.

Goats Zor thls design are Dased On & 1967 prieiny wedel. (Veraion 1.07)

£ 4 B1L6 ON SENAN0SHY 11AqEVE WLy:§ 1002 62 Oy



(-01 Barrett Jenson 7-15 Deep.<ev.

Casing Schematic
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Well name:

Operator: Barret Resources Corp.
String type:  Surface

Location: Carbon County, UT

7-01 Barrett Jenson 7-15 DeepRev.

Project ID:
43-007-30786

Design parameters:

Minimum design factors:

Environment:

Collapse Collapse: H2S considered? No
Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 72 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 500 ft
Burst:
Design factor 1.00 Cement top: 0ft
Burst
Max anticipated surface
pressure: 0 psi
Internal gradient: 0.468 psifft Tension: Non-directional string.
Calculated BHP 234 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body vield: 1.50 (B) Re subsequent strings:
Next setting depth: 8,700 ft
Tension is based on buoyed weight. Next mud weight: 9.000 ppg
Neutral point: 437 ft Next setting BHP: 4,068 psi
Fracture mud wt: 19.250 ppg
Fracture depth: 2,000 ft
Injection pressure 2,000 psi
Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter  Capacity
(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft°)

1 500 10.75 40.50 J-55 ST&C 500 500 9.925 39.7
Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

{psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 223 1580 7.08 234 3130 13.39 18 420 23.74 J

Prepared Dustin Doucet Phone: 801-538-5281 Date: August 29,2001

by: Utah Dept. of Natural Resources

Engineering Stipulations: None
No biaxial correction for tension is made.

FAX: 801-359-3940

Salt Lake City, Utah

Collapse is based on a vertical depth of 500 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the purchaser.



Well name: 7-01 Barrett Jenson 7-15 DeepRev.

Operator: Barret Resources Corp.

String type:  Intermediate Project ID:
43-007-30786

Location: Carbon County, UT

Design parameters: Minimum design factors: Environment:

Collapse Collapse: H2S considered? No
Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 187 °F

Temperature gradient: 1.40 °F/100ft
Minimum section length: 500 ft

Burst:
Design factor 1.00 Cement top: 3,486 ft
Burst
Max anticipated surface
pressure: 0 psi
Internal gradient: 0.603 psi/ft Tension: Non-directional string.
Calculated BHP 5,242 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J}
Body yield: 1.50 (B) Re subsequent strings:
Next setting depth: 10,219 ft
Tension is based on air weight. Next mud weight: 11.600 ppg
Neutral point: 7,541 ft Next setting BHP: 6,158 psi
Fracture mud wt: 19.250 ppg
Fracture depth: 8,700 ft
Injection pressure 8,700 psi
Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter  Capacity
(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft°)
3 1700 7.625 26.40 S-95 LT&C 1700 1700 6.844 88.8
2 2100 7.625 26.40 N-80 LT&C 3800 3800 6.844 109.7
1 4900 7.625 26.40 S-95 LT&C 8700 8700 6.844 255.8
Run Collapse Collapse Collapse Burst Burst Burst Tension  Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design
(psi) {psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
3 795 4370 5.50 1024 7150 6.98 230 568 247 J
2 1777 3400 1.91 2290 6020 2.63 185 490 2.65J
1 4067 4850 1.19 5242 7150 1.36 129 568 4.39J
Prepared Dustin Doucet Phone: 801-538-5281 Date: August 30,2001
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

Engineering Stipulations: None
No biaxial correction for tension is made.

Collapse is based on a vertical depth of 8700 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the purchaser.



Well name: 7-01 Barrett Jenson 7-15 DeepRev.

Operator: Barret Resources Corp.

String type:  Production Liner Project ID:
43-007-30786

Location: Carbon County, UT

Design parameters:

Environment:
H2S considered? No

Minimum design factors:

Collapse Collapse:
Mud weight: 11.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 208 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft
Burst:
Design factor 1.00 Cement top: 5,081 ft
Burst
Max anticipated surface
pressure: 0 psi
Internal gradient: 0.603 psi/ft Tension: Non-directional string.
Calculated BHP 6,158 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B)
Tension is based on air weight.
Neutral point: 8,423 ft
Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter  Capacity
(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft))

1 10219 5 15.00 N-80 LT&C 10219 10219 4.283 3104
Run Collapse Collapse Collapse Burst Burst Burst Tension  Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) {psi) Factor (Kips) (Kips) Factor

1 6158 7250 1.18 6158 8290 1.35 153 31 2.03J

Prepared Dustin Doucet Phone: 801-538-5281 Date: August 29,2001

by: Utah Dept. of Natural Resources

Engineering Stipulations: None
No biaxial correction for tension is made.

FAX: 801-359-3940 Salt Lake City, Utah

Collapse is based on a vertical depth of 10219 ft, a mud weight of 11.6 ppg The casing is considered to be evacuated for collapse purposes.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the purchaser.



ce: (et

WIII ans.
&

" 1515 Arapahoe Street Tower 3 Suire 1000
Denver, Colorado 80202

Date: 8/29/01

To: MR, DUSTIN DOUCET

_UTAH DIVISTON OF OTL GAS AND MYNTNG

SALT LAKE CITY, UT

From: Debbie Stanberry
Williams Production

Page one of_ 3

TODAY S CURRENT DEPTH IS 560Q': LAST 24 HOURS HAVE LOST 1025 RRLS MID

IF THIS SUNDRY MEETS WITH YOUR APPROVAL, PLEASE FAX TT RACK TO MF_AT

ARRIVE ON YOUR DESK, PLFASE LET ME KNOW AND .T WITJ MATI YOIl
ADDITIONAL COPIES.

PLEASE CALL ME AT (303) 606-4261 IF YOU NEED FURTHER INFORMATTON
Should you have any problems receiving this fax,

Please call (303) 606-4041

f 'd GIL6 ON 532400534 113dYve RyLv:8 1007 82 ony



Barrett Resources Corporation - Page 2 of 3

~ Operations Summary Report

Legal Well Name: JENSEN 7-15 DEEP // 300 p-30 DG/,
Common Well Name: JENSEN 7-15 DEEP 7-/)75 R /ca,L Sec f5~ Spud Date: 7/11/2001
Event Name: DRILLING Start: 7/5/2001 End: 7/25/2001
Contractor Name: NABORS Rig Release: Gmroup:
Rig Name: NABORS Rig Number: 924 P
N S RN
. Description of Operations
713/2001 |03:00 - 06:00 DIGGER'S.
7/14/2001  |06:00 - 10:30 4.50 WOT 4 WAITING ON EQUIP/TOOLS ( ONE OF HALLIBURTON'S BULK
TRUCK BROKE DOWN. THEY WAS TO BE ON LOCATION AND
CEMENT AT 7:00 A.M.)
110:30 - 12:00 1.50|CMT |2 CEMENTING 10 3/4" SURFACE CASING.
112:00 - 20:00 8.00/LOC |5 PREP LOCATION ( DIG AND INSTALL CELLAR RING, FENCE
RESERVE PIT IN. )
7/15/2001  |06:00-18:00 | 12.00 WOT 4 WAITING ON TRUCKS TO RIG UP. ( SET RIG MATTS W/ FORK
LIFT.)
7/16/2001  {06:00 - 10:00 4.00 WOT |4 WAITING ON TRUCKS TO RIG UP. ( CRANE WAS READY AT 7:00
AM.)
10:00 - 18:00 8.00 LOC |4 RIGGING UP. { THEY GOT SUB SET, DRAW WORKS, & MOTORS
SET.
7/17/2001  |06:00-19:00 | 13.00/LOC |4 RIG UP.
7/18/2001  106:00-18:00 . 12.00|LOC (4 RIG UP.
7/19/2001  106:00-18:00 | 12.00{LOC 4 RIGGING UP. ( RAISED DERRICK AND NABORS HAD TO DO SOME
WELDING ON THINGS ON RIG FLOOR BEFORE RIGGING UP
! ROTARY TOOLS.)
7/20/2001  |06:00-06:00 | 24.00/LOC 4 RIGGING UP ROTARY TOOLS ON RIG FLOOR.
7/21/2001  |06:00 - 10:00 400/LOC |4 RIGGING UP ROTARY TOOLS ON RIG FLOOR.
10:00-14:00 - 4.00/BOP |1 WELD ON WELL HEAD & TEST TO 1000 PSI.
14:00-16:00 | 2.00/{BOP 1 ! NU/ND BOP
16:00-19:00 | 3.00|WOT 4 | ‘WAITING ON EQUIP/TOOLS ( HAD TO GET A 13 5/8" 5M TIE DOWN
! ‘ : 1 FLANGE TO RAISE BOP'S 4".
119:00-06:00 | 11.00BOP |1 1 NU/ BOP
7/22/2001  106:00 - 08:00 2.00/BOP |1 } NU/ BOP
08:00 - 17:00 9.00{BOP |2 ! TEST BOP's ( PIPE'S, BLIND'S, CHOKE MANIFOLD TO 5000 PS!,
| ANNULAR 3500 PSI, CASING TO 2200 PSi AND STAND PIPE TO
! 2000 PSI BACK TO PUMP'S )
17:00 - 23:00 6.00/BOP |1 NU/ GAS BUSTER AND FLARE LINES.
23:00 - 03:00 400/LOC |4 RIG UP/ FLOOR SO WE COULD PICK UP B.H.A.
03:00 - 06:00 3.00/ TRP |1 PU/LD BHA( THREE HOURS PICKING UP BIT, BIT SUB, AND ONE
D.C.)
7/23/2001  |06:00 - 08:00 2.00/TRP 1 PU/ BHA
108:00 - 09:00 1.00| RIG 1 RIG SERVICE( PRIME MUD PUMP'S)
09:00 - 12:00 3.00/RIG 2 RIG REPAIR (REPLACE 6" VALUES ON FLOWLINE & CHECK OUT
| PUMP CLUTCH ON # 2 MUD PUMP.)
12:00 - 17:30 550 DRL |4 DRILL CEMENT/EQUIPMENT ( TAG CEMENT @ 445'. DRILL
CEMENT F/ 445' TO 468", DRILL PLUG & FLOAT COLLAR, CEMENT
F/ 470' -516', GUIDE SHOE, CEMENT F/ 517-528'.
17:30 - 20:00 250 DRL |1 ROTARY DRILL 9 7/8" HOLE F/ 528' - 622..
20:00 - 20:30 0.50 CIRC |1 CIRCULATE/CONDITION
20:30 - 21:30 1.00/ TRP |12 TRIP OUT FOR MOTOR & MWD TOOLS
21:30 - 00:30 3.00/TRP |1 PU/LD BHA
00:30 - 01:30 1.00{ TRP |2 TRIP
01:30 - 02:00 0.50 DRL |3 ORIENT DIRECTIONAL TOOLS
02:00 - 06:00 400/DRL |2 DIRECTIONAL DRILL ( ROTATE F/ 622'-649', SLIDE F/ 649' - 659",
ROTATE F/ 659" - 679, SLIDE F/ 679" - 699', ROTATE F/ 699" -709'.
7/24/2001  |06:00 - 14:00 8.00|DRL 2 SLIDE & ROTATE DRILLING F/ 709 -893'
14:00 - 16:30 250|TRP |2 \ TRIP TO CHANGE MOTOR ANGLE F/ 1.15 TO 1.5
|16:30 - 17:00 0.50/RIG |1 ! RIG SERVICE
117:00 - 22:30 550/ DRL |2 DIRECTIONAL DRILL SLIDE & ROTATE DRILLING F/ 893'-1016'
‘22 30 - 23:00 | 0.50/CIRC |1 ! CIRCULATE BOTTOM'S UP F/ TRIP.
| J i
I |

Printed: 7/25/2001 8:07:39 AM



Legal Well Name:
Common Well Name:

Event Name:
Contractor Name:
Rig Name:

23:00 - 00:00
00:00 - 01:00

7/24/2001
01:00 - 02:00
02:00 - 06:00
7/25/2001 06:00 - 09:00
09:00 - 10:00

10:00 - 14:00
14.00 - 16:00

16:00 - 06:00

JENSEN 7-15 DEEP

Barrett Resources Corporation Page 3 0f 3

 Operations Summary Rep:

JENSEN 7-15 DEEP

Spud Date: 7/11/2001

DRILLING Start: 7/5/2001 End: 7/25/2001
NABORS Rig Release: Group:
NABORS Rig Number: 924

Description of Operations -

2 TRIP OUT TO CHANGE MOTOR SETTING
1.00| DRL 3 SET MOTOR ANGLE UP F/ 1.5 TO 2.125 & RE-ORIENT
DIRECTIONAL TOOLS
1.00| TRP 2 TRIP
4.00| DRL 2 DIRECTIONAL DRILL ( TIME SLIDE DRILLING @ 6 MINUTES / PER
FOOT.)
3.00| DRL 2 DIRECTIONAL DRILL ( TIME SLIDE DRILLING @ 6 MINUTES / PER
| FOOT.) F/ 1048' -1079'
1.00| TRP 12 TRIP TO CHECK MWD TOOL. ( PIN HAD BROKE AND ROTATED
180 DEGREES.)
4.00| TRP 1 PU/ BHA. INSTALL NEW MWD TOOL & MUD MOTOR.
2.00| TRP 2 TRIP IN HOLE & CHECK SHOT'S ON SURVEY'S @ 780' 3 * AZIM.
' 228.69, 964' 6.5 AZIM. 290.74, 1027' 8.9* AZIM. 315.5.
14.00| DRL 2 DIRECTIONAL DRILL SLIDE ROTATE DRILLING F/ 1079’ - 1326’
|
|
1 |
\

Printed: 7/25/2001 8.07:39 AM



Form 9 + TEOF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Seriat Number
7. Indian Allottee or Tribe Name
SUNDRY NOTICES AND REPORTS ON WELLS FEE
Do notusé this form for proposals to drill new wells, deepen existing wells, or to reenter plugged:and abandoned wells. —Unit or Communitization Agreement
Use APPLICATION FOR PERMIT - for such proposals
1. Type of Well 9. Well Name and Number
Qil Gas .
Well Well [ ] other (specify) JENSEN 7-15 DEEP

2. Name of Operator 10. API Well Number

BARRETT RESOURCES CORPORATION 43-007-30786
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat
1515 Arapahoe St., Tower 3, Ste 1000  Denver, CO 80202-2110 303 606-4261 Wildcat
5. Location of Well
Footage . 1575' FNL X 1800' FEL County : CARBON
QQ, Sec, T., R, M. : SW/4 NE/4 SECTION 15-T12S-R10E S.LB.& state : UTAH
12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)
D Abandonment D New Construction D Abandonment * D New Construction
I____] Casing Repair D Pull or Alter Casing D Casing Repair I:] Pull or Alter Casing
[:] Change of Plans lj Recompletion Change of Plans l:l Shoot or Acidize
D Conversion to Injection I___] Shoot or Acidize D Conversion to Injection l_____l Vent or Flare
D Fracture Treat L—:] Vent or Flare D Fracture Treat [:l Water Shut-Off
|:| Multiple Completion |:| Water Shut-Off ['_':] Other
[] otner

Date of Work Completion July 2 7-31, 2001

Approximate Date Work Will Start

Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.

* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

This Sundry is being provided to advise you that the original hole has been drilled to a depth of 1391". It has been discovered that
our directional tools were malfunctioning and this hole is crooked. We have plugged back at the end of the surface pipe, 517.8' KB
and are sidetracking. Started sidetracking 7/3 1/01 at 631", Time drilling. Survey before starting 0.8 degrees, azim 217.

Set kick off plug from 813" - 400". Pumped 39.3 bbls of Class G cement wt. 17.5#/Gal. Yield .96 1% DO-65 (dispersant) and
39 salt. Mixed with 3.65 gals/sk water. Trip out from 813"to 351" Circulate bottoms up. Got approximately 1 bbl cement back
@ 351" Actually tagged top of cement at 553'. Top of plug TMD 553"; bottom of plug TMD 813’ set 7/28/01.

t the fgrégoing ig tru

s
Z

(State Use Only)

2 pa)
14. | hereby certify tha e and correct
L
Name & Signature ' g ,@ Permitting Specialist Date 07/31/01
—

BoOE

(8/90) See Instructions on Reverse Side




JUL 31,2001 2:13PM RARRETT RESQURCES §O. 9197 P |

BARRETT RESOURCES CORPORATION

1515 Arapahoc Street, Tower 3. Suit 1000. Oenver, CO 80202 303.572.3900

Date:  July 31, 2001

DUSTIN DQUCET

To:
UTAH DLVISIQN OF OIL GAS AND MINING
Debbie Stanberry
From: e

Barrett Resources Corporation

Page One of __2

GIST. _AS THE TIME COMES

5500' BASED ON A MUD 1.0G PICK RY THE GEOLO

OSER

___UP WITH ANOTHER SUNDRY.
I CAN BE REACHED AT (303) 606‘426LWM

- GOING OUT_IN TODAY"S MAIL.,

Should you have any problems receiving this fax,
please call (303) 606-48<t L4/

“CEIVED

001

CHWVISION OF
AN AND MINING



Bérr'ett Resources Corporation Page 1 of 2
Operations Summary Report ’

Y 7~0C -3¢ DB

Legal Well Name: JENSEN 7-15 DEEP - v E SeC/ls
7‘/(7?5 )()/ Spud Date: 7/11/2001

Common Well Name: JENSEN 7-15 DEEP

Event Name: DRILLING Start: 7/5/2001 End: 7/18/2001
Contractor Name: NABORS Rig Release: Group:
Rig Name: NABORS Rig Number: 924

Descr%tion of Operations 4ﬁl}

'START BUILDING LOCATION JENSEN #7-15 DEEP. NABORS RIG #
i | 1 | \ |624 WILL START MOVING SOME RIG OVER & SETTING ON LOD
| | | \ | LOCATION #1-15 ON 7-6-01 UNTIL NEW LOCATION &
\ | | 1 | |CONDUCTOR, RAT & MOUSE HOLE IS DONE. PHONE AT
| { | : LOCATION WILL BE 1-435-828-5300.
7172001 |06:00 - | joc s | ' BUILDING LOCATION JENSEN #7-15 DEEP. LOCATION PAD 70%
| . | DONE. BILL JR. RAT HOLE DRILLERS IS SET UP TO DRILL
| | | | SURFACE & RAT HOLE & MOUSE HOLE ON 7-10-01. THAT'S THE
| 1 | | EARLIEST THAT | COULD GET THEM. PHONE AT LOCATION WILL
| | ‘ \BE 1-435-828-5300.
7/8/2001  |06:00 - | ! Loc s \ BUILDING LOCATION JENSEN #7-15 DEEP. LOCATION PAD 95%
| | | \ |DONE & STARTING RESERVE PIT. WE GOT A SIGNED APD
i \ ! % ‘ |APPROVAL FITHE STATE OF UTAH AT 5:00 P.M. ON 7-6-01. BILL
| | | 1 | R RAT HOLE DRILLERS IS SET UP TO DRILL SURFACE & RAT
| i ! | | |HOLE & MOUSE HOLE ON 7-6-01. THAT'S THE EARLIST THAT |
| | | | ‘ | COULD GET THEM. PHONE AT LOCATION WILL BE 1-435-828-5300.
| ] ‘ | NABORS DRILLING RIG #924'S TOOLPUSHER CALLED & SAID
1 | ! ; 'TRUCKS GOT DELAYED UNTIL TUESDAY 7-10-01 TO RIG DOWN &
1 | ! | 1 'MOVE RIG TO OUR LOCATION.
7/9/2001  |06:00 - Loc 5 i | LOCATION PAD 100% DONE & WORKING ON RESERVE IT & FLARE
: 1 i | |PIT. AFTER WE GET SURFACE DRILLED & CEMENTED WE'LL LINE
| | f | 'RESERVE PIT. 1WILL NOTIFY CAROL DANIELS THIS MORNING
\ ; | | | 'WITH THE STATE OF UTAH CIVISION OF OIL & GAS OF SPUD
| | | “ i | DATE FOR 7-10-01. 10 3/4" SURFACE CASING WILL BE
| ! ‘ ‘ | |DELIVERED TUESDAY 7-10-01. PHONE AT LOCATION WILL BE
i i | | ~ 11.435-828-5300.
7/10/2001 | 06:00 - 20:00 i 14.00[LOC |1 ‘ | LOCATION PAD, RESERVE PIT, & FLARE PIT DONE. AFTER WE
‘ : \ | GET SURFACE DRILLED & CMTED, WE'LL LINE RESERVE PIT.

|
" ‘ ‘NOTIFIED CAROL DANIELS WITH THE STATE OF UTAH DIVISION
Tﬂ}g | ‘ |OF OIL & GAS OF SPUD DATE FOR 7-10-01.  MAY HAVE TO
o i ! ‘ADJUST SPUD DATE WITH HER TODAY DEPENDING ON IF WE
|
\

| ‘CAN GET AIR BIT OR USE BUCKET RIG TO DRILL RAT HOLE &
‘ =‘MOUSE HOLE & SET 40' OF 16" CONDUCTOR. IF SO WE MAY
| |HAVE TO DRILL SURFACE WITH DRILLING RIG. BILL JR. RAT

Aat ‘ 'HOLE DRILLERS WILL LET NE KNOW BY 10:00 A.M. THIS
A e s . MORNING IF THEY CAN GET THE 15" AIR HAMER BIT. pHONE AT
B el R [frenivses ] i \ LOCATION WILL BE 1-435-828-5300.
7/11/2001 !06:00 -20:00 ! 14.00 LOC M i | WAITING ON BILL JR. RAT HOLE DRILLER. THEY SHOULD BE ON

‘ | ‘ ‘ | ’LOCATION THIS MORNING AND RIG UP AND START RAT HOLE

: ‘ | | "AND MOUSEHOLE AND DRILL SURFACE. WE GOT 15 LOADS OF

| | ¥ | | INABORS RIG # 924 ON LOCATION YESTERDAY.
i ] | | | | WHEN WE GET SURFACE DRILLED AND CASING CEMENTED |
| 1

‘ ‘ IWILL LINE RESERVE PIT AND FENCE PIT IN.

7/12/2001 “‘06:00 -18:00 i 12.00‘ LOC 1 ‘ ' WAITING ON BILL JR. RAT HOLE DRILLER AND AIR BIT.
l | i ‘ ! iWE GOT 24 LOADS OF NABORS RIG TODAY AND APPOX. 14 LEFT.
i 18:00 - 20:00 ‘ 2.00|LOC 2 | iCONDUCTOR/MOUSE/RAT( RIG UP BILL JR.'S RIG.)
120:00 - 22:00 | 2.00. DRL ‘8 ; IDRL SPUD SURFACE 14 3/4" HOLE WITH BILL JR'S RAT HOLE
‘ | 1 ; | ‘DRILLERS AT 20:00 HR.'S. ON 7/11/01. 0’ - 10".( WILL START AGAIN
‘ : : ‘ : |AT 06:00 THIS MORNING.)
7/13/2001 !06:00 - 00:00 ‘ 18.00! DRL ‘8 ‘ iDRILLING 14 3/4" SURFACE HOLE F/ 10'- 511". GROUND LEVEL
‘ ‘ i 1 ; ‘MEASUREMENT, RIG'S K.B. WILL BE 528'.
100:00 - 03:00 | 3.00! CsG ‘2 | IRUN 10 3/4" CASING TO 500.40'
i 2 : !DRILL MOUSE/RAT HOLE AND RIG DOWN BILL JR.'S RAT HOLE
1

103:00 - 06:00 | 3.00‘ LoC
‘- | I ‘
} i ‘ ‘ 1

Printed: 7/18/2001 7:14:33 AM



Legal Well Name:
Common Well Name:

Barrett Resources Corporation Page20f2

Operations Summary Report

JENSEN 7-15 DEEP

JENSEN 7-15 DEEP Spud Date: 7/11/2001

Event Name: DRILLING Start: 7/5/2001 End: 7/18/2001
Contractor Name: NABORS Rig Release: Group:
Rig Name: NABORS

v T)Aate

E

Rig Number: 924

Description of Operations

7/13/2001  |03:00 - 06:00 3.00/LOC | DIGGER'S.
71472001  |06:00-10:30 | 450 WOT |4 WAITING ON EQUIP/TOOLS ( ONE OF HALLIBURTON'S BULK
| ’ ' | TRUCK BROKE DOWN. THEY WAS TO BE ON LOCATION AND
! | | \ CEMENT AT 7:00 AM.)
10:30-12:00 | 150 CMT |2 | CEMENTING 10 3/4" SURFACE CASING.
112:00 - 20:00 | 8.00/LOC |5 PREP LOCATION ( DIG AND INSTALL CELLAR RING, FENCE
| “ | \ ’ RESERVE PIT IN.)
7115/2001  06:00-18:00 | 12.00 ] woT r‘4 ‘ WAITING ON TRUCKS TO RIG UP. ( SET RIG MATTS W/ FORK
\ : | LIFT.)
7116/2001 |06:00 - 10:00 | 400 woT ]4 | WAITING ON TRUCKS TO RIG UP. ( CRANE WAS READY AT 7:00
‘ ‘ , AM.)
i |
10:00 - 18:00 ‘ a.ool Loc |4 1 RIGGING UP. ( THEY GOT SUB SET, DRAW WORKS, & MOTORS
? 1 L SET.
7/17/2001 l‘os:oo - 19:00 ‘ 13.00/ LOC 4 \ RIG UP.
7/18/2001 | 06:00 - 18:00 | 1200/L0C |4 l IRIG UP.

|
|
|
'

Printed: 7/18/2001 7:14:33 AM




CONFIDENTIAL

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION
Name of Company: BARRETT RESOURCES CORP
Well Name: JENSON 7-15 DEEP
Api No..___43-007-30786 LEASE TYPE: FEE
Section__15 Township__12S Range__ 10E  County CARBON
Drilling Contractor BILL MARTIN RIG#___AIR

SPUDDED:

Date 07//11/2001

Time 8§:00PM

How DRY

Drilling will commence

Reported by DEBBIE WISENER

Telephone # 1-435-722-1325

Date 07/12/2001 Signed: CHD




STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIlL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

FEE

7. UNIT or CA AGREEMENT NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

8. WELL NAME and NUMBER:

1. TYPE OF WELL
E THER
oL weLt X GASWELL [] OTH JENSEN 7-15 DEEP
2. NAME OF OPERATOR: 9. AP! NUMBER:
BARRETT RESOURCES CORPORATION pending
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:

30 West 425 South, (330-5) Roosewglt UL 84066 (435) 722-1325 Wildcat

. LOCATION OF WELL

I

cootacesaTsurrace:  1575' FNL x 1800 ' FEL county:  CARBON
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:  SW/ 4 NE/4 Section 15-T125-R10E STATE: UTAH
S.L.B. & M
i1 CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
2 [ acioize [} oeeren [[] REPERFORATE CURRENT FORMATION
NOTICE OF INTENT
(Submit in Duplicate) KX ALTERCASING [[] FRAGTURE TREAT [T] SIDETRACK TO REPAIR WELL
Approximate date work will start: [} casING REPAIR [[] New coNsTRUCTION [T] TEMPORARILY ABANDON
July 12, 2001 [T] CHANGE TO PREVIOUS PLANS ] operaTOR CHANGE (] tusiNG REPAIR
[[] crance TuBING [] PLUG AND ABANDON [J ventoRFLARE
E] SUBSEC_IUENT REPORT D CHANGE WELL NAME [:] PLUG BACK [____] WATER DISPOSAL
Da:::::‘:::::::::" o [] CHANGE WELL STATUS [] PRODUCTION (STARTIRESUME) [C] waTER sHUT-OFF
[[] COMMINGLE PRODUCING FORMATIONS ] RECLAMATION OF WELL SITE ] omer
] converTweLL TYPE [[] RECOMPLETE - DIFFERENT FORMATION
12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
REVISING CASING PROGRAM:
HOLE SETTING DEPTH SIZE WEIGHT GRADE THREAD CONDITION
SIZE from to
20" surface 40" 16" conductor
14-3/4" surface 500 10-3/4" 40.5# J=-55 ST&C NEW
9-7/8" surface 2,200 7-5/8" 26. 4% N-80 LT&C NEW
9-7/8" 2,200' 5,500 7-5/8" 26. 4% S-95 LT&C NEW
6-1/2" surface 10,219’ 5" 15.0# N-80 LT&C NEW

All three strings of pipe will be run back to surface. The original N-80 grade for the inter-
mediate casing will be used for 2200"'and then S-95 grade will be used for 3,300 feet to
complete the 5,500 feet of intermediate casing. The S-95 has a collapse strength of 4850 psi.
Estimated bottom hole pressure for this well is 6000 psi.

A casing design sheet for the S-95 intermediate pipe is attached.

NAME (PLEASE PRINT) > Debra K. Stanbegy/j, TITLE Permitting Specialist

K‘%_v/i44/%ﬂ&, July 5, 2001
/ d
e

SIGNATURE

(This space for State use only)

e

(5/2000) (See Instructions on Reverse Side)




BARRETT RESOURCES CORPORATION

Operator: BARRETT RESOURCES | well Name: Jensen 7-15 Deep
Project ID: 55356D | Location: SWNE 15 T12S R10E
Design Parameters: Design Factors:
Mud welght (10.40 pP3) : 0.540 psi/ft Collapse : 1.1286
sput in surface pressure : 3585 pai Burst : 1.10
Internal gradient (buxrst) 3 0.098 psi/ft & Round : 1.80 (J)
Annular gradiant (buxst) : 0.540 psi/ft Buttress : 1.60 (N
Tensile load is determined using buoyed weight oOther : 1.50 (I
Service rating is nSweet™ Body Yield : 1.50 (B)
[ 1
| Length size weilight Grade Joint Depth Drift cost ]
| ( feet) (in.) C 1 /ft) (feet) (in-)D |
— -
1 |
[ 2,200 7.625 26 .40 N—-80 LTE&C 2,200 s.844 ]
| =2 3,300 7.625 26 .40 sS~-95 LT&C 5,500 &.844 |
\ r o}
T L) T
\ i collapse | Burst Min Int viela | Tansion |
| ] L.oaad strgth sS.F. | Loaa strgth s.F. | Load strgth s.P. |
! | (ps1) (p=i) l(psi) (psi) | (kips) (kips) |
Pt —t— : ——
{ | | 1 |
| =2 | 2189 3269 2.7a49 | 3585 6020 1.68 | 1=22-12 490 a.01r J|
] 2 | 2972 4850 13.632 | 2612 7150 z.74 | 73.27 568 7.78 J|
L 3 3 3 N
pPrepared by DJB, Denver, colorado
Date :+ 07-05-2001
Remarks :
carbon County, uUtah
Minimus segment length for the 5,500 foot well is 1,500 feet.
string type: Intermedliate - Prod
The minimum specified drift diameter is 6.500 in.
NOTE : The design factors used in this casing string design are as shown above. As a general

guideline, Lone Star Steel recommends using ninimum design factors of 1.125 - collapse (with

evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API 8rd tension,

1.6 - buttress tension,

1.6 - body yield tension, and 1.6 - EUE 8rd tension. Collapse atrength under axial tension

was calculated based on the Weatcott, Dunlop and Kemler
for use of this deaign will be that of the purchaser.
Costs for this design are pased on a 1987 pricing model.

curve. Engineering responsibility

(Version 1.07)
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DIVISION OF OIL, GAS AND MINING

1594 West North Temple, Suite 1210
PO Box 145801
Salt Lake City, Utah 84114-5801
Kathleen Clarke '
Exscutive Director 801-538-5340
Lowell P. Braxton 801-359-3940 (Fax)
Division Director | 801-538.7223 (TDD)

Michael O. Leavitt
Governer

UTAH DIVISION OF OIL, GAS AND MINING

FACSIMILE COVER SHEET
DATE: 7 / 7 / o/
FAX (435) 122~ 1321
ATTN: £ 6Z die &wﬂ%ﬂf
COMPANY: Boorett Resources
DEPARTMENT:
NUMBER OF PAGES: (INCLUDING THIS ONE) (ﬂ

FROM: j ﬁf/@n ¢ /g/SS e/ /




BARRETT RESOURCES CORPORATION

1515 Arapahoe Street, Tower 3, Suite 1000, Denver, CO 80202 303.572.3900

Date.___7/5/01

MR, DUSTIN DOQUCET

To:
UTAH DIVISION OF OIL, GAS & MINING

Debbie Stanberry

From:
Barrett Resources Corporation

Page Oneof _3

Following up on our telephone conversation of Tuesday morning, attached

is a Sundry notice revising our casing program for the Jensen 7-15 Deep

well. We are now using 2200'of N-80 for the intermediate casing and 3300

of S-95 pipe. Also, it is Barrettd plan to run all three strings of

casing back to surface.

I believe thegse revisions should successfully resalye YQUY concerns

If not, please notify me ASAP at (303) 606~4261. A hard copy of this

fax will..be dip thaxé mail o you

Should you have any problems receiving this fax,
please call (303) 606-484%~ .7, /




- _CONFIDENTIAL—

P! Williams Production Page 4 of 4

v
s Operations Summary Report
fifloies :
Legal Well Name: JENSEN 7-15 DEEP el Fovse
Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: DRILLING Start: 71512001 End: 8/8/2001
Contractor Name: NABORS Rig Release: Group:
Rig Name: NABORS Rig Number: 924
Date J:rom -To.| Hours | Code Csz;jdﬁe Phase Description-of Operations
7/29/2001 19:30 - 20:00 0.50|CIRC 1 BACK @ 351". CALC. TOP W/ GAUGE HOLE WOULD BE 397".
20:00 - 21:00 1.00| TRP |5 LD 27/8" TUBING.
21:00 - 06:00 9.00 WOT |1 ‘WAITING ON CEMENT
7/30/2001 06:00-06:00 | 24.00 WOT |1 WAITING ON CEMENT
7/31/2001 06:00 - 07:00 1.00, WOT |1 WAITING ON CEMENT
07:00 - 08:30 150|TRP |2 TRIP IN HOLE AND TAG CEMENT @ 553'
08:30 - 17:30 9.00/DRL |5 DRILL CEMENT PLUG F/ 553" - 631'
17:30 - 18:00 0.50 CIRC |1 CIRCULATE BOTTOM'S UP F/ TRIP.
18:00 - 19:00 1.00| TRP |2 TRIPOUT TO PICK UP DIRECTIONAL TOOLS.
19:00 - 21:30 2.50| TRP 1 PU/ BHA ( DIRECTIONAL TOOLS)
21:30 - 22:30 1.00|TRP |2 TRIP IN HOLE
22:30 - 06:00 750 DRL |7 SIDETRACKING ( STARTED SIDE TRACKING @ 631'. TIME
DRILLING.) SURVEY BEFORE STARTING .8 DEG. AZIM. 217.
8/1/2001 06:00-06:00 | 24.00/{DRL 7 SLIDE TIME DRILLING 1/2' PER/HR. ( 636' - 649'.) WE ARE NOW
'STARTING 1' PER/HR.
8/2/2001 06:00-06:00 24.00/DRL |7 | SLIDE TIME DRILLING 1' PER/HR. (649’ - 670') STARTED TO
‘ ‘ 'SLIDE DRLG. W/ 5-10,000 # WT. NOW.
8/3/2001 {06:00-17:30 | 11.50:DRL 7 | SLIDE DRILLING F/ 670" - 761’
17:30 - 18:00 0.50 RIG 1 IRIG SERVICE
18:00-22:00 | 400/ TRP |10 TRIP FOR BIT AND TO CHECK MWD TOOL AND CHANGE MOTOR
3 | ; SETTING.
22:00-06:00 | 800 DRL 2 ! |DIRECTIONAL DRILL F/ 761'-900'
8/4/2001 j06:00-12:00 |  6.00(/DRL 2 | leRECTIONAL DRILL F/ 900' - 1006'. ( ROTATE F/ 900'-913',SLIDE F/
i | ‘ 1913925, ROTATE F/ 925'-945', SLIDE F/ 945'-953', ROTATE F/
‘ ' 1 * .953'-1006'".
12:00 - 12:30 0.50| RIG 1 |RIG SERVICE
12:30-19:30 . 7.00/DRL |2 DIRECTIONAL DRILL F/ 1006' - 1124'
119:30 - 20:30 1.00| RIG 2 |RIG REPAIR
120:30 - 06:00 950 DRL 2 ‘DIRECTIONAL DRILL F/ 1126' - 1220'
8/5/2001 06:00 - 07:00 1.00/DRL 2 DIRECTIONAL DRILL F/ 1220' - 1240’
07:00 - 07:30 0.50/RIG 2 ‘REPAIR ON SPERRY SUN MUD LINE SENSOR
07:30 - 16:00 850 DRL 2 'DIRECTIONAL DRILL F/ 1240' - 1351’
{16:00 - 16:30 0.50| RIG 1 RIG SERVICE
116:30-06:00 | 13.50| RIG 2 RIG REPAIR ( KELLY HOSE BLEW A HOLE IN IT, SO WE P.0.O.H.
, TO CASING SHOE AND WAITING ON HOSE.)
8/6/2001 06:00-22:30 | 16.50|RIG 2 RIG REPAIR ( REPLACE KELLY HOSE & UNIONS. PRESSURE TEST
‘ LINES TO 2500 PSI AND TRIP IN HOLE )
22:30 - 06:00 750 DRL |2 DIRECTIONAL DRILL F/ 1351' -1445'
8/7/2001 06:00 - 15:30 950!DRL |2 DIRECTIONAL DRILL F/ 1445' - 1632'
15:30 - 16:00 0.50 | RIG 1 RIG SERVICE
16:00 - 16:30 0.50/ SUR 1 CONN.'S & SURVEY'S
16:30-06:00 |  13.50/DRL 2 'DIRECTIONAL DRILL F/ 1632' - 1956'
8/8/2001 06:00-16:30 . 1050 DRL 2 ‘DIRECTIONAL DRILL F/ 1956' - 2127"
16:30 - 17:00 0.50| SUR |1 'CONN.'S & SURVEY'S
17:00 - 17:30 0.50| RIG 1 RIG SERVICE
17:30-04:00 | 10.50|DRL |2 DIRECTIONAL DRILL F/ 2127' - 2373'
04:00 - 04:30 0.50/SUR |1 CONN.'S & SURVEY'S
04:30 - 06:00 150/ DRL |2 DIRECTIONAL DRILL F/ 2373' - 2402'
|




‘um.‘rv

PREHEAT & PRESSURE WASHERS

August 1, 2001

CAROL DANIELS:

Toll Free (888) 328-8005

New Orleans » Crowley
Phone:(504)328-8006
Fax: (504) 328-8007
Www.qualitypreheat.com
info@qua/itypreheat. com

Attached is the weekly Summary report  for the Jensen 7-15
Deep well covering July 25 through July 31.

JENSEN 7515 DEEP

SW/4 NE/4 Section 15-T12S-R1QE

Carbon County, Utah
API 43-007-30786

Debbie Stanberry

BARRETT RESOURCES CORPORATION
(303) 606-4261
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HEL

7/24/2001

7/25/2001

7/26/2001

7/27/2001

7/28/2001

7/29/2001

Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

23:00 - 00:00
00:00 - 01:00

01:00 - 02:00
02:00 - 06:00

06:00 - 09:00
09:00 - 10:00

10:00 - 14:00
14:00 - 16:00

16:00 - 06:00
11:00 - 12:00

16:30 - 19:30

106:00 - 09:30 |

109:30 - 10:30

13:00 - 14:00
14:00 - 16:00
16:00 - 19:00
19:00 - 20:30
120:30 - 22:00
22:00 - 23:00
23:00 - 00:00

00:00 - 00:30
00:30 - 01:00
01:00 - 03:00
03:00 - 06:00
06:00 - 03:00
03:00 - 04:00
04:00 - 04:30
04:30 - 06:00
06:00 - 11:30
111:30 - 12:30
12:30 - 15:00
15:00 - 17:00
17:00 - 18:00
18:00 - 19:00

19:00 - 19:30
19:30 - 20:00

06:00 - 11:00 |
112:00 - 16:30 -

19:30 - 06:00 !

10:30 - 13:00

DRILLING

NABORS
NABORS

1.00
1.00

1.00
4.00

3.00

1.00

4.00
2.00

14.00!
5.00
1.00
4.50
3.00

10.50

3.50
1.00
2.50

1.00
2.00
3.00
1.50
1.50
1.00|
1.00

0.50
0.50
2.00
3.00
21.00
1.00
0.50
1.50
5.50
1.00
2.50
2.00
1.00
1.00

0.50
0.50!

TRP
DRL

TRP
DRL

DRL

TRP

TRP
TRP

DRL
DRL
CIRC
TRP
TRP
REAM

REAM
CIRC
TRP

TRP
WOT
TRP
TRP
CIRC
CMT
CMT

TRP
CIRC
TRP
wWOT
WOT
TRP
CIRC
DRL
DRL
TRP
TRP
CIRC
CMT
CMT

TRP
CIRC

Barrett Resources Corporation
Operations Summary Report

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP

12
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- TRIP OUT F/ 813 TO 351".
= * | GIRCULATE BOTTOM'S UP. WE GOT APPOX. 1 BBL. CEMENT

Page 3 of4

ST T RS KJCE
Spud Date: 7/11/2001
End: 7/31/2001
Group:

y3-C0P-3C73¢

Start: 7/5/2001

Rig Release:
Rig Number: 924

TRIP OUT TO CHANGE MOTOR SETTING

SET MOTOR ANGLE UP F/ 1.5 TO 2.125 & RE-ORIENT
DIRECTIONAL TOOLS

TRIP

DIRECTIONAL DRILL ( TIME SLIDE DRILLING @ 6 MINUTES / PER
FOOT))

DIRECTIONAL DRILL ( TIME SLIDE DRILLING @ 6 MINUTES / PER
FOOT.) F/ 1048' -107¢'

TRIP TO CHECK MWD TOOL. ( PIN HAD BROKE AND ROTATED
180 DEGREES))

{PU/ BHA. INSTALL NEW MWD TOOL & MUD MOTOR.

TRIP IN HOLE & CHECK SHOT'S ON SURVEY'S @ 780 3 * AZIM.
228.69, 964' 6.5* AZIM. 290.74, 1027’ 8.9" AZIM. 315.5.
DIRECTIONAL DRILL SLIDE ROTATE DRILLING F/ 1079' - 1326'
DIRECTIONAL DRILL SLIDE ROTATE DRILLING F/ 13261391’
CIRCULATE/CONDITION ( PUMP LCM SWEEP )

'TRIP OUT & ( LAY DOWN 21 JT.'S D.P. AND DIRECTIONAL TOOLS)
PU/ BHA

WASHING/REAMING F/ 622' - 1275'. ( HOLE HAS BEEN REAMING
OUT GOOD. ONLY THREE SPOT'S 936', 995', 1140' WE HAD TO
REAM MORE THAN TWICE. HOLE DRAG HAS BEEN ONLY 10
--15,000.)

IWASHING/REAMING F/ 1275' - 1391".

ICIRCULATE/CONDITION ( CIRC. UP SWEEP AND PUMP PLUG.)
iTRIP ( P.O.O.H. LAYING DOWN 7 JT.'S D.P. & DIRECTIONAL
TOOLS)

LD/ BHA AND LOAD OUT TOOLS

WAITING ON EQUIP/TOOLS

PU/BHA (2 7/8" TUBING & D.P.)

‘TRIP

CIRCULATE/CONDITION BEFORE SETTING CEMENT PLUG.
RIG UP/CEMENTERS & HAVE SAFTEY MEETING.

CEMENTING ( SET 535 Sks.OF PREM. AG 300 CEMENT W/
75%CFR-3, 3% SALT BWOC. WT.17.5 W/ A YEILD OF .93.) 35%
EXCESS. CEMENT VOLUME 88 BBL.'S.

TRIP ( TO CASING SHOE)

CIRCULATE BOTTOMS UP.

LD 27/8" TUBING.

WAITING ON CEMENT

WAITING ON CEMENT

TRIP IN HOLE & TAG CEMENT @ 680'

CIRCULATE BOTTOM'S UP.

DRILL CEMENT PLUG F/ 680" - 721'. ( 27.3 FT./HR)

DRILL CEMENT PLUG F/ 721 -813". ( 16.72 FT./HR))

TRIP

PU/ TUBING & D.P. F/ CEMENT JOB.

CIRCULATE HOLE AND WAIT ON CEMENTERS.

RIG UP/CEMENTERS & HOLD SAFETY MEETING.

CEMENTING ( SET KICK OFF PLUG F/ 813’ - 400" ) PUMPED 39.3
BBL.'S OF CLASS G CEMENT WT. 17.5 #/GAL. YEILD .96 1% DO-65
( DISPERSANT) & 3% SALT. MIXED W/ 3.65 GAL.'S / SK. WATER.

ND W

Printed: 8/1/2001 7:08:44 AM
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Barrett Resources Corporation Page 4 of 4
Operations Summary Report

Legal Well Name: JENSEN 7-15 DEEP Ly3-0C0-3C7S ¢ SIST TG NICE
Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: DRILLING Start: 7/5/2001 End: 7/31/2001
Contractor Name: NABORS Rig Release: Group:

Rig Name: NABORS Rig Number: 924

Date ‘Description of Operations

From - To | Hours Code C

|

7/29/2001 l 19:30 - 20:00 | 0.50i CIRC 1 ‘[ |BACK @ 351'. CALC. TOP W/ GAUGE HOLE WOULD BE 397".
‘20:00 -21:00 1.00| TRP 5 ’ LD 27/8" TUBING.
121:00 - 06:00 9.00 | WOT 1 ‘WAITING ON CEMENT
7/30/2001 06:00 - 06:00 24.00| WOT 1 |WAITING ON CEMENT
7/31/2001 06:00 - 07:00 1.00 WOT 1 'WAITING ON CEMENT
107:00 - 08:30 1.50| TRP 2 'TRIP IN HOLE AND TAG CEMENT @ 553’
|08:30 - 17:30 9.00| DRL 5 ! IDRILL CEMENT PLUG F/ 553' - 631’
{17:30 - 18:00 0.50: CIRC 1 \ }CIRCULATE BOTTOM'S UP F/ TRIP.
{ 18:00 - 19:00 | 1.00| TRP "2 ‘ i TRIPOUT TO PICK UP DIRECTIONAL TOOLS.
119:00 - 21:30 2.50| TRP " ’ ‘ PU/ BHA ( DIRECTIONAL TOOLS)
|21:30 - 22:30 | 1.00| TRP 2 ‘ {TRIP IN HOLE
7

SIDETRACKING ( STARTED SIDE TRACKING @ 631'. TIME

122:30 - 06:00 | 7.50: DRL
i IDRILLING.) SURVEY BEFORE STARTING .8 DEG. AZIM. 217.

|
| |

|
| |
I |
‘ | i i
| | | |
|
|
! |

Printed: 8/1/2001 7:08:44 AM



Toll Free (888) 328-8005

New Orleans * Crowley

Phone: (504) 328-8006

UA L ‘T Y Fax: (504) 328-8007
www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

August 22, 2001

CAROL DANIELS:

Attached is the weekly summary report for the Jensen 7-15
Deep well covering August 16 through August 22, 2001.

JENSEN 7-15 DEEP

SW/4 NE/4 Section 15-T12S~R10E

Carbon County, Utah N o 30 080
APT  43-007-30786 L e

Debbie Stanberry

Williams Production RMT Company
(303) 606-4261

Wellhead Preheating « Nitrogen Hydrostatic Testing + Wellhead Welders
Expiosion Proof Pressure Washers « Diesel Pressure Washers
Evaporator Cooling Fans « Carousel Barrel Racks Pressurized Chemical Sprayer
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Legal Well Name:
Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: DRILLING Start: 71512001 End: 8/22/2001
Contractor Name: NABORS Rig Release: Group:
Rig Name: NABORS Rig Number: 924
I—
| Dais | FromTo [ ours  Coe | G| Prase  arit st L
8/15/2001 | 23:00 - 03:30 450|DRL |2 \DlRECTIONAL DRILL. SLIDE 4,267 TO 4,287 FT. ROTATE 4,287 TO
t 4329 FT.
03:30-04:00 | 050/ SUR 1 MWD SURVEY AT 4,273 FT NOTE:
? | \ SLOW PUMP RATE = 1,025 PSIG AT 68 SPM.
04:00 - 06:00 2.00\ DRL ‘\2 \ DIRECTIONAL DRILL. SLIDE 4,329 TO 4,339 FT. ROTATE 4,339 TO
4,356 FT.
8/16/2001  06:00 - 07:30 | 150! DRL 2 l DIRECTIONAL DRILL. ROTATE 4,356 TO 4,390 FT.
07:30 - 08:00 | 0.50\ SUR \ 1 ‘lMWD SURVEY AT 4,334 FT,
|08:00 - 10:00 \‘ 200 DRL |2 -‘DIRECTIONAL DRILL. SLIDE 4,390 TO 4,400 FT. ROTATE 4,400 TO
\ | 4422 FT.
10:00 - 11:00 | 1.001‘ CIRC |2 LOST CIRCULATION ON AFTER MAKING CONNECTION. MiX AND
| i ‘ | \ | PUMP 60 BBLS 10% LCM. GAINED FULL RETURNS. ATTEMPT TO
\ \ i : | [DRILL. LOST FULL RETURNS AGAIN. LOST TOTAL OF 85 BBLS.
| | 1 1 \ |MIX AND SPOT 60 BBLS 12% LCM.
|11:00 - 11:30 | 050/ cIrRc |2 \ |PULL OUT OF HOLE TO 4,236 FT. PUMP 20 BBLS TO ENSURE
| | ‘ | ; |MUD MOTOR AND MWD ARE CLEAN.
11:30 - 13:30 | 200/ CIRC |2 ‘\ LET HOLE HEAL. ROTATE AND MOVE DRILL STRING.
|13:30 - 15:00 | 1.50| CIRC |2 | |BREAK CIRCULATION AND STAGE IN HOLE. FULL RETURNS.
|15:00-18:00 |  3.00/ DRL 2 I |DIRECTIONAL DRILL. ROTATE 4,422 TO 4,453 FT. LOST 20 BBLS
i i | | | [IN 1ST 1-1/2 HRS, THEN HOLE STABILIZED.
[18:00-18:30 |  0.50/ SUR " | MWD SURVEY AT 4,397 FT.
118:30 - 02:30 | 8.00/DRL |2 | [DIRECTIONAL DRILL. ROTATE 4,453 TO 4,516 FT.
02:30-03:00 | 0.50[ SUR K i MWD SURVEY AT 4,470 FT.
03:00 - 06:00 | 3.001‘ DRL |2 | 'DIRECTIONAL DRILL. SLIDE 4,516 TO 4,526 FT. ROTATE 4,526 TO
| | ! 14,562 FT.
8/17/2001 %os;oo -08:00 |  2.00|DRL ‘\2 [ |DIRECTIONAL DRILL. ROTATE 4,562 TO 4,585 FT.
0800 - 08:30 | 0.50|CIRC |2 \ |LOST CIRCULATION AT 4,585 FT. LOST 115 BBLS. BUILT AND
| \ | ! | |SPOTTED 60 BBLS 10% LCM PILL.
08:30-09:00 | 0.50, TRP 2 | 'PULL OUT OF HOLE TO 4,390 FT.
09:00 - 11:00 | 200/ CIRC |2 | | LET HOLE HEAL.
111:00 - 12:00 | 1.00/CIRC |1 | | ATTEMPT TO BREAK CIRCULATION. PRESSURED UP. ATTEMPT
| a | | | |TO UN-PLUG. NO SUCCESS.
12:00 - 16:00 | 400|TRP |13 ~ |PULL OUT OF HOLE WET TO FIND PLUG. PLUGGED AT SENSOR
| “ | | | |IN MWD TOOL. BREAK OFF BIT. SLM - NO
i | i 1 CORRECTION.
|16:00 - 21:30 1 5.5o¥ IsP 11 | l‘\INSPECT BOTTOM HOLE ASSEMBLY, NO PROBLEMS. CHANGE
| | | | | |OUT DRILLING JARS.
21:30-23:30 | 200 TRP |2 |RUN IN HOLE. BREAK CIRCULATION AT 3,800 FT. RIH.
2330 - 01:00 | 150/ CIRC |1 | | BREAK CIRCULATION AT 4,390 FT. FULL RETURNS. STAGE TO
| | | \ |BOTTOM. FULL RETURNS.
01:00-06:00 | 5.00[DRL |2 ’ DIRECTIONAL DRILL. ROTATE 4,585 TO 4,648 FT.
06:00 - \ 1 | INOTE: GAS SHOW AT 4,520 TO 4,566 FT. DRILL RATE BEFORE =
| 1 t 1 67 FT, DURING = 3-4 FT, AFTER = 9 MIN/FT. GAS BEFORE = 50
| | \ \ \ |UNITS, DURING = 250-500, AFTER = 50 UNITS. LITHOLOGY = 95%
‘ | \ | | ]SANDSTONE, NO FLOUR, NO CUT.
8/18/2001  |06:00-06:30 = 0.50 DRL ‘2 | DIRECTIONAL DRILL. ROTATE 4,648 TO 4,657 FT.
|06:30-07:00 | 0.50|CIRC 2 ‘ | LOST RETURNS AT 4,657 FT. LOST 64 BBLS. SPOT 60 BBLS 10%
\ | | \ LCM PILL.
07:00-07:30 |  0.50|CIRC |2 | |PULL OUT OF HOLE TO 4,485 FT.
07:30-09:30 | 2.00  CIRC ‘ "PU KELLY. PUMP 200 STROKES TO CLEAR BHA. LET HOLE HEAL.
09:30 - 10:30 ‘ 1.001 CIRC |2 | | BREAK CIRCULATION. FULL RETURNS. STAGE IN HOLE. BREAK
| | ‘ 3 | CIRCULATION AT 4,521 FT. LOST RETURNS AT 4,567 FT. 18
1 } | 1 1 |BBLS.
‘t A R N R

- —————eee

 Williams Production
_Operations Summary Report

: Page 7 of 9

(3-00 7-30 8L

JENSEN 7-15 DEEP

Printed: 8/22/2001 11:14:36 AM



Williams Production

A ‘ ‘ Page 8 of 9
~_ Operations Summary Report |

Legal Well Name: JENSEN 7-15 DEEP

Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: DRILLING Start: 7/5/2001 End: 8/22/2001
Contractor Name: NABORS Rig Release: Group:

Rig Name: NABORS Rig Number: 924

10:30 - 11:00 0.50|CIRC |2 LET HOLE HEAL WHILE MIXING 20% LCM PILL.
11:00 - 11:30 0.50| CIRC RIH TO BOTTOM. ATTEMPT TO BREAK CIRCULATION. NO

Description of Operations ’

8/18/2001

SUCCESS. LOST 61 BBLS.
11:30- 12:30 SPOT 50 BBLS 20% LCM PILL. SHORT TRIP 3 STANDS. WORK
‘ | PIPE ON BOTTOM. LOST 55 BBLS BEFORE ESTABLISHING FULL
\ | } | RETURNS AT 58 SPM.
'12:30-17:30 |  5.00{DRL |2 v DIRECTIONAL DRILL. ROTATE 4,657 TO 4,706 FT.
117:30 - 18:00 | 050/ SUR |1 | MWD SURVEY AT 4,650 FT.
\ 18:00 - 00:30 | 6.50[ DRL |2 ‘ DIRECTIONAL DRILL. SLIDE 4,706 TO 4,726 FT. ROTATE 4,726 TO
| | | | | 4769 FT.
100:30-01:00 | 050 SUR |1 1 MWD SURVEY AT 4,713 FT.
01:00 - 06:00 | 5.00\ DRL |2 \ [D|RECFT|0NAL DRILL. SLIDE 4,769 TO 4,789 FT. ROTATE 4,789 TO
: 4,811 FT.
819/2001  |06:00-07:30 |  1.50) DRL ‘2 | DIRECTIONAL DRILL. ROTATE 4,811 TO 4,832 FT.
07:30-08:00 |  0.50/SUR |1 MWD SURVEY AT 4,776 FT.
08:00 - 11:00 ‘ 3.00| DRL ‘2 | ‘DIRECTIONAL DRILL. SLIDE 4,832 TO 4,852 FT. ROTATE 4,852 TO
| ! ‘ 14,863 FT.
111:00 - 11:30 | o.so‘\ RIG 11 | RIG SERVICE. :
|11:30-13:00 ' 1.50|DRL 2 | 'DIRECTIONAL DRILL. ROTATE 4,863 TO 4,889 FT.
113:00- 13:30 0.50/CIRC |2 3 |LOST CIRCULATION AT 4,889 FT. LOST 89 BBLS. PUMP 60 BBLS

120% LCM PILL. PARTIAL RETURNS AT 450 STROKES PUMPED.
‘DIRECTIONAL DRILL WHILE PUMPING PILL. FULL RETURNS AT

13:30-14:00 | 0.50 DRL 2 |
‘ ‘ ! f ' DISPLACEMENT OF PILL. ROTATE 4,889 TO 4,894 FT.

114:00 - 14:30 050/ SUR 1 \ MWD SURVEY AT 4,838 FT. SUSPECT PROBLEM WITH MWD
\ | ‘ \ 1 !TOOL. CANNOT HOLD ORIENTATION ON SLIDE.
“ 14:30-19:00 | 450, TRP |2 | TRIP TO CHECK MWD TOOL. SPOT 63 BBLS 20% LCM PILL ON
g ! | ; | BOTTOM. PULL OUT OF HOLE. NO PROBLEMS.
|19:00 - 20:30 | 1.50| TRP | 1 \ CHANGE BIT AND MUD MOTOR. CHECK MWD TOOL, OKAY.
i | l ‘ : “ORIENTATE MWD AND MUD MOTOR. WEAR PAD ON BENT
; | \ HOUSING OF MUD MOTOR WAS 90% WORN.
120:30 - 22:00 ‘ 1.50 TRP 2 | RUN IN HOLE WITH BHA. CHECK MUD MOTOR AND MWD, OKAY.
\22:00 -00:30 | 2.50! TRP 2 RUN IN HOLE. BREAK CIRCULATION AT 30 STANDS IN HOLE. NO
} ‘ PROBLEMS.
‘00:30 -01:30 | 1.00\ CIRC |1 BREAK CIRCULATION AT 4,714 FT. STAGE IN HOLE TO BOTTOM
| i ‘ AT 4,894 FT.
01:30 - 02:00 | 0.50| SUR 1 MWD SURVEY AT 4,838 FT.
102:00-06:00 |  4.00| DRL \2 ‘ DIRECTIONAL DRILL. SLIDE 4,894 TO 4,914 FT.
8/20/2001  |06:00 - 11:00 \ 5.00| DRL 2 : DIRECTIONAL DRILL. SLIDE 4,914 TO 4,925 FT. ROTATE 4,925 TO
: | ‘ \ 4,957 FT.
\11:00 -11:30 | 0.50, SUR ‘1 v ' MWD SURVEY AT 4,901 FT.
11:30 - 15:30 | 4.00{ DRL 2 DIRECTIONAL DRILL. SLIDE 4,957 TO 4,989 FT.
15:30 - 16:00 0.50{ RIG 1 RIG SERVICE.
16:00 - 19:00 3.00/ DRL 2 DIRECTIONAL DRILL. SLIDE 4,989 TO 5,004 FT. ROTATE 5,004 TO
\ \ 5,020 FT.
119:00 - 19:30 0.50' SUR 1 MWD SURVEY AT 4,964 FT.
19:30 - 04:00 8.50| DRL 2 DIRECTIONAL DRILL. SLIDE 5,020 TO 5,051 FT. ROTATE 5,051 TO
5,083 FT.
04:00 - 04:30 0.50| SUR 1 MWD SURVEY AT 5,027 FT.
04:30 - 06:00 1.50| DRL 2 DIRECTIONAL DRILL. SLIDE 5,083 TO 5,088 FT.
NOTE: CURRENTLY CARRYING 15% LCM IN MUD TO PREVENT
SEEPAGE.
8/21/2001 06:00 - 08:30 2.50| DRL 2 DIRECTIONAL DRILL. SLIDE 5,088 TO 5,105 FT. DRILLED
‘ FRACTURES. LOST RETURNS. LOST 41 BBLS.

Printed: 8/22/2001 11:14:36 AM
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Legal Well Name: JENSEN 7-15 DEEP
Common Well Name: JENSEN 7-15 DEEP
Event Name: DRILLING
Contractor Name: NABORS

Rig Name:

8/21/2001

8/22/2001

08:30 - 09:30

09:30 - 10:30

10:30 - 12:30
112:30 - 13:00
:\13:00- 13:30 \
13:30- 14:00 |

|
14:00 - 15:00 i

~15:oo-23:oo |
123:00- 23:30 |
“23:30-01:00 §

101:00 - 01:30 |
101:30 - 06:00 |
‘ ‘
106:00 - 08:30 ‘
108:30 - 09:00 |
109:00 - 11:30 ‘
”11:30-12:00 |

1 12:00 - 12:30

\12:30 -14:00
14:00 - 14:30
‘; 14:30 - 15:00

15:00 - 16:30
16:30 - 17:00

17:00 - 21.00

21:00 - 22:30

‘22:30 -03:30

03:30 - 06:00

NABORS

0.50 | CIRC

o.5o] TRP
050 DRL

1.00| DRL

s.oo“ CIRC

0.50| CIRC

150/ DRL
|

0.50 SUR

4.50| DRL

2.50| DRL
0.50| SUR
2.50| DRL

0.50| CIRC
0.50| DRL
1.50

0.50
0.50

CIRC
CIRC
DRL

1.50‘
0.50

CIRC
CIRC

4.00‘ TRP

1.50| TRP

5.00/ WOT

2.50\ TRP

NNN

NN

>§;

_Page 90f9

Spud Date: 7/11/2001

Start: 7/5/2001 End: 8/22/2001
Rig Release: Group:
Rig Number: 924

_ Description of Operations

SPOT 60 BBLS 20 PPB LCM PILL. NO RETURNS. ON STRONG
VACUUM.

PULL OUT OF HOLE 7 STANDS TO 4,450 FT. PUMP 10 BBLS TO
CLEAR MUD MOTOR AND MWD.

LET HOLE HEAL.

ATTEMPT TO BREAK CIRCULATION. NO SUCCESS. LOST 138
BBLS.

RUN IN HOLE TO 5,105 FT.

DIRECTIONAL DRILL. ROTATE 5,105 TO 5,109 FT. PUMPED 150
BBLS WITH PARTIAL RETURNS. ROTATE 5,109 TO 5,115 FT.
PUMPED 100 BBLS WITH PARTIAL TO 60% RETURNS.
DIRECTIONAL DRILL. ROTATE 5,115 TO 5,130 FT. WITH 80%
RETURNS. DRILLED FRACTURES. LOST RETURNS. LOST 80
BBLS.

BUILD MUD VOLUME. BUILT 750 BBLS USABLE WITH 12-15 PPB
‘LCM PLUS CALCIUM CARBONATE.

ISTART PUMPING AND CLEAR MUD MOTOR. LOST 60 BBLS.

| DIRECTIONAL DRILL. ROTATE 5,130 TO 5,146 FT. PARTIAL
{RETURNS AT 81 BBLS PUMPED WITH 80% RETURNS AT END.
MWD SURVEY AT 5,090 FT.

‘ DIRECTIONAL DRILL. SLIDE 5,146 TO 5,166 FT. ROTATE 5,166 TO
"‘ 5,182 FT.

|DIRECTIONAL DRILL. ROTATE 5,182 TO 5,208 FT.

‘MWD SURVEY AT 5,152 FT.

|DIRECTIONAL DRILL. ROTATE 5,208 TO 5,234 FT. LOST
CIRCULATION. LOST 5 BBLS.

MIX 12 PPB LCM PILL. PUMPED 83 BBL PILL. PARTIAL RETURNS
AT 100 BBLS PUMPED, THEN NONE.

DIRECTIONAL DRILL. ROTATE 5,234 TO 5,237 FT. NO RETURNS.
LOST 300 BBLS.

ISOLATE SUCTION PIT. MIX 20 PPB LCM PILL.

PUMP 66 BBLS 20 PPB LCM PILL. NO RETURNS AT 58 SPM.

' DIRECTIONAL DRILL. ROTATE 5,237 TO 5,240 FT. PARTIAL
RETURNS (10%) FROM 213 TO 260 BBLS PUMPED. LOST 310
BBLS.

ISOLATE SUCTION PIT. MIX 20 PPB LCM PILL.

ATTEMPT TO SPOT PILL. PLUGGED DRILL STRING. ATTEMPT TO
UN-PLUG WITHOUT SUCCESS.

PULL OUT OF HOLE TO FIND PLUG. MONEL FLEX JOINT
PLUGGED. NO PROBLEMS ON TRIP. FLUID LEVEL AT 60 FT
BELOW GROUND LEVEL.

LAY DOWN MUD MOTOR, MONEL FLEX JOINT, HANG OFF SUB
AND MWD TOOL.

BUILD MUD VOLUME WHILE WAITING ON BIT SUB BORED FOR
FLOAT.

PU AND MU BIT SUB. RUN IN HOLE SLOW. FULL RETURNS.

Printed: 8/22/2001 11:14:36 AM




Toll Free (888) 328-8005
New Orleans  Crowley
Phone: (504) 328-8006
UA L T Y Fax: (504) 328-8007
www.qualitypreheat.com
PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

August 29, 2001
CAROL DANIELS:

Attached is the weekly summary reprt for the Jensen

7-15 Deep well covering August 23 through August 29,
2001.

JENSEN 7-15 DEEP

SW/4 NE/4 Section 15-T12S-RI0E
Carbon County, Utah

APT 43-007-30786

Debbie Stanberry
Williams Production RMT Company
(303) 606-4261

Welihead Preheating + Nitrogen Hydrostatic Testing « Wellnead Welders
Explosion Proof Pressure Washers « Diesel Pressure Washers
Evaporator Cooling Fans « Carousel Barrel Racks * Pressurized Chemical Sprayer
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Willlams Production Page 9 of 12

Legal Well Name: JENSEN 7-15 DEEP
Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: DRILLING Start: 7/5/2001 End: 8/29/2001
Contractor Name: NABORS Rig Release: Group:
Rig Name: NABORS Rig Number: 924
| Date From - To | Hours | Code C?;d?e' Phase Description of Operations
8/21/2001  |08:30 - 09:30 1.00|CIRC |2 SPOT 60 BBLS 20 PPB LCM PILL. NO RETURNS. ON STRONG
VACUUM.
09:30 - 10:30 1.00| TRP |2 PULL OUT OF HOLE 7 STANDS TO 4,450 FT. PUMP 10 BBLS TO
CLEAR MUD MOTOR AND MWD.
10:30 - 12:30 2.00/CIRC |2 LET HOLE HEAL.
12:30 - 13:00 0.50/CIRC |2 ATTEMPT TO BREAK CIRCULATION. NO SUCCESS. LOST 138
; ; BBLS.
13:00 - 13:30 050! TRP |2 RUN IN HOLE TO 5,105 FT.
13:30 - 14:00 0.50/DRL |2 DIRECTIONAL DRILL. ROTATE 5,105 TO 5,109 FT. PUMPED 150
BBLS WITH PARTIAL RETURNS. ROTATE 5,109 TO 5,115 FT.
PUMPED 100 BBLS WITH PARTIAL TO 60% RETURNS.
14:00 - 15:00 1.00/DRL |2 DIRECTIONAL DRILL. ROTATE 5,115 TO 5,130 FT. WITH 80%
RETURNS. DRILLED FRACTURES. LOST RETURNS. LOST 80
BBLS.
15:00 - 23:00 8.00/CIRC |2 BUILD MUD VOLUME. BUILT 750 BBLS USABLE WITH 12-15 PPB
LCM PLUS CALCIUM CARBONATE.
123:00 - 23:30 0.50/ CIRC i1 START PUMPING AND CLEAR MUD MOTOR. LOST 60 BBLS.
123:30 - 01:00 1.50:DRL 2 DIRECTIONAL DRILL. ROTATE 5,130 TO 5,146 FT. PARTIAL
RETURNS AT 81 BBLS PUMPED WITH 80% RETURNS AT END.
01:00-01:30 | 0.50|SUR |1 MWD SURVEY AT 5,090 FT.
01:30 - 06:00 450|DRL 2 DIRECTIONAL DRILL. SLIDE 5,146 TO 5,166 FT. ROTATE 5,166 TO
5,182 FT.
8/22/2001  |06:00 - 08:30 250/DRL 2 DIRECTIONAL DRILL. ROTATE 5,182 TO 5,208 FT.
'08:30 - 09:00 0.50[SUR |1 MWD SURVEY AT 5,152 FT.
09:00 - 11:30 250|DRL |2 DIRECTIONAL DRILL. ROTATE 5,208 TO 5,234 FT. LOST
‘ {CIRCULATION. LOST 5 BBLS.
'11:30-12:00 | 0.50|CIRC |2 MIX 12 PPB LCM PILL. PUMPED 83 BBL PILL. PARTIAL RETURNS
| j AT 100 BBLS PUMPED, THEN NONE.
12:00-12:30 ¢ 0.50 DRL |2 DIRECTIONAL DRILL. ROTATE 5,234 TO 5,237 FT. NO RETURNS.
LOST 300 BBLS.
12:30 - 14:00 150, CIRC |2 ISOLATE SUCTION PIT. MIX 20 PPB LCM PILL.
14:00 - 14:30 0.50 CIRC |2 PUMP 66 BBLS 20 PPB LCM PILL. NO RETURNS AT 58 SPM.
14:30 - 15:00 0.50|DRL |2 DIRECTIONAL DRILL. ROTATE 5,237 TO 5,240 FT. PARTIAL
‘ RETURNS (10%) FROM 213 TO 260 BBLS PUMPED. LOST 310
BBLS.
15:00 - 16:30 150/ CIRC |2 ISOLATE SUCTION PIT. MIX 20 PPB LCM PILL.,
16:30 - 17:00 0.50 CIRC |2 ATTEMPT TO SPOT PILL. PLUGGED DRILL STRING. ATTEMPT TO
UN-PLUG WITHOUT SUCCESS.
17:00 - 21:00 400! TRP |2 PULL OUT OF HOLE TO FIND PLUG. MONEL FLEX JOINT
PLUGGED. NO PROBLEMS ON TRIP. FLUID LEVEL AT 60 FT
BELOW GROUND LEVEL.
21:00 - 22:30 1.50| TRP |1 LAY DOWN MUD MOTOR, MONEL FLEX JOINT, HANG OFF SUB
! AND MWD TOOL.
22:30 - 03:30 500/ WOT 14 BUILD MUD VOLUME WHILE WAITING ON BIT SUB BORED FOR
FLOAT.
03:30 - 06:00 250/ TRP |2 PU AND MU BIT SUB. RUN IN HOLE SLOW. FULL RETURNS.
8/23/2001  |06:00 - 08:30 250/ TRP 2 RUN IN HOLE. BREAK CIRCULATION AT 30 STANDS IN. LOST 30
BBLS. BREAK CIRCULATION AT 40 STANDS IN. FULL RETURNS.
08:30 - 09:00 0.50 | REAM |1 WASH AND REAM 43 FT TO BOTTOM. 2 FT. FILL.
09:00 - 16:30 7.50 DRL |1 ROTARY DRILL 5,340 TO 5,264 FT. FULL RETURNS.
16:30 - 17:00 0.50| RIG 1 RIG SERVICE.
17:00 - 19:00 2.00/DRL |1 ROTARY DRILL 5,264 TO 5,271 FT. LOST CIRCULATION. LOST 21
: : BBLS.
| I |

Printed: 8/29/2001 7:16:19 AM




Legal Well Name:
Common Well Name:

~ Williams Production
Operations Summary Report

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP

Page 10 of 12

Spud Date: 7/11/2001

Event Name: DRILLING Start: 7/5/2001 End: 8/29/2001
Contractor Name: NABORS Rig Release: Group:
Rig Name: NABORS Rig Number: 924
From - To Description of Operations -
8/23/2001 19:00 - 20:00 1.00|CIRC |2 MIX 27 PPB LCM PILL. PUMP 65 BBLS AT 44 SPM. HAD PARTIAL
‘ RETURNS AT END OF DISPLACEMENT.
20:00-20:30 |  0.50| DRL 1 ROTARY DRILL 5,271 TO 5,272 FT. LOST RETURNS 20 BBLS
‘ AFTER DISPLACEMENT. LOST 200 BBLS.
20:30 - 22:00 ‘ 1.50|CIRC |2 MIX AND SPOT 65 BBLS OF 30 PPB LCM PILL. NO RETURNS.
| LOST 120 BBLS.
22:00 - 22:30 \ 0.50\ CIRC 2 PULL 10 STANDS TO 4,329 FT. PUMP 50 STROKES TO ENSURE
STRING CLEAR.
22:30 - 04:30 6.00|CIRC |2 LET HOLE HEAL. PUMP 50 STROKES DOWN DRILL STRING
EVERY HOUR TO CLEAR. PUMP 100 STROKES DOWN ANNULUS
IN ATTEMPT TO FILL HOLE. LOST 137 BBLS.
04:30 - 05:30 1.00/CIRC |2 RUN IN HOLE SLOW. NO RETURNS.
05:30 - 06:00 0.50 WASH & REAM 30 FT TO BTM. ROTARY DRILL 5,272 TO 5,275 FT.
SLIGHT RETURNS AT 70 BBLS PUMPED. LOST 300 BBLS.
NOTE: CURRENTLY
MIXING LCM PILL. NOTE: LOST 808 BBLS
LAST 24 HRS.
8/24/2001 06:00 - 07:30 1.50|CIRC |2 MIX 40 PPB LCM PILL.
07:30 - 08:00 0.50| CIRC |2 PUMP 65 BBL LCM PILL. PARTIAL RETURNS (40%) AT 10 BBLS OF
DISPLACEMENT PUMPED.
108:00 - 08:30 0.50| DRL 1 ROTARY DRILL 5,275 TO 5,275 FT. LOST CIRCULATION AT 70
BBLS OF DISPLACEMENT PUMPED. LOST 253 BBLS.
08:30 - 14:00 550/ CIRC [2 'BUILD 400 BBLS MUD VOLUME WITH 25 PPB LCM. BUILD 65 BBLS
: 40 PPB LCM PILL.
14:00 - 14:30 0.50|CIRC |2 PUMP 65 BBLS 40 PPB LCM PILL.
14:30- 17:30 3.00| DRL 1 ROTARY DRILL 5,277 TO 5,286 FT. HAD PARTIAL RETURNS AT 27
« j ‘ BBLS OF DISPLACEMENT PUMPED. LOST CIRCULATION AT 71
BBLS PUMPED. HAD PARTIAL TO FULL RETURNS AT 310 BBLS
PUMPED. PARTIAL RETURNS AT 560 BBLS PUMPED AT 5,283 FT.
LOST TOTAL RETURNS AT 800 BBLS PUMPED AT 5,285 FT. LOST
467 BBLS. DRILLING MUD. TRANSFER 110 BBLS MUD FROM
SAND TRAP. ADDED 175 BBLS FRESH WATER. RAN OUT OF
USUABLE MUD VOLUME.
17:30 - 18:00 0.50| TRP |3 LAY DOWN 1 JOINT DRILL PIPE.
18:00 - 18:30 0.50/CIRC |6 BUILD MUD VOLUME TO PULL OUT OF HOLE.
18:30 - 19:00 0.50/ SUR |1 DROPPED SINGLE SHOT SURVEY.
19:00 - 23:30 4.50| TRP 10 PULL OUT OF HOLE FOR BIT AND TO BUILD MUD VOLUME.
23:30 - 06:00 6.50|CIRC |6 BUILD MUD VOLUME (500 BBLS). MIX 65 BBL LCM PILL.
TOTAL MUD LOSSES LAST 24 HRS = 1,005 BBLS.
8/25/2001 06:00 - 07:30 1.50|CIRC |6 BUILD MUD VOLUME (500 BBLS) AND 65 BBL PILL.
07:30 - 08:30 1.00{TRP |2 RUN IN HOLE TO 13-3/8" SHOE.
08:30 - 09:00 0.50| RIG 1 NABORS SAFETY STAND DOWN MEETING.
09:00 - 12:00 300/ TRP |2 RUN IN HOLE. FILL DRILL STRING AND BREAK CIRCULATION AT
30 AND 40 STANDS IN, OKAY.
12:00 - 14:15 2.25REAM |1 WASH AND REAM FROM 5,242 TO 5,286 FT. HARD REAMING 5,255
TO 5,257 FT. STARTED LOOSING RETURNS.
14:15 - 16:15 2.00| DRL 1 ROTARY DRILL 5,286 TO 5,295 FT. LOST CIRCULATION AT 5,286
FT. LOST 203 BBLS. PUMP 65 BBL 40 PPB PILL. PARTIAL
RETURNS AFTER PUMPING LCM PILL. 10% RETURNS AT 5,292 FT
TO NO RETURNS AT 5,295 FT. TOTAL LOSSES = 780
BBLS.
16:15-22:30 | 625/ CIRC |6 BUILD MUD VOLUME. 500 BBLS. BUILT 65 BBL 40 PPB PILL.
22:30-23:00 ¢ 0.50|CIRC |2 ATTEMPT TO PUMP THROUGH DRILL STRING WITHOUT
| ‘
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September 5, 2001 LETERI I

CAROL DANIELS:

Attached is the weekly summary report for the Jensen
/=15 Deep well covering August 30 through September 4,
2001.

JENSEN 7-15 DEEP

SW/4 NE/4 Section 15-T12S~R10E
Carbon County, Utah

API  43-007-30786

Debbie Stanberry
Williams Production RMT Company
(303) 606-4261

Welthead Preheating » Nitrogen Hydrostatic Testing - Wellhead Welders
Explosion Proof Pressure Washers « Diesel Pressure Washers
Evaporator Cooling Fans » Carousel Barrel Racks « Pressurized Chemical Sprayer



DAY
AN

&t

8/29/2001

8/30/2001

8/31/2001

9/1/2001

Legal Well Name: JENSEN 7-15 DEEP

Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: DRILLING Start: 7/5/2001 End: 9/4/2001
Contractor Name: NABORS Rig Release: Group:

Rig Name: NABORS Rig Number: 924

Williams Production
¢ Operationis,Summ._ary.Report .

N
5

From - To , o Description of Operations

22:00 - 02:00 | DUE TO BORED SPACE BEING TOO SHORT.

02:00 - 06:00 | 4.00| CIRC “6 | BUILD MUD VOLUME. PICK UP MOTOR ASSEMBLY. NOTE: LAST
, l 24 HRS LOST 1,025 BBLS MUD.

\06:00 - 08:30 \‘ 2.50| CIRC \6 \I BUILD MUD VOLUME (500 BBLS). FILL PILL PIT WITH GELLED

\ ; ‘
115:00 - 16:00 | 1.00‘ REAM

l | | |
116:00 - 17:15 | 1.25‘5 DRL ‘\1 | 1ROTARY MOTOR DRILL FROM 5,753 TO 5,780 FT. NO RETURNS.
| ‘ \ ' 1 |FROM START OF TRIP IN LOST 1,325 BBLS.

|

| WATER.

108:30-11:00 | 250 TRP \2 \ RUN IN HOLE WITH BHA. PUMP THROUGH MOTOR HALF-WAY IN
\ | | y | AND AT END, OKAY.
11:00-13:30 | 250RIG |6 \ 'SLIP AND CUT 90 FT. DRILLING LINE.
13:30 - 14:00 | o.5o~ TRP |2 \ !RUN IN HOLE.
[14:00-15:30 | 1.50 RIG 2 ‘ | RIG REPAIR. WHILE SLIPPING DRILLING LINE, SAFETY CABLE
l | | » ~FOR DERRICK MAN ENTANGLED WITH DEADMAN LINE, CAUSING
% | i \ ‘ DRILLING LINE TO COME OFF CROWN DEADMAN SHEAVE.
« \ | 1 1 [REPLACE DRILLING LINE IN SHEAVE GROOVE.
|‘15:30 -19:00 |  3.50|TRP 12 1 “RUN |N HOLE. NO PROBLEMS. BREAK CIRCULATION EVERY 10
! i | STANDS, OKAY.
119:00 - 19:30 & 0.50 REAM |1 | 'WASH AND REAM 20 FT. TO BOTTOM.
119:30 - 20:15 | 075 SUR |1 | |RUN WIRELINE MAGNETIC SINGLE SHOT SURVEY AT 5,545 FT.
20:15 - 01:00 | 475/ DRL |2 ! | DIRECTIONAL DRILL. SLIDE 5,600 TO 5,631 FT. ROTATE 5,631 TO
! 1 “ E 5,662 FT. PARTIAL RETURNS FROM 5,617 FT. NOTE: LOST 1,076
w ‘ | i ; 'BBLS.
101:00 - 06:00 500/ CIRC |6 | | BUILD MUD VOLUME. BUILT 400 BBLS.
|06:00-08:00 | 2.00, CIRC 6 } ' BUILD MUD VOLUME (750 BBLS.)
108:00 - 12:00 | 400 DRL 12 g | DIRECTIONAL DRILL. ROTATE 5,662 TO 5,705 FT. NO TO PARTIAL
i | i ! | iRET:L;JRNS. LOST TOTAL RETURNS AT 5,674 FT. LOST 1,080
; ; ‘ ; ; |BBLS.
112:00 - 13:30 | 1.50\‘ TRP (14 | 'PULL OUT OF HOLE 15 STANDS TO 4,334 FT. DISPLACE DRILL
‘ : \ 1 | STRING WITH GELLED WATER.
113:30 - 17:30 | 4.00/ CIRC 6 \ |BUILD MUD VOLUME (800 BBLS.).
117:30-19:00 | 1.50/ TRP 14 | 'RUN IN HOLE. WASH BRIDGE AT 5,380 FT. NO WEIGHT.
119:00 - 19:30 “ 0.50| REAM ‘1 | |WASH AND REAM 76 FT TO BOTTOM. TOOK 2 TO 5,000 LBS AT
| | ; 5,629 FT. NO RETURNS.
119:30 - 22:30 | 3.00‘\ DRL |2 i | DIRECTIONAL DRILL. ROTATE 5,705 TO 5,753 FT. WITH NO
1 | | \. | |RETURNS. LOST 1,040 BBLS.
|22:30-23:00 050 TRP 14 |PULL OUT OF HOLE 5 STANDS. FLUID LEVEL IN HOLE AT 75 FT.
23:00-00:30 | 1.50|CIRC 6 \ 'BUILD 60 BBLS GELLED WATER. ATTEMPT TO DISPLACE DRILL
\ i ; \ x | STRING WITHOUT SUCCESS. STRING PLUGGED.
00:30-05:00 | 450 " TRP |13 | |PULL OUT OF HOLE TO FIND LCM PLUG.
05:00-06:00 | 1.00/TRP |1 \ DRILL STRING PLUGGED FROM TOP OF MONEL DRILL COLLAR
| i l‘ “ 1 -ITO DRILL BIT. NOTE: TOTAL MUD LOST LAST 24 HRS = 2,120

i ‘ \ \ \BBLS.
I‘OG:OO - 08:30 “ 2.50| TRP B | | UN-PLUG MONEL AND SUBS. CHANGE OUT MUD MOTOR. BUILD
| . | | |MUD VOLUME.
|08:30 - 10:00 | 1.50| CIRC 6 ? ' BUILD MUD VOLUME (750 BBLS.)
110:00-11:30 |  1.50|TRP |2 | 'RUN IN HOLE WITH BOTTOM HOLE ASSEMBLY. CIRCULATE
{ | ‘ | \ | THROUGH MUD MOTOR AT 2 STANDS AND END OF BHA.
11:30-15:00 | 350 TRP /2 ‘ |RUN IN HOLE. PUMP THROUGH MUD MOTOR EVERY 10 STANDS.
? * | ’ | | NO RETURNS.

‘ |

EWASH AND REAM FROM 5,653 TO 5,753 FT. TOOK WEIGHT 5,000
|LBS AT 5,660 FT. NO RETURNS.

|17:15-17:30 i 0.25| CIRC | \Loss CIRCULATION. DISPLACE DRILL STRING WITH GELLED
} f ’ *‘ ‘WATER.
| | | i

| | |
| ; l\ ] ! I
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~ Operations Summary Report

JENSEN 7-15 DEEP

-

Legal Well Name:

Common Well Name: JENSEN 7-15 DEEP

Event Name: DRILLING

Contractor Name: NABORS

Rig Name: NABORS

Date | From-To

9/1/2001 47:30 - 23:00 |
23:00 - 05:00 |
05:00 - 06:00 1.00| TRP

9/2/2001 |06:00 - 11:00 \ 5.00| CIRC
\
‘ , \
111:00-11:30 \ 0.50| TRP
111:30 - 12:30 1.00| CIRC
‘112:30- 13:30 ! 1.00/ TRP
“ 1
|13:30 - 15:30 % 2.00| CIRC
|15:30 - 16:45 125/ TRP
| .
|16:45 - 18:15 E 1.50\RIG
18:15-20:30 | 2.25|TRP
} | |
120:30 - 21:00 “ O.SO]CIRC
121:00 - 21:30 ‘l 0.50| CIRC
| |
21:30-22:30 | 1.00| TRP
| 1
22:30 - 00:30 | 2.00| CIRC
100:30 - 01:00 “ 0.50| CIRC
‘ | }
"01:00-02:30 | 1.50%TRP
i |
02:30 - 04:00 % 1.50| DRL
‘, !
04:00 - 06:00 | 200lcIRC

9/3/2001 106:00-08:00 | 2.00|CIRC
|08:00-10:00 | 200/ DRL
‘10:00- 15:00 | 5.00~C|RC
\15:00- 15:30 | 0450| RIG
15:30 - 17:30 | 200/ DR
\ \ |
”17:30-00:00 6.50| CIRC
00:00 - 02:30 2.50| DRL
02:30 - 06:00 ’ 3.50\CIRC
| |

9/4/2001 106:00 - 08:00 | 200|CIRC
108:00- 11:00 | 3.00 DRL
| i l

Williams Pfraducﬁon L L Page 13 of 14

Spud Date: 7/11/2001
Start: 7/5/2001 End: 9/4/2001
Rig Release: Group:
Rig Number. 924

Description of Operations

BUILD MUD VOLUME (750 BBLS WITH 30 PPB LCM).
| ROTARY MOTOR DRILL FROM 5,780 TO 5,853 FT. NO RETURNS.
LOST 1,620 BBLS.
PULL OUT OF HOLE 10 STANDS. BUILD MUD VOLUME. NOTE:
LOSSES LAST 24 HRS = 2,945 BBLS.
] | BUILD MUD VOLUME (750 BBLS WITH 30 PPB LCM). PUMP 109
\ BBLS DOWN ANNULUS TO CLEAN PILL TANK.
\ 'RUN IN HOLE TO 5,853 FT. NO PROBLEMS.
HELD PRE-JOB AND SAFETY MEETING. MIX AND SPOT 78 BBL
DIAMOND SEAL PILL AT 1.54 PPB. LOST 162 BBLS.
|BREAK KELLY. SLIGHT VACUUM. PULL OUT OF HOLE 10
|STANDS. LAY DOWN 9 SINGLES. CLEAN PILL PIT. PUMP 111
| BBLS DOWN ANNULUS.
|LET HOLE HEAL WITH DIAMOND SEAL PILL.
FILL DRILL PIPE WITH 14 BBLS. SLIGHT VACUUM. RUN IN HOLE 4
| STANDS. PICK UP 6 SINGLES. FLUID LEVEL IN ANNULUS 90+ FT
\ |BELOW GROUND LEVEL.
\ |RIG REPAIR. MUD PUMP.
\ 'PUMP 50 BBLS AT 5,487 FT. NO RETURNS. RUN IN HOLE 6
| SINGLES TO 5,670. PUMP 50 BBLS. NO RETURNS. RUN IN HOLE
\ }e SINGLES TO 5,853 FT. LOST 100 BBLS.
\ | DISPLACE DRILL STRING TO GELLED WATER. NO RETURNS.
| 'LOST 78 BBLS.
| |MIX AND SPOT 78 BBLS DIAMOND SEAL PILL AT 2-1/2 PPB. NO
| |RETURNS. LOST 148 BBLS.
a | BREAK KELLY. DRILL STRING STANDING FULL. PULL OUT OF
% |HOLE 10 STANDS. WET TRIP.
|LET HOLE HEAL WITH DIAMOND SEAL PILL.
| | ATTEMPT TO BREAK CIRCULATION AT 4,939 FT. NO SUCCESS.
\ '\LOST 93 BBLS.

STAGE IN HOLE. ATTEMPT TO BREAK CIRCULATION AT 5,304

| 'AND 5,578 FT. NO SUCCESS. LOST 178 BBLS. WASH AND REAM
| 15,826 TO 5,853 FT. 6 FT FILL. NO HOLE PROBLEMS.

| ROTARY MOTOR DRILL FROM 5,853 TO 5,873 FT. NO RETURNS.
\ “ILOST 759 BBLS. LOSSES LAST 24 HRS = 1,939 BBLS.

\ |BUILD MUD VOLUME.

“ BUILD MUD VOLUME (750 BBLS).

| | ROTARY MOTOR DRILL FROM 5,873 TO 5,903 FT. NO RETURNS.
i |LOST 940 BBLS MUD.

| DISPLACE DRILL STRING TO GELLED WATER. BUILD MUD

| VOLUME (750 BBLS).

LAST 24 HRS LOST 2,865 BBLS.
BUILD MUD VOLUME (750 BBLS).
|ROTARY MOTOR DRILL 5,973 TO 6,006. NO RETURNS. LOST

\ RIG SERVICE.
| | ROTARY MOTOR DRILL FROM 5,903 TO 5,937 FT. NO RETURNS.
| |LOST 960 BBLS MUD.

'DISPLACE DRILL STRING TO GELLED WATER. BUILD MUD
| VOLUME (750 BBLS).
| ROTARY MOTOR DRILL FROM 5,937 TO 5,973 FT. NO RETURNS.
\ LOST 965 BBLS.

DISPLACE DRILL STRING TO GELLED WATER. BUILD MUD
\ VOLUME (750 BBLS). NOTE:
\

Printed: 9/5/2001 7:19:14 AM



¥ Toll Free (888) 328-8005
New Orleans ¢ Crowiey

Phone: (504) 328-8006

u A L T Y Fax: (504) 328-8007
www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

September 12, 2001

CAROL DANIELS:

Attached is the weekly summary report for the Jensen
7-15 Deep well covering September 5-11, 2001.

JENSEN 7-15 DEEP
SW/4 NE/4 Section 15-T125-R10E
Carbon County, Utah

APT  43-007-30786 RECEIVED

Debbie Stanberry SEP !? 2001
Williams Production RMT Company
(303) 606-4261 DIVISION OF

OIL, GAS AND MINING

ps —— I got your FAXED copy and the MAILED copy of
my approved Sundry for the intermediate casing
dated. 8/24/01 on the SAME day, Friday, Sept 7.
Thanks.

Wellhead Preheating « Nitrogen Hydrostatic Testing « Wellhead Welders
Explosion Proof Pressure Washers « Diesel Pressure Washers
Evaporator Cooling Fans * Carousel Barrel Racks + Pressurized Chemical Sprayer



CONFIDENTIAL

Legal Well Name JENSEN 7-15 DEEP
Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/1 1/2001
Event Name: DRILLING Start: 7/5/2001 End: 9/11/2001
Contractor Name: NABORS Rig Release: Group:
Rig Name: NABORS Rig Number. 924
9/4/2001 08:00 - 11:00 1,130 BBLS.
11:00 - 11:45 DISPLACE DRILL STRING TO GELLED WATER. MIX AND SPOT
61.4 BBLS DIAMOND SEAL PILL AT 2.61 PPB. LOST 207 BBLS.
11:45 - 13:30 BREAK OFF KELLY. DRILL STRING FULL. PULL OUT OF HOLE 20
STANDS TO 4,450 FT. PUMPED 25 BBLS DOWN ANNULUS.
13:30 - 19:30 BUILD MUD VOLUME (750 BBLS). WAIT ON DIAMON SEAL PILL TO
SET.
19:30 - 22:30 3.00|TRP |14 ATTEMPT TO BREAK CIRCULATION AT 4,150 FT. NO SUCCESS.
LOST 100 BBLS. FLUID LEVEL 4 FT FROM FLOW LINE. STAGE IN
HOLE, ATTEMPTING TO BREAK CIRCULATION EVERY 5 STANDS
WITHOUT SUCCESS. LOST 80 BBLS.
22:30 - 23:00 0.50|CIRC |2 DISPLACE DRILL STRING TO GELLED WATER.
23:00 - 01:30 250|CIRC |2 DUMP AND CLEAN PILL TANK.
01:30 - 04:30 3.00|RIG 2 VALVE IN MUD SUCTION PIT MALFUNCTIONED. TRANSFER MUD
FROM SUCTION PIT TO SHALE SHAKER PIT. RE-CLEAN PILL PIT.
04:30 - 05:00 0.50|CIRC |2 ADD DIESEL TO PILL PIT. PUMP § BBLS DIESEL TO CLEAR
SUCTION LINE AND MUD PUMP.
05:00 - 06:00 1.00|CIRC |2 MIX DIESEL BENTONITE PILL. LOSSES LAST 24 HRS = 1,612
BBLS.
9/5/2001 06:00 - 07:30 1.50|CIRC |2 MIX DIESEL BENTONITE PILL AT 9.0 PPG.
07:30 - 08:00 0.50|CIRC |2 SPOT PILL. PUMP 7 BBLS DIESEL, 32 BBLS DIESEL-BENTONITE
AT 9.0 PPG, 10 BBLS DIESEL. DISPLACE WITH GELLED WATER.
LOST 80 BBLS MUD.
08:00 - 08:30 0.50| TRP |14 PULL OUT OF HOLE 5 STANDS TO 5,522 FT.
08:30 - 09:00 0.50|CIRC |2 ATTEMPT TO BREAK CIRCULATION WITHOUT SUCCESS. FLUID
LEVEL RAISED TO 5 FT BELOW FLOWLINE THEN DROPPED TO 30
FT BELOW FLOWLINE. LOST 200 BBLS MUD.
09:00 - 09:30 050|TRP |14 RUN IN HOLE TO 6,006 FT. DISPLACE STRING TO GELLED
WATER. LOST 70 BBLS.
09:30 - 13:00 3.50|CIRC |6 CLEAN PILL PIT. UN-PLUG HOPPER LINE. BUILD MUD VOLUME
(200 BBLS AT 30 PPB LCM).
13:00 - 14:30 1.50{DRL |1 ROTARY MOTOR DRILL FROM 6,006 TO 6,024 FT. NO RETURNS.
FLUID LEVEL AT 37 FT BELOW DRILL FLOOR. LOST 700 BBLS.
MUD.
14:30 - 19:00 450{CIRC |6 DISPLACE DRILL STRING TO GELLED WATER. LOST 70 BBLS.
BUILD MUD VOLUME (700 BBLS AT 20 PPB LCM).
19:00 - 21:30 2.50{DRL |1 ROTARY MOTOR DRILL FROM 6,024 TO 6,057 FT. NO RETURNS.
LOST 955 BBLS.
21:30 - 03:00 5.50|CIRC |6 DISPLACE DRILL STRING TO GELLED WATER. BUILD MUD
VOLUME (500 BBLS AT 20 PPB LCM). LOST 70 BBLS MUD.
03:00 - 05:30 2.50|DRL |1 ROTARY MOTOR DRILL FROM 6,057 TO 6,084 FT. NO RETURNS.
LOST 645 BBLS MUD.
05:30 - 06:00 0.50|CIRC |6 DISPLACE DRILL STRING TO GELLED WATER. BUILD MUD
VOLUME. LOST 70 BBLS MUD. NOTE:
LOST 2,860 BBLS LAST 24 HRS.
9/6/2001 06:00 - 10:00 400{CIRC |6 BUILD MUD VOLUME (750 BBLS 20 PPB LCM).
10:00 - 11:00 1.00{CIRC |2 MIX AND SPOT 78 BBLS. 30 PPB PILL. LOST 160 BBLS.
11:00 - 11:30 0.50|SUR |1 DROP MAGNETIC SINGLE SHOT SURVEY.
11:30 - 15:00 350|TRP |12 PULL OUT OF HOLE TO LAY DOWN MUD MOTOR. NO PROBLEMS.
15:00 - 16:00 1.00|TRP |1 RECOVER SURVEY. LAY DOWN MUD MOTOR AND SUBS.
16:00 - 16:30 050/ TRP |1 MAKE UP BIT AND BIT SUB. FUNCTION TEST BLIND AND PIPE
RAMS.
16:30 - 21:00 4.50( TRP 2 RUN IN HOLE. ATTEMPT TO CIRCULATE WITH BHA IN HOLE. NO

Printed: ©/12/2001 7:09:27 AM



-CONFIDENTIAL

Legal Well Name: JENSEN 7-15 DEEP

Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/1 1/2001
Event Name: DRILLING Start: 7/5/2001 End: 9/11/2001
Contractor Name: NABORS Rig Release: Group:

Rig Name: NABORS Rig Number: 924

FT BELOW FLOWLINE. RUN IN

9/6/2001 16:30 - 21:00 4.50| TRP 2 RETURNS. FLUID LEVELAT7
HOLE. FILL DRILL STRING AT 15, 30, 45, AND TD. NO RETURNS.
NO PROBLEMS ON TRIP IN. LOST 200 BBLS MUD.

21:00 - 21:30 0.50| REAM |1 PRECAUTIONARY WASH AND REAM 60 FT TO BOTTOM.

21:30 - 22:00 0.50{CIRC |2 SPOT 70 BBLS 50 PPB LCM PILL. LOST 140 BBLS.

22:00 - 22:30 0.50| TRP 14 BREAK KELLY. FLUID LEVEL 56 FT BELOW DRILL FLOOR. PULL
OUT OF HOLE 6 STANDS TO 5,500 FT. NO PROBLEMS.

22:30 - 23:00 0.50|CIRC (2 ATTEMPT TO BREAK CIRCULATION WITHOUT SUCCESS. PUMP
AT 4.0 BPM AT 140 PSIG. FLUID LEVEL NOT VISIBLE. LOST 110
BBLS MUD.

23:00 - 23:30 0.50| TRP 14 RUN IN HOLE TO 6,084 FT. NO PROBLEMS. NO RETURNS.

23:30 - 03:00 3.50| DRL 1 ROTARY DRILL FROM 6,084 TO 6,115 FT. NO RETURNS. LOST
1,270 BBLS MUD.

03:00 - 03:30 0.50{CIRC |2 SPOT 80 BBL 50 PPB LCM PILL. LOST 155 BBLS.

03:30 - 04:00 0.50| TRP 14 PULL OUT OF HOLE 6 STANDS TO 5,500 FT.

04:00 - 06:00 2.00|CIRC |6 BUILD MUD VOLUME. NOTE:
LOSSES LAST 24 HRS = 2,035 BBLS.

9/7/2001 06:00 - 09:00 3.00|{CIRC |6 BUILD MUD VOLUME (750 bbls AT 20 PPB).

09:00 - 10:00 1.00| TRP 14 RUN IN HOLE 6 STANDS TO 6,115 FT. NO PROBLEMS.

10:00 - 20:00 10.00| DRL 1 ROTARY DRILL FROM 6,116 TO 6,197 FT. NO RETURNS.
INCREASE LCM TO 60 PPB. LOST 2400 BBLS.

20:00 - 03:00 7.00| DRL 1 STOP LCM ADDITION. DRILL WITH FRESH WATER ONLY.

ROTARY DRILL FROM 6,197 FT TO 6,268 FT. PUMP 25 BBL 50 PPB
SWEEP EVERY CONNECTION. TIGHT CONNECTION AT 6,252 FT.
60,000 LBS OVER NORMAL DRAG. LOST 1,680 BBLS.

03:00 - 05:30 2.50| RIG 2 RIG REPAIR. ROTARY CHAIN.

05:30 - 06:00 0.50| DRL ROTARY DRILL FROM 6,268 TO 6,275 FT. NO RETURNS. CANNOT
SEE FLUID LEVEL IN ANNULUS. LOST 120 BBLS. NOTE: LOSSES
LAST 24 HRS = 4200 BBLS.

9/8/2001 06:00 - 21:00 15.00| DRL 1 ROTARY DRILL FROM 6,275 TO 6,437 FT. WITH FRESH WATER.
NO RETURNS. TIGHT CONNECTION AT 6,378 FT. 50,000 LBS
OVER NORMAL. LOST 3,600 BBLS FRESH WATER.

21:00 - 22:30 1.50| TRP 14 PULL OUT OF HOLE 10 STANDS. 50,000 LBS OVERPULL AT 6,407
AND 6,071 FT. 25,000 LBS OVERPULL AT 5,980 AND 5,888 FT.

RUN 1 HOLE. NO PROBLEMS. FLUID LEVEL AT 250 FT BELOW

-

ROTARY TABLE.

22:30 - 05:30 7.00{ DRL 1 ROTARY DRILL FROM 6,437 TO 6,501 FT. NO RETURNS. LOST
1,680 BBLS FRESH WATER.

05:30 - 06:00 0.50| FISH 7 WORK TIGHT HOLE AT 6,425 FT. 45 TO 50,000 LBS OVERPULL.
NOTE: LAST 24 HRS LOST 5,280 BBLS FRESH WATER.

9/9/2001 06:00 - 13:30 7.50| DRL 1 ROTARY DRILL WITH FRESH WATER FROM 6,501 TO 6,562 FT.

NO RETURNS. LOST 1,800 BBLS.

13:30 - 15:00 1.50| TRP 14 10 STAND WIPER TRIP. FLUID LEVEL AT 201 FT. FIRST STAND

PULLED HAD INTERMITTENT TIGHT SPOTS AT 15 - 20,000 LBS
OVERPULL. 50,000 LBS OVERPULL AT 5,821 FT. RUNIN HOLE
WITH NO PROBLEMS. 8 FEET OF FILL.

15:00 - 17:30 2.50| DRL 1 ROTARY DRILL FROM 6,562 TO 6,593 FT. NO RETURNS. LOST
600 BBLS.

17:30 - 18:00 0.50| RIG 1 RIG SERVICE.

18:00 - 06:00 12.00| DRL 1 ROTARY DRILL FROM 6,593 TO 6,720 FT. NO RETURNS. LOST

2,880 BBLS. INTERMITTENT FRACTURES THROUGHOUT
INTERVAL. SOLID FRACTURES FROM 6,600 TO 6,625 FT. TIGHT
SPOT AT 6,615 FT., 50,000 LBS OVERPULL. NOTE: ALL

Printed: 8/12/2001 7:09:27 AM



Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

9/9/2001 18:00 - 06:00

9/10/2001 06:00 - 08:45
08:45 - 09:15
09:15- 10:15
10:15-11:30

11:30 - 13:00
13:00 - 06:00

9/11/2001 06:00 - 07:00

07:00 - 07:30
07:30- 11:00

11:00 - 06:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING

NABORS

NABORS

2.75| DRL 1
0.50| FISH 7
1.00| TRP 14
1.25|RIG 2
1.50| TRP 14
17.00| DRL 1
1.00) DRL 1
0.50|CIRC |2
3.50| TRP 10
19.00| FISH 7

Spud Date: 7/11/2001
End: 9/11/2001
Group:

Start: 7/5/2001

Rig Release:
Rig Number: 924

CONNECTIONS FROM 6,600 FT ON, DRILL STRING WAS ON
VACUUM. NOTE: LOSSES LAST 24 HRS = 5,280 BBLS. NOTE:
PUMPED 25 BBL 50 PPB LCM PILL PRIOR TO ALL CONNECTIONS.
ROTARY DRILL FROM 6,720 TO 6,748 FT. NO RETURNS. LOST
660 BBLS.

WORK TIGHT HOLE AT 6,738 AND 6,690 FT. 50,000 LBS
OVERPULL.

13 STAND WIPER TRIP TO 5,514 FT. TIGHT HOLE FROM 6,580 TO
6,570 FT. 50 TO 65,000 LB OVERPULL. NOTE: FLUID LEVEL 534
FT BELOW ROTARY TABLE.

RIG REPAIR. PACK SWIVEL.

RUN IN HOLE . NO PROBLEMS. 15 FT. OF FILL.

ROTARY DRILL FROM 6,748 TO 6,893 FT. NO RETURNS. LOST
4,080 BBLS. TIGHT SPOTS ON CONNECTIONS AT 6,794 FT -
75,000 LBS OVER AND 6,839 FT - 50,000 LBS OVER. NOTE:
PUMPED 25 BBLS 20 PPB LCM PILL ON CONNECTIONS. DRILL
STRING WAS ON SLIGHT VACUUM ON ALL CONNECTIONS.

NOTE: LOSSES LAST 24 HRS = 4,740 BBLS.

ROTARY DRILL FROM 6,893 TO 6,901 FT. NO RETURNS. LOST
240 BBLS.

SPOT 80 BBLS 20 PPB LCM PILL. LOST 160 BBLS.

PULL OUT OF HOLE FOR BIT. FLUID LEVEL AT 381 FT. BELOW
ROTARY TABLE. TIGHT SPOT AT 5,586 FT - 40,000 LBS
OVERPULL. 3,017 TO 2,926 FT - 40,000 LBS OVER PULL. 2,712TO
2,700 FT - 30,000 LBS OVERPULL. 2,377 TO 2,277 FT - 40-50,000
LBS OVER PULL.

PICK UP KELLY AT 2,286 FT. WORK TIGHT HOLE TO 2,274 FT.
STUCK DRILL STRING. WORK FREE DOWN. WASH AND REAM TO
2,423 FT. LAY DOWN SINGLES TO 2,286 FT. BACK REAM TO 2,043
FT. LAY DOWN 8 SINGLES. PUMP 20 PPB LCM PILLS DOWN
DRILL STRING. DRILL STRING STILL ON SLIGHT VACUUM. LOST
4,560 BBLS. TOTAL LOSSES LAST 24 HRS = 4,960 BBLS.

Printed: 9/12/2001 7:09:27 AM




Form. 9

DEPARTM

. TEOFUTAH
ENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

SUNDRY NOTIC

Do not use this form for proposals to drilt new

1. Type of Well
Oil Gas
well well

2. Name of Operator

ES AND REPORTS ON WELLS

to reenter plugged and abandoned wells.

wells, deepen existing wells, or

Use APPLICATION FOR PERMIT — for such proposals

[:] Other (specify) _

WILLIAMS PRODUC TION RMT COMPANY

2 Telephone Number
303-572-3900

6. Lease Designation and Serial Number

7. Indian Allottee or Tribe Name

: FEE
8. Unit or Communitization Agreement

9. Well Name and Number

Jensen 7-15 Deep

10. API Well Number
43-007-30786
11. Field and Pool, or Wildcat

3. Address of Operator
1515 ARAPAHOE STREET, STE. 1000, DENVER, CO0 80202
5. Location of Well
Footage . 1575 FNL & 1800' FEL County : Carbon
QQ, Sec, T..R, M. SWi/4 NE/4 Section 15-T12S-R10E; SLB&M State : Utah
12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

Abandonment
Casing Repair
Change of Plans

Fracture Treat

NOTICE OF INTENT
(Submit in Duplicate)

SUBSEQUENT REPORT
(Submit Original Form Only)

Conversion to Injection

1naa

]

New Construction
pull or Alter Casing
Recompletion
Shoot or Acidize

Vent or Flare

Abandonment *
Casing Repair
Change of Plans

Conversion to Injection

AN

Fracture Treat

Other

New Construction
Pull or Alter Casing
Shoot or Acidize
Vent or Flare
Water Shut-Off

Multiple Completion

[:] Water Shut-Off

NoO0dd

HO0000U

other CHANGE OF OPERATOR

Date of Work Completion

Approximate Date Work will Start 08/02/01

Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.

~ Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state ail pertinent details, and give pertinent dates. \f well is directionally drilled, give subsurface
locations and measured and true vertical depths for alt markers and zones pertinent to this work.)

Effective August 2, 2001 Williams Production RMT Company assumed operatorship of this well from Barrett Resources
Corporation. Bond coverage pursuant to 43 CF R 3104 for lease activities will continue to be provided by Flood and
Peterson Insurance, Inc,. under their Nationwide bond, BLM Bond No. 6101757342, Williams Production RMT
Company will be responsible for compliance under the lease terms and conditions for that portion of the lease associated
with this notice. ) ‘

|

14. | hereby certify

that the going is, d correct%'
sl
Jose, . Barrett
A

(State Use Only)(

Name & Signature Titte Land Mgr., Denver Date 08/29/01

(8/90)
See Instructions on Reverse Side

HYISION OF

- GAS AND MINING



Form 9 ¢ TEOF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
7. Indian Allottee or Tribe Name
SUNDRY NOTICES AND REPORTS ON WELLS FEE
Do not use this form for proposals to drill new wells, deepen-existing wells, or to reenter plugged and abandoned wells. —Unt or Communitization Agreement
Use APPLICATION FOR PERMIT —for such proposals
1. Type of Well g. Well Name and Number
oil Gas .
Wwell Wwell D Other (specify) Jensen 7-15 Deep
2. Name of Operator 10. APl Well Number
BARRETT RESOURCES CORPORATION 43-007-30786
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat
1515 ARAPAHOE STREET, STE. 1000, DENVER, CO 80202 303-572-3900
5. Location of Weli
Footage . 1575' FNL & 1800' FEL County : Carbon
QQ, Sec, TR, M. : SW/4 NE/4 Section 15-T12S-R10E; SLB&M state : Utah

12, CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)
[:l Abandonment l:] New Construction r___| Abandonment * D New Construction
[:] Casing Repair I::] Pull or Alter Casing D Casing Repair D Pull or Alter Casing
D Change of Plans D Recompletion D Change of Plans D Shoot or Acidize
D Conversion to Injection l:] Shoot or Acidize D Conversion to Injection D Vent or Flare
D Fracture Treat [:l Vent or Flare D Fracture Treat D Water Shut-Off
E:l Multiple Completion |:] Water Shut-Off D Other
Other CHANGE OF OPERA TOR
Date of Work Completion

Approximate Date Work Will Start 08/02/01

Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.

* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
Jocations and measured and true vertical depths for all markers and zones pertinent to this work.)

Effective August 2, 2001 Williams Production RMT Company assumed operatorship of this well from Barrett Resources
Corporation. Barrett Resources Corporation relinquishes operatorship of this well to Williams Production RMT Company.

Bond coverage pursuant to 43 CFR 3104 for lease activities will continue (o be provided by Flood and Peterson Insurance, Inc.
under their Nationwide bond, BLM Bond No. 6 101757342. Williams Production RMT Company will be responsible for compliance
under the lease terms and conditions for that portion of the lease associated with this notice.

14. | hereby certify that the foregoing is true and correct.

Name & Signature Greg Davis A ' Z@/AA , Title Permitting Supervisor ~ Date 08/28/01
v

(State Use Only)

e

(8/90) See Instructions on Reverse Side

ORISION GF
S ANTY RINING




Toll Free (888) 328-8005

New Orleans « Crowley

Phone: (504) 328-8006

u A L T Y Fax: (504) 328-8007
www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

September 12, 2001 o “f@fﬁfjkfi i
CAROL DANIELS:
Attached is the weekly Summary report for the Jensen
/=15 Deep well covering September 5-11, 2001.

JENSEN 7-15 DEEP

SW/4 NE/4 Section 15-T12S=R10E
Carbon County, Utah

API  43-007-30786 ﬁECEﬁVED

Debbie Stanberry SEF 1 200i
Williams Production RMT Company '
(303) 606-4261 DIVISION OF

OiL, GAS AND MINING

PS == I got your FAXED copy and the MAILED copy of
my approved Sundry for the intermediate casing
dated 8/24/01 on the SAME day, Friday, Sept 7.
Thanks,

Wellhead Preheating « Nitrogen Hydrostatic Testing « Wellhead Welders
Explosion Proof Pressure Washers -+ Diesel Pressure Washe_rs
Evaporator Cooling Fans « Carousel Barrel Racks - Pressurized Chemical Sprayer



Rig Name:

9/4/2001

9/5/2001

9/6/2001

Legal Well Name
Common Well Name:
Event Name:
Contractor Name:

08:00 - 11:00
11:00 - 11:45

11:45-13:30
13:30 - 19:30

19:30 - 22:30

22:30 - 23:00
23:00-01:30
01:30 - 04:30
04:30 - 05:00
05:00 - 06:00
06:00 - 07:30
07:30 - 08:00

08:00 - 08:30
08:30 - 09:00
09:00 - 09:30
09:30 - 13:00

13:00 - 14:30

14:30 - 19:00
19:00 - 21:30
21:30 - 03:.00
03:00 - 05:30
05:30 - 06:00
06:00 - 10:00
10:00 - 11:00
11:00 - 11:30
11:30 - 15:00
15:00 - 16:00
16:00 - 16:30

16:30 - 21:00

DRILLING
NABORS

0.7
1.75
6.00

3.00

0.50
2.50
3.00
0.50
1.00
1.50
0.50

0.50
0.50
0.50
3.50

1.50

4.50
2.50
5.50
2.50
0.50
4.00
1.00
0.50
3.50
1.00
0.50

4.50

NABORS

CIRC

TRP
CIRC

TRP

CIRC
CIRC
RIG

CIRC
CIRC
CIRC
CIRC

TRP
CIRC
TRP
CIRC

DRL

CIRC
DRL
CIRC
DRL
CIRC
CIRC
CIRC
SUR
TRP
TRP
TRP

TRP

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP

14

NN

- aNo;

Spud Date: 7/11/2001

End: 9/11/2001

Group:

Start: 7/5/2001
Rig Release:

Rig Number: 824

1,130 BBLS.

DISPLACE DRILL STRING TO GELLED WATER. MIX AND SPOT
61.4 BBLS DIAMOND SEAL PILL AT 2.61 PPB. LOST 207 BBLS.
BREAK OFF KELLY. DRILL STRING FULL. PULL OUT OF HOLE 20
STANDS TO 4,150 FT. PUMPED 25 BBLS DOWN ANNULUS.

BUILD MUD VOLUME (750 BBLS). WAIT ON DIAMON SEAL PILL TO
SET.

ATTEMPT TO BREAK CIRCULATION AT 4,150 FT. NO SUCCESS.
LOST 100 BBLS. FLUID LEVEL 4 FT FROM FLOW LINE. STAGE IN
HOLE, ATTEMPTING TO BREAK CIRCULATION EVERY 5 STANDS
WITHOUT SUCCESS. LOST 80 BBLS.

DISPLACE DRILL STRING TO GELLED WATER.

DUMP AND CLEAN PILL TANK.

VALVE IN MUD SUCTION PIT MALFUNCTIONED. TRANSFER MUD
FROM SUCTION PIT TO SHALE SHAKER PIT. RE-CLEAN PILL PIT.
ADD DIESEL TO PILL PIT. PUMP 5 BBLS DIESEL TO CLEAR
SUCTION LINE AND MUD PUMP.

MIX DIESEL BENTONITE PILL. LOSSES LAST 24 HRS = 1,612
BBLS.

MIX DIESEL BENTONITE PILL AT 9.0 PPG.

SPOT PILL. PUMP 7 BBLS DIESEL, 32 BBLS DIESEL-BENTONITE
AT 9.0 PPG, 10 BBLS DIESEL. DISPLACE WITH GELLED WATER.
LOST 80 BBLS MUD.

PULL OUT OF HOLE 5 STANDS TO 5,522 FT.

ATTEMPT TO BREAK CIRCULATION WITHOUT SUCCESS. FLUID
LEVEL RAISED TO 5 FT BELOW FLOWLINE THEN DROPPED TO 30
FT BELOW FLOWLINE. LOST 200 BBLS MUD.

RUN IN HOLE TO 6,006 FT. DISPLACE STRING TO GELLED
WATER. LOST 70 BBLS.

CLEAN PILL PIT. UN-PLUG HOPPER LINE. BUILD MUD VOLUME
(200 BBLS AT 30 PPB LCM).

ROTARY MOTOR DRILL FROM 6,006 TO 6,024 FT. NO RETURNS.
FLUID LEVEL AT 37 FT BELOW DRILL FLOOR. LOST 700 BBLS.
MUD.

DISPLACE DRILL STRING TO GELLED WATER. LOST 70 BBLS.
BUILD MUD VOLUME (700 BBLS AT 20 PPB LCM).

ROTARY MOTOR DRILL FROM 6,024 TO 6,057 FT. NO RETURNS.
LOST 955 BBLS.

DISPLACE DRILL STRING TO GELLED WATER. BUILD MUD
VOLUME (500 BBLS AT 20 PPB LCM). LOST 70 BBLS MUD.
ROTARY MOTOR DRILL FROM 6,057 TO 6,084 FT. NO RETURNS.
LOST 645 BBLS MUD.

DISPLACE DRILL STRING TO GELLED WATER. BUILD MUD
VOLUME. LOST 70 BBLS MUD.

LOST 2,860 BBLS LAST 24 HRS.

BUILD MUD VOLUME (750 BBLS 20 PPB LCM).

MIX AND SPOT 78 BBLS. 30 PPB PILL. LOST 160 BBLS.
DROP MAGNETIC SINGLE SHOT SURVEY.

PULL OUT OF HOLE TO LAY DOWN MUD MOTOR. NO PROBLEMS.
RECOVER SURVEY. LAY DOWN MUD MOTOR AND SUBS.

MAKE UP BIT AND BIT SUB. FUNCTION TEST BLIND AND PIPE
RAMS.

RUN IN HOLE. ATTEMPT TO CIRCULATE WITH BHA IN HOLE. NO

NOTE:

Printed: 9/12/2001 7:09:27 AM




Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

9/6/2001 16:30 - 21:00

21:00-21:30
21:30 - 22:00
22:00 - 22:30
22:30 - 23:00
23:00 - 23:30
23:30 - 03:00
03:00 - 03:30
03:30 - 04:00
04:00 - 06:00
9/7/2001 06:00 - 09:00
09:00 - 10:00
10:00 - 20:00

20:00 - 03:00

03:00 - 05:30
05:30 - 06:00

9/8/2001 06:00 - 21:00

21:00 - 22:30

22:30 - 05:30
05:30 - 06:00
9/9/2001 06:00 - 13:30

13:30 - 15:00

15:00-17:30

17:30 - 18:00
18:00 - 06:00

4.50

0.50
0.50
0.50
0.50
0.50
3.50
0.50
0.50
2.00
3.00
1.00
10.00

7.00

2.50
0.50

15.00

1.50

7.00

0.50

7.50

1.50

2.50

0.50
12.00

At e

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING
NABORS
NABORS

TRP

REAM
CIRC
TRP
CIRC
TRP
DRL
CIRC
TRP
CIRC
CIRC
TRP
DRL

DRL

RIG
DRL

DRL

TRP

DRL

FISH

DRL

TRP

DRL

RIG
DRL

)

14

14

Spud Date: 7/11/2001
Start: 7/5/2001 End: 9/11/2001
Rig Release: Group:
Rig Number: 924

RETURNS. FLUID LEVEL AT 7 FT BELOW FLOWLINE. RUN IN
HOLE. FILL DRILL STRING AT 15, 30, 45, AND TD. NO RETURNS.
NO PROBLEMS ON TRIP IN. LOST 200 BBLS MUD.
PRECAUTIONARY WASH AND REAM 60 FT TO BOTTOM.

SPOT 70 BBLS 50 PPB LCM PILL. LOST 140 BBLS.

BREAK KELLY. FLUID LEVEL 56 FT BELOW DRILL FLOOR. PULL
OUT OF HOLE 6 STANDS TO 5,500 FT. NO PROBLEMS.
ATTEMPT TO BREAK CIRCULATION WITHOUT SUCCESS. PUMP
AT 4.0 BPM AT 140 PSIG. FLUID LEVEL NOT VISIBLE. LOST 110
BBLS MUD.

RUN IN HOLE TO 6,084 FT. NO PROBLEMS. NO RETURNS.
ROTARY DRILL FROM 6,084 TO 6,115 FT. NO RETURNS. LOST
1,270 BBLS MUD.

SPOT 80 BBL 50 PPB LCM PILL. LOST 155 BBLS.

PULL OUT OF HOLE 6 STANDS TO 5,500 FT.

BUILD MUD VOLUME. NOTE:
LOSSES LAST 24 HRS = 2,035 BBLS.

BUILD MUD VOLUME (750 bblis AT 20 PPB).

RUN IN HOLE 6 STANDS TO 6,115 FT. NO PROBLEMS.

ROTARY DRILL FROM 6,115 TO 6,197 FT. NO RETURNS.
INCREASE LCM TO 60 PPB. LOST 2400 BBLS.

STOP LCM ADDITION. DRILL WITH FRESH WATER ONLY.
ROTARY DRILL FROM 6,197 FT TO 6,268 FT. PUMP 25 BBL 50 PPB
SWEEP EVERY CONNECTION. TIGHT CONNECTION AT 6,252 FT.
60,000 LBS OVER NORMAL DRAG. LOST 1,680 BBLS.

RIG REPAIR. ROTARY CHAIN.

ROTARY DRILL FROM 6,268 TO 6,275 FT. NO RETURNS. CANNOT
SEE FLUID LEVEL IN ANNULUS. LOST 120 BBLS. NOTE: LOSSES
LAST 24 HRS = 4200 BBLS.

ROTARY DRILL FROM 6,275 TO 6,437 FT. WITH FRESH WATER.
NO RETURNS. TIGHT CONNECTION AT 6,378 FT. 50,000 LBS
OVER NORMAL. LOST 3,600 BBLS FRESH WATER.

PULL OUT OF HOLE 10 STANDS. 50,000 LBS OVERPULL AT 6,407
AND 6,071 FT. 25,000 LBS OVERPULL AT 5,980 AND 5,888 FT.
RUN IN HOLE. NO PROBLEMS. FLUID LEVEL AT 250 FT BELOW
ROTARY TABLE.

ROTARY DRILL FROM 6,437 TO 6,501 FT. NO RETURNS. LOST
1,680 BBLS FRESH WATER.

WORK TIGHT HOLE AT 6,425 FT. 45 TO 50,000 LBS OVERPULL.
NOTE: LAST 24 HRS LOST 5,280 BBLS FRESH WATER.

ROTARY DRILL WITH FRESH WATER FROM 6,501 TO 6,562 FT.
NO RETURNS. LOST 1,800 BBLS.

10 STAND WIPER TRIP. FLUID LEVEL AT 201 FT. FIRST STAND
PULLED HAD INTERMITTENT TIGHT SPOTS AT 15 - 20,000 LBS
OVERPULL. 50,000 LBS OVERPULL AT 5,821 FT. RUN IN HOLE
WITH NO PROBLEMS. 8 FEET OF FILL.

ROTARY DRILL FROM 6,562 TO 6,593 FT. NO RETURNS. LOST
600 BBLS.

RIG SERVICE.

ROTARY DRILL FROM 6,593 TO 6,720 FT. NO RETURNS. LOST
2,880 BBLS. INTERMITTENT FRACTURES THROUGHOUT
INTERVAL. SOLID FRACTURES FROM 6,600 TO 6,625 FT. TIGHT
SPOT AT 6,615 FT., 50,000 LBS OVERPULL. NOTE: ALL

Printed: 9/12/2001 7:09:27 AM




Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

9/9/2001

9/10/2001 06:00 - 08:45
08:45 - 09:15
09:15-10:15
10:15-11:30

11:30 - 13:00
13:00 - 06:00

9/11/2001 06:00 - 07:00

07:00 - 07:30
07:30-11:00

11:00 - 06:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING

NABORS

NABORS

2.75{ DRL 1
0.50| FISH 7
1.00| TRP 14
1.25| RIG 2
1.50| TRP 14
17.00| DRL 1
1.00| DRL 1
0.50|CIRC |2
3.50| TRP 10

19.00} FISH 7

Spud Date: 7/11/2001
Start: 7/5/2001 End: 9/11/2001
Rig Release: Group:
Rig Number: 924

CONNECTIONS FROM 6,600 FT ON, DRILL STRING WAS ON
VACUUM. NOTE: LOSSES LAST 24 HRS = 5,280 BBLS. NOTE:
PUMPED 25 BBL 50 PPB LCM PILL PRIOR TO ALL CONNECTIONS.
ROTARY DRILL FROM 6,720 TO 6,748 FT. NO RETURNS. LOST
660 BBLS.

WORK TIGHT HOLE AT 6,738 AND 6,690 FT. 50,000 LBS
OVERPULL.

13 STAND WIPER TRIP TO 5,514 FT. TIGHT HOLE FROM 6,580 TO
6,570 FT. 50 TO 65,000 LB OVERPULL. NOTE: FLUID LEVEL 534
FT BELOW ROTARY TABLE.

RIG REPAIR. PACK SWIVEL.

RUN IN HOLE . NO PROBLEMS. 15 FT. OF FILL.

ROTARY DRILL FROM 6,748 TO 6,893 FT. NO RETURNS. LOST
4,080 BBLS. TIGHT SPOTS ON CONNECTIONS AT 6,794 FT -
75,000 LBS OVER AND 6,839 FT - 50,000 LBS OVER. NOTE:
PUMPED 25 BBLS 20 PPB LCM PILL ON CONNECTIONS. DRILL
STRING WAS ON SLIGHT VACUUM ON ALL CONNECTIONS.

NOTE: LOSSES LAST 24 HRS = 4,740 BBLS.

ROTARY DRILL FROM 6,893 TO 6,901 FT. NO RETURNS. LOST
240 BBLS.

SPOT 80 BBLS 20 PPB LCM PILL. LOST 160 BBLS.

PULL OUT OF HOLE FOR BIT. FLUID LEVEL AT 381 FT. BELOW
ROTARY TABLE. TIGHT SPOT AT 5,586 FT - 40,000 LBS
OVERPULL. 3,017 TO 2,926 FT - 40,000 LBS OVER PULL. 2,712 TO
2,700 FT - 30,000 LBS OVERPULL. 2,377 TO 2,277 FT - 40-50,000
LBS OVER PULL.

PICK UP KELLY AT 2,286 FT. WORK TIGHT HOLE TO 2,274 FT.
STUCK DRILL STRING. WORK FREE DOWN. WASH AND REAM TO
2,423 FT. LAY DOWN SINGLES TO 2,286 FT. BACK REAM TO 2,043
FT. LAY DOWN 8 SINGLES. PUMP 20 PPB LCM PILLS DOWN
DRILL STRING. DRILL STRING STILL ON SLIGHT VACUUM. LOST
4,560 BBLS. TOTAL LOSSES LAST 24 HRS = 4,960 BBLS.

Printed: 9/12/2001 7:09:27 AM



Division of Oil, Gas and Mining

OPERATOR CHANGE WORKSHEET

Enter date after each listed item is completed

X Change of Operator (Well Sold)

Operator Name Change (Only)

The operator of the well(s) listed below has changed, effective:

ROUTING
1. GLH 4-KAS
2.CDW ¥ 5-L—
3.JLT 6-FILE
Designation of Agent
Merger
08-02-2001

FROM: (O1d Operator):

BARRETT RESOURCES CORPORATION

Address: 1515 ARAPAHOE STREET, STE 1000

DENVER, CO 80202

TO: ( New Operator):

WILLIAMS PRODUCTION RMT COMPANY

Address:

TOWER 3, STE 1000

1515 ARAPHOE STREET

DENVER, CO 80202

Phone: 1-(303)-572-3900 Phone: 1-(303)-572-3900
Account N9305 Account N1945

CA No. Unit:
WELL(S)

API ENTITY [SEC. TWN |LEASE |WELL {WELL

NAME NO. NO. RNG TYPE TYPE | STATUS
JENSEN 7-15 DEEP 43-007-30786 (13247 15-12S-10E |FEE GW DRL
OPERATOR CHANGES DOCUMENTATION
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 09/13/2001
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 09/13/2001

3. The new company has been checked through the Department of Commerce, Division of Corporations Database on:

4. Is the new operator registered in the State of Utah:

5. IfNO, the operator was contacted contacted on:

YES

N/A

Business Number:

IN PROGRESS

6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the (merger, name change,

or operator change for all wells listed on Federal or Indian leases on:

N/A

7. Federal and Indian Units: The BLM or BIA has approved the successor of unit operator

for wells listed on:

N/A

09/27/2001




Form 9 € TEOF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
7. Indian Allottee or Tribe Name
SUNDRY NOTICES AND REPORTS ON WELLS FEE
Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells. 8. Unit or Communitization Agreement

Use APPLICATION FOR PERMIT — for such proposals

1. Type of Well 9. Well Name and Number
Oil Gas .
Well Welt D Other (specify) Jensen 7-15 Deep
2. Name of Operator 10. API Well Number
BARRETT RESOURCES CORPORATION 43-007-30786
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat
1515 ARAPAHOE STREET, STE. 1000, DENVER, CO 80202 303-572-3900
5. Location of Well
Footage : 1575 FNL & 1800' FEL County : Carbon
QQ, Sec, T., R, M. : SW/4 NE/4 Section 15-T12S-R10E; SLB&M State : Utah
12, CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)
I:' Abandonment D New Construction D Abandonment * I:l New Construction
l:l Casing Repair I:I Pull or Alter Casing I:] Casing Repair D Pull or Alter Casing
[ ] change of Plans D Recompletion E:] Change of Plans Ij Shoot or Acidize
I:I Conversion to Injection I:I Shoot or Acidize I::] Conversion to Injection |:] Vent or Flare
|:| Fracture Treat I:] Vent or Flare L__] Fracture Treat I:] Water Shut-Off
|:| Multiple Completion |:] Water Shut-Off |—_"| Other
Other CHANGE OF OPERATOR

Date of Work Completion

Approximate Date Work Will Start 08/02/01

Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.

* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Effective August 2, 2001 Williams Production RMT Company assumed operatorship of this well from Barrett Resources
Corporation. Barrett Resources Corporation relinquishes operatorship of this well to Williams Production RMT Company.

Bond coverage pursuant to 43 CFR 3104 for lease activities will continue to be provided by Flood and Peterson Insurance, Inc.
under their Nationwide bond, BLM Bond No. 6101757342. Williams Production RMT Company will be responsible for compliance
under the lease terms and conditions for that portion of the lease associated with this notice.

14. | hereby certify that the foregoing is true and correct.

Name & Signature Greg Davis A [/Cé, o Title Permitting Supervisor  Date 08/28/01
|14

(State Use Only)

(8/90) See Instructions on Reverse Side




Toll Free (888) 328-8005

New Orleans * Crowley

Phone: (504) 328-8006

UA L T Y Fax: (504) 328-8007
www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

September 19, 2001

RIS

CAROL DANIELS:

Attached is the weekly summary report for the
Jensen 7-15 Deep well covering September 12-18.

JENSEN 7-15 DEEP s i
SW/4 NE/4 Sectionm 15-T12S-R10E &/ <-¢¢ /- >t/ ok
Carbon County, Utah

APT  43-007-30786

Debbie Stanberry

Williams Production RMT Company
(303) 606-4261

RECEIVED
SEP 2 & 200

DIVISION OF
DI, GAS AND MINING

Wellhead Preheating « Nitrogen Hydrostatic Testing « Wellhead Welders
Explosion Proof Pressure Washers » Diesel Pressure Washers
Evaporator Cooling Fans « Carousel Bamel Racks Pressurized Chemical Sprayer
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Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

9/9/2001 18:00 - 06:00

9/10/2001 06:00 - 08:45
08:45 - 09:15
09:15-10:15
10:15 - 11:30

11:30 - 13:00
13:00 - 06:00

9/11/2001 06:00 - 07:00

07:00 - 07:30
07:30 - 11:00

11:00 - 06:00

9/12/2001 06:00 - 11:00

11:00- 11:15
11:15-15:00

15:00 - 16:30
16:30 - 19:00
19:00 - 22:00
22:00 - 00:00
00:00 - 04:00

04:00 - 06:00

9/13/2001 06:00 - 10:00

10:00 - 14:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING
NABORS
NABORS

12.00{ DRL 1
2.75| DRL 1
0.50| FISH 7
1.00| TRP 14
1.25|RIG 2
1.50| TRP 14
17.00| DRL 1
1.00| DRL 1
0.50|CIRC |2
3.50| TRP 10
19.00 FISH 7
5.00| FISH 7
0.25| FISH 7
3.75| FISH 7
1.50| TRP 10
2.50|RIG 6
3.00| ISP 1
2.00| TRP 1
400/ CIRC |6

2.00| TRP 15

4.00| TRP 15

400 REAM |1

(j3-0c )= 3075
Spud Date: 7/11/2001
Start: 7/5/2001 End: 9/18/2001
Rig Release: Group:
Rig Number: 924

CONNECTIONS FROM 6,600 FT ON, DRILL STRING WAS ON
VACUUM. NOTE: LOSSES LAST 24 HRS = 5,280 BBLS. NOTE:
PUMPED 25 BBL 50 PPB LCM PILL PRIOR TO ALL CONNECTIONS.
ROTARY DRILL FROM 6,720 TO 6,748 FT. NO RETURNS. LOST
660 BBLS.

WORK TIGHT HOLE AT 6,738 AND 6,690 FT. 50,000 LBS
OVERPULL.

13 STAND WIPER TRIP TO 5,514 FT. TIGHT HOLE FROM 6,580 TO
6,570 FT. 50 TO 65,000 LB OVERPULL. NOTE: FLUID LEVEL 534
FT BELOW ROTARY TABLE.

RIG REPAIR. PACK SWIVEL.

RUN IN HOLE . NO PROBLEMS. 15 FT. OF FILL.

ROTARY DRILL FROM 6,748 TO 6,893 FT. NO RETURNS. LOST
4,080 BBLS. TIGHT SPOTS ON CONNECTIONS AT 6,794 FT -
75,000 LBS OVER AND 6,839 FT - 50,000 LBS OVER. NOTE:
PUMPED 25 BBLS 20 PPB LCM PILL ON CONNECTIONS. DRILL
STRING WAS ON SLIGHT VACUUM ON ALL CONNECTIONS.

NOTE: LOSSES LAST 24 HRS = 4,740 BBLS.

ROTARY DRILL FROM 6,893 TO 6,901 FT. NO RETURNS. LOST
240 BBLS.

SPOT 80 BBLS 20 PPB LCM PILL. LOST 160 BBLS.

PULL OUT OF HOLE FOR BIT. FLUID LEVEL AT 381 FT. BELOW
ROTARY TABLE. TIGHT SPOT AT 5,586 FT - 40,000 LBS
OVERPULL. 3,017 TO 2,926 FT - 40,000 LBS OVER PULL. 2,712 TO
2,700 FT - 30,000 LBS OVERPULL. 2,377 TO 2,277 FT - 40-50,000
LBS OVER PULL.

PICK UP KELLY AT 2,286 FT. WORK TIGHT HOLE TO 2,274 FT.
STUCK DRILL STRING. WORK FREE DOWN. WASH AND REAM TO
2,423 FT. LAY DOWN SINGLES TO 2,286 FT. BACK REAM TO 2,043
FT. LAY DOWN 8 SINGLES. PUMP 20 PPB LCM PILLS DOWN
DRILL STRING. DRILL STRING STILL ON SLIGHT VACUUM. LOST
4,560 BBLS. TOTAL LOSSES LAST 24 HRS = 4,960 BBLS.

WORK TIGHT HOLE. BACK REAM FROM 2,043 FT TO 2,007 FT.
DRILL STRING CAME FREE. NO RETURNS. LOST 1,200 BBLS.
PULL OUT OF HOLE 1 STAND TO 1,920 FT.

WORK TIGHT HOLE. BACK REAM FROM 1,920 TO 1,828 FT. DRILL
STRING CAME FREE. NO RETURNS. LOST 900 BBLS.

PULL OUT OF HOLE INTO SURFACE CASING SHOE.

SLIP AND CUT 90 FT DRILLING LINE.

INSPECT BOTTOM HOLE ASSEMBLY. OKAY.

PICK UP CONDITIONING TRIP BHA. CHANGE OUT DRILLING
JARS.

BUILD MUD VOLUME. CONDITION MUD PROPERTIES FOR CLEAN
OUT TRIP.

CONDITIONING TRIP. RUN IN HOLE. SERVICE BREAK DRILL PIPE
CONNECTIONS THAT WERE OVER TORQUED DURING BACK
REAMING. BREAK CIRCULATION AT CASING SHOE AND 1,000 FT
AT 45 SPM WITH FULL RETURNS. LOSSES LAST 24 HRS = 2,100
BBLS.

RUN IN HOLE. SERVICE BREAK DRILL PIPE THAT WAS
OVER-TORQUED DURING BACK REAMING. BREAK CIRCULATION
AT 1,552 FT. FULL RETURNS.

WASH AND REAM FROM 1,613 TO 1,863 FT. FULL RETURNS AT 60

Printed: 9/19/2001 7:11:27 AM



Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

9/13/2001 10:00 - 14:00

14:00 - 14:30
14:30 - 16:00

16:00 - 17:00
17:00 - 18:00

18:00 - 18:30
18:30 - 19:30

19:30 - 20:00
20:00 - 21:30

21:30 - 22:00
22:00 - 00:00

00:00 - 00:30
00:30 - 03:30

03:30 - 04:00
04:00 - 06:00

9/14/2001 06:00 - 12:30
12:30 - 13:00

13:00- 13:30
13:30 - 14:00

14:00 - 14:30
14:30 - 15:15

15:15-15:45
15:45 - 16:15

16:15 - 19:00

19:00 - 06.00

9/15/2001 06:00 - 16:00

16:00 - 16:30
16:30 - 03:30

03:30 - 06:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING

NABORS

NABORS

4.00| REAM |1
0.50| TRP 3
1.50{ REAM |1
1.00| TRP 3
1.00| REAM {1
0.50| TRP 3
1.00| REAM |1
0.50| TRP 3
1.50| REAM |1
0.50| TRP 3
2.00| REAM i1
0.50| TRP

3.00| REAM |1
0.50{CIRC |2
2.00| TRP 10
6.50| TRP 2
0.50 REAM |1
0.50| TRP 2
0.50 REAM |1
0.50| TRP 2
0.75| REAM |1
0.50| TRP 2
0.50 REAM {1
2.75|REAM |1

11.00| DRL 1

10.00| DRL 1

0.50| RIG 1
11.00| DRL 1

2.50| TRP 10

Spud Date: 7/11/2001
Start: 7/5/2001 End: 9/18/2001
Rig Release: Group:
Rig Number; 924

SPM.

LAY DOWN 6 JOINTS DRILL PIPE. RUN IN HOLE 2 STANDS.

WASH AND REAM 1,863 TO 2,104 FT. HARDER REAMING FROM
1,980 TO 2,011 FT. FULL RETURNS AT 60 SPM.

LAY DOWN 6 JOINTS DRILL PIPE. RUN IN HOLE 2 STANDS.

WASH AND REAM FROM 2,104 TO 2,290 FT. FULL RETURNS AT 60
SPM.

LAY DOWN 6 JOINTS DRILL PIPE. RUN IN HOLE 2 STANDS.
WASH AND REAM FROM 2,290 TO 2,479 FT. FULL RETURNS AT 60
SPM.

LAY DOWN 6 JOINTS DRILL PIPE. RUN IN HOLE 2 STANDS.

WASH AND REAM FROM 2,479 TO 2,665 FT. FULL RETURNS AT 60
SPM.

LAY DOWN 6 JOINTS DRILL PIPE. RUN IN HOLE 2 STANDS.
WASH AND REAM FROM 2,66R TO 2,849 FT. FULL RETURNS AT
60 SPM.

LAY DOWN 6 JOINTS DRILL PIPE. RUN IN HOLE 2 STANDS.
WASH AND REAM FROM 2,849 TO 3.030 FT. LOST RETURNS AT
3,030 FT. LOST 15 BBLS.

PUMP 80 BBLS 20 PPB LCM PILL. LOST 115 BBLS.

PULL OUT OF HOLE FOR BIT AND REST OF BHA. LOSSES LAST
24 HRS = 130 BBLS.

PICK UP BHA. RIH. FILL BHA. FILL DRILL PIPE EVERY 20
STANDS. NO RETURNS. LOST 50 BBLS.

WASH AND REAM BRIDGE FROM 5,412 TO 5,432 FT. NO
RETURNS. LOST 90 BBLS.

RUN IN HOLE. HIT BRIDGE AT 5,772 FT.

WASH AND REAM BRIDGE FROM 5,772 TO 5,835 FT. NO
RETURNS. LOST 60 BBLS.

RUN IN HOLE. HIT BRIDGE AT 6,072 FT.

WASH AND REAM BRIDGE FROM 6,072 TO 6,092 FT. NO
RETURNS. LOST 120 BBLS.

RUN IN HOLE. HIT BRIDGE AT 6,439 FT.

WASH AND REAM BRIDGE FROM 6,439 TO 6,449 FT. AND 6,521 TO
6,525 FT. NO RETURNS. LOST 60 BBLS.

RUN IN HOLE WITH SINGLES. WASH AND REAM TIGHT SPOTS AT
6,636 TO6,640 FT.; 6,730 TO 6,743 FT.; 6,800 TO 6,813 FT.; 6,834
TO 6,844 FT.; 6,865 TO 6,876 FT. HAD 16 FT OF FILL. NO
RETURNS. LOST 150 BBLS.

ROTARY DRILL FROM 6,901 TO 7,019 FT. NO RETURNS. LOST
4,000 BBLS. CURRENTLY CARRYING 30 PPB LCM IN MUD.
PUMPED 2 - 80 BBL PILL WIiTH 30 & 40 PPB CONCENTRATIONS.
PUMP PRESSURE INCREASED FROM 400 TO 750 TO 800 PSIG,
THEN FELL BACK. PUMP PRESSURE HAS VARIED UP AND DOWN
ENTIRE INTERVAL. LOSSES LAST 24 HRS = 4,530 BBLS.

ROTARY DRILL FROM 7,019 TO 7,088 FT. NO RETURNS. LOST
2,400 BBLS.

RIG SERVICE.

ROTARY DRILL FROM 7,088 TO 7,162 FT. NO RETURNS. LOST
2,640 BBLS. CURRENTLY RUNNING 30 PPB LCM IN SYSTEM.
PUMP PRESSURE INCREASED TO 1,000 TO 1,075 PSIG FROM
7,130 TO 7,145 FT FOR 3 HRS, THEN BACK TO 350 PSIG.

BIT QUIT DRILLING. DISPLACE DRILL STRING TO GELLED

Printed: 9/19/2001 7:11:27 AM



9/16/2001

9/16/2001

9/17/2001

9/18/2001

Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

03:30 - 06:00

06:00 - 09:00

09:00 - 10:30
10:30 - 11:00
11:00 - 13:30
13:30 - 14:00

14:00 - 15:00
15:00 - 16:30

16:30 - 20:00

20:00 - 20:30
20:30 - 0600

06:00 - 05:15

05:15 - 06:00

06:00 - 11:00
11:00 - 14:00
14:00 - 14:30

14:30 - 15:30
16:30 - 16:00

16:00 - 16:15
16:15- 16:45

16:45 - 17:45
17:45 - 18:15

18:15 - 06:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP

DRILLING

NABORS
NABORS

2.50

3.00

1.50
0.50
2.50

0.50

3.50

0.50
9.50

23.25

0.756

5.00
3.00
0.50

1.00
0.50

0.25
0.50

1.00
0.50

11.75

TRP

TRP

TRP
RIG
TRP
REAM

TRP
REAM

DRL

RIG
DRL

DRL

CIRC

TRP

TRP

CIRC

TRP
REAM

TRP
REAM

TRP
REAM

DRL

10

10

NNN

10

Spud Date: 7/11/2001

End:
Group:

Start: 9/18/2001
Rig Release:

Rig Number: 924

7/5/2001

WATER. PULL OUT OF HOLE. 20-25,000 LBS OVER NORMAL
DRAG 1ST 20 STANDS, THEN NORMAL DRAG. LOSSES LAST 24
HRS = 5,040 BBLS.

PULL OUT OF HOLE. NO PROBLEMS. CANNOT SEE FLUID LEVEL
IN ANNULUS. SLM. MINUS (-) 95 FT. ERROR OCCURRED AT
2,402 FT.

CHANGE BIT. RIHWITH BHA. FILL BHA. LOST 5 BBLS.

SAFETY MEETING. CROWN-O-MATIC.

RUN IN HOLE. FILL EVERY STANDS. LOST 62 BBLS. HAD TIGHT
HOLE AT 5,617 FT.

WASH AND REAM TIGHT HOLE FROM 5,617 TO 5,621 FT. LOST 81
BBLS.

RUN IN HOLE TO 6,970 FT. NO PROBLEMS.

PRECAUTIONARY WASH AND REAM FROM 6,970 TO 7,066 FT.
HOLE UNDER-GAUGE LAST 6 FT. NO RETURNS. LOST 240 BBLS.
ROTARY DRILL FROM 7,066 TO 7,089 FT. NO RETURNS. LOST
840 BBLS.

SAFETY MEETING. CROWN-O-MATIC.

ROTARY DRILL FROM 7,089 TO 7,141 FT. NO RETURNS. LOST
2,280 BBLS. LOSSES LAST 24 HRS = 3,508 BBLS.

ROTARY DRILL FROM 7,141 TO 7,261 FT. NO RETURNS. LOST
5,580 BBLS. SPOTTED 3 PILLS WITH 30, 40 AND 40 PPB CUT-UP
RUBBER AND 7,12 AND 12 PPB PLUG-GIT. NO CHANGE IN PUMP
PRESSURE.

SPOT 80 BBLS 40 PPB CUT-UP RUBBER AND 12 PPB PLUG-GIT.
NO RETURNS. LOST 180 BBLS. LOSSES LAST 24 HRS = 5,760
BBLS.

PULL OUT OF HOLE FOR BIT. NO PROBLEMS. FLUID LEVEL 150
FT BELOW ROTARY TABLE. LOST 100 BBLS.

MAKE UP BIT. RUN IN HOLE. FILL BHA. FILL DRILL PIPE AT 20
STANDS. NO PROBLEMS.

AT 4,000 FT PUMP 76 BBLS LCM PILL (40 PPB RUBBER + 12 PPB
PLUG-GIT). LOST 120 BBLS.

RUN IN HOLE.

WASH AND REAM TIGHT HOLE FROM 5,835 TO 5,839 FT. LOST
120 BBLS.

RUN IN HOLE.

WASH AND REAM TIGHT HOLE FROM 6,329 TO 6,339 FT. LOST
120 BBLS.

RUN IN HOLE.

PRECAUTIONARY WASH AND REAM FROM 7,200 FT TO 7,261 FT.
LOST 120 BBLS.

ROTARY DRILL FROM 7,261 TO 7,330 FT. NO RETURNS. LOST
2,820 BBLS. PUMPED 72 BBL LCM PILL (40 PPB RUBBER + 12 PPB
PLUG-GIT) AT 7,296 FT. LOSSES LAST 24 HRS =
3,429 BBLS. LOSSES TO DATE = 76,119
BBLS.

Printed: 9/19/2001 7:11:27 AM



Toll Free (888) 328-8005

New Orleans » Crowley

U A L ‘T Y Phone: (504) 328-8006
Fax: (504) 328-8007

www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

September 26, 2001

CAROL DANIELS:

Attached is the weekly summary report for the Jensen 7-15
Deep well covering September 19-26, 2001.

JENSEN 7-15 DEEP | o
SW/4 NE/4 Section 15-T128-RIOE /-0, /-3¢
Carbon County, Utah

APT  43-007-30786

Debbie Stanberry
WILLIAMS PRODUCTION RMT COMPANY
(303) 606-4261

B

Wellhead Rmheating * Nitrogen Hydrostatic Testing « Wellhead Welders
Explosion Proof Pressure Washers + Diesel Pressure Washers
Evaporator Cooling Fans * Carousel Barrel Racks * Pressurized Chemical Sprayer



Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

9/15/2001 03:30 - 06:00

9/16/2001 06:00 - 09:00

09:00 - 10:30
10:30 - 11:00
11:00 - 13:30
13:30 - 14:00

14:00 - 15:00
15:00 - 16:30

16:30 - 20:00

20:00 - 20:30
20:30 - 06:00
9/17/2001 06:00 - 05:15

05:15 - 06:00

9/18/2001 06:00 - 11:00
11:00 - 14:00
14:00 - 14:30

14:30 - 15:30
15:30 - 16:00

16:00 - 16:15
16:15- 16:45

16:45 - 17:45
17:45 - 18:15

18:15 - 06:00

9/19/2001 06:00 - 13:00

13:00 - 13:30
13:30 - 06:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING

NABORS

NABORS

2.50| TRP 10
3.00| TRP 10
1.50| TRP 2
0.50| RIG 7
2.50| TRP 2
0.50 REAM |1
1.00| TRP 2
1.50| REAM |1
3.50} DRL 1
0.50 | RIG 7
9.50| DRL 1

23.25| DRL 1

0.75|CIRC |2
5.00| TRP 10
3.00| TRP 2
0.50|CIRC |2
1.00| TRP 2
0.50| REAM |1
0.25| TRP 2
0.50| REAM |1
1.00| TRP 2
0.50| REAM |1
11.75| DRL 1
7.00| DRL 1
0.50 | RIG 1

16.50 | DRL 1

Spud Date: 7/11/2001

Start: 7/5/2001 End: 9/26/2001

Rig Release: Group:
Rig Number: 924

5

WATER. PULL OUT OF HOLE. 20-25,000 LBS OVER NORMAL
DRAG 1ST 20 STANDS, THEN NORMAL DRAG. LOSSES LAST 24
HRS = 5,040 BBLS.

PULL OUT OF HOLE. NO PROBLEMS. CANNOT SEE FLUID LEVEL
IN ANNULUS. SLM. MINUS (-) 95 FT. ERROR OCCURRED AT
2,402 FT.

CHANGE BIT. RIH WITH BHA. FILL BHA. LOST 5 BBLS.

SAFETY MEETING. CROWN-O-MATIC.

RUN IN HOLE. FILL EVERY STANDS. LOST 62 BBLS. HAD TIGHT
HOLE AT 5,617 FT.

WASH AND REAM TIGHT HOLE FROM 5,617 TO 5,621 FT. LOST 81
BBLS.

RUN IN HOLE TO 6,970 FT. NO PROBLEMS.

PRECAUTIONARY WASH AND REAM FROM 6,970 TO 7,066 FT.
HOLE UNDER-GAUGE LAST 6 FT. NO RETURNS. LOST 240 BBLS.
ROTARY DRILL FROM 7,066 TO 7,089 FT. NO RETURNS. LOST
840 BBLS.

SAFETY MEETING. CROWN-O-MATIC.

ROTARY DRILL FROM 7,089 TO 7,141 FT. NO RETURNS. LOST
2,280 BBLS. LOSSES LAST 24 HRS = 3,508 BBLS.

ROTARY DRILL FROM 7,141 TO 7,261 FT. NO RETURNS. LOST
5,580 BBLS. SPOTTED 3 PILLS WITH 30, 40 AND 40 PPB CUT-UP
RUBBER AND 7,12 AND 12 PPB PLUG-GIT. NO CHANGE IN PUMP
PRESSURE.

SPOT 80 BBLS 40 PPB CUT-UP RUBBER AND 12 PPB PLUG-GIT.
NO RETURNS. LOST 180 BBLS. LOSSES LAST 24 HRS = 5,760
BBLS.

PULL OUT OF HOLE FOR BIT. NO PROBLEMS. FLUID LEVEL 150
FT BELOW ROTARY TABLE. LOST 100 BBLS.

MAKE UP BIT. RUN IN HOLE. FILL BHA. FiLL DRILL PIPE AT 20
STANDS. NO PROBLEMS.

AT 4,000 FT PUMP 76 BBLS LCM PILL (40 PPB RUBBER + 12 PPB
PLUG-GIT). LOST 120 BBLS.

RUN IN HOLE.

WASH AND REAM TIGHT HOLE FROM 5,835 TO 5,839 FT. LOST
120 BBLS.

RUN IN HOLE.

WASH AND REAM TIGHT HOLE FROM 6,329 TO 6,339 FT. LOST
120 BBLS.

RUN IN HOLE.

PRECAUTIONARY WASH AND REAM FROM 7,200 FT TO 7,261 FT.
LOST 120 BBLS.

ROTARY DRILL FROM 7,261 TO 7,330 FT. NO RETURNS. LOST
2,820 BBLS. PUMPED 72 BBL LCM PILL (40 PPB RUBBER + 12 PPB

PLUG-GIT) AT 7,296 FT. LOSSES LAST 24 HRS =
3,429 BBLS. LOSSES TO DATE = 76,119
BBLS.

ROTARY DRILL FROM 7,330 TO 7,370 FT. NO RETURNS. LOST
1,680 BBLS.

RIG SERVICE.

ROTARY DRILL FROM 7,370 TO 7,480 FT. NO RETURNS. LOST
3,840 BBLS. PUMPED 4 PILLS OF 67 BBLS EACH CONTAINING 40
PPB RUBBER + 12 PPB PLUG-GIT AT 7,359', 7,385', 7,394 ', AND

Printed: 9/26/2001 7:41:42 AM



9/19/2001

9/20/2001

9/21/2001

9/22/2001

9/23/2001

Legal Well Name:
Common Well Name:

Event Name:
Contractor Name:
Rig Name:

13:30 - 06:00
06:00 - 13:00
13:00 - 13:30
13:30 - 14:00

14:00 - 14:30
14:30 - 18:30

18:30 - 19:00
19:00 - 06:00
06:00 - 10:30

10:30 - 11:00
11:00 - 15:00

15:00 - 15:30
15:30 - 06:00

06:00 - 11:30
11:30 - 13:00
13:00 - 16:30

16:30 - 18:00

18:00 - 19:30

19:30 - 23:00

23:00 - 01:30
01:30 - 04.00

04:00 - 06:00

06:00 - 07:00

DRILLING
NABORS
NABORS

16.50
7.00
0.50
0.50

0.50
4.00

0.50
11.00
4.50

0.50
4.00

0.50
14.50

5.50
1.50
3.50

1.50

1.50

3.50

2.50
2.50

2.00

1.00

DRL
DRL
CIRC
RIG

RIG
DRL

RIG
DRL
DRL

CIRC
DRL

RIG
DRL

DRL
CIRC
TRP

CIRC

CIRC

TRP

CIRC
TRP

TRP

REAM

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP

10

Spud Date: 7/11/2001

End:
Group:

Start: 7/5/2001 9/26/2001
Rig Release:

Rig Number: 924

7,420 FT. NO PUMP PRESSURE INCREASE. LOSSES LAST 24
HRS = 5,520 BBLS. TOTAL LOSSES TO DATE = 81,639 BBLS.
ROTARY DRILL FROM 7,480 TO 7,527 FT. NO RETURNS. LOST
1,680 BBLS.

PUMP 61 BBLS LCM PILL CONSISTING OF 40 PPB RUBBER, 12
PPB PLUG-GIT, AND 1 PPB DIAMOND SEAL. NO CHANGE. LOST
120 BBLS.

RIG SERVICE.

STAND SOWN SAFETY MEETING.

ROTARY DRILL FROM 7,527 TO 7,552 FT. NO RETURNS. PUMPED
60 BBL LCM PILL CONSISTING OF 40 PPB RUBBER, 12 PPB
PLUG-GIT, AND 2 PPB DIAMOND SEAL. NO CHANGE. LOST 960
BBLS.

STAND DOWN SAFETY MEETING.

ROTARY DRILL FROM 7,552 TO 7,610 FT. NO RETURNS. LOST
2,640 BBLS. LOSSES LAST 24 HRS = 5,400 BBLS. TOTAL LOSSES
TO DATE = 87,039 BBLS.

ROTARY DRILL FROM 7,610 TO 7,630 FT. NO RETURNS. LOST
1,080 BBLS.

SWITCH RIG PUMPS.

ROTARY DRILL FROM 7,630 TO 7,652 FT. NO RETURNS. LOST
1,200 BBLS. AT 7,649 FT PUMPED 60 BBLS LCM PILL CONSISTING
OF 40 PPB RUBBER, 12 PPB PLUG-GIT, AND 6 PPB COTTONSEED
HULLS. NO CHANGE.

RIG SERVICE.

ROTARY DRILL FROM 7,652 TO 7,717 FT. NO RETURNS. LOST
3,480 BBLS. LOSSES LAST 24 HRS = 5,760 BBLS. TOTAL LOSSES
TO DATE = 92,799 BBLS.

ROTARY DRILL FROM 7,717 TO 7,746 FT. NO RETURNS. LOST
1,320 BBLS.

BUILD MUD VOLUME. DISPLACE DRILL STRING TO GELLED
WATER. LOST 100 BBLS.

PULL OUT OF HOLE. SLM. TIGHT SPOTS AT 6,822; 6,180; 5,983,
AND 5,704 FT. 30-40,000 LBS OVER NORMAL DRAG.

PICK UP KELLY AT 4,159 FT. PUMP 10 BBLS GELLED WATER TO
ENSURE DRILL STRING CLEAR. FINISH MIXING LCM PILL. LOST
10 BBLS.

PUMP 300 BBL LCM PILLAT 4,159 FT. PILL CONSISTED OF 40 PPB
RUBBER, 10 PPB PLUG-GIT, 10 PPB SAWDUST, 5 PPB BAROSEAL,
AND 2 PPB DIAMOND SEAL. NO CHANGE IN PUMP PRESSURE.
SPOTTED WITH GELLED WATER. LOST 350 BBLS.

PULL OUT OF HOLE. NO PROBLEMS. FLUID LEVEL 150 FT.
BELOW DRILL FLOOR. FILLL HOLE. FLUID LEVEL FELL BACK TO
150 FT. BELOW DRILL FLOOR. NO CORRECTION ON SLM.

BUILD MUD VOLUME, 750 BBLS. UN-PLUG GUN LINES AND MUD
MIXING HOPPER.

RUN IN HOLE. FILL BHA. LOST 5 BBLS. STARTED GETTING
RETURNS AT 1,726 FT.

RUN IN HOLE WITH RETURNS. FiLL DRILL PIPE EVERY 20
STANDS AND BREAK CIRCULATION, OKAY. LOST 46 BBLS. SET
DOWN AT 5,713 FT. PICK UP KELLY. LOSSES LAST 24 HRS =
1,831 BBLS. TOTAL LOSSES TO DATE = 94,630 BBLS.

WASH AND REAM TIGHT HOLE 5,713 TO 5,718 FT. NO RETURNS.

Printed: 9/26/2001 7:41:42 AM




Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

06:00 - 07:00
07:00 - 11:45

9/23/2001

11:45 - 12:45
12:45 - 06:00
9/24/2001 06:00 - 16:30
16:30 - 17:00
17:00 - 06:00

9/25/2001 06:00 - 10:00

10:00 - 11:00
11:00 - 15:30

15:30 - 19:00
19:00 - 21:00
21:00 - 01:00
01:00 - 02:30
02:30 - 04:00

04:00 - 06:00

9/26/2001 06:00 - 06:30

06:30 - 09:30
09:30-10:30
10:30 - 15:00
15:00 - 17:00
17:00 - 21:30

21:30 - 22:30
22:30 - 02:00

02:00 - 04:30

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING

NABORS

NABORS

1.00| REAM |1
4.75| TRP 2
1.00| REAM |1

17.25| DRL 1

10.50{ DRL 1

0.50{RIG 1
13.00 | DRL 1

4.00| DRL 1
1.00| RIG 1
4.50 | DRL 1

3.50| TRP 14

2.00| TRP 14
4.00| TRP 2
1.50| LOG 1
1.50| LOG 1
2.00{LOG 1
0.50| LOG 1
3.00|LOG 1

1.00| RIG 1
4.50| TRP 15

2.00| TRP 15

4.50| TRP 2
1.00| LOG 1
3.50| LOG 1
2.50{LOG 1

Spud Date: 7/11/2001
Start: 7/5/2001 End: 9/26/2001
Rig Release: Group:
Rig Number: 924

LOST 130 BBLS.

RUN IN HOLE. WASH AND REAM TIGHT SPOTS AT: 5,789 TO
5,795 FT; 5,811 TO 5,812 FT; 5,868 TO 5,872 FT, 5,992 TO 5,993
FT; 6,147 TO 6,149 FT; AND 6,196 TO 6,198 FT. NO RETURNS.
LOST 380 BBLS.

PRECAUTIONARY WASH AND REAM FROM 7,701 TO 7,746 FT.
LAST 5 FT TOOK WEIGHT. NO RETURNS. LOST 240 BBLS.
ROTARY DRILL FROM 7,746 TO 7,847 FT. NO RETURNS. LOST
4,240 BBLS. CURRENTLY RUNNING 30 PPB LCM IN MUD. LOSSES
LAST 24 HRS = 4,760 BBLS. TOTAL LOSSES TO DATE = 99,390
BBLS.

ROTARY DRILL FROM 7,847 TO 7,901 FT. NO RETURNS. LOST
2,520 BBLS.

RIG SERVICE.

ROTARY DRILL FROM 7,901 TO 7,968 FT. NO RETURNS. LOST
3,120 BBLS. CURRENTLY RUNNING 30 PPB LCM. LOSSES LAST
24 HRS = 5,640 BBLS. TOTAL LOSSES TO DATE = 105,030 BBLS.
ROTARY DRILL FROM 7,968 TO 7,996 FT. NO RETURNS. LOST
960 BBLS.

RIG SERVICE.

ROTARY DRILL FROM 7,996 TO 8,025 FT. NO RETURNS. LOST
1,080 BBLS.

SHORT TRIP FOR ELECTRIC LOG. FLUID LEVEL AT 125 FT. PULL
OUT OF HOLE 40 STANDS TO 4,251 FT. NO PROBLEMS. LOST 28
BBLS.

SHORT TRIP. RUN IN HOLE. NO PROBLEMS. NO FILL.

PULL OUT OF HOLE FOR ELECTRIC LOG. NO PROBLEMS. LOST
85 BBLS.

RIG UP HALLIBURTON LOGGING.

RUN IN HOLE WITH HALLIBURTON INDUCTION - SONIC - GR
TOOL. WORK THROUGH BRIDGE AT 5,700 FT. COULD NOT
WORK THROUGH BRIDGE AT 5,927 FT.

PULL OUT OF HOLE. REMOVE BOTTOM CENTRALIZER. INSTALL
HOLE FINDING ADAPTER. RUN IN HOLE. COULD NOT WORK
THROUGH BRIDGE AT 5,927 FT. PULL OUT OF HOLE.
CURRENTLY REMOVING SONIC TOOL. LOSSES LAST 24 HRS =
2,153 BBLS. TOTAL LOSSES TO DATE = 107,183 BBLS.

LAY DOWN SONIC TOOL.

RUN INDUCTION-GR FROM 5,927 FT TO SURFACE. RIG DOWN
HALLIBURTON LOGGING.

PULL AND CHECK WEAR BUSHING. INSTALL WEAR BUSHING.
RUN IN HOLE FOR CONDITIONING TRIP FOR LOGS. SET DOWN
AT 5,928 FT. FILL DRILL STRING AT BHA AND EVERY 20 STANDS
DRILL PIPE. LOST 100 BBLS.

DRY REAM WITHOUT CIRCULATING 5,928 TO 5,932 FT. RUNIN
HOLE. 7 FT FILL.

PULL OUT OF HOLE TO RUN ELECTRIC LOGS. FLUID LEVEL AT
400 FT BELOW DRILL FLOOR.

RIG UP HALLIBURTON LOGGING.

RUN HALLIBURTON BOREHOLE COMPENSATED SONIC DELTA "T"
- GAMMA RAY FROM 8,008 FT RKB TO SURFACE.

RUN HALLIBURTON HIGH RESOLUTION INDUCTION - GAMMA RAY
FROM 8,010 FT TO SURFACE. MAXIMUM RECORDED

Printed: 9/26/2001 7:41:42 AM



Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

9/26/2001

02:00 - 04:30
04:30 - 05:30
05:30 - 06:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING

NABORS

NABORS

250|LOG 1
1.00{L.OG 1
0.50| TRP 15

Spud Date: 7/11/2001
Start: 7/5/2001 End: 9/26/2001
Rig Release: Group:
Rig Number: 924

TEMPERATURE = 135 DEGREES F.

RIG DOWN HALLIBURTON LOGGING.

RUN IN HOLE WITH BHA. WILL SLIP AND CUT DRILLING LINE.
LOSSES LAST 24 HRS = 100 BBLS. TOTAL LOSSES TO DATE =
107,283 BBLS.

Printed: 9/26/2001 7:41:42 AM



P.1/7
OCT. 9.20@1 12:51PM NO. 495

WIII ams

* 1515 Arapahoc Street Tower 3 Suite 1000
Denver, Colorado 80202

Date: 10/9/01

To: DUSTIN DOUCET

UTAE DIVISION OF OIL, GAS AND MINING

SALT LARE CITY UT

From: Debbie Stanberxy
Williams Production

Pageoneof__ 7

MR, DQUCET: ATTACHED IS A SUNDRY FOR OUR JENSEN 7~15 DEEP WELL, WE

__ARE REQUESTTNG PERMISSTON TQ _CHANGE. THE PRODICTION.CASING—ANR——————
STIONS OR

AT - NIATE
—ATTENTION,

I SEE THAT WE HAD ORIGINALLY MARKED THE APD APPLICATTON AND SUBSEQUENT .

SUNDRIES AS AN "OIEL" WELL, TH LL_NEEDS TO BE M

DO I NEED TO FIL T A Y TO FFECT?

A "HARD COPY" OF UNDRY

Should you have any problems receiving this fax,
Please call (303) 606-404T

s26/

RECEIVED

0CT GS 2001

DIVISION OF
OIL, GAS AND MINING



.495 P.277
OCT. 9.2091 12:51PM NC. 49

Form @ STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OlL, GAS AND MINING

[s. Lease Designation and Serial Numher

7. indian Allotiee or Tripe NAM®

: : 9, Waell Name and Number
Gas
\?'v'eu Well (] other (epecity) JENSEN 7-15 DEEP

2. Name of Operatar 10, APl Well Numbsr
WILLIAMS PRODUCTION RMT COMPANY 43-007-30786
3. Address of Opsrator 4. Telaphone Numbar | 11. Fieid and Pool, or Widcat
1515 ARAPAHOE ST, TOWER 3, STE 1000 DENVER, CQ 80. 303 606-4261 Wildeat
5.  Locatlpn of Well

Foctaga : 1676' FNL X 1800' FEL County : CARBON

QQ, Sec, TR, M : SW/4 NF/4 SECTION 16-T128-R10E S,L.B State ! UTAH

T T T o B B CUTLID e s - ) e U N I Py 5’;‘.F..;:vrmu"";]_1—
i L L G L TR L L T b L et RN A L B 1 P R R B R RS ‘ﬂ:{MaWW

NOTICE OF INTENT SUBSEQUENT REPORT

(Submit In Duplicate) {Submit Original Ferm Only)
[ Apandonment "] NewConstruction [] Abandonmens * [ New Construction
[] Cosing Repair [ Pulor Ater Cacing [] Cesing Repalr [] PuiorAlter Casing
[X] change of Fiane [ ] Recompletion [C] change of Plans ] shoot or Ackilze
[ ] Conversion to Injection [ ShootorAcidize [] conversion to Injection [] VentorFiare
[] Fracture Treat [ vanterFiare [] Fracture Troat [ ] Water Shut-Of
[] Mutiple Compistion (] Water Shut-Off [ otter
(] other

Dats of Work Complstion

Approximate Date Work Will Start currently drilling

Report ramsilts of Multiple Completions and Recampiafions 10 differsnt reservolr
on WELL COMPLETION OR RECOMPLETIDN AND LOG form.

o _ _ * Must be accompanied by a cement verification faport.
PROPOSED OR COMPLETRD OPERATIONS R Siat 1 PN GBS, NG QIVE pertnom Tares, Hwel 'Hheu'-onauyd-rié-of. ve supaUrTace

" Jacation and measurad and tue vartica) depihe for all merkere and zones pertinent to this work)

13

WILLIAMS PRODUCTION RMT COMPANY REQUESTS PERMISSION TO REVISE THE SIZE AND WRIGHT OF THE PRODUCTION
CASING FOR THIS WELL, WE ARE APPROVED FOR $", 154, N-80 PIPE, WILLIAMS REQUESTS PERMISSION TO USE
41/2", 11.6¥, N-80 LT&C PIPE FROM SURFACE TO 8900' AND NS«110 LT&C PIPE FROM 8900' TO 10,219'.
ATTACHED IS A REVISED CASING DESIGN POR THIS PRODUCTION STRING AS WELL AS THE PRODUCTION CEMENTING
RECOMMENDATION,
THE 7-5/8" 26,4# INTERMEDIATE CASING WAS RUN AND SET AT 8023'. WE RAN TWO CEMENT JOBS: THE FIRST
STAGE USED 300 §X LEAD CEMENT FOLLOWED BY 200 SX TAIL CEMENT; THE SRCOND STAGE USED 800 X LEAD CEMENT
AND 50 §X TAIL CEMENT. WE BELJEVE TOP OF CRMENT OF THE ZND STAGE IS BETWEEN 140" AND 1500', A CEMENT
BOND LOG WILL BR RUN AT THE TIME WB DO THE OPEN HOLE LOGS IN ORDER TO DETERMINE TOF OF CRMENT FOR
EACH STAGE. NEITHER CEMENT JOB REACHED SURFACE.

8. ANTICIPATE REACHING TOTAL DEPTH LATE NEXT WEEK.

7

e e

Titte Projoct Permits Analyst  Date 10/09/01

(State Usae Only)

RECEIVED

APPROVED BY THE STATE

(850) OF UTAH DIVISiC i 8etnctons on Reverse side .
OlL, GAS, AND MINING 0CT 3 2001
OATE: ,LO/ I /() ’ CTF :“"T/‘?c/*;;m;z DIVISION OF

OIL, GAS AND MINING

By: _ IR ead
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L adeet ¥>1Q”,

Che . ;
5 ‘ Fs | Well Name: JENSEN 7-15 '
T O—e

B | Location: PRICE, UTAR

|
|
|
|
|
|
|

' '

Degian Parameters: Degign Factors:
Mud wedght  (13.50 ppg) ; 0.701 pai/fe Collapae : 3,000
Shut in awrface presguze : &6R1  pel Burat : .43
Internal gradient (burat) : 0.248 pei/fc B Rewad : 1.80 (3
Anmilar gradient (hurgt) : 0,701  pel/ft Buttregs 1 1,60 {J)
Tonaile load ia detcrmined ueing husyed waight Ochey ; .80 (J)
8ervice rating is "Symet" Body Yield : 1.50 (B}
Length Size Weight Grade Joint Depth Drift  Cost
(feet) (in.) (1lb/ft) (feet) (in.)
1 8,900 4,500 11.60 N-80 LT&C 8,900 3.875
2 1,319 4,500 11.60 N8-110 LT&C 10,219 3.875
Collapee Burst Min Int Yield Tenesion
Load 8txgth S.F. Load 8trgth S.F. Load 8trgth S.F.
(pel) (psi) (pei) (pei) (kips) (kips)
by 6242 €269 1.004 6661 7780 1.17 94,07 223 2,37 J
2 7167 8650 1.207 1738 10690 €.15 12.14 279 22.,%8 J
mﬁm

Prepared by : DOH, WINENEE §Ems USA
Date : 10-04-2001
Remarks :
Minimum seqment length for the 10,219 faot well is 5,000 fear.
SICP ix bamed on tha ideal gaa law, a gas gravicy of 0.60, and a mean gap
tomparature of 132°F (8urfage £0*F , BHT 203°F & temp. gradient 1.400%/100 £t.)
String eype: Production - Prac
The frac gzadienc of 0.8Q0 pai/fr xepulrs in an injeorion presauxe of B,317F pai.
An annular mud weight of 13.000 ppg was used for burgt purpeges. The
difforencial mud gradiocnt belaw any logt-ciraulagien dapels iz =0,553 poi/fc
and the bottom hele prossuxe load 14 1,006 pad.

NOTE: he deaign factcrs weed in this csaing atring deaign are ap shown abovo. As a gonoral
guideline, Lona Stax Steel xecommenda uping minimum deaign Zaocrora of 1.125 - collapae (with
ovaquated caaing), 4.0 - (undaxial) burar, 1,8 - API 8rd tenajon, 1.6 - buttress reneien,
1.5 - bady yield tenaien, and 1.6 - EUE Axd tenasion. Collapse atrength undaer awia} tonaion
wag ¢alculated based on the Weatdeett, Duplop and Kemler curve. Bugineering reeponsibility
for ume of thia deaign will be that af eho purchasor.

Coata for thip dedien arm baced on a 1367 pricing made), (Vermien 1.0%)



OCT. 9.2081 12:52PM

NO. 495 P.4as7

Williams Production
1515 Arapahoe St., T3, Suite 1000
Denver, Colorado 80202

Jensen Deep #7-15

$15-T12S8-R10E
Carbon County, UT

Production Cementing
Recommendation

Prepared for: Diana Hoff
10/8/2001

Revision
4

Prepared hy:
Monte Madsen
Halliburton Energy Services

410 17th Street
Suite 900
Denver, Colorado 80202
303-606-4069

GHALLIBURTON

The Future Is Working Together.




oCT.

9.2001 12:52PM

QHA[LIBURTON

NO. 435 P.S/7

——

Well Information

Cement Production Casing

Production Hole Size
Production Casing Size
Production Casing Depth
Calculated Excess
Intermediate Casing
Intermediate Set @

Top of Cement

612in
412" in
10,219 f
30%
75/8in
8025 ft
7800 ft



OCT. 9.2001 12:52PM

QHKLLIBURTON

NC. 495 P.6/7

Cement Production Casing
Calculations
SUPER FLUSH: (1454 f fill
1454 ft * 0,154 fi)/ft * 0% = 224.56 ft)
TOTAL SUPER FLUSH = 224568
= 40 bbls
TAIL: (2419 ft fill
24196 * 01200 fY/R * 30 % = 37734 )
TOTAL TAIL = 3773480
=~ 67.20 bbls
SHOE JOINT VOLUME: (40 f £l)
40 f * 00155 bbl/ft = 349 ft)
= 0.62 bbls
TAIL PLUS SHOE JOINT = 38083 ft)
= 67.82 bbls
TOTAL DISPLACEMENT VOLUME: (10219 ft casing)
10219 ft * 0.0155 bbU/Rt = 158.83 bbis
= 15883 bbls

DISPLACEMENT VOLUME TO SHOE JOINT:
158.83 bbls - 0.62 bbls

158.20 bbls



OCT. S.2081 12:52PM

QHALLIBURTON

NO. 495 pP.7/7

Cement Production Casing
Job Recommendation
FLUID 1: SUPER FLUSH Fluid Volume: 40 bbls
FLUID 2; TAIL
Premium Cement Fluid Weight: 14.30 1b/gal
2.00% Halliburton Gel - 100 Ib. (Extender) Fluid Yield: 1.49 f*/sk
0,30% CFR~3 (Dispersant) Fluid Water Ratio; 7.34 gal/sk
0.50% HALAD®-9 (Fluid Loss) Total Mixing Fluid: ~ 45.4 bbls
0.20% HR®-5 (Retarder) Top of Fluid: 7800 f
2.00% MicroBond M (Bending Agent) Calculated Fill: 2419 ft
0.20% SUPER CBL (Bonding Agent) Fluid Volume; 67.82 bbls
0.125 Ib/sk Flocele (Lost Circulation) Calculated Volume:  253.7 sks
Mixed With Fresh Water Shoe Joint Volume: 2,34 sks
Total Volume: 256.00 sks
Proposed Volume: 260 sks
FLUID 3: DISPLACEMENT
Total Displacement Volume: 158.83 bbls
Displacement to Shoe Joint: 158.20 bbls

Displace plug with KCT. water.



07-01 Barrett Jenson 7-15 DeepRev.

Casing Schematic

__ Surface
1T joce
| T wavy weenesh
10-3/4" , Surface
MW 8.6 | 500. MD
Frac 19.3 |
|
|
!
|
|
|
|
|
' TOC
| 3486.
|
|
|
|
1
| r
" (Tl il
|
|
|
I
I
|
|
' TOC @
| 7918.
|
7-5/8" ll Intermediate
MW 9. | 8700. MD
Frac 19.3 “
'l W/ID9U Wk')(«avt—
I
4-1/2" l Production Frer

MW 11.6 10219. MD




Well name: 07-01 Barrett Jenson 7-15 DeepRev.
Operator: Barret Resources Corp.
String type:  Surface Project ID:
43-007-30786
Location: Carbon County, UT
Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No
Mud weight: 8.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 72 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 499 ft
Burst:
Design factor 1.00 Cement top: Surface
Burst
Max anticipated surface
pressure: 0 psi
Internal gradient: 0.468 psif/ft Tension: Non-directional string.
Calculated BHP 234 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:
Next setting depth: 8,700 ft
Tension is based on buoyed weight. Next mud weight: 9.000 ppg
Neutral point: 436 ft Next setting BHP: 4,068 psi
Fracture mud wt: 19.250 ppg
Fracture depth: 2,000 ft
Injection pressure 2,000 psi
Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter  Capacity
(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft’)

1 500 10.75 40.50 J-55 ST&C 500 500 9.925 39.7
Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor

1 223 1580 7.08 234 3130 13.40 18 420 23.76 J

Prepared Dustin Doucet Phone: 801-538-5281 Date: October 11,2001
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

Engineering Stipulations: None
No biaxial correction for tension is made.

Collapse is based on a vertical depth of 500 ft, a mud weight of 8.6 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the purchaser.



Toll Free (888) 328-800.

New Orieans * Crowley

u A Phone: (504) 328-8006
L T Y Fax: (504) 328-8007
www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

October 3, 2001

CAROL DANIELS:

Attached is the weekly summary report for the Jensen
7-15 Deep well covering September 27 through October 1,
2001
£/ 70 A g L ,/:
JENSEN 7-15 DEEP
SW/4 NE/4 Section 15~T12S-R10E
Carbon County, Utah

APT 43-007-30786

Debbie Stanberry
WILLIAMS PRODUCTION RMT COMPANY
(303) 606-4261

KRECEIVED
act a5 200

DIVISION OF
O, GAS AND MINING

Wellhead Preheating - Nitrogen Hydrostatic Testing « Wellhead Welders
Explosion Proof Pressure Washers « Diesel Pressure Washers
Evaporator Cooling Fans  Carousel Barrel Racks + Pressurized Chemical Sprayer



2 -y 3CYSE

Legal Well Name: ENSEN 7-15 DEEP

J , :
Common Well Name: JENSEN 7-15 DEEP o - +.Spud Date: 7/11/2001
Event Name: DRILLING Start: 7/512001 End: 10/1/2001
Contractor Name: NABORS Rig Release: Group:
Rig Name: NABORS Rig Number: 924

9/26/2001 | 02:60 - 04:3b TEMPERATURE = 135 DEGREES F.

04:30 - 05:30 1.00{ LOG RIG DOWN HALLIBURTON LOGGING.
05:30 - 06:00 0.50| TRP 15 RUN IN HOLE WITH BHA. WILL SLIP AND CUT DRILLING LINE.
LOSSES LAST 24 HRS = 100 BBLS. TOTAL LOSSES TO DATE =
107,283 BBLS.
9/27/2001 06:00 - 07:00 1.00| TRP 15 RUN IN HOLE WITH BHA.
07:00 - 09:00 2.00|RIG 6 SLIP AND CUT 90 FT. DRILLING LINE.

RUN IN HOLE. NO PROBLEMS. HAD 12 FT FiLL. LOST 100 BBLS
FILLING DRILL STRING.

09:00 - 13:00 4.00| TRP

N

13:00 - 13:30 0.50| REAM |1 WASH AND REAM 12 FT FILL TO 8,025 FT.

13:30 - 16:00 2.50| CIRC 1 PUMP LCM MUD DOWNHOLE. LOST 600 BBLS.

16:00 - 23:00 7.00|LOC 7 CLEAN MUD PITS OF LCM MATERIAL.

23:00 - 00:00 1.00| TRP 3 RIG UP LAY DOWN MACHINE.

00:00 - 06:00 6.00| TRP 3 LAY DOWN DRILL PIPE. HAVE 160 OF 231 JOINTS DOWN.
LOSSES LAST 24 HRS = 700 BBLS. TOTAL LOSSES TO DATE =
107,983 BBLS.

9/28/2001 06:00 - 07:30 1.50| TRP 3 LAY DOWN DRILL PIPE.

07:30 - 08:00 0.50| TRP 3 BREAK KELLY.

08:00 - 10:00 2.00| TRP 3 LAY DOWN DRILL COLLARS. LOST 100 BBLS.

10:00 - 10:30 0.50{BOP 1 PULL WEAR BUSHING.

10:30 - 11:00 0.50|RIG 1 RIG SERVICE.

11:00 - 12:30 1.50| CSG 1 HELD PRE-JOB AND SAFETY MEETING. RIG UP T & M CASING
CREW.

12:30 - 01:00 12.50| CSG 2 RUN 7-5/8" INTERMEDIATE CASING. FLOAT SHOE AT 8,023 FT.
ANNULUS CASING PACKER AT 4,946 TO 4,947 FT.

01:00 - 03:30 2.50| CIRC 1 CIRCULATE CASING VOLUME. NO RETURNS. LOST 400 BBLS.

03:30 - 04:00 0.50| CMT 1 RIG UP HALLIBURTON CEMENTERS. HELD PRE-JOB AND SAFETY
MEETING.

04:00 - 05:30 1.50| CMT 2 PERFORM STAGE 1 CEMENT JOB. PUMP 300 SKS LEAD AT 12.5
PPG AND 200 SKS TAIL AT 13.2 PPG. BUMP PLUG. FLOATS HELD.

05:30 - 06:00 0.50| CMT 2 INFLATE WEATHERFORD ANNULUS CASING PACKER, OKAY.

9/29/2001 06:00 - 07:00 1.00| CMT 2 DROP OPENING PLUG AND OPEN STAGE TOOL, OKAY.

07:00 - 08:30 1.50{ CIRC 1 CIRCULATE AND CONDITION HOLE FOR 2ND STAGE CEMENT
JOB. FULL RETURNS. .

08:30 - 09:00 0.50 CMT 2 HELD PRE-JOB AND SAFETY MEETING. TEST CEMENT LINE TO
4,000 PSIG, OKAY.

09:00 - 13:00 4.00| CMT 2 PUMP 10 BBLS FRESHWATER, 20 BBLS MUD FLUSH, AND 10 BBLS

FRESHWATER. MIX AND PUMP LEAD SLURRY. PLUGGED MIXING
HOPPER. SUSPEND CEMENTING OPERATIONS. CALL OUT 2ND
PUMP TRUCK. SWITCH TO RIG PUMP. STARTED WITH FULL
RETURNS TO VERY LITTLE RETURNS AT 2400 STROKES. ADDED
LOSS CIRCULATION MATERIAL. REGAINED FULL RETURNS AT
3,000 STROKES. LOST 480 BBLS.

13:00 - 14:30 1.50] CMT 1 PERFORMED 2ND STAGE CEMENT JOB. PUMPED 10 BBLS
WATER + 800 SKS LEAD SLURRY AT 12.5 PPG FOLLWED BY 50
SKS TAIL AT 13.2 PPG. DISPLACED WITH 232 BBLS 8.5 PPG MUD.
HAD FULL RETURNS AT START OF DISPLACEMENT TO 10%
RETURNS AT CLOSING STAGE TOOL. CLOSED STAGE TOOL.
STAGE TOOL HELD. FINAL RATE =4 BPM AT 460 PSIG.
ESTIMATED TOP OF CEMENT IS 1,400 TO 1,500 FT.

14:30 - 15:30 1.00| CMT 1 RIG DOWN HALLIBURTON CEMENTERS.

15:30 - 20:00 4.50| BOP 1 RIG UP WINCHES TO LIFT BOP STACK AND SET SLIPS. HELD
PRE-JOB AND SAFETY MEETING. LIFT BOP STACK. SET SLIPS

Printed: 10/3/2001 7:13.07 AM



Well name:

Operator: Barret Resources Corp.
String type:  Intermediate

Location: Carbon County, UT

07-01 Barrett Jenson 7-15 DeepRev.

Project ID:
43-007-30786

Design parameters:

Minimum design factors:

Environment:

Collapse Collapse: H2S considered? No
Mud weight: 9.000 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 187 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 500 ft
Burst: N
Design factor 1.00 Cement top: (3486 ft
Burst
Max anticipated surface
pressure: 0 psi
Internal gradient: 0.603 psi/ft Tension: Non-directional string.
Calculated BHP 5,242 psi 8 Round STC: 1.80 (J)
8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B) Re subsequent strings:
Next setting depth: 10,219 ft
Tension is based on air weight. Next mud weight: 11.600 ppg
Neutral point: 7,541 ft Next setting BHP: 6,158 psi
Fracture mud wt: 19.250 ppg
Fracture depth: 8,700 ft
Injection pressure 8,700 psi
Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter  Capacity
(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft)
3 1700 7.625 26.40 S-95 LT&C 1700 1700 6.844 88.8
2 2100 7.625 26.40 N-80 LT&C 3800 3800 6.844 109.7
1 4900 7.625 26.40 S-95 LT&C 8700 8700 6.844 255.8
Run Collapse Collapse Collapse Burst Burst Burst Tension  Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design
(psi) (psi) Factor (psti) (psi) Factor (Kips) (Kips) Factor
3 795 4370 5.50 1024 7150 6.98 230 568 2474
2 1777 3400 191 2290 6020 _2.63 185 490 2654
1 4067 4850 119, 5242 7150 1.36 129 568 @ J
Prepared Dustin Doucet Phone: 801-538-5281

by: Utah Dept. of Natural Resources

Engineering Stipulations: None
No biaxial correction for tension is made.

FAX: 801-359-3940

Date: October 11,2001
Salt Lake City, Utah

Collapse is based on a vertical depth of 8700 ft, a mud weight of 9 ppg The casing is considered to be evacuated for collapse purposes.

Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the purchaser.



Well name: 07-01 Barrett Jenson 7-15 DeepRev.
Operator: Barret Resources Corp.
String type:  Production Liner Project ID:
43-007-30786
Location: Carbon County, UT
Design parameters: Minimum design factors: Environment:
Collapse Collapse: H2S considered? No
Mud weight: 11.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 208 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft
Burst:
Design factor 1.00 Cement top: @D
Burst -
Max anticipated surface
pressure: 0 psi
Internal gradient: 0.603 psifft Tension: Non-directional string.
Calculated BHP 6,158 psi _~/ 8 Round STC: 1.80 (J)
( 8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B)
Tension is based on air weight.
Neutral point: 8,447 ft
Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter  Capacity
(fe) (in) (Ibs/ft) (ft (ft) (in) (ft")
2 8900 4.5 11.60 N-80 LT&C 8900 8900 3.875 206.3
1 1319 4.5 11.60 P-440 LT&C 10219 10219 3.875 30.6
M3 —ho
Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design
(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
2 5363 6350 118, 5363 7780 1.45 119 223 1.88.J
1 6158 F580-  A429— 6158 10690 .74 15 279 18.23 J
Prepared Dustin Doucet Phone: 801-538-5281 Date: October 11,2001
by: Utah Dept. of Natural Resources FAX: 801-359-3940 Salt Lake City, Utah

Engineering Stipulations: None
No biaxial correction for tension is made.

Collapse is based on a vertical depth of 10219 ft, a mud weight of 11.6 ppg The casing is considered to be evacuated for collapse purposes.
Burst strength is not adjusted for tension.

Engineering responsibility for use of this design will be that of the purchaser.



Legal Well Name:

Event Name:
Contractor Name:
Rig Name:

9/29/2001 15:30 - 20:00

20:00 - 22:00 2.00}BOP 1
22:00 - 03:30 5.50| BOP 1
03:30 - 05:00 1.50| WOT 4
05:00 - 06:00 1.00| BOP 1

9/30/2001 06:00 - 08:00 2.00|BOP 1

08:00 - 10:00 2.001 WOT 4
10:00 - 10:30 0.50{RIG 7
10:30 - 18:00 7.50| BOP 1
18:00 - 18:30 0.50| RIG 7
18:30 - 06:00 11.50| BOP 2

10/1/2001 06:00 - 07:00 1.00{ BOP

1
07:00 - 19:30 12.50 BOP 2
19:30 - 22:00 2.50| BOP 1
22:00 - 23:30 1.50| TRP 2
23:30 - 00:30 1.00| TRP 2
00:30 - 06:00 5.50 TRP 2

JENSEN 7-15 DEEP

Common Well Name: JENSEN 7-15 DEEP

DRILLING
NABORS
NABORS

Spud Date: 7/11/2001

Start: 7/5/2001 End: 10/1/2001

Rig Release: Group:
Rig Number: 924

WITH 180,000 LBS., WEIGHT AS CEMENTED. CUT-OFF 7-5/8'
CASING.
SET DOWN BOP STACK. RIG DOWN AND LOAD OUT WINCHES.
NIPPLE DOWN BOP EQUIPMENT AND CHOKE MANIFOLD.

WAIT ON NEW "B" SECTION CASING SPOOL.

MAKE FINAL CUT ON 7-5/8" CASING. INSTALL 11" - 5,000 PSI BY
7-1/16" - 10,000 PS! "B" SECTION CASING SPOOL.

NIPPLE UP AND TEST "B" SECTION CASING HEAD TO 2,400 PSIG
FOR 10 MINUTES, OKAY.

WAIT ON SPACER SPOOL.

HELD SAFETY STAND DOWN MEETING.

NIPPLE UP BOP EQUIPMENT.

HELD SAFETY STAND DOWN MEETING.

NIPPLE UP BOP EQUIPMENT AND CHOKE MANIFOLD. MODIFY
FLOW LINE TO HOOK UP TO ROTATING HEAD. HOOK UP FLARE
LINES TO FLARE PIT.

NIPPLE UP BOP EQUIPMENT AND CHOKE MANIFOLD.

TEST BOP EQUIPMENT AND CHOKE MANIFOLD. TESTED PIPE
RAMS, BLIND RAMS, CHOKE AND KILL LINE VALVES, CHOKE
MANIFOLD VALVES, UPPER AND LOWER KELLY VALVES, AND
FLOOR SAFETY VALVES TO 500 PSIG FOR 5 MINUTES AND TO
10,000 PSIG FOR 10 MINUTES, OKAY. TESTED ANNULAR TO
500 PSIG FOR 5 MINUTES AND 7,500 PSIG FOR 10 MINUTES,
OKAY. TESTED CASING TO 4,000 PSIG FOR 30 MINUTES, OKAY.
MODIFY GAS BUSTER FLOW LINE AND FILL-UP LINE.

INSTALL WEAR BUSHING.

RIG UP LAY DOWN MACHINE.

PICK UP BHA AND 3-1/2" DRILL PIPE. CURRENTLY AT 3,900 FT.
BREAK CIRCULATION AT BHA AND EVERY 10 STANDS DRILL
PIPE.

Printed: 10/3/2001 7:13:07 AM




Toll Free (888) 328-8005

New Orieans - Crowley

Phone: (504) 328-8006

UA l T Y Fax: (504) 328-8007
www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

CAROL DANIELS:

October 10, 2001

Attached is the weekly summary report for the
Jensen 7-15 Deep well covering October 2 through
October 9, 2001.
JENSEN 7-15 DEEP 7ot e
SW/4 NE/4 Section 15-T125~R10E
Carbon County, Utah
API  43-007-30786

Debbie Stanberry
Williams Production RMT Company
(303) 606-4261

Wellhead Preheating » Nitrogen Hydrostatic Testing « Wellhead Welders
Explosion Proof Pressure Washers « Diesel Pressure Washers
Evaporator Cooling Fans * Carousel Barrel Racks « Pressurized Chemical Sprayer



Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

9/29/2001 15:30 - 20:00
20:00 - 22:.00
22:00 - 03:30
03:30 - 05:00
05:00 - 06:00
9/30/2001 06:00 - 08:00
08:00 - 10:00
10:00 - 10:30
10:30 - 18:00
18:00 - 18:30
18:30 - 06:00

10/1/2001 06:00 - 07:00

07:00 - 19:30

19:30 - 22:00
22:00 - 23:30
23:30-00:30
00:30 - 06:00

10/2/2001 06:00 - 08:00
08:00 - 09:30
09:30 - 11:00

11:00 - 18:00

18:00 - 19:00
19:00 - 01:30

01:30 - 04:00
04:00 - 06:00

10/3/2001 06:00 - 07:00

07:00 - 08:00

08:00 - 09:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING
NABORS
NABORS

4.50 BOP 1

2.00| BOP 1
5.50| BOP 1
1.50| WOT |4
1.00| BOP 1

2.00| BOP 1

2.00WOT 4
0.50| RIG 7
7.50| BOP 1
0.50| RIG 7
11.50| BOP 2

1.00| BOP 1
12.50| BOP 2

2.50| BOP 1
1.50| TRP 2
1.00| TRP 2
5.50| TRP 2
2.00| TRP 2
1.50| RIG 2
1.50| FISH 5
7.00| FISH 5
1.00| TRP 2
6.50| TRP 2
2.50| DRL 5
2.00/DRL 5
1.00; CIRC 1
1.00} EQT 1
1.00| TRP 2

Spud Date: 7/11/2001
Start: 7/5/2001 End; 10/9/2001
Rig Release: Group:
Rig Number: 924 ly Z—20 7

WITH 180,000 LBS., WEIGHT AS CEMENTED. CUT-OFF 7-5/8"
CASING.

SET DOWN BOP STACK. RIG DOWN AND LOAD OUT WINCHES.
NIPPLE DOWN BOP EQUIPMENT AND CHOKE MANIFOLD.

WAIT ON NEW "B" SECTION CASING SPOOL.

MAKE FINAL CUT ON 7-5/8" CASING. INSTALL 11" - 5,000 PSI BY
7-1/16" - 10,000 PS| "B" SECTION CASING SPOOL.

NIPPLE UP AND TEST "B" SECTION CASING HEAD TO 2,400 PSIG
FOR 10 MINUTES, OKAY.

WAIT ON SPACER SPOOL.

HELD SAFETY STAND DOWN MEETING.

NIPPLE UP BOP EQUIPMENT.

HELD SAFETY STAND DOWN MEETING.

NIPPLE UP BOP EQUIPMENT AND CHOKE MANIFOLD. MODIFY
FLOW LINE TO HOOK UP TO ROTATING HEAD. HOOK UP FLARE
LINES TO FLARE PIT.

NIPPLE UP BOP EQUIPMENT AND CHOKE MANIFOLD.

TEST BOP EQUIPMENT AND CHOKE MANIFOLD. TESTED PIPE
RAMS, BLIND RAMS, CHOKE AND KILL LINE VALVES, CHOKE
MANIFOLD VALVES, UPPER AND LOWER KELLY VALVES, AND
FLOOR SAFETY VALVES TO 500 PSIG FOR 5 MINUTES AND TO
10,000 PSIG FOR 10 MINUTES, OKAY. TESTED ANNULAR TO
500 PSIG FOR 5 MINUTES AND 7,500 PSIG FOR 10 MINUTES,
OKAY. TESTED CASING TO 4,000 PSIG FOR 30 MINUTES, OKAY.
MODIFY GAS BUSTER FLOW LINE AND FILL-UP LINE.

INSTALL WEAR BUSHING.

RIG UP LAY DOWN MACHINE.

PICK UP BHA AND 3-1/2" DRILL PIPE. CURRENTLY AT 3,900 FT.
BREAK CIRCULATION AT BHA AND EVERY 10 STANDS DRILL
PIPE.

PICK UP AND RIH WITH 3-1/2" DRILL PIPE. FILL EVERY 30 JOINTS
AND BREAK CIRCULATION.

RIG REPAIR. CHANGE OUT UPPER KELLY VALVE. CHANGE OUT
KELLY SPINNER MOTORS. LOST TONG DIE THROUGH FLOOR.
DRAIN CELLAR. PUMP CELLAR DRY. LOOK FOR TONG DIE
WITHOUT SUCCESS. TONG DIE SIZE = 1/2" X 1-1/4" X 5-7/8".
PULL OUT OF HOLE SLOWLY. NO UNUSUAL DRAG. NO
INDICATION OF MARKS ON BIT, BIT SUB, OR DRILL COLLARS.
FUNCTION TEST BOP STACK. UN-PLUG BIT. REMOVE JET
NOZZLES.

INSTALL TRIP NIPPLE. FUNCTION TEST PIPE AND BLIND RAMS.
PICK UP JUNK BASKET. RUN IN HOLE. FILL AND BREAK
CIRCULATION AT BHA AND EVERY 10 STANDS.

DRILL HARD CEMENT FROM 4,900 TO 4,919 FT.

DRILL STAGE COLLAR OPENING AND CLOSING PLUGS FROM
4,919 TO 4,922 FT. CURRENTLY CIRCULATING AND
CONDITIONING TO TEST CASING AND STAGE TOOL.
CIRCULATE AND CONDITION MUD TO TEST CASING AND STAGE
TOOL.

HELD PRE-JOB AND SAFETY MEETING. RIG UP HALLIBURTON.
TEST 7-5/8" CASING AND STAGE TOOL TO 4,150 PSIG. BLED TO
4,020 PSIG IN 15 MINUTES.

RIG UP LAY DOWN MACHINE.

Printed: 10/10/2001 7:16:48 AM



Legal Well Name: JENSEN 7-15 DEEP

Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: DRILLING Start: 7/5/2001 End: 10/9/2001
Contractor Name: NABORS Rig Release: Group:

Rig Name: NABORS Rig Number: 924

10/5/2001 09:00 - 14:00 5.00| TRP 2 PICK UP 3-1/2" DRILL PIPE AND RUN [N HOLE TO 7,811 FT.

14:00 - 15:30 1.50 REAM |1 WASH FROM 7,811 TO 7,938 FT.

15:30-17:30 2.00| DRL 4 DRILL HARD CEMENT, WIPER PLUG, AND FLOAT COLLAR. DRILL
SOFT CEMENT IN SHOE TRACK. DRILL FLOAT SHOE. WASH FILL
TO BOTTOM.

17:30 - 18:30 1.00; DRL 1 ROTARY DRILL NEW 6-1/2" HOLE FROM 8,025 TO 8,030 FT. FULL
RETURNS. NO LOSSES.

18:30 - 19:30 1.00| CiRC 1 CIRCULATE AND CONDITICN HOLE TO PERFORM EQUIVALENT
MUD WEIGHT TEST.

19:30 - 20:30 1.00| EQT 2 PERFORM EQUIVALENT MUD WEIGHT TEST WITH 8.6 PPG MUD.

PUMP TRUCK GAUGE READ 810 PSIG. COMPUTER SENSOR
READ 870 PSIG. HELD FOR 10 MINUTES. EMW = 10.54 TO 10.68
PPG. RIG DOWN HALLIBURTON.

20:30 - 21:00 0.50| CIRC 1 MIX AND PUMP 10 BBLS 10.0 PPG PILL.

21:00 - 02:30 5.50| TRP 12 PULL OUT OF HOLE TO PICK UP MUD MOTOR AND D!IRECTIONAL
TOOLS. SLM. NO CORRECTION. FUNCTION TEST PIPE AND
BLIND RAMS. CLEAN JUNK BASKET. FOUND 3 PIECES OF A
TONG DIE AND 3 SMALL PIECES OF BRASS.

02:30 - 04:00 1.50| TRP 1 MAKE UP NEW BIT. PICK UP AND ORIENTATE DIRECTIONAL
TOOLS.

04:00 - 06:00 2.00| TRP 2 RUN IN HOLE WITH BHA. TEST MUD MOTOR, OKAY. RUN IN
HOLE. FILL DRILL STRING AND BREAK CIRCULATION EVERY 15
STANDS.

10/4/2001 06:00 - 09:00 3.00 TRP 2 RUN IN HOLE. FILL DRILL STRING AND BREAK CIRCULATION

EVERY 15 STANDS.

09:00 - 09:30 0.50| CIRC 1 LAY DOWN 3 SINGLES. PICK UP KELLY AND BREAK
CIRCULATION. WASH TO BOTTOM. NO FILL.

09:30 - 16:00 6.50| DRL 2 MOTOR DIRECTIONAL DRILL FROM 8,030 TO 8,074 FT. ROTATE
8,030 TO 8,042 FT. SLIDE 8,042 TO 8,058 FT. ROTATE 8,058 TO
8,074 FT.

16:00 - 16:30 0.50 RIG 1 RIG SERVICE.

16:30 - 06:00 13.50 | DRL 2 MOTOR DIRECTIONAL DRILL FROM 8,074 TO 8,194 FT. SLIDE

8,074 TO 8,077 FT. ROTATE 8,077 TO 8,087 FT. SLIDE 8,087 TO
8,097 FT. ROTATE 8,097 TO 8,106 FT. SLIDE 8,106 TO 8,112 FT.
ROTATE 8,112 TO 8,120 FT. SLIDE 8,120 TO 8,130 FT. ROTATE
8,130 TO 8,194 FT. FULL RETURNS.

10/5/2001 06:00 - 16:30 10.50| DRL 2 MOTOR DIRECTIONAL DRILL FROM 8,194 TO 8,327 FT. ROTATE

8,194 TO 8,201 FT. SLIDE 8,201 TO 8,221 FT. ROTATE 8,221
TO 8,264 FT. SLIDE 8,264 TO 8,284 FT. ROTATE 8,284 TO
8,327 FT.

16:30 - 17:00 0.50| RIG 1 RIG SERVICE.

17:00-17:30 0.50{ SUR 1 MWD SURVEY AT 8,257 FT. 4.90 DEGREES AT 197.00 DEGREES.

17:30 - 05:30 12.00| DRL 2 MOTOR DIRECTIONAL DRILL FROM 8,327 TO 8,443 FT.
SLIDE 8,327 TO 8,340 FT. ROTATE 8,340 TO 8,390 FT. SLIDE

8,390 TO 8,443 FT. FULL RETURNS. NO LOSSES.

05:30 - 06:00 0.50} SUR MWD SURVEY AT 8,352 FT. 4.60 DEGREES AT 193.90 DEGREES.

—_

10/6/2001 06:00 - 10:00 4.00| DRL 2 MOTOR DIRECTIONAL DRILL FROM 8,443 TO 8,485 FT. FULL
RETURNS. NO LOSSES.
10:00 - 10:30 0.50| SUR 1 MWD SURVEY AT 8,447 FT.
10:30 - 16:00 5.50| TRP 10 MIX AND PUMP 30 BBL 10.0 PPG PILL. PULL OUT OF HOLE. NO
PROBLEMS. HOLE TOOK CORRECT FLUID.
16:00 - 16:30 0.50| RIG 1 RIG SERVICE.
16:30 - 22:30 6.00| TRP 2 CHANGE BITS. RUN IN HOLE. FILL AND BREAK CIRCULATION AT

Printed: 10/10/2001 7:16:48 AM



Rig Name:

10/6/2001

10/7/2001

10/8/2001

10/9/2001

Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:

16:30 - 22:30
22:30 - 23:30

23:30 - 01:00

01:00 - 04:30

04:30 - 05:00

05:00 - 06:00

06:00 - 08:15

08:15 - 10:00

10:00 - 10:45
10:45-12:15

12:15 - 13:00
13:00 - 14:30
14:30 - 18:30
18:30 - 01:30
01:30 - 03:00

03:00 - 06:00

06:00 - 09:00

09:00 - 11:00
11:00 - 12:00

12:00 - 16:00

16:00 - 16:30
16:30 - 05:00

05:00 - 06:00
06:00 - 07:00

07:00 - 08:30
08:30 - 09:15

09:15 - 10:00
10:00 - 10:30

10:30 - 12:00
12:00 - 12:30

12:30-13:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP

DRILLING
NABORS
NABORS

6.00| TRP
1.00| REAM

1.50{ WCL
3.50| DRL
0.50/ RIG
1.00| DRL
2.25;DRL
1.75| DRL

0.75| TRP
1.50| TRP

0.75| TRP
1.50| CIRC
4.00| CIRC
7.00| TRP
1.50| TRP

3.00| TRP

3.00| TRP

2.00|RIG
1.00| TRP

4.00| DRL

0.50 RIG
12.50| DRL

1.00| SUR
1.00/ DRL

1.50| RIG
0.75 DRL

0.76  RIG
0.50| DRL

1.50| RIG
0.50| DRL

0.50|RIG

13

N O

-

N -

Spud Date: 7/11/2001
Start: 7/5/2001 End: 10/9/2001
Rig Release: Group:
Rig Number: 924

BHA AND EVERY 20 STANDS.

PRECAUTIONARY WASH AND REAM 76 FEET TO BOTTOM. NO
FILL.

GAS BUBBLE AT SURFACE. INSTALL ROTATING HEAD RUBBER.
6-8 FT FLARE THROUGH GAS BUSTER.

MOTOR DIRECTIONAL DRILL FROM 8,485 TO 8,500 FT. FULL
RETURNS. NO LOSSES.

BREAK KELLY. CLEAN DIRECTIONAL EQUIPMENT SCREEN.
MOTOR DIRECTIONAL DRILL FROM 8,500 TO 8,505 FT. FULL
RETURNS. NO LOSSES. NOTE: TRIP GAS THROUGH GAS
BUSTER WAS 6,168 UNITS.

MOTOR DIRECTIONAL DRILL FROM 8,505 TO 8,517 FT. FULL
RETURNS. NO LOSSES.

DRILL RATE STOPPED. ATTEMPT TO DRILL. SUSPECT MOTOR
FAILURE.

TRIP DUE TO FAILURE

PULL OUT OF HOLE. 12 STANDS OUT. HOLE TOOK IMPROPER
FILL. CHECKWELL. WELL FLOWING.

RUN IN HOLE TO BOTTOM.

CIRCULATE BOTTOMS UP. 341 UNITS GAS. DROPPED TO 170
UNITS. RUN THROUGH GAS BUSTER. 2-3 FT LAZY FLARE.
BACKGROUND UNITS LEVELED AT 80-100 UNITS.

RAISE MUD WEIGHT FROM 8.9 PPG TO 9.1 PPG.

PUMP 30 BBLS 10.6 PPG PILL. PULL OUT OF HOLE. NO
PROBLEMS. HOLE TOOK CORRECT FILL.

CHANGE BIT AND MUD MOTOR. CHECK MWD PROBE, OKAY.
MUD MOTOR HAD BEARING AND STATOR FAILURE.

RUN IN HOLE WITH BHA. FILL AND BREAK CIRCULATION. CHECK
MUD MOTOR AND MWD, OKAY. RUN IN HOLE 30 STANDS. FILL
AND BREAK CIRCULATION.

RUN IN HOLE 68 STANDS TO 7,850 FT. FILL AND BREAK
CIRCULATION.

SLIP AND CUT 90 FT DRILLING LINE.

RUN IN HOLE. WASH AND REAM 20 FT TO BOTTOM. NO FILL.
NO PROBLEMS.

MOTOR DIRECTIONAL DRILL. ROTATE FROM 8,517 TO 8,581 FT.
NO LOSSES. FULL RETURNS.

RIG SERVICE.

MOTOR DIRECTIONAL DRILL. ROTATE FROM 8,581 TO 8,771 FT.
SLIDE 8,771 TO 8,780 FT. FULL RETURNS. NO LOSSES.

MWD SURVEYS.

MOTOR DIRECTIONAL DRILL. SLIDE 8,780 TO 8,787 FT. NO
LOSSES. FULL RETURNS.

RIG REPAIR. LIGHT PLANT AND AIR COMPRESSOR.

MOTOR DIRECTIONAL DRILL. SLIDE 8,787 TO 8,801 FT. NO
LOSSES. FULL RETURNS.

RIG REPAIR. MUD PUMP.

MOTOR DIRECTIONAL DRILL. SLIDE 8,801 TO 8,808 FT. NO
LOSSES. FULL RETURNS.

RIG REPAIR. MUD PUMP AND FLOOR MOTOR.

MOTOR DIRECTIONAL DRILL. SLIDE 8,808 TO 8,815 FT. NO
LOSSES. FULL RETURNS,

RIG REPAIR, MUD PUMP AND FLOOR MOTOR.

Printed: 10/10/2001 7:16:48 AM




Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

10/9/2001 13:00 - 15:00

15:00 - 15:30
15:30 - 18:00

18:00 - 21:15
21:15-01:00

01:00 - 02:00
02:00 - 06:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING

NABORS

NABORS

2.00{ DRL 2

0.50| RIG 1
2.50| DRL 2
3.25|RIG 2
3.75| DRL 2
1.00| CIRC 1

4.00| TRP 13

Spud Date: 7/11/2001

Start: 7/5/2001 End:
Rig Release: Group:
Rig Number: 924

10/9/2001

MOTOR DIRECTIONAL DRILL. SLIDE 8,815 TO 8,835 FT. NO
LOSSES. FULL RETURNS.

RIG SERVICE.

MOTOR DIRECTIONAL DRILL. SLIDE 8,835 TO 8,861 FT. NO
LOSSES. FULL RETURNS.

RIG REPAIR. BOTH MUD PUMPS DOWN.

MOTOR DIRECTIONAL DRILL. SLIDE 8,861 TO 8,867 FT. ROTATE
8,867 TO 8,898 FT. NO LOSSES. FULL RETURNS. MUD MOTOR
FAILED. PRESSURED UP.

MIX AND PUMP 30 BBLS 10.7 PPG PILL.

PULL OUT OF HOLE. CURRENTLY AT 3,800 FT. NO PROBLEMS.
HOLE TAKING CORRECT FLUID.

Printed: 10/10/2001 7:16:48 AM



yil.llié;;;%g%
* 1515 Arapahoe Street Tower 3 Suite 1000
Denver, Colorado 80202

Date: 10/9/01

To: DUSTIN DOUCET

UTAH DIVISION OF OIL, GAS AND MINING

SALT LAKE CITY UT

From: Debbie Stanberry
Williams Production

Page one of 7

MR. DOUCET: ATTACHED IS A SUNDRY FOR OUR JENSEN 7-15 DEEP WELL. WE

ARF REQUESTING PERMISSION TO CHANGE THE _PRODICTION CASING . —ANY-—
QUESTIONS OR ADDITIONAL INFORMATION YOU MAY NEED, PLEASE CONTACT ME

AT (303) 606-4261, T ASK THAT THIS REQUEST HAVE YOIR TiMEDIATE
ATTENTION.

I SEE THAT WE HAD ORIGINALLY MARKED THE APD APPLICATION AND SUBSEQUENT

SUNDRIES AS AN "OIL"- WELL. THIS WELL NEEDS TO BE MARKED AS A GAS WELL
DO I NEED TO FILL OUT A SUNDRY TO THAT EFFECT?

A "HARD COPY" OF THIS SUNDRY WILL BE MAILED OUT_TO YOU TODAY.

Please call (303) 606-4

L

Should you have any problems receé\gllg this fax,

RECEIVED
OO 20m

{IViISION OF
i, GAS AND MINING



Form 9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number

7. Indian Allottee or Tribe Name

FEE
—Un or Communitization Agreement

T Type of Well - — 9 Weil Name and Number
Oil Gas .
Wel Wel [ other (specify) JENSEN 7-15 DEEP
2. Name of Operator 10. API Well Number
WILLIAMS PRODUCTION RMT COMPANY 43-007-30786
3. Address of Operator 4. Telephone Number 11. Field and Poo!, or Wildcat
1515 ARAPAHOE ST, TOWER 3, STE 1000 DENVER, CO 802 303 606-4261 Wildcat
5. Location of Well
Footage - 1575' FNL X 1800' FEL County : CARBON
QQ, Sec, T..R,. M : SW/4 NE/4 SECTION 15-T12S-R10E S.L.B State :UTAH
CHECK APPROPRIAT  TO INDICATE N OTICE, REPORT, OR OTHER DATA
SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Vent or Flare
Water Shut-Off

Conversion to Injection Shoot or Acidize Conversion to Injection

RN

Fracture Treat
Other

Vent or Flare
Water Shut-Off

Fracture Treat

OOOa0d
Hoo0an

Muitiple Completion
Other

ERNNERE

Date of Work Completion

Approximate Date Work Will Start currently drilling

Report results of Multiple Completions and Recompletions to different reservoir
on WELL COMPLETION OR RECOMPLETION AND LOG form.

* Must be accompanied by a cement verification report.

e == =
13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

WILLIAMS PRODUCTION RMT COMPANY REQUESTS PERMISSION TO REVISE THE SIZE AND WEIGHT OF THE PRODUCTION
CASING FOR THIS WELL. WE ARE APPROVED FOR 5", 15#, N-80 PIPE. WILLIAMS REQUESTS PERMISSION TO USE

4-1/2", 11.6#, N-80 LT&C PIPE FROM SURFACE TO 8900' AND NS-110 LT&C PIPE FROM 8900' TO 10,219".

ATTACHED IS A REVISED CASING DESIGN FOR THIS PRODUCTION STRING AS WELL AS THE PRODUCTION CEMENTING
RECOMMENDATION.

THE 7-5/8" 26.4# INTERMEDIATE CASING WAS RUN AND SET AT 8023'. WE RAN TWO CEMENT JOBS: THE FIRST

STAGE USED 300 SX LEAD CEMENT FOLLOWED BY 200 SX TAIL CEMENT; THE SECOND STAGE USED 800 SX LEAD CEMENT
AND 50 SX TAIL CEMENT. WE BELIEVE TOP OF CEMENT OF THE 2ND STAGE IS BETWEEN 1400' AND 1500'. A CEMENT
BOND LOG WILL BE RUN AT THE TIME WE DO THE OPEN HOLE LOGS IN ORDER TO DETERMINE TOP OF CEMENT FOR
EACH STAGE. NEITHER CEMENT JOB REACHED SURFACE.

WE ARE CURRENTLY AT WTICIPATE REACHING TOTAL DEPTH LATE NEXT WEEK.

14. | hereby certify that thg’foregoing is tjue

Name & Signature

A= ’ ‘Mf{,@ 3 é/ Title Project Permits Analyst ~ Date 10/09/01
) ; N ,
(State Use Only) r:\(t . J\wnw&‘;ﬂ" Fr LO/“/DI (./ RE@E;VED

VRO ©f22fo]
aeT 2 g

DIVISION OF
OlL, GAS AND MINING

(8/90) See Instructions on Reverse Side



Operator: WILLIAMS

| Well Name: JENSEN 7-15

Project ID:

| Location: PRICE, UTAH

Design Parameters:

Design Factors:

Mud weight (13.50 ppg) : 0.701  psi/ft Collapse : 1.000
Shut in surface pressure 6661 psi Burst :1.13
Internal gradient (burst) : 0.148 psi/ft 8 Round : 1.80 (J)
Annular gradient ({(burst) : 0.701 psi/ft Buttress : 1.60 (J)
Tensile load is determined using buoyed weight Other : 1.50 (J)
Service rating is "Sweet" Body Yield : 1.50 (B)
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (1b/ft) (feet) (in.)
1 8,900 4.500 11.60 N-80 LT&C 8,900 3.875
2 1,319 4.500 11.60 NS-110 LT&C 10,219 3.875
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (psi) (kips) (kips)
1 6242 6269 1.004 6661 7780 1.17 94 .07 223 2.37 J
2 7167 8650 1.207 1738 10690 6.15 12.14 279 22.98 J
Prepared by : DOH, SIENEE s USA

Date

10-04-2001

Remarks

Minimum s

egment

length for the 10,219 foot well is 5,000 feet.

SICP is based on the ideal gas law, a gas gravity of 0.60, and a mean gas

temperature of 132°F (Surface 60°F , BHT 203°F & temp. gradient 1.400°/100 ft.)

String type:
The frac gradient of 0.800 psi/ft results in an injection pressure of

An annular mud weight of 13.000 ppg was used for burst purposes.

Production - Frac

8,175 psi.
The

differential mud gradient below any lost-circulation depth is -0.553 psi/ft

and the bottom hole pressure load is

NOTE:

The design factors used in this casing string design are as shown above.
guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse

evacuated casing), 1.0 -

1,008 psi.

As a general
(wi

(uniaxial) burst,

1.8 - API 8rd tension,

1.6 - buttress tension,

th

1.5 - body yield tension,

was calculated based on the Westcott, Dunlop and Kemler curve.
for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model.

and 1.6 - EUE 8rd tension.

Collapse strength under axial tension
Engineering responsibility

(Version 1.07)



Williams Production

1515 Arapahoe St., T3, Suite 1000
Denver, Colorado 80202

Jensen Deep #7-15

S15-T12S-R10E
Carbon County, UT

Production Cementing
Recommendation

Prepared for: Diana Hoff
10/8/2001

Revision
4

Prepared by:
Monte Madsen
Halliburton Energy Services

410 17th Street
Suite 900
Denver, Colorado 80202
303-606-4069

GHALLIBURTON

The Future Is Working Together.




‘ :;HALLIBURTON

Well Information

Cement Production Casing

Production Hole Size
Production Casing Size
Production Casing Depth
Calculated Excess
Intermediate Casing
Intermediate Set @

Top of Cement

61/21in
41/2" in
10,219 ft
30 %

7 5/8 in
8025 ft
7800 ft



‘ E ;HALLIBURTON

Calculations

Cement Production Casing

SUPER FLUSH: (1454 ft fill)
1454 ft * 0.1544 9/t * 0%

TOTAL SUPER FLUSH

TAIL: (2419 ft fill)
2419 ft * 0.1200 fty/ft * 30 %

TOTAL TAIL

SHOE JOINT VOLUME: (40 ft fill)

40 ft * 0.0155 bbl/ft

TAIL PLUS SHOE JOINT

TOTAL DISPLACEMENT VOLUME: (10219 ft casing)

10219 ft * 0.0155 bbl/ft

DISPLACEMENT VOLUME TO SHOE JOINT:

158.83 bbls - 0.62 bbls

224.56 ft7

224.56 ft
40 bbls

377.34 ft

= 377.34 fty
= 67.20 bbls

= 3.49 fty
= (.62 bbls

= 380.83 ftV
= 67.82 bbls

158.83 bbls

158.83 bbls

158.20 bbls



‘ : ;HALLIBURTON

Job Recommendation

Cement Production Casing

FLUID 1. SUPER FLUSH Fluid Volume: 40 bbls
FLUID 2: TAIL
Premium Cement Fluid Weight: 14.30 1b/gal
2.00% Halliburton Gel - 100 1b. (Extender) Fluid Yield: 1.49 ft3/sk
0.30% CFR-3 (Dispersant) Fluid Water Ratio: 7.34 gal/sk
0.50% HALAD®-9 (Fluid Loss) Total Mixing Fluid: 45.4 bbls
0.20% HR®-5 (Retarder) Top of Fluid: 7800 ft
2.00% MicroBond M (Bonding Agent) Calculated Fill: 2419 ft
0.20% SUPER CBL (Bonding Agent) Fluid Volume: 67.82 bbls
0.125 1b/sk Flocele (Lost Circulation) Calculated Volume:  253.7 sks
Mixed With Fresh Water Shoe Joint Volume: 2.34 sks
Total Volume: 256.00 sks
Proposed Volume: 260 sks
FLUID 3: DISPLACEMENT
Total Displacement Volume: 158.83 bbls
Displacement to Shoe Joint: 158.20 bbls

Displace plug with KCL water.



OCT.16.2081 12:56PM

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OlL.,, GAS AND MINING

Form @

6. Wall Name and Number

T R R R e K T
NOTICE OF INTENT
(Submit In Duplicate)

[ Avandonmant ] NewConsinction
1 casing Reparr [—] PullorAtter Casing
[X] chenge of Plans [_] Recompletion
D Conversion fo Injection D Shoot or Acidize
[ Fracture Treat ] ventarmare
[ Mutiple Complation [] Water Shutoff
[] ofher

Approximate Date Work Wl Start currently drilling

o

TED ORE RATO;

BSURIEE # LE ? § (Clea » all p d g
locetions and measured and true vertical capths for all maskers and zones partinent lo this work,)

i G

L wen Wel [ otrer epeciy) _ JENSEN 7-15 DEEP
2, Name of Operator 10, AF) Well Number
WILLIAMS PRODUCTION RMT COMPANY 43-007-30786
3. Address of Operator 4. Telephone Numbe; | 11. Fieid and Ffoal, of Wiidoat
1515 ARAPAHOE ST, TOWER 3, STE 1000 DENVER, CO @ 303 606-4261 Wildeat
$.  Location of Wall

Foctage : 1575 FNL X 1800' FEL County : CARBON

QQ, See, T, R. M _: SW/4 NE/4 SECTION 15-T12S-R10E S.L.B State : UTAH

BN M A T GEott A 14 |
SUBSEQUENT REPORYT
(Submit Original Form Only)
Abandonment * New Construction
Casing Repair Pull ar Alter Casing
Change of Plans Shaot or Acidize
Convarsion {o Injection Vant or Flare
Fracture Treat Watsr Shut-Off
Other

N I R W NG R KT TN I
A N G DR IS T B

AR
ENRN

Dats of Work Completion

Raport fesults of Multipie Cempietions and Recompielions to differsnt reservolr
on WELL COMPLETION OR RECOMPLETION AND LOG form,

* Must be accompanied by a cament verification repart.
y, “m D f - 11| lmct

Hrectionally

WILLIAMS PRODUCTION RMT COMPANY NOW REQUESTS PERMISSION TO REVISE THR TOTAL DEPTH OF THIS WELL
FROM 10,219 TO 10,500'. WE PLAN TO USB THE RECENTLY APPROVED FRODUCTION CASING WEIGHT AND GRADE.

ATTACHED IS A REVISEP CASING DESIGN FOR THE PRODUCTION STRING AS WELL AS THE PRODUCTION CEMENTING

RECOMMRNDATION FOR THE NEW DEPTH OF 10,500",

" e

14. | hereby ce|

Nams & Signature
(Stata Use Only)

———

(8/00) /c"

AAHM;:: e Tttle _Project i Analyst Du

o

See Instructians on Reyerss Side {

MAT DZO/ l{ol
LI\

Y. LAV YA




NO.617 P.1/7
OCT.16.2001 12:55PM

e
OIL. £ AND Batn 7™

Williams

" 1515 Arapahoe Street Tower 3 Suite 1000
Denver, Colorado 80202

Date: 10/16/01

To: MR. DUSTIN DOUCET

UTAH DIVISION OF QIL. GAS AND MINING

SALT LAKE CITY UT

From; DFRRTE STANRERRY
Williams Production

Page one of_ 7

MR, DOUCET: ONCE AGAIN I AM =

WE T

TEE TOTAL. DFPTH FROM 10,219' TO 10.500'.
IF YOU HAVE aNy QUESTIONS OR NEED ADDITTONAL INFORMATION, .
PLEASE CONTACT ME 303) 606~

MAY BE- FAXED BACK TO MY AT ~8275
A_HARD COPY OF THIS SUNDRY WILL FOLLOW IN TODAY'S MAIL,

Should you have any problems receiving this fax,
Please cal] (303) 606 4»04’1j

26!



NO.617~ - P.3/7
OCT.16.2081 12:56PM

, Operator: WILLIAMS | Well Name: JENSEN 7-15 ,
l Project ID: | Location: PRICE, UTAH l

i P arg: I rg;
M weight  (13.50 ppa) 1 0,701  pai/ft Callapae : 1.000
Shut {in murface preasuze : €304 pal Byrae r 1.13
Incernal gradient (buret) : 0.1§2 pai/fc 0 Rewnd 1,80 (o)
Aunulay gradieat (huzat) 0,701 pal/fh Buctzass ; 1.66  ({J)
Tanslle load is derermined using Ruaysd weight Other 1 1.80 (D)

Bervice Tating is “Sweart Rody Yisld : 1,50 8)
w
Length Size Weight Grade Joint Depth Drift Cost

(feet) (in.) (1b/ft) (feet) (in.)

1 8,90 4.500 11.60 N-80 LT&C O~ 8,900 3.875
2 1,600 4.500 11.60  N8-110 LT&C 2%0-10,500 3.875

Collapse Burst Min Int Yield Tension
Load Strgth 8.F. Load Strgth S.F. Load strgth S.F.
(psi) (psi) (psi) (psi) (kips) (kips)

1 €242 6250 1.001 6804 7780 1.14 96.66 223 2.31 0

2 7364 8650 1.175 1915 10680 5.58 14.73 279 18.94 J

Prepared by : DOH, SUNER, 4w UsA NS-1\p
Date : 10-16-2001 L
Remarks : Collapse = S -5
Minimum segmenc dengch for the 19,300 feot wall is 1,500 faer. Burstz P-110
§ICP ia baged on phe ideal gaa law. & gad graviby of 0.60, apd a mean qas ..r O - P HD
cemperature of 120°F (Surface §5°F , BRT 202°F & tamp. gradient 1.400°/100 fg.) crsile= -

8txing vype: Predustien - Frac

The frae gradisnt cf 0.800 psi/fe zesults in an injection preasure of 8,400 pui,

An annular mud veight of 13.000 ppg was used for burec purpossa. The
differancial muid sxadient belew any loac-circulasien depth 42 -0.54D pai/fe
apd the botkom hole pressure lnad is 1,035 pad.

NOTE: the design facters used in chis GRsing stzing design aye as shown shove. Aa a gemezal
wuideline, Lone Stay Steel recommends ueiang mioimum deai¢m faccors of 1.126 - collapse (with
evacuated casing), 2.0 - (animxial) burst, 1.9 =« RPT frd cansipn, 1.§ - butcyess pensienm,
1.5 = hody yisld tensien, amnd 1.6 - EUR #zd teppien. Collapse stxeagth under axisl cepgion
wag calculated based on the Waatcoth, Dunlop and Kemler cupve. Engineering rsaponsibility
for uae af this dasign will bs chat ef the purchaser.

Coste for this design are baged on a 1587 pricing model, (Vession 1.07)



NO.617 P.4/7T——
OCT.16.2881 12:56PM

| Williams Production
i 1515 Arapahoe St., T3, Suite 1000
' Denver, Colorado 80202

Jensen Deep #7-15

S15-T128-R10E
Carbon County, UT

Production Cementing
Recommendation

Prepared for: Diana Hoff
10/15/2001

Revision
s

Prepared by:
Monte Madsen
Halliburton Energy Services

410 17th Street
Suite 900
Denver, Colorado 80202
303-606-4069

GHALLIBURTON

The Future Is Working Together,



OCT.16.2081 12:56PM

oHALLIBURTON

NO.617 P.S/7

Well Information

Cement Production Casing

Production Hole Size
Production Casing Size
Prodnction Casing Depth
Calculated Excess
Intermediate Casing
Intermediate Set @

Top of Cement

612in
412" in
10,500 ft
30%
758in
8025 ft
7800 f



NO.617 P.6/7—
OCT.16.2081 12:57PM

QHALEI BURTON

————

Cement Production Casing
Calculations
SUPER FLUSH: (1454 & fill)
1454 ft *0.1544 RY/ft * 0% = 224,56 fty
TOTAL SUPER FLUSH = 224.56 fty
= 40 bbls
TAIL: (2700 £t £ill)
2700 ft *0.1200 BY/A * 30 % - 421.17 &)
TOTAL TAIL = 421,17 fty
= 75.01 bbls
SHOE JOINT VOLUME: (40 £t fill)
40 ft * 0,0155 bbl/ft = 3.49 fty
= 0,62 bbls
TAIL PLUS SHOE JOINT = 424.66 i
= 75.63 bbls
TOTAL DISPLACEMENT VOLUME; (10500 ft casing)
10500 ft * 0.0155 bb/R = 163.19 bbls
= 163,19 bhls

DISPLACEMENT VOLUME TO SHOE JOINT:
163.19 bbls - 0.62 bbls = 162.57 bbls



OCT.16.2001 12:57PM

GHALI.IBUkTON

“NO. 617 P. 7/ ———

——

Cement Production Casing
Job Recommendation
FLUID 1: SUPER FLUSH Fluid Volume: 40 bbls
FLUID 2: TAIL
Premium Cement Fluid Weight: 14,30 Itv/gal
2.00% Halliburton Gel - 100 b, (Extender) Fluid Yield: 1.49 fi¥/sk
0.30% CFR-3 (Dispersant) Fluid Water Ratio: 7.34 gal/sk
0.50% HALAD®-9 (Fluid Loss) Total Mixing Fluid:  49.8 bbls
0.20% HR®-5 (Retarder) Top of Fluid; 7800 ft
2.00% MicroBond M onding Agent) Caloulgted Fill: 2700 f
0.20% SUPER CBL (Bonding Agent) Fluid Volume: 75.63 bbls
0.125 Ib/sk Polyflake (Lost Circulation) Caloulsted Volume:  282.7 sks
Mixed With Frosh Water Shoe Joint Volume: 2,34 sks
Total Volume: 285.00 sks
Propased Volume: 285 sks
FLUID 3: DISPLACEMENT
Total Displacement Volume; 163,19 bbls
Displaceraent to Shoe Joint; 162.57 bbls

Displace plug with KCL water.



07-01 Barrett Jenson 7-15 DeepRev.

Well name:

Operator: Barret Resources Corp.
String type:  Production Liner

Location: Carbon County, UT

Project ID:
43-007-30786

Design parameters:

Collapse
Mud weight:

Minimum design factors:
Collapse:

Environment:
H2S considered? No

11.600 ppg Design factor 1.125 Surface temperature: 65 °F
Design is based on evacuated pipe. Bottom hole temperature: 212 °F
Temperature gradient: 1.40 °F/100ft
Minimum section length: 1,500 ft
Burst: -
Design factor 1.00 Cement top: 7,978 ft T
Burst \\_, -~
Max anticipated surface
pressure: 0 psi
Internal gradient: 0.603 psifft Tension: Non-directional string.
Calculated BHP 6,327 psi) 8 Round STC: 1.80 (J)
PRI 8 Round LTC: 1.80 (J)
No backup mud specified. Buttress: 1.60 (J)
Premium: 1.50 (J)
Body yield: 1.50 (B)
Tension is based on air weight.
Neutral point: 8,679 ft
Run Segment Nominal End True Vert Measured Drift Internal
Seq Length Size Weight Grade Finish Depth Depth Diameter  Capacity
(ft) (in) (Ibs/ft) (ft) (ft) (in) (ft%)
2 8900 4.5 11.60 N-80 LT&C 8900 8900 3.875 206.3
1 1600 4.5 11.60 P-110 LT&C 10500 10500 3.875 37.1
Run Collapse Collapse Collapse Burst Burst Burst Tension Tension Tension
Seq Load Strength Design Load Strength Design Load Strength Design
(psi) (psi) Factor (psi) (psi) Factor (Kips) (Kips) Factor
2 5363 6350 1.18 5363 7780 1.45 122 223 1.83J
1 6327 7680 420 6327 10690 1.69 19 279 15.03 J
Fose 3%
Prepared Dustin Doucet

by: Utah Dept. of Natural Resources

Engineering Stipulations: None

No biaxial correction for tension is made.

Collapse is based on a vertical depth of 10500 ft, a mud weight of 11.6 ppg The casing is considered to be evacuated for collapse purposes
Burst strength is not adjusted for tension.

Phone: 801-538-5281
FAX: 801-359-3940

Date: October 19,2001
Salt Lake City, Utah

Engineering responsibility for use of this design will be that of the purchaser.



J7-01 Barrett Jenson 7-15 De pRev.

Casing Schematic
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i
Williams

:L{/

" 1515 Arapahoe Street Tower 3 Suite 1000
Denver, Colorado 80202

MR. DUSTIN DUUCET

To: o
UTAH DIVISION OF OIL, GAS AND MINING
SALT LAKE CITY UT
From: DEBBIE STANBERRY
Williams Production
Page one of__ 7
MR. DOUCET: ONCE AGAIN I AM ATTACHING A SUNDRY FOR OQUR JENSEN 7-15 DEEP

WELL. THIS TIME WE ARE REQUESTING PERMISSTON TO REVISE

THE TOTAL DEPTH FROM 10,219' TO 10,500!,

IF YOU HAVE ANY QUESTIONS OR NEED ADDITIONAL INFORMATION,

PLEASE CONTACT ME AT (303) 606-4261, THE APPROVED SUNDRY

MAY BE- FAYED BACK TO 1Y ATTENTION AT (303) 629-8275.

A HARD COPY OF THIS SUNDRY WILL FOLLOW IN TODAY'S MAIL.

Should you have any problems receiving this fax,
Please call (303) 606-4

s/

CEIVED

=3 7004

4.

2k
A

DIVISION OF
OIL. GAS AND MINING



qag §r“!rwv—s :"“e

Form9 STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number

7. Indian Allottee or Tribe Name
FEE

8. Unit or Communitization Agreement

1. >T)Y/”pe of Wéll ‘ B 9. Well Name and Number
el won [] other (specify) JENSEN 7-15 DEEP

2. Name of Operator 10. API Well Number
WILLIAMS PRODUCTION RMT COMPANY 43-007-30786
3. Address of Operator 4. Telephone Number | 11. Field and Pool, or Wildcat
1515 ARAPAHOE ST, TOWER 3, STE 1000 DENVER, CO 8020 303 606-4261 Wildcat
5. Location of Well

Footage - 15675 FNL X 1800' FEL County : CARBON

QQ Sec, T..R,M : SW/4 NE/4 SECTION 15-T12$ R10E S.LB State :UTAH

.CHECK. APPROPRIATE BOXES 0 K CE; REP. T, OR OTHER DATA .
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Pull or Alter Casing Casing Repair Pull or Alter Casing

]
]
Recompletion [:I Change of Plans
]
]
]

Casing Repair

Change of Plans Shoot or Acidize

INRRAN
DDDDD

EINRRE RN

Conversion to Injection Shoot or Acidize Conversion to Injection Vent or Flare
Fracture Treat Vent or Flare Fracture Treat Water Shut-Off
Multiple Completion Water Shut-Off Other
Other
Date of Work Completion
Approximate Date Work Will Start currently drilling

Report results of Multiple Completions and Recompletions to different reservoir
on WELL COMPLETION OR RECOMPLETION AND LOG form.

* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

WILLIAMS PRODUCTION RMT COMPANY NOW REQUESTS PERMISSION TO REVISE THE TOTAL DEPTH OF THIS WELL
FROM 10,219’ TO 10,500'. WE PLAN TO USE THE RECENTLY APPROVED PRODUCTION CASING WEIGHT AND GRADE.

ATTACHED IS A REVISED CASING DESIGN FOR THE PRODUCTION STRING AS WELL AS THE PRODUCTION CEMENTING
RECOMMENDATION FOR THE NEW DEPTH OF 10,500'.

/ ’
14. | hereby certify that the fefegoing is true :
Name & Signature £~ JN - Mﬂle Project Permits Analyst  Date 10/16/01
= <

e J

(State Use Only) F\\t R MML é‘p“ ~ o tol78lc1 E‘:% EG E'VED

DR %/)«7./0/
9CT 27 2008

DIVISION OF
DIk, GAS AND MINING

(8/90) See Instructions on Reverse Side



Operator: WILLIAMS

| Well Name: JENSEN 7-15

Project ID:

| Location: PRICE, UTAH

Design Parameters:

Design Factors:

Mud weight (13.50 ppg) : 0.701 psi/ft Collapse : 1.000
Shut in surface pressure 6804 psi Burst : 0 1.13
Internal gradient (burst) : 0.152 psi/fc 8 Round : 1.80 (J)
Annular gradient (burst) : 0.701 psi/ft Buttress : 1.60 (J)
Tensile load is determined using buoyed weight Other : 1.50 (J}
Service rating is "Sweet" Body Yield : 1.50 (B)
Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)
1 8,900 4.500 11.60 N-80 LT&C C;f 8,900 3.875
2 1,600 4.500 11.60 NS-110 LT&C &x0-10,500 3.875
Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
(psi) (psi) (psi) (pei) (kips) (kips)
1 6242 6250 1.001 6804 7780 1.14 96.66 223 2.31 J
2 7364 8650 1.175 1915 10690 5.58 14.73 279 18.%4 J

Date :
Remarks :
length for the 10,500 foot well is 1,500 feet.

Prepared by :

Minimum segment

SICP is based on the ideal gas law, a gas gravity of 0.60, and a mean gas
temperature of 128°F (Surface 55°F , BHT 202°F & temp. gradient 1.400°/100 ft.)

String type: Production - Frac

The frac gradient of 0.800 psi/ft results in an injection pressure of

An annular mud weight of 13.000 ppg was used for burst purposes.

DOH, NGNS, ‘mmws USA
10-16-2001
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8,400 psi.

differential mud gradient below any lost-circulation depth is -0.549 psi/ft

and the bottom hole pressure load is

NOTE:

1,036 psi.

The design factors used in this casing string design are as shown above.

As a general

guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with

evacuated casing), 1.0 -

1.5 - body yield tension, and 1.6 - EUE 8rd tension.

(uniaxial) burst,

was calculated based on the Westcott, Dunlop and Kemler curve.
for use of this design will be that of the purchaser.

Costs for this design are based on a 1987 pricing model.

1.8 - API 8rd tension,
Collapse strength under axial tension

1.6 - buttress tension,

Engineering responsibility

(Version 1.07)




Williams Production
1515 Arapahoe St., T3, Suite 1000
Denver, Colorado 80202

Jensen Deep #7-15

S15-T12S-R10E
Carbon County, UT

Production Cementing
Recommendation

Prepared for: Diana Hoff
10/15/2001

Revision

5

Prepared by:
Monte Madsen
Halliburton Energy Services

410 17th Street
Suite 900
Denver, Colorado 80202
303-606-4069

ﬁHALLIBURTON

The Future Is Working Together.
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Well Information

Cement Production Casing

Production Hole Size
Production Casing Size
Production Casing Depth
Calculated Excess
Intermediate Casing
Intermediate Set @

Top of Cement

61/21in
412" in
10,500 ft
30 %

7 5/8 in
8025 ft
7800 ft
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Calculations

Cement Production Casing

SUPER FLUSH: (1454 ft fill)
1454 ft * 0.1544 fty/ft * 0%

TOTAL SUPER FLUSH

TAIL: (2700 ft fill)
2700 ft * 0.1200 ft)/ft * 30 %

TOTAL TAIL

SHOE JOINT VOLUME: (40 ft fill)

40 ft * 0.0155 bbl/ft

TAIL PLUS SHOE JOINT
TOTAL DISPLACEMENT VOLUME: (10500 ft casing)

10500 ft * 0.0155 bbl/ft

DISPLACEMENT VOLUME TO SHOE JOINT:

163.19 bbls - 0.62 bbls

= 224.56 fty

= 224.56 ftV
= 40 bbls

= 421.17 fty

421.17 fty
75.01 bbls

3.49 fty
0.62 bbls

i

424.66 fty
75.63 bbls

163.19 bbls

163.19 bbls

162.57 bbls



‘ : ;HALLIBURTON

Job Recommendation

Cement Production Casing

FLUID 1: SUPER FLUSH

FLUID 2: TAIL

Premium Cement

2.00% Halliburton Gel - 100 1b. (Extender)
0.30% CFR-3 (Dispersant)

0.50% HALAD®-9 (Fluid Loss)

0.20% HR®-5 (Retarder)

2.00% MicroBond M (Bonding Agent)
0.20% SUPER CBL (Bonding Agent)
0.125 1b/sk Polyflake (Lost Circulation)
Mixed With Fresh Water

FLUID 3: DISPLACEMENT

Displace plug with KCL water.

Fluid Volume:

Fluid Weight:
Fluid Yield:
Fluid Water Ratio:

Total Mixing Fluid:

Top of Fluid:
Calculated Fill:
Fluid Volume:

Calculated Volume:
Shoe Joint Volume:

Total Volume:
Proposed Volume:

Total Displacement Volume:
Displacement to Shoe Joint:

40 bbls

14.30 Ib/gal
1.49 ft3/sk
7.34 gal/sk
49.8 bbls
7800 ft
2700 ft
75.63 bbls
282.7 sks
2.34 sks
285.00 sks
285 sks

163.19 bbls
162.57 bbls



Toll Free (888) 328-8005

New Orleans + Crowley

u A L ‘ Phone: (504) 328-8006
T v Fax: (504) 328-8007
www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

October 24, 2001
CAROL DANIELS:

Attached is the weekly summary report for the
Jensen 7-15 Deep well covering October 18-23,

2001. 4
Z/ v G 7“‘ 3 y ;’Q
JENSEN 7-15 DEEP

SW/4 NE/4 Section 15-T12S-R10E
Carbon County, Utah
API  43-007-30786

Debbie Stanberry
Williams Production RMT Company
(303) 606-4261
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10/15/2001

10/16/2001

10/17/2001

10/18/2001

06:00 - 13:00

Common Well Name:
Event Name:
Contractor Name:
Rig Name:

13:00 - 14:30
14:30 - 16:30

16:30 - 17:30
17:30 - 21:00

21:00 - 22:00
22:00 - 22:30
22:30 - 06:00

06:00 - 13:00
13:00 - 13:30

13:30 - 17:00
17:00 - 18:30
18:30 - 20:30

20:30 - 23:00
23:00 - 01:30

01:30 - 02:30
02:30 - 05:00
05:00 - 05:30
05:30 - 06:00
06:00 - 07:30
07:30-11:30
11:30 - 12:30
12:30 - 16:00

16:00 - 17:30
17:30 - 21:30
21:30 - 22:30
22:30-01:00
01:00 - 05:30
05:30 - 06:00

06:00 - 07:00
07:00 - 07:30

07:30 - 08:30
08:30 - 09:00

09:00 - 11:00
11:00 - 12:00
12:00 - 12:30
12:30 - 18:30

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING

NABORS
NABORS

7.00
1.50
2.00

1.00
3.50

1.00
0.50
7.50

7.00
0.50

3.50
1.50
2.00

2.50
2.50

1.00
2.50
0.50
0.50
1.50
4.00
1.00
3.50

1.50
4.00
1.00
2.50
4.50
0.50

1.00
0.50

1.00
0.50

2.00
1.00
0.50
6.00

DRL

CIRC
TRP

CIRC
DRL

CIRC
SUR
DRL

DRL
RIG

DRL
CIRC
TRP

CIRC
TRP

CIRC
TRP
TRP
TRP
TRP
TRP
REAM
DRL

CIRC
TRP
TRP
TRP
TRP
PTST

PTST
PTST

PTST
PTST

PTST
PTST
CIRC
TRP
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Spud Date: 7/11/2001
End: 10/23/2001
Group:

Start: 7/5/2001
Rig Release:

Rig Number: 924

DIRECTIONAL DRILL ( ROTATE F/ 9721'-9724', SLIDE F/ 9724 -
9734', ROTATE F/ 9734'-9788' )

CIRCULATE F/ SHORT TRIP.

SHORT TRIP 10 STD.'S FIRST 4 STAND'S HAD DRAG F/ 185 TO
210,000. NEXT 6 STD.'S DRAG WAS 175,000-185,000.

CIRCULATE BOTOMS UP GAS BEFORE DRILLING.

DIRECTIONAL DRILL ( SLIDE DRILLING F/ 9788'-9799', ROTATE F/
9799'-9820'

CIRCULATE SAMPLES

SURVEY

DIRECTIONAL DRILL ( SLIDE F/ 9820-9835', ROTATE F/ 9835'-9851",
SLIDE F/ 9851'-9866', ROTATE F/ 9866'-9871".)

DIRECTIONAL DRILL ( ROTATE DRILLING F/ 9871’ -9884', SLIDE F/
9884'-9894', ROTATE F/9894'-9916")

RIG REPAIR( WORK ON SPERRY SUN'S TOOLS. MWD QUIT
WORKING)

ROTARY DRILL F/ 9916-9948'

CIRCULATE/CONDITION F/ SHORT TRIP

SHORT TRIP 20 STANDS ( FIRST TWO STANDS DRUG F/ 185,000 -
220,000. THEN NORMAL DRAG OF 15,000 F/ 10 STANDS, THEN
ONLY 5,000 DRAG F/ NEXT 5 STANDS.)

CIRCULATE/CONDITION HOLE F/ DST #1 ( HAD LITTLE PROBLEMS
W/ BREAKING CIRC. & PUMPIN3 SLUG.

TRIP OUT OF HOLE 50 STANDS HOLE TAKING RIGHT AMOUNT OF
FLUID.THEN DRILL STRING CAME WET.

CIRCULATE AND PUMP SLUG:

TRIP OUT TO B.HA.

CHANGE OUT MWD TOOL

CHECK MUD MOTOR AND BIT OK. & START BACK IN HOLE.

T.LH. W/ BHA & CHECK MWD TOOLS

TRIP IN HOLE BREAKING CIRC.AT 35 STANDS & 70 STD.'S
WASHING/REAMING 46' TO BOTTOM & 16 FILL.

DIRECTIONAL DRILL ( SUIDE F/ 9948'-9958', ROTATE F/ 9958'-9976".
)
CIRCULATE BOTTOMS UP SAMPLES.

TRIP OUT TO PICK UP DST TOOLS

LD/ BHA ( DRILLING JARS, MWD,& MUD MOTOR.)

PU/BHA ( DST TOOLS)

TRIP IN HOLE W/ DST TOOLS

DST ( HOOKING UP TEST MANIFOLD & LINES BEFORE SETTING
PACKER & OPENING TOOL.)

RIG UP DST CHOKE MANIFOLD.

SET PACKER @ 9860' AND OPEN DST TOOL. BUBBLE IN ONE MIN.
AND 5 OUNCES. 5 MIN.'S 11 OUNCES, 10 MIN.'S 16.5 OUNCES, 15
MIN.'S 19.5 OUNCES, 20 MIN ‘< 21 OUNCES, 25 MIN.'S 21.5
OUNCES, 30MIN.'S 21.5 OUNC ES.

DST ( SHUT TOOL IN F/ HOUR

DST OPEN TOOL @ 0:830. W/ 20.5 OUNCES. @ 08:40 22.5 OUNCES
AND @ 08:43 PACKER GAVE WAY.

DST ( RIG UP AND REVERSE C!R€. 1.5 TIMES D.P. CAP.)

DST ( UN SEAT PACKER AND RIG DOWN TEST MANIFOLD )
CIRCULATE & PUMP SLUG. -

TRIP (P.0.0.H. W/ DST TOOL # 1) PULLED SLOW UP INTO

Printed: 10/24/2001 7:06:49 AM




10/18/2001

10/19/2001

10/20/2001

10/21/2001

10/22/2001

Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

b

12:30 - 18:30
18:30 - 21:00

21:00 - 22:00
22:00 - 23:30
23:30 - 00:00
00:00 - 03:30

03:30 - 04:30
04:30 - 05:30
05:30 - 06:00
06:00 - 16:00

16:00 - 19:00
19:00 - 06:00

06:00 - 08:00
09:00 - 11:00

11:00 - 13:30
13:30 - 14:00
14:00 - 16:30

16:30 - 17:00
17:00 - 19:00

19:00 - 00:00

00:00 - 00:30
00:30 - 06:00
06:00 - 13:30
13:30 - 14:00
14:00 - 14:30
14:30 - 20:30
20:30 - 21:00
21:00 - 03:30
03:30 - 04:00
04:00 - 06:00
06:00 - 09:00
09:00 - 11:00
11:00 - 14:00
14.00 - 16:00
16:00 - 22:00
22:00 - 23:00
23:00 - 03:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING
NABORS
NABORS

6.00
2.50

1.00
1.50
0.50
3.50

1.00
1.00
0.50
10.00

3.00
11.00

3.00
2.00

2.50
0.50
2.50

0.50
2.00

5.00

0.50
5.50
7.50
0.50
0.50
6.00
0.50
6.50
0.50
2.00
3.00
2.00
3.00
2.00
6.00
1.00
4.00

TRP
PTST

TRP
TRP
DRL
TRP

RIG
TRP
REAM
DRL

REAM
DRL

DRL
CIRC

DRL
RIG
DRL

SUR
CIRC

DRL

SUR
DRL
DRL
RIG
SUR
DRL
SUR
DRL
SUR
DRL
DRL
CIRC
TRP
CIRC
TRP
TRP
LOG
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CASING.NO PROBLEMS & NO SWABBING. HOLE TAKING RIGHT

j Spud Date: 7/11/2001
Start: 7/5/2001 End: 10/23/2001
Rig Release: Group:
Rig Number: 924

AMOUNT OF FLUID.)

DST ( RETRIEVE SAMPLE OUT OF TEST TOOL & CHARTS &
BREAK DOWN TEST TOOL.)

PU/BHA MUD MOTOR & MUD TOOLS.

TRIP IN W/ BHA

CHECK MWD DIRECTIONAL TOOLS

TRIP IN HOLE TO CASING SHUE BREAKING CiRC. @ 4200', &
7900'".

CUT DRILL LINE

FINISH TRIP IN HOLE

BREAK CIRC. & WASHING/REAMING F/ 9933' - 9976’
DIRECTIONAL DRILL ( ROTATE F/9976'-9981', SLIDE F/ 9981'-9996',
ROTATE F/ 9996'-10,019', SLIDE F/ 10,019'-10,025', ROTATE F/
10,025'-10,045'.

REAMING OUT TIGHT HOLE F/ 9981'-10,045'

DIRECTIONAL DRILL ( ROTATE F/ 10,045-10,152') HOLE DRAG
WAS INCREASING F/ 30,000 TO 65,000.

DIRECTIONAL DRILL ( ROTATE F/ 10,152'-10,183' ) DRILLING
BRAEK F/ 10,180-10,183'

CIRC SAMPLES UP. GAS UNIT'S BEFORE 300 AFTER 2592,
DRILLING BREAK WAS COAL.

ROTARY DRILL F/ 10,183'-10,205'

RIG SERVICE

ROTARY DRILL F/ 10,205'-10,231' ( POSSIBLE FRACTURE AT
10,231'. LOST 50BBL.'S MUD F/ 10,230'-10,231'

SURVEY

LOSS CIRCULATION AT 10,231' LOST ALL RETURNS F/
3-MINUTES. PICK UP AND SLOV* PUMP TO IDLE AND GOT 15%
RETURNS. MIX AND PUMP 80 BBL.'S 25LB.'S/BBL. LCM AND GOT
FULL RETURNS.

DIRECTIONAL DRILL ( ROTATE F/ 10,231'-10,236" SLIDE F/ 10,236'-
10,239' ROTATE F/ 10,239'-10,268'. HAD TROUBLE SLIDE
DRILLING.)

SURVEY

DIRECTIONAL DRILL ( SLIDE DRILLING F/ 10,268’ 10,300')
DIRECTIONAL DRILL ( SLIDE F/ 10,300-10,332'")

RIG SERVICE

SURVEY

DIRECTIONAL DRILL ( SLIDE F/ 10,332' - 10,363')

SURVEY

DIRECTIONAL DRILL ( SLIDE F/ 10,363' - 10,395')

SURVEY

ROTARY DRILL F/ 10,395 - 10.419'

ROTARY DRILL F/10,410' - 10,427

CIRCULATE/CONDITION F/ SHORT TRIP

SHORT TRIP 26 STANDS.

CIRCULATE/CONDITION F/ LOGS

TRIP ( S.L.M. OUT NO CORRECTION )

LD/ BHA

RIG UP LOGGERS & RUN OPEN HOLE LOGS. ( TRIPPLE COMBO.)
GOT TO 10,300 AND STOP TO GET TURN AROUND LINE PULL AND

STUCK AT 10,250'.) PULLED UP TO 8,000 LB.'S ON LINE. 11,000 #

Printed: 10/24/2001 7:06:49 AM




Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

10/22/2001

10/23/2001

23:00 - 03:00 4.00(LOG
03:00 - 06:00 3.00| WOT
06:00 - 07:30 1.50| FISH
07:30 - 02:00 18.50| FISH
02:00 - 05:00 3.00| CIRC

05:00 - 06:00 1.00| FISH

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING

NABORS

NABORS

TR

Spud Date: 7/11/2001
Start: 7/5/2001 End:
Rig Release: Group:
Rig Number: 924

10/23/2001

IS BREAKING POINT OF LINE.
WAITING ON EQUIP/TOOLS FISHING TOOLS.

FISHING ( PICK UP FISHING TOOLS & CUT LOGGERS WIRE LINE.)
FISHING ( STRIPPNG OVER LOGGERS WIRE W/ OVER SHOT.)
CIRCULATE OUT GAS @ 10,150' BEFORE LATCHING ONTO
LOGGING TOOL.

FISHING ( WENT DOWN AND L 8TCHED ONTO LOGGING TOOL @
10,219')

Printed: 10/24/2001 7:06:49 AM



Toll Free (888) 328-8005

New Orleans * Crowley

Phone: (504) 328-8006

UA L T Y Fax: (504) 328-8007
] www.qualitypreheat.com
PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

October 17, 2001

CAROL DANIELS:

Attached is the weekly summary report for the Jensen
7-15 Deep well covering October 10-17, 2001.
A N e
JENSEN 7-15 DEEP ‘o
SW/4 NE/4 Section 15-T12S-R10E
Carbon County, Utah
APT 43-007-30786

Debbie Stanberry

Williams Production RMT Company
(303) 606-4261
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Wellhead Preheating » Nitrogen Hydrostatic Testing « Welihead Welders
Explosion Proof Pressure Washers * Diesel Pressure Washers
Evaporator Cooling Fans « Carousel Barrel Racks « Pressurized Chemical Sprayer



10/9/2001

10/10/2001

10/11/2001

10/12/2001

10/13/2001

10/14/2001

Legal Well Name:
Common Well Name;
Event Name:
Contractor Name:
Rig Name:

13:00 - 15:00

15:00 - 15:30
15:30 - 18:00

18:00 - 21:15
21:15 - 01:00

01:00 - 02:00
02:00 - 06:00

06:00 - 09:30
09:30 - 10:30
10:30 - 13:30
13:30 - 14:30
14:30 - 17:00
17:00 - 20:00
20:00 - 00:00
00:00 - 00:30
00:30 - 06:00

06:00 - 09:30
09:30 - 16:30
16:30 - 17:00
17:00-17:30
17:30 - 05:30
05:30 - 06:00
06:00 - 14:30
14:30 - 15:00
15:00 - 06:00
06:00 - 10:00
10:00 - 11:30
11:30-17:00
17:00 - 18:00

18:00 - 19:00
19:00 - 20:00
20:00 - 20:30
20:30 - 00:30
00:30 - 01:00
01:00-01:30
01:30 - 06:00
06:00 - 13:00

13:00 - 13:30
13:30 - 18:30

18:30 - 19:00
19:00 - 05:30

05:30 - 06:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP

DRILLING

NABORS
NABORS

0.50
2.50

3.25
3.75

1.00
4.00

3.50
1.00
3.00
1.00
2.50
3.00
4.00
0.50
5.50

3.50
7.00
0.50
0.50
12.00
0.50
8.50
0.50
15.00
4.00
1.50
5.50
1.00

1.00
1.00
0.50
4.00
0.50
0.50
4.50
7.00

0.50
5.00

0.50
10.50

0.50

RIG
DRL

RIG
DRL

CIRC
TRP

TRP
TRP
TRP
RIG
TRP
REAM
DRL
RIG
DRL

DRL
DRL
RIG
SUR
DRL
SUR
DRL
RIG
DRL
DRL
CIRC
TRP
TRP

DRL
TRP
CIRC
TRP
REAM
RIG
DRL
DRL

SUR
DRL

RIG
DRL

SUR
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Spud Date: 7/11/2001

7/5/2001 End: 10/17/2001

Group:

Start;
Rig Release:
Rig Number: 924

MOTOR DIRECTIONAL DRILL. SLIDE 8,815 TO 8,835 FT. NO
LOSSES. FULL RETURNS.

RIG SERVICE.

MOTOR DIRECTIONAL DRILL. SLIDE 8,835 TO 8,861 FT. NO
LOSSES. FULL RETURNS.

RIG REPAIR. BOTH MUD PUMPS DOWN.

MOTOR DIRECTIONAL DRILL. SLIDE 8,861 TO 8,867 FT. ROTATE
8,867 TO 8,898 FT. NO LOSSES. FULL RETURNS. MUD MOTOR
FAILED. PRESSURED UP.

MIX AND PUMP 30 BBLS 10.7 PPG PILL.

PULL OUT OF HOLE. CURRENTLY AT 3,800 FT. NO PROBLEMS.
HOLE TAKING CORRECT FLUID,

TRIP DUE TO MUD MOTOR FAILURE.

CHANGE OUT MUD MOTOR & BIT

TRIP IN HOLE ( BREAKING CIRC.EVERY 25 STD.'S)

RIG REPAIR ( AIR COMPRESSOR)

FINISH TRIP IN HOLE

WASHING/REAMING F/ 8754' - 8898'

DIRECTIONAL DRILL ( ROTATE F/ 8898-8930". )

RIG REPAIR ( MUD PUMPS)

DIRECTIONAL DRILL ( SLIDE F/ 8930' - 8962', ROTATE F/ 8962'-
8994'.)

DIRECTIONAL DRILL ( ROTATE F/ 8994' - 9026'.)

DIRECTIONAL DRILL ( SLIDE DRILLING F/ 9026' - 9089")

RIG SERVICE

SURVEY

DIRECTIONAL DRILL ( SLIDE DRILLING F/ 9089’ - 9209)

SURVEY

DIRECTIONAL DRILL SLIDE F/ 9209'-9279'

RIG SERVICE

DIRECTIONAL DRILL SLIDE F/ 9279'-9405', ROTATE F/ 9405'-9411",
DIRECTIONAL DRILL ROTATE F/ 9411'- 9469",

CIRCULATE F/ BIT TRIP & BOTTOMS UP SAMPLES.

TRIP OUT FOR BIT & MUD MOTOR & MWD.

PU/LD BHA ( CHANGE OUT MUD MOTOR AND SET MOTOR AT
1.83)

PICK UP BIT & ORIENT DIRECTIONAL TOOLS.

TRIP IN W/ BHA

CIRCULATE & TEST MWD TOOLS

TRIP IN HOLE BREAKING CIRC. EVERY 30 STANDS.
WASHING/REAMING 45' TO BOTTOM W/ 3' FILL

RIG REPAIR ( FILL UP LINE WASHED OUT.

DIRECTIONAL DRILL SLIDE F/ 9469'-9481', ROTATE F/ 9481"- 9501"
DIRECTIONAL DRILL ( SLIDE DRILLING F/ 9501'-9548', ROTATE
DRILLING F/ 9548' - 9566' )

SURVEY

DIRECTIONAL DRILL ( SLIDE F/ 9566' - 9574', ROTATE F/ 9574'
-9628', )

RIG SERVICE

DIRECTIONAL DRILL ( SLIDE DRILLING F/ 9628' - 9638', ROTATE F/
9638' - 9660', SLIDE F/ 9660 - 9677', ROTATE F/ 9677' - 9692", SLIDE
F/ 9692 - 9704', ROTATE F/ 9704' - 9721')

SURVEY

Printed: 10/17/2001 7:09:56 AM




10/16/2001

10/17/2001

Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

10/15/2001

o

06:00 - 13:00

13:00 - 14:30
14:30 - 16:30

16:30 - 17:30
17:30 - 21:00

21:00 - 22:00
22:00 - 22:30
22:30 - 06:00

06:00 - 13:00
13:00 - 13:30

13:30 - 17:00
17:00 - 18:30
18:30 - 20:30

20:30 - 23:00
23:00 - 01:30

01:30 - 02:30
02:30 - 05:00
05:00 - 05:30
05:30 - 06:00
06:00 - 07:30
07:30 - 11:30
11:30 - 12:30
12:30 - 16:00

16:00- 17:30
17:30 - 21:30
21:30 - 22:30
22:30-01:00
01:00 - 05:30
05:30 - 06:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP

DRILLING

NABORS
NABORS

1.50
2.00

1.00
3.50

1.00
0.50
7.50

7.00
0.50

3.50
1.50
2.00

2.50
2.50

1.00
2.50
0.50
0.50
1.50
4.00
1.00
3.50

1.50
4.00
1.00
2.50
4.50
0.50

CIRC
TRP

CIRC
DRL

CIRC
SUR
DRL

DRL

RIG

DRL
CIRC
TRP

CIRC

TRP

CIRC
TRP
TRP
TRP
TRP
TRP
REAM
DRL

CIRC
TRP
TRP
TRP
TRP
PTST

NaNA AN = N

= N = aa N,

Y0/~ 30 %

Spud Date: 7/11/2001
Start: 7/5/2001 End: 10/17/2001
Rig Release: Group:
Rig Number; 924

DIRECTIONAL DRILL ( ROTATE F/ 9721'-9724', SLIDE F/ 9724' -
9734', ROTATE F/ 9734'-9788' )

CIRCULATE F/ SHORT TRIP.

SHORT TRIP 10 STD.'S FIRST 4 STAND'S HAD DRAG F/ 185 TO
210,000. NEXT 6 STD.'S DRAG WAS 175,000-185,000.

CIRCULATE BOTOMS UP GAS BEFORE DRILLING.

DIRECTIONAL DRILL ( SLIDE DRILLING F/ 9788-9799', ROTATE F/
9799'-9820'

CIRCULATE SAMPLES

SURVEY

DIRECTIONAL DRILL ( SLIDE F/ 9820'-9835', ROTATE F/ 9835'-9851",
SLIDE F/ 9851'-9866', ROTATE F/ 9866-9871".)

DIRECTIONAL DRILL ( ROTATE DRILLING F/ 9871' -9884', SLIDE F/
9884'-9894', ROTATE F/9894'-9916')

RIG REPAIR( WORK ON SPERRY SUN'S TOOLS. MWD QUIT
WORKING)

ROTARY DRILL F/ 9916'-9948'

CIRCULATE/CONDITION F/ SHORT TRIP

SHORT TRIP 20 STANDS ( FIRST TWO STANDS DRUG F/ 185,000 -
220,000. THEN NORMAL DRAG OF 15,000 F/ 10 STANDS, THEN
ONLY 5,000 DRAG F/ NEXT 5 STANDS.)

CIRCULATE/CONDITION HOLE F/ DST #1 ( HAD LITTLE PROBLEMS
W/ BREAKING CIRC. & PUMPING SLUG.

TRIP OUT OF HOLE 50 STANDS HOLE TAKING RIGHT AMOUNT OF
FLUID.THEN DRILL STRING CAME WET.

CIRCULATE AND PUMP SLUG.

TRIP OUT TO B.HA.

CHANGE OUT MWD TOOL

CHECK MUD MOTOR AND BIT OK. & START BACK IN HOLE.

T.ILH. W/ BHA & CHECK MWD TOOLS

TRIP IN HOLE BREAKING CIRC.AT 35 STANDS & 70 STD.'S
WASHING/REAMING 46' TO BOTTOM & 16' FILL.

DIRECTIONAL DRILL ( SLIDE F/ 9948'-9958', ROTATE F/ 9958'-9976".
)
CIRCULATE BOTTOMS UP SAMPLES.

TRIP OUT TO PICK UP DST TOOLS

LD/ BHA ( DRILLING JARS, MWD, & MUD MOTOR.)

PU/BHA ( DST TOOLS)

TRIP IN HOLE W/ DST TOOLS.

DST ( HOOKING UP TEST MANIFOLD & LINES BEFORE SETTING
PACKER & OPENING TOOL.)

Printed: 10/17/2001 7:09:56 AM




Toll Free (888) 328-8005

New Orleans « Crowley

‘ Phone: (504) 328-8006

u A l T Y Fax: (504) 328-8007
www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

October 31, 2001

CAROL DANIELS:

Attached is the weekly summary report for the Jensen 7-15
Deep well covering October 23-31, 200l. As you can see
we have reached TD, logged, etc. and are rigging down.

It may be a couple of weeks before we start completion
operations. I will continue to keep you posted weekly.

&f qeypi sl B0
JENSEN 7-15 DEEP Y 3~ - 308y
SW/4 NE/4 Section 15-T12S-R10E

Carbon County, Utah
APT  43-007-30786

Debbie Stanberry
Williams Production RMT Company
(303) 606-4261

RECEIVED
NOY 9 5 2001

DIVISION OF
OIL, GAS AND MINING

Wellhead Preheating « Nitrogen Hydrostatic Testing + Wellhead Weiders
Explosion Proof Pressure Washers » Diesel Pressure Washers
Evaporator Cooling Fans - Carousel Barrel Racks « Pressurized Chemical Sprayer



Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

10/28/2001

10/29/2001

10/30/2001

10/31/2001

01:00 - 06:00
06:00 - 06:30 0.50{ TRP
06:30 - 07:30 1.00| TRP

07:30 - 10:30 3.00;{ TRP
10:30 - 12:30 2.00| TRP

12:30 - 14:00 1.50| CSG
14:00 - 00:00 10.00{ CSG 2

00:00 - 01:00 1.00} REAM i1

01:00 - 03:00 2.00! CIRC 1

05:00 - 06:00 1.00| CMT 1
06:00 - 11:30 5.50| BOP 1

11:30 - 18:00 6.50| WHD 1

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING
NABORS
NABORS

wWwww

-

03:00 - 05:00 2.00{ CMT 2

18:00 - 00:00 6.00{ LOC 7

00:00 - 06:00 6.00: LOC 4

06:00 - 18:00 12.00{ LOC 4

Spud Date: 7/11/2001

Start: 7/5/2001 End: 10/31/2001

Rig Release: Group:
Rig Number: 924

FILL. NOTE: ADDED 1 HOUR TO TOUR SHEET FOR DAYLIGHT
SAVINGS CHANGE.

LAY DOWN 3-1/2" DRILL PIPE.

BREAK KELLY. PULL ROTATING HEAD.

LAY DOWN BHA.

ATTEMPT TO PULL WEAR BUSHING WITHOUT SUCCESS.
WOULD PULL PART OF WAY AND THEN SLIP OF RETRIEVING
TOOL.

RIG UP CASING CREW. HELD PRE-JOB AND SAFETY MEETING.
CONVERT DIFFERENTIAL FILL FLOAT EQUIPMENT TO
CONVENTIONAL. HOWCO WELD FLOAT SHOE, CASING COLLAR,
CASING COLLAR AND FLOAT COLLAR TOP AND BOTTOM.
CIRCULATE THROUGH SHOE JOINTS. FILL PIPE EVERY 10
JOINTS. BREAK CIRCULATION EVERY 50 JOINTS. RUN 44 JTS
4-1/2" 11.6 LB/FT NS-110 LT&C CASING AND 194 JTS 4-1/2" 11.6
LB/FT N-80 LT&C CASING.

RIG UP HALLIBURTON CEMENT HEAD. WASH TO BOTTOM AT
14,027 FT.

CIRCULATE AND CONDITION HOLE FOR CEMENTING. HAD 3 FT
FLARE THROUGH GAS BUSTER AT BOTTOMS UP. RIG DOWN
CASING CREW AND LAY DOWN MACHINE. RIG UP HALLIBURTON
CEMENTERS. HELD PRE-JOB AND SAFETY MEETING.

TEST CEMENT LINE TO 3,500 SPIG. PUMP 10 BBLS WATER + 40
BBLS SUPER FLUSH + 5 BBLS WATER. MiX AND PUMP 500 SKS
PREMIUM CEMENT + ADDITIVES AT 14.3 PPG. FULL RETURNS
THROUGHOUT. RECRIPROCATED CASING THOUGHOUT JOB.
DISPLACED WITH 159.3 BBLS 2% KCL WATER. FINAL RATE =1
BPM AT 1,400 PSIG. BUMPED PLUG AT 2,000 PSIG. FLOATS
HELD. CEMENT IN PLACE AT 04:40 HRS.

RIG DOWN HALLIBURTON CEMENTERS. PREPARE TO SET
CASING SLIPS.

CLEAN CELLAR. NIPPLE DOWN AND LIFT BOP STACK. SET
4-1/2" CASING SLIPS AS CEMENTED WITH 105,000 LBS.

MAKE ROUGH CUT. NIPPLE DOWN BOP STACK. INSTALL
TUBING SPOOL. TEST TO 4,400 PSIG FOR 15 MINUTES, OKAY.
LOAD OUT RENTAL EQUIPMENT.

CLEAN MUD TANKS. LAY DOWN RENTAL KELLY. LOAD OUT
RENTAL DRILL PIPE. NOTE: RIG RELEASED 12 MIDNIGHT
MONDAY 29 OCTOBER 2001.

PREPARE RIG FOR RIG DOWN TRUCKS. ESTIMATE TRUCKS AND
CRANE ON LOCATION WEDNESDAY AFTERNOON 31 OCTOBER
2001.

PREPARE RIG FOR TRUCKS TO RIG DOWN AND MOVE RIG OFF
LOCATION. LOAD OUT RENTAL EQUIPMENT. ESTIMATE TRUCKS
ON LOCATION MID AFTERNOON WEDNESDAY 31 OCTOBER 2001.

Printed: 10/31/2001 8:53:33 AM




Legal Well Name: ~ JENSEN 7-15DEEP &/ 3-0¢ - 2077E¢

Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: DRILLING Start: 7/5/2001 End: 10/31/2001
Contractor Name: NABORS Rig Release: Group:

Rig Name: NABORS Rig Number: 924

ription of Operati

10/22/2001  |22:00 - 23:00 1.00| TRP 1 LD/ BHA

23:00 - 03:00 4.00/ LOG 1 RIG UP LOGGERS & RUN OPEN HOLE LOGS. ( TRIPLE COMBO.)

GOT TO 10,300 AND STOP TO GET TURN AROUND LINE PULL

AND STUCK AT 10,250°.) PULLED UP TO 8,000 LB.'S ON LINE.

11,000 # IS BREAKING POINT OF LINE.

03:00 - 06:00 3.00| WOT 4 WAITING ON EQUIP/TOOLS FISHING TOOLS.

10/23/2001 | 06:00 - 07:30 1.50| FISH 5 FISHING ( PICK UP FISHING TOOLS & CUT LOGGERS WIRE LINE.)
07:30 - 02:00 18.50| FISH 5 FISHING ( STRIPPNG OVER LOGGERS WIRE W/ OVER SHOT.)
02:00 - 05:00 3.00| CIRC 1 CIRCULATE OUT GAS @ 10,150 BEFORE LATCHING ONTO

LOGGING TOOL. 4220 UNITS.

05:00 - 06:00 1.00/FISH |5 FISHING ( WENT DOWN AND LATCHED ONTO LOGGING TOOL @
10,219')
10/24/2001  {06:00 - 11:00 5.00[FISH |5 FISHING ( WENT DOWN AND LATCHED ONTO LOGGING TOOL @

10,219’ ) PULLED UP 45’ AND PULL LINE OUT OF ROPE SOCKET.
LINE PULLED OUT AT 12,000 #. PULL WIRE LINE LINE OUT OF
HOLE.

11:00 - 19:00 8.00| TRP 2 TRIP OUT W/ LOGGING TOOLS.

19:00 - 20:00 1.00| FISH 5 FISHING (LAY DOWN LOGGING TOOL AND FISHING TOOLS.)
RECOVERED ALL OF LOGGING TOOL.

20:00 - 21:30 1.50| RIG 2 RIG REPAIR

21:30 - 00:00 2.50| TRP 2 TRIP IN HOLE TO 4200

00:00 - 00:30 0.50{ CIRC 1 BREAK CIRCULATION @ 4200

00:30 - 02:00 1.50{ TRP 2 TRIP IN HOLE TO 8000

02:00 - 02:30 0.50| CIRC 1 CIRCULATION ( INSTALL ROTATING HEAD & BREAK CIRC.

02:30 - 04.00 1.50| TRP 2 TRIP IN HOLE TO 10,125

04:00 - 06:00 2.00| REAM |1 WASHING/REAMING F/ 10125’ - 10,252". REAMING EACH JOINT

THREE TIMES.

10/25/2001  {06:00 - 12:30 6.50| REAM WASH AND REAM FROM 10,220 TO 10,427 FT. NO FILL.

12:30 - 14:00 1.50| CIRC CIRCULATE AND CONDITION FOR OPEN HOLE LOGS.

14:00 - 15:00 1.00| TRP 14 PULL OUT OF HOLE FOR SHORT TRIP TO 7-5/8" CASING. TIGHT
AT 10,272 FT. PICKED UP KELLY AND CIRCULATED TO WORK
THROUGH. 70,000 LBS OVER NORMAL DRAG. AFTER REAMING,
10-15,000 LBS OVER NORMAL DRAG.

15:00 - 18:00 3.00| TRP 14 PULL OUT OF HOLE. TIGHT SPOT AT 10,257 FT. 45,000 LBS
OVER NORMAL DRAG. WORK CLEAN WITHOUT KELLY. POOH
TO 8,000 FT. NO PROBLEMS. RUN IN HOLE TO 10,427 FT. NO
PROBLEMS. NO FILL.

—_ =

18:00 - 20:00 2.00|CIRC |1 CIRCULATE AND CONDITION HOLE FOR OPEN HOLE LOGS.
BOTTOMS UP GAS WITH 9.7 PPG MUD = 807 UNITS.
20:00 - 01:00 5.00| TRP 2 PULL OUT OF HOLE FOR LOGS. TIGHT AT 10,272 FT. PULLED

45,000 LBS OVER NORMAL DRAG. PICK UP KELLY AND REAM
WITHOUT CIRCULATING. WORKED THROUGH WITH 10-15,000
LBS OVER NORMAL DRAG. POOH. NO PROBLEMS. HOLE TOOK
CORRECT FILL.

01:00 - 03:00 2.00|LOG 1 RIG UP HALLIBURTON LOGGING.

03:00 - 06:00 3.00| LOG 1 LOG RUN No. 1. DENSITY-NEUTRON, GR-CAL. TOOL LENGTH =
45.2 FT. LOG DOWN WITH NEUTRON-GR. LOGGERS TD = 10,420
FT. BHT = 178 DEGREES F. CURRENTLY LOGGING UP AT 9,700

FT.
10/26/2001  {06:00 - 07:30 1.50| LOG 1 LOG RUN No. 1. FINISH PULLING OUT OF HOLE WITH
DENSITY-NEUTRON, GR-CAL.
07:30 - 12:00 4.50|LOG 1 LOG RUN No. 2. HIGH RESOLUTION INDUCTION-GR-CAL. TOOL

LENGTH =62 FT. LOGGERS TD = 10,420 FT. LOG IN AND OUT OF

Printed: 10/31/2001 8:53:33 AM



10/26/2001

10/27/2001

10/28/2001

Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

07:30 - 12:00
12:00 - 16:30

16:30 - 21:30

21:30 - 00:30

00:30 - 01:30
01:30 - 03:30
03:30 - 06:00
06:00 - 08:30

08:30 - 13:30

13:30 - 18:30

18:30 - 21:00

21:00 - 03:30

03:30 - 05:30

05:30 - 06:00

06:00 - 11:30

11:30 - 12:00

12:00 - 18:00

18:00 - 18:30
18:30 - 23:00

23:00 - 23:30
23:30 - 01:00
01:00 - 06:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING

NABORS
NABORS

450/ LOG 1
4.50| LOG 1
5.00{LOG 1
3.00| LOG 1
1.00| LOG 1
2.00{LOG 1
2.50{ LOG 2
2.50{ LOG 1
5.00| LOG 1
5.00| LOG 1
2.50{ LOG 1
6.50| LOG 2
2.00{ LOG 1
0.50/ LOG 1
5.50/LOG 1
0.50|{ LOG

1
6.00| TRP 15

0.50| REAM (1
4.50| CIRC 1

0.50| RIG 7
1.50| TRP 3
5.00| TRP 3

Spud Date: 7/11/2001
Start: 7/5/2001 End: 10/31/2001
Rig Release: Group:
Rig Number: 924

HOLE. BHT = 174 DEGREES F.

LOG RUN No. 3. MAKE UP AND RUN IN HOLE WITH
EMI-GR-TELEMETRY. TOOL LENGTH =38.5 FT. LOGGERS TD =
10,420 FT. LOG OUT OF HOLE. TOOL FAILED. POOH.

LOG RUN No. 4. CHANGE OUT EMI TOOL. TOOL LENGTH = 38.5
FT. WORK THROUGH WASHOUT AT 9,940 FT. LOGGERS TD =
10,420 FT. LOG OUT OF HOLE. RESISTIVITY PORTION OF TOOL
NOT WORKING. MAKE REPEAT RUNS ATTEMPTING TO
CORRECT PROBLEM. CORRECT TRUCK PANEL PROBLEM. RUN
TO BOTTOM. TOOL STOPPED WORKING TOTALLY. PULL OUT
OF TOOL. LOGGED APPROXIMATELY 200 FT.

LOG RUN No. 5. MAKE UP AND TRY VARIOUS COMBINATIONS OF
TWO EMI TOOLS. WOULD CHECK OUT ON SURFACE, BUT
FAILED IN HOLE.

RIG DOWN HALLIBURTON LOGGING TRUCK OUT OF VERNAL.
RIG UP HALLIBURTON LOGGING TRUCK OUT OF CASPER.

LOG RUN No. 6. MAKE UP AND RUN WAVE SONIC-GR-CROSS
DIPOLE LOG. TOOL LENGTH =54.0 FT. LOGGERS 7D = 10,419
FT. CURRENTLY LOGGING OUT OF HOLE AT 9,700 FT.

LOG RUN No. 6. LOG OUT OF HOLE WITH WAVE SONIC DELTA-T
LOG.

LOG RUN No. 7. SIDEWALL CORE RUN No. 1. "COALS". CUR 18
CORES. RECOVERED 6 CORES FROM 10,211 TO 10,095 FT.
CORE CATCHER WENT INTO RECOVERY TUBE WITH 1ST CORE
CUT.

LOG RUN No. 8. SIDEWALL CORE RUN No. 2. "SANDS". CUT 21
CORES FROM 10,243 TO 10,051 FT. CORE BIT STUCK ON CORE
No. 21. WORK LOOSE. PULL OUT OF HOLE. RECOVERED 21 OF
21 CORES.

LOG RUN No. 9. EMI GR-TELEMETRY. CHECKED OUT TOOL No.1
FROM VERNAL. TOOL FAILED ONCE !N OPEN HOLE. PULL OUT
OF HOLE.

LOG RUN No. 10. ACOUSTIC CEMENT BOND LOG. CEMENT
INDICATED FROM BOTTOM OF 7-5/8" SHOE TO 7,650 FT.
CEMENT INDICATED FROM 5,450 TO 3,750 FT.

LOG RUN No. 11. WHILE WAITING ON EMI TOOL FROM
BAKERSFIELD, CA. RUN CHECKED OUT TOOL No.2 FROM
VERNAL. TOOL FAILED ONCE IN OPEN HOLE.

LOG RUN No. 12. EMI GR-TELEMTRY TOOL FROM BAKERSFIELD,
CA. TOOL WORKING, OKAY.

LOG RUN No. 12. EMI GR-TELEMTRY TOOL FROM BAKERSFIELD,
CA. TOOL LENGTH =32.70 FT. LOGGER'S DEPTH = 10,420 FT.
LOG OUT OF HOLE, OKAY.

RIG DOWN HALLIBURTON LOGGING.

RUN IN HOLE. FILL AND BREAK CIRCULATION EVERY 30
STANDS. NO PROBLEMS.

WASH 60 FT TO BOTTOM. 3 FEET FILL.

CIRCULATE AND CONDITION TO LAY DOWN DRILL STRING. 4-6
FT FLARE THROUGH GAS BUSTER ON BOTTOMS UP.

HELD PRE-JOB AND SAFETY MEETING.

RIG UP LAY DOWN MACHINE.

LAY DOWN 3-1/2" DRILL PIPE. NO EXTRA DRAG IN OPEN HOLE.
CURRENTLY AT 2,000 FT. HOLE TAKING CORECT AMOUNT OF

Printed: 10/31/2001 8:53:33 AM




tems usa corp

35 or?

www. pason. com
18080 Table Mountain Parkway Ste 500 * Golden * CO * 80403
720-880-2000 * FAX: 720-880- o016

Monday, November 05, 2001

IHVISION OF

Utah Division Of Oil, Gas, & Mining

1594 West N. Temple OlL. GAS AND MINING
Suite 1210
Salt Lake City, UT 84114-5801
RE: WILLIAMS PRODUCTION RMT
JENSEN 7-15 DEEP by jevag

SEC. 15, T12S, R10E
CARBON COUNTY, UT

To Whom It May Concern:

L,/ [ {/(, L(,

We appreciate the opportumty to be of servnce to you and look forward to working with you again in the
near future.

Enclosed is the final computer ?)Iored Iog for the above referenced well.

if you have any questions regarding the enclosed data, please contact us.

Sincerely,

ol

Geological Manager
BN/alb
Encl: 1 Final Computer Colored Log.

Cc: Kurt Reinecke, Williams Production RMT Corp., Denver, CO.



Toll Free (888) 328-8005

New Orleans * Crowley

Phone: (504) 328-8006

UA L T Y Fax: (504) 328-8007
www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

November 7, 2001

CAROL DANIELS:

Attached is the weekly summary report for the Jensen
7=15 Deep well covering November 1 through November 5.
We are currently waiting on completion. A completion
procedure shall be filed within the next 10 days or so.

%/ A !')"— BTN v((‘f
JENSEN 7-15 DEEP
SW/4 NE/4 Section 15-T12S-R10E
Carbon County, Utah
APT. 43-007-30786

Debbie Stanberry
Williams Production RMT Company
(303) 606~4261

Wellhead Preheating « Nitrogen Hydrostatic Testing - Welihead Welders
Explosion Proof Pressure Washers - Diesel Pressure Washers
Evaporator Cooling Fans - Carousel Barrel Racks + Pressurized Chemical Sprayer



Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:
10/28/2001  |01:00 - 06:00
10/29/2001 | 06:00 - 06:30
06:30 - 07:30
07:30 - 10:30
10:30 - 12:30
12:30 - 14:00
14.00 - 00:00
00:00 - 01:00
01:00 - 03:00
03:00 - 05:00
05:00 - 06:00
10/30/2001  |06:00 - 11:30
11:30 - 18:00
18:00 - 00:00
00:00 - 06:00
10/31/2001  |06:00 - 18:00
11/1/2001 06:00 - 18:00
11/2/2001 06:00 - 18:00
11/3/2001 06:00 - 18:00
11/4/2001 06:00 - 18:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING
NABORS
NABORS

Spud Date: 7/11/2001
Start: 7/5/2001 End: 11/5/2001
Rig Release: 10/29/2001  Group:
Rig Number 924

Descnpnon of Opera:: : ns

5.00
0.50
1.00

3.00
2.00

1.50
10.00

1.00

2.00

2.00

1.00
5.50

6.50
6.00
6.00
12.00
12.00
12.00

12.00

12.00

TRP
TRP
TRP

TRP
TRP

CSG
CSG

REAM

CIRC

CMT

CMT
BOP

WHD
LOC
LOC
LOC
LOC
LOC

LOC

LOC

FILL. NOTE: ADDED 1 HOUR TO TOUR SHEET FOR DAYLIGHT
SAVINGS CHANGE.

LAY DOWN 3-1/2" DRILL PIPE.

BREAK KELLY. PULL ROTATING HEAD.

LAY DOWN BHA.

ATTEMPT TO PULL WEAR BUSHING WITHOUT SUCCESS.
WOULD PULL PART OF WAY AND THEN SLIP OF RETRIEVING
TOOL.

RIG UP CASING CREW. HELD PRE-JOB AND SAFETY MEETING.
CONVERT DIFFERENTIAL FILL FLOAT EQUIPMENT TO
CONVENTIONAL. HOWCO WELD FLOAT SHOE, CASING COLLAR,
CASING COLLAR AND FLOAT COLLAR TOP AND BOTTOM.
CIRCULATE THROUGH SHOE JOINTS. FILL PIPE EVERY 10
JOINTS. BREAK CIRCULATION EVERY 50 JOINTS. RUN 44 JTS
4-1/2" 11.6 LB/FT NS-110 LT&C CASING AND 194 JTS 4-1/2" 11.6
LB/FT N-80 LT&C CASING.

RIG UP HALLIBURTON CEMENT HEAD. WASH TO BOTTOM AT
14,027 FT.

CIRCULATE AND CONDITION HOLE FOR CEMENTING. HAD 3 FT
FLARE THROUGH GAS BUSTER AT BOTTOMS UP. RIG DOWN
CASING CREW AND LAY DOWN MACHINE. RIG UP HALLIBURTON
CEMENTERS. HELD PRE-JOB AND SAFETY MEETING.

TEST CEMENT LINE TO 3,500 SPIG. PUMP 10 BBLS WATER + 40
BBLS SUPER FLUSH + 5 BBLS WATER. MiX AND PUMP 500 SKS
PREMIUM CEMENT + ADDITIVES AT 14.3 PPG. FULL RETURNS
THROUGHOUT. RECRIPROCATED CASING THOUGHOUT JOB.
DISPLACED WITH 159.3 BBLS 2% KCL WATER. FINAL RATE =1
BPM AT 1,400 PSIG. BUMPED PLUG AT 2,000 PSIG. FLOATS
HELD. CEMENT IN PLACE AT 04:40 HRS.

RIG DOWN HALLIBURTON CEMENTERS. PREPARE TO SET
CASING SLIPS.

CLEAN CELLAR. NIPPLE DOWN AND LIFT BOP STACK. SET
4-1/2" CASING SLIPS AS CEMENTED WITH 105,000 LBS.,

MAKE ROUGH CUT. NIPPLE DOWN BOP STACK. INSTALL
TUBING SPOOL. TEST TO 4,400 PSIG FOR 15 MINUTES, OKAY.
LOAD OUT RENTAL EQUIPMENT.

CLEAN MUD TANKS. LAY DOWN RENTAL KELLY. LOAD OUT
RENTAL DRILL PIPE. NOTE: RIG RELEASED 12 MIDNIGHT
MONDAY 29 OCTOBER 2001.

PREPARE RIG FOR RIG DOWN TRUCKS. ESTIMATE TRUCKS AND
CRANE ON LOCATION WEDNESDAY AFTERNOON 31 OCTOBER
2001.

PREPARE RIG FOR TRUCKS TO RIG DOWN AND MOVE RIG OFF
LOCATION. LOAD QUT RENTAL EQUIPMENT. ESTIMATE TRUCKS
ON LOCATION MID AFTERNOON WEDNESDAY 31 OCTOBER 2001.
PREPARE RIG FOR TRUCKS TO RIG DOWN AND MOVE RIG OFF
LOCATION. LOAD OUT RENTAL EQUIPMENT. TRUCKS ON
LOCATION AT 03:00 PM. START RIGGING DOWN.

RIG DOWN NABORS 924. MOVE OFF LOCATION.

RIG DOWN NABORS 924. MOVE OFF LOCATION.
APPROXIMATELY 70% MOVED OFF.

RIG DOWN NABORS 924, MOVE OFF LOCATION.
APPROXIMATELY 90% MOVED OFF. CLEAN LOCATION.

Printed: 11/7/2001 11:26:51 AM




Rig Name:

Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:

| From- To

Hours

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
DRILLING
NABORS
NABORS

Operatlons Summa Report .

Phase

Start: 7/5/2001
Rig Release: 10/29/2001
Rig Number: 924

scription of Operations

Spud Date: 7/11/2001
End: 11/5/2001
Group:

11/5/2001

08:00 - 16:00

8.00

LOC

FOR COMPLETION RIG.

RIG COMPLETELY OFF LOCATION. CLEAN LOCATION. PREPARE

Printed: 11/7/2001 11:26:51 AM




Foim 9 STATE OF UTAH SRR
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number

7. Indian Allottee or Tribe Name

FEE
8. Unit or Communitization Agreement

Type of Well

9. Well Name and Number
Qil Gas .
Well Well [ other (specify) JENSEN 7-15 DEEP
2. Name of Operator 10. APl Well Number
WILLIAMS PRODUCTION RMT COMPANY 43-007-30786
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat
1515 ARAPAHOE ST, TOWER 3, STE 1000 DENVER, CO 8020 303 606-4261 Wildcat
5. Location of Well
Footage : 1575' FNL X 1800' FEL County : CARBON
QQ, Sec, T.,R, M. : SW/4 NE/4 SECTION 15-T12S-R10E S.L.B.& State : UTAH 1

2. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Duplicate) (Submit Original Form Only)

[:I Abandonment [:l New Construction D Abandonment * l_—_l New Construction
|:| Casing Repair D Pull or Alter Casing D Casing Repair I__—I Pull or Alter Casing
|—_—| Change of Plans l:l Recompletion D Change of Plans D Shoot or Acidize
D Conversion to Injection I:I Shoot or Acidize L—_I Conversion to Injection l:l Vent or Flare
D Fracture Treat :l Vent or Flare I:] Fracture Treat Ij Water Shut-Off
[] Mutiple Completion [] water shutoff [X] other completion procedure
I_—:_| Other

Date of Work Completion

Approximate Date Work Will Start

Report results of Muitiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.

* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If wellis directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

THE ATTACHED PROPOSED COMPLETION PROCEDURE IS BEING PROVIDED FOR YOUR FILES. ,
WE ANTICIPATE COMPLETION WORK TO BEGIN FRIDAY, NOVEMBER 16, 2001. H E C E IVE D

NOV 13 2001

~ DIVISION OF
Oii., GAS AND MINING

14. | hereby certify that the f6regoing is tr .
Name & Signature / @4 W Title Project Permits Analyst  Date 11/14/01
= = z '

(State Use Only) j (//

(8/90) See Instructions on Reverse Side



Williams Production
1515 Arapahoe St., T3, Suite 1000
Denver, Colorado 80202

Jensen #7-15

S15 - T12S - R10E
Carbon County, UT

Acid Breakdown
Recommendation

Prepared for: Eddy Courtright [

11/12/2001

Prepared by:
Monte Madsen
Halliburton Energy Services

410 17th Street
Suite 900
Denver, Colorado 80202
(303) 606-4069

GHALLIBURTON

The Future Is Working Together.




GHALLIBURTON

Well Information

Acid Ball-out Matrix Rate

Formation Ferron

Perforations 10,052 ft
10,066 ft
10,090 ft
10,127 ft
10,160 ft
10,225 ft
10,238 ft

Perf. Density o 3 jspf

Perforation Phasing 120

Perf. dia 32in

Casing Size 4172 in

Casing Weight 11.6 1b/ft



ﬁHALLIBURTON

Job Recommendation

Acid Ball-out Matrix Rate

7 1/2% HCL ACID DETAILS: (1,000 gal)

Base Fluid 7.5% Hydrochloric Acid
Iron Control 10.00 gal/M Fe-1A
Corrosion Inhibitor 2.00 gal/M HAI-81M
Surfactant 1.00 gal/M LOSURF-300

hJob Procedure

PROCEDURE -

Rig up Halliburton.

Breakdown Ferron w/ 1000 gallons of 7 1/2% HCl acid and 32 - 1.1 SP.GR 7/8" ball sealers.
Pump flush to displace remaining acid, shut down and obtain ISIP.

Rig down Halliburton.

B

Pump breakdown at maximum rate attainable staying under operators maximum pressure.



GHALLIBURTON

The Future Is Working Together.

Williams Production
1515 Arapahoe St., T3, Suite 1000
Denver, CO 80202

Jensen 7-15

Ferron

“© 7 S815-T12S-R10E
Carbon County, UT

SlickWater Frac Recommendation
and Cost Estimate

11/13/01

Version 1

Jensen 7-15 November 13,2001



b Ypa
Pad [Stage - [Pad - Treatment Misc Fiush
20/40 Ottaws. oG Pra Pad 2 1 10000 ] Q
16/30 Tempered LC| l}_lxbor G15|8.78 Linear Gel 6 2| 7500 0 0
16730 AcFrac. L Rybor G3.0{7.56:: = Spacer 8 3 10000 Q o
" Hybor G1.56.25 Slick Water 6 4] 20000 0 0
Delts 200 m"[.” 8 5 20000 0 0
Deltx 200 25¥(6.25 Hybor G4.0 [} 8 10000 ] 0
1 Fluskii < = - £ Delts 100 2041508 Hybor G3.5 8 7 7500 0 ]
2 T12%BCE i Delta: 140 25#/6.25 Hybor G3.0 20 8 a o Q 6500
3 153% HQ 3 ‘ : Delts. 140 20W;5.08 Hybor G2.5 1 8 0 Q [ Q
&CISTP Fai i - Detta 200 30# 1 10 2 Q 0
$° Force Closure i i I ' Waterfrac Wateifrac 124{3.00 Detta 200 25# 1 11 0 0 ]
6. Rev. Step Rate:L o5 Slick Water} Defta 200 20# 1 12! [} g [}
T 5/16/15 min Delta 140 254 1 13 [ 0 o
3 : g Delta 140 20# 1 14 Q Q a
9 1 15 [ 0 )
10 Waterfrac 12% 1 186! [ Q Q
Slick Water 1 17| ] 0 o
Flush 1 18| 0 0 0
7 1/2% HCI 1 18] Q 0 ]
15% HCI 1 20 [ [ 0 9
ISP {Total 85000 0 [ €500
Force Closura
Rev. Step Rate

5/10/15 min



Company:
Well Name:
Formation:
Date:
API Number:
Location:
Perf
Diam
Casing
Mid Perf

Total # of Perfs
Frac Fluid Type

Total Propant
Total Fluid
Base Fluid

BHT Grad
Static BHT

Frac Grad
BHTP
Pore Press Grad

Pore Pressure

Min Frac Rate
Max Frac Rate

Tubular Friction

Williams Production
Jensen 7-15

Ferron

11/13/01
0
S15-T12S-R10E

0.34
4 1/2

10145
0
Slick Water

86,250
91,500
PRI 2

1.45
207° F

0.75
7,609
0.53
5377

42
0

1055

(a.k.a Est. Pipe Friction)

Perf Friction

Wellhead
Treating Press

Hydraulic
Horsepower

#DIV/0!

5085

2623

inches

ft

1b

gal

psi/ft
psi/ft

psi/ft
psi/ft

bpm
bpm

psi

psi

psi

HHP

# of Perfs
10052 9] 3
10066 0 3
10030 0] 3
10127 0 3
101600 0 3
10225 [9) 3
1UL38 U 3
0 0] 6]
U 6] 0
[6) [6) [¢)
2,179 Dbarrels
Density 8.43 1b/gal
Gross 0 ft
Net 0 | ft

HALLIBURTON

The Future Is Working Together.




Company: Williams Production Slick Water

Lease: Jensen 7-15 207°F GHALUBURTON
Formation:  Ferron , S15-T12S-R10E
i Yolume: | Camulative Prop Proppant Slurry Rate Stage Total -FR-26 Losurf-300 ]
Stage| Fluid Schedule |- - ‘Volume Pr‘oppant Type Conc Total Yolume , Time. Time ; . ‘ . Stage
gL n i :(gals) (gals) L L (ppg) (ibs) (bbls) (bpm) | Mh:min:sec) | (h:min:sec) (zpt) o (gpt) (gpt) (gpt)
1. |Pad 10,000 +:10,000 G 238 42 . 0:05:40 1 0:50:30 0.50 1.00 L]
2 |Slick Water 7,500 717,500 20/40 Ottawa 0.5 . 3,750 183 42 10:04321 0.50 1.00 2
3 Istick water 10,000 | = 27,500.. [20/40 Ottawa 075 | 7500 | 246 | 44 0:05:36 0.50 1.00 3
4" |Slick Water 20,000 47,500 |20/40 Ottawa 1 T 20000 | 498 | 46 | o0:10:49 | 0.50 1.00 4
5 [Slick Water 20,000 | 67,500, :|20/40 Ottawa 125 ‘25000 | s03 46 0.50 1.00 ﬁ
6 |Slick Water 10,000 77,500 - |20/40 Ottawa 15 | 15000 1254 46 0.50 1.00 6
7 |Stick Water 7,500 85,000 |20/40 Ottawa 2 15000 | 195 | 46 0.50 1.00 7
8. {Flush 6,500 91,500 o 155 46 0.50 8
\
Totals | 91,500 | 86250 | 2271 | | 0:50:30 | 7 %8 ] %540 ]
| Propant Ordered: 86,250 ) Callsheet Totals for Materials on Location - 25% Exce
Percent Pad: 10.93% ~ Cep Size. | Csg Weight Pipe Friction e Losur{-300 .
Pad+SLF: 85,000 ‘ BE-6(lbs): 15 a1 6 055 i
Pad + SLF + Flush: 91,500 106 o
Reservoir Pressure: 5,377 psi Press Gradient:  0.53 psi/ft o : - Maximum Chemical Additive Rates - 46 bpm
BHTP: 7,609 psi Temp Gradient: 145  ° F/100 ft | FR26 | Lesurf-300
Frac Gradient: 0.75 psi/fit Treating Press: 5095 psi 0 gpm 097 om | 1;93 gpm 0 gpm
Density:  8.43 Ib/gal . ; - i
Mid Perf: 10145 feet Gross Feet Points of Interest
Number of Perfs: 21 >
Perf Diameter:  0.34 inches Net Feet 0}
Perf Friction: 877 psi @ooo
Perf Zone #1 10052 3 holes 2 % KCL
PerfZone#2 10066 3 holes &
Perf Zone #3 10090 3 holes V&°
Perf Zone #4 10127 3 holes .| |
Perf Zone #5 10160 3 holes o
PerfZone #6 10225 3 holes &
PerfZone#7 10238 3 holes & ~
Q)% Treatment Data ‘
Py psi
1s1P psi
1SDP psi
P Max psi
Weight Slips P Min psi
P Avg psi
QAvg bpm
% sand pumped|




Company: Williams Production

Well: Jensen 7-15
Date: 11/13/01
' HALLIBURTON
Formation: Ferron
Ticket #: 0
Description nits Flowmeter Strap LGC %
Water GALS. 91,500 0.0 100.00
. Straps
Description Units Designed Actual  Beginning End Used Design % Actual %
Gelling Agent 0.0
Crosslinker | GALS FR-26 Y 0.0
Buffer GALS Losurf-300 0.0
Surfactant 0.0
Activator 0.0
0.0
0.0
0.0
Breaker 0.0
Breaker ! 0.0
Breaker 0.0
Breaker 0.0
Proppant LBS. | 20/40 Ottawa
Biocide LBS. BE-6
0




JENSEN 7-15 DEEP November 12, 2001
FERRON COMPLETION PROGRAM

Well Data:

Location: 1575’ FNL x 1800’ FEL (SW/4 NE/4)
Sec. 15, T12S-R10EW
Carbon County, Utah
API No: 43-007-30786
BRC Well No:
Depth: TD 10,427’; PBTD 10,332.75° (Float Collar)
Elevation: KB 7,584.6°; GL 7,567.2
CSG: 14” Conductor @ 10’
10 3/4” 40.5# J-55 STC set @ 517’ kB cmt’d w/ 520 sx Prem.
7-5/8” 26.4# N80/S95 LTC set @ 8,023’ cmt’d w/ 1200 sx 50/50 Poz +
50 sx Class G (2 Stage job with DV @ 4,915’ & ECP @ 4,918°)
4” 11.6# N80/NS110 LTC set @ 10,425’
TBG: 2 3/8” 4.7# N-80 8rd
w/ 2 3/8” SN 1 jt off btm. EOT @ X, XXX’
Fm Tops: Castlegate @ 3,166’, Blackhawk @ 3,540°, Starpoint @ 4,190,
Spring Canyon @ 4,516’, Ferron @ 9,996’, Tununk @ 10,301’
Top of good cmt. bond: ????’ (No CBL)

Correlate Depths to the Halliburton Neutron/Density/GR/CAL log, dated 10/25/01.

Fhkdkhdhhhvhbkhbrdhhbhbbhdx

PROGRAM:

D NU and test SM BOPE. RU wireline. RIH with CBL/GR and log from PBTD to TOC
(planned +/- 7000”). Be sure to add CBL data to Dims Cementing report #4 (10/31/01)
under the Tests tab. RU Halliburton to pressure test 4.5” 11.6# N80/NS110 casing to
3000 psi for 30 minutes. Note the pressure test on Dims Cementing report #4 (10/31/01)
on the Tests tab. Also note WL PBTD reached on General tab of Daily Completion

report.

TIH with casing perforating gun. Perf the Ferron sand Interval #1 @ 3 jspf,

120 deg phasing w/ 3- 1/8” gun, 0.33” dia. holes as follows:
10,052°; 10,066’; 10,090’; 10,127°; 10,160°; 10,225’; 10,238’ (total of 21 holes).

N RTT Hallihurtan & ninmn hrealldaum ner Hallihiirtan dacion (et IRTP and 18 20 min QT



www. pason.com
16080 Table Mountain Parkway Ste 500 * Golden < CO - 80403
720-880-2000 « FAX: 720-880-0016

pas ory

systerms usa corp

Monday, November 12, 2001

Utah Division Of Oil, Gas, & Mining
1594 West N. Temple

Suite 1210

Salt Lake City, UT 84114-5801

RE: WILLIAMS PRODUCTION RMT
JENSEN 7-15 DEEP & o (0 ey~
SEC. 15, T12S, R10E
CARBON COUNTY, UT

To Whom It May Concern:

Enclosed is the geology report for the above referenced well.

We appreciate the opportunity to be of service to you and look forward to working with you again in the
near future.

If you have any questions regarding the enclosed data, please contact us.

Sincerely,

Bill Nagel

Geological Manager

BN/alb

Encl: 1 Geology Report.

Cc: Kurt Reinecke, Williams Production RMT Corp., Denver, CO.

N 1 2001

DIVISION OF
Ol GAS AND MINING



Toll Free (888) 328-8005

New Orleans * Crowley

Phone: (504) 328-8006

u A L T Y Fax: (504) 328-8007
www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

November 28, 2001

CAROL DANIELS:

Attached is the weekly summary report for COMPLETION
operations for the Jensen 7-15 Deep well covering
November 21-27, 2001.

JENSEN 7-15 DEEP
SW/4 NE/4 Section 15-T12S-R10E

Carbon County, Utah i
API 43-007-30786 of ZCET B

Debbie Stanberry
Williams Production RMT Company
(303) 606-4261

RECEIVED
I 02 2001

DIVISION OF
OIL, GAS AND MINING

Wellhead Preheating « Nltnogen Hydrostanc Testmg Wellhead Welders
Explosion Proof Pressure Washers  Diesel Pi
Evaporator Cooling Fans « Carousel Barrel Racks « Pressunzed Chemical Sprayer




Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

11/14/2001

11/16/2001

11/17/2001

11/19/2001

11/20/2001

11/21/2001

11/23/2001

07:00 - 13:00

07:00 - 17:00

07:00 - 13:00

07:00 - 17:00

08:30 - 20:30

07:00 - 13:30

07:00 - 17:00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
COMPLETION

GENERAL WELL SERVICE
GENERAL WWELL SERV.

10.00

6.00

10.00

12.00

6.50

10.00

by 3-cc 23095k

Spud Date: 7/11/2001
Start: 11/14/2001  End: 11/27/12001
Rig Release: Group:

Rig Number: 2

RIG CREW TRAVELED TO LOC. REMOVED WELLHEAD FLG. CAP.
INSTALLED 10K X5K FLG. & BOP. TRAVEL BACK TO BRUNDAGE
FIELD. RU COMPUTALOG RIH W 3.65" GAUGE RING TO CHK.
DEPTH. TAGGED @ 10176'. POOH & LD GAUGE RING. PU & RIH wi/
CBL TOOL. LOG FROM 10,294’ TO 6920". POOH & RD
COMPUTALOG.

RU HALLCO TO PRESS. TEST CSG. TO 3000 PSI. HELD PRESS.
FOR 30 MINS. GOOD TEST. RD HALLCO. RU COMPUTALOG. PU &
RIH W/ 3 3/8" BLANK GUN TO CHK. DEPTH BEFORE PERF.
TAGGED @ 10,285'. POOH & LD GUN. PU & RIHW/ 3 1/8" GUN.
PERF FERRON SANDS 10,050', 10,066', 10,090', 10,127', 10,160,
10,225', & 10,238', W/ 3 JSPF, 19 GM CHARGES, 1200 PHASING, &
0.33" DIA. HOLES. POOH & RD COMPUTALOG. RU HALLCO & BRK.
DN. FERFS AS FOLLOWS: BROKE @ 3100 PS1, MAX.PRESS -
4703PSI, AVG. PRESS. 1738 PS!, MAX. RATE- 8.3 BPM, AVG.
RATE-8.2 BPM, TOTAL FLUID- 183 BBS. ( 24 BBLS. 7 1/2% HCL &
159 BBLS 2 % KCL WTR. FLUSH.) ISIP- 1400 PSI. 15 MIN- 1084 P8,
& 30 MIN- 1043 PSI. RD HALLCO. INSTALL CHOKE & PRESS.
GAUGE. OPEN WELLTO PIT W/ 1020 PSI ON 10/64" CHOKE (
APPROX. 3/4 BPM RATE. ) FLOW FOR 20 MINS. PRESS. @ 15 PSI &
APPROX. 1/4 BPM RATE. LEFT WELL ON 10/64" CHOKE & FLOW
FOR A TOTAL OF 2 1/ 4 HRS. WELL DIED. RECOV. APPROX. 3
BBLS. WTR. NO SIGN OF GAS. SWI TO SEE IF PRESS BUILDS
OVERNIGHT.

TRAVEL TO LOCATION TO CHK. WELLHEAD PRESS. NO PRESS.
RECOV. APPROX. 32 BBLS. WTR. (17% OF LOAD ) ORDER OUT
RIG & TBG. TO BE ON LOC. ON MONDAY 11/19/2001. TRAVELTO
ROOSEVELT AREA.

ROAD RIG & EQUIP. FROM ROOSEVELT TO JENSEN 7-15. MIRU
RIG & EQUIP. UNLOAD 325 JTS 2 3/8" N-80 TBG. TALLY, PU &RIH
W/ 92 JTS. TBG. REMOVE THREAD PROTECTORS FROM NEXT 118
JTS. TBG. SWI & SDFN.

SPENT 1 1/2HRS GETTING RIG STARTED. N.C. RIH W/ 78 JTS.
TBG. POOH W/ 94 STDS. TBG. RU HALLCO & STINGER TO FRAC 7'
OF FERRON SANDS W/ SLICK WTR. FRAC AS FOLLOWS: MAX.
PRESS.-5140 PSJ, AVG. PRESS.-4500 PS], MAX. RATE-47.6 BPM,
AVG. RATE-43 BPM, TOTAL SAND-877 SX'S, TOTAL FLUID-2110
BBLS., 8 STAGES, 238 BBLS.-PAD, 0.5 PPG SAND TO 2 PPG SAND,
& 155 BBL. FLUSH. ISIP-2050 PSI. RD HALLCO & STINGER.
INSTALL CHOKE & GAUGE ON CSG. OPEN WELL TO PIT W/ 1625
PS! ON 10/64" CHOKE @ APPROX. 1 BPM RATE. WELL FLOWED
FOR 6 HRS & DIED. RECOV. APPROX. 290 BBLS. WTR. CLOSE
CSG. VALVE TO SEE IF PRESS. BUILDS OVERNIGHT.

SIP-80 PSI. OPEN WELL TO PIT, FLOW BACK APPROX. 10 BBLS.
RIH W/ 94 STDS FROM DERRICK & PU 129 JTS. TAG SAND @
10045'. RU PUMP & LINES TO CIRC SAND OUT TO PBTD. WAIT ON
STRIPPER HEAD. SWI & SD UNTIL FRI. 11/23/2001.

RU CIRC EQUIP. NU STRIPPER HEAD. CIRC SAND OUT DN. TO
PBTD @ 10306". CIRC HOLE CLEAN. POOH & LD 28' OF TBG.
SUBS & 3 JTS. TBG. SET S.N. @ 10151’ (MID. PERFS ) EOT @
10181'. RU SWAB EQUIP. IFL @ SURFACE. MADE 8 RUNS & WELL
STARTED FLOWING. FFL AFTER 8th RUN 800, RECOV. 60 BBLS.
WTR. FLOWED WELL FOR 2 HRS. & DECISION WAS MADE TO SWI

Printed: 11/28/2001 7:13:08 AM




Legal Well Name:
Common Well Name:
Event Name:
Contractor Name:
Rig Name:

1 1/2“/001 “ 7”:00 - 17:00 10. i
11/24/2001 |07:00 - 16:00 9.00
11/25/2001 |07:00 - 17:30 10.50
11/26/2001  |07:00 - 17:00 10.00
11/27/2001  |07:00 - 17:00 10.00

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
COMPLETION

GENERAL WELL SERVICE
GENERAL WWELL SERV.

Spud Date: 7/11/2001
Start: 11/14/2001  End: 11/27/2001
Rig Release: Group:
Rig Number: 2

FOR NIGHT & REMOVE BOP & INSTALL 5K WELLHEAD
TOMORROW. SWI & SDFN.

SITP-1100 PSI, SICP-1900 PSI. OPEN TBG. & PRESS. BLED OFF
IMMEDIATELY. WELL HEAD FROZE UP. BLED PRESS. OFF CSG.
ND STRIPPER HEAD. PU & FLG. HYDRIL TO TOP OF BOP.
POURED 5 GALS. ALCHOL THRU HYDRIL & BOP TO THAW
HANGER BOWL. LOWER TBG. & HANGER W/ BACK PRESS. VALVE
IN PLACE IN 10K FLG. TIGHTEN HANGER SCREWS. ND HYDRIL &
BOP, NU 5K WELLHEAD. RU HOT OILER & THAW OUT CSG.
VALVES. RU SWAB. MADE 2 RUNS & WELL STARTED FLOWING.
150 PSI ON TBG. W/ LINE TO PIT WIDE OPEN. 250 PSI ON CSG.
LEFT WELL FLOWING TO PIT TO CLEAN UP. WELL FLOWED FOR 5§
HRS. & DIED. WTR. CHOKED OFF GAS. CLOSE VALVE ON FLOW
LINE. & SDFN.

TROUBLE GETTING RIG STARTED. N.C. FOR FIRST 2 1/2 HRS.
SITP-700 PSI., SICP-950 PSI. BLED PRESS. OFF TBG. RU HOT
OILER & THAW OUT W.H. RU SWAB EQUIP. IFL @ 1000' MADE 6
RUNS & WELL STARTED FLOWING. FL ON 6th @ 2700". WELL
FLOWED 2 1/2 HRS. & DIED. RU SWAB & MADE 6 RUNS. IFL @
3200". COULD NOT GET WELL TO FLOW. FFL BETWEEN 5000 &
6000°. HARD TO TELL BECAUSE OF GAS. RETURNING GAS CUT
FLUID. 925 PSI ON CSG. SUSPECT MAY HAVE SAND FROM PERFS
HAS COVERED EOT @ 10,181' WILL TRY TO CIRC HOLE INAM TO
DETERMINE IF WE HAVE SAND. (5 SETS OF PERFS ABOVE EOT
& 2 SETS BELOW EOT. SDFN.

SITP-0, SICP-1400 PSI. RU HOT OILER & THAW OUT W.H. BLED
PRESS. OFF CSG. RU PUMP & LINES. PUMP 30 BBLS. 2% KCL DN.
TBG. CAUGHT PRESS. CIRC DN CSG W/ 100 BBLS. WTR. GOOD
RETURNS. VERY LITTLE SAND. RU SWAB. MADE 7 RUNS IFL @
900'. FFL @ 3800'. GETTING SAND ON SWAB CUPS LAST 4 RUNS.
RD SWAB EQUIP. ND W., NU BOP & HYDRIL. RU FLOOR & TBG.
EQUIP. PU ON TBG. & LD HANGER. RIH W/ 3 JTS. TBG. TO 10278/,
NO SAND. POOH & LD 3 JTS. TBG. RU SWAB. IFL @ 1800'. MADE 9
RUNS. FFL @ 3800'. RECOV. 96 BBLS. TOTAL FL. FOR DAY. VERY
HEAVY GAS CUT FL. LAST 4 RUNS. RD SWAB. SWi & SDFN.
SITP-500 PSI, SICP-500 PSI. RU HOT OILER & THAWED OUT W.H.
RU SWAB & RIH. IFL @ 1800'. MADE 8 RUNS & WELL STARTED
FLOWING. FLOWED FOR 2 1/2 HRS. & DIED. ( PRESS. 350 PSl)
MADE 7 MORE RUNS & WELL WOULD NOT FLOW. ( CSG. PRESS.
HAD BUILT TO 650 PSI, FL.LEV @ 1500' ) RD SWAB. BLED PRESS.
OFF CSG. POOH W/ 4JTS. TBG. EOT @ 10,056'. RU SWAB, MADE 2
MORE SWAB RUNS. ( PRESS. HAD BUILT TO 200 PSI ) SWI &
SDFN.

Printed: 11/28/2001 7:13:08 AM



Williams Production Page 2 of 3

Operations Summary Report

Legal Well Name:

Event Name:
Contractor Name:

Rig Name:

JENSEN 7-15 DEEP
Common Well Name: JENSEN 7-15 DEEP
COMPLETION
GENERAL WELL SERVICE
GENERAL WWELL SERV.

/ 2

Spud Date: 7/11/2001
Start: 11/14/2001 End: 12/4/2001
Rig Release: Group:
Rig Number: 2

Date

|
From - To | Hours

|

Code

Sub |
Code

Phase

Description-of Operations

11/23/2001

11/24/2001

11/25/2001

11/26/2001

11/27/2001

11/28/2001

07:00 - 17:00

07:00 - 16:00 '

07:00-17:30

107:00 - 17:00

'07:00 - 16:00

10.00

9.00

10.50

10.00-

10.00:

9.00

{ SWI FOR NIGHT & REMOVE BOP & INSTALL 5K WELLHEAD

I TOMORROW. SWI & SDFN.

'SITP-1100 PSI, SICP-1900 PSI. OPEN TBG. & PRESS. BLED OFF
|IMMEDIATELY. WELL HEAD FROZE UP. BLED PRESS. OFF CSG.
'ND STRIPPER HEAD. PU & FLG. HYDRIL TO TOP OF BOP.
'POURED 5 GALS. ALCHOL THRU HYDRIL & BOP TO THAW
'"HANGER BOWL. LOWER TBG. & HANGER W/ BACK PRESS.
VALVE IN PLACE IN 10K FLG. TIGHTEN HANGER SCREWS. ND
tHYDRIL & BOP, NU 5K WELLHEAD. RU HOT OILER & THAW QUT
CSG. VALVES. RU SWAB. MADE 2 RUNS & WELL STARTED
|FLOWING. 150 PSI ON TBG. W/ LINE TO PIT WIDE OPEN. 250 PSI
:ON CSG. LEFT WELL FLOWING TO PIT TO CLEAN UP. WELL
FLOWED FOR 5 HRS. & DIED. WTR. CHOKED OFF GAS. CLOSE
VALVE ON FLOW LINE. & SDFN.

TROUBLE GETTING RIG STARTED. N.C. FOR FIRST 2 1/2 HRS.
'SITP-700 PSI., SICP-950 PSI. BLED PRESS. OFF TBG. RU HOT
OILER & THAW OUT W.H. RU SWAB EQUIP. IFL @ 1000’ MADE 6
'RUNS & WELL STARTED FLOWING. FL ON 6th @ 2700'. WELL
FLOWED 2 1/2 HRS. & DIED. RU SWAB & MADE 6 RUNS. IFL @
13200". COULD NOT GET WELL TO FLOW. FFL BETWEEN 5000 &
16000". HARD TO TELL BECAUSE OF GAS. RETURNING GAS CUT
FLUID. 925 PSI ON CSG. SUSPECT MAY HAVE SAND FROM
{PERFS HAS COVERED EOT @ 10,181 WILL TRY TO CIRC HOLE
IN AM TO DETERMINE IF WE HAVE SAND. (5 SETS OF PERFS
ABOVE EOT & 2 SETS BELOW EOT. SDFN.

:SITP-0, SICP-1400 PSI. RU HOT OILER & THAW OUT W.H. BLED
PRESS. OFF CSG. RU PUMP & LINES. PUMP 30 BBLS. 2% KCL DN.
{TBG. CAUGHT PRESS. CIRC DN CSG W/ 100 BBLS. WTR. GOOD
RETURNS. VERY LITTLE SAND. RU SWAB. MADE 7 RUNS IFL @
1900". FFL @ 3800". GETTING SAND ON SWAB CUPS LAST 4 RUNS.
{RD SWAB EQUIP. ND W., NU BOP & HYDRIL. RU FLOOR & TBG.
EQUIP. PU ON TBG. & LD HANGER. RIH W/ 3 JTS. TBG. TO 10278,
INO SAND. POOH & LD 3 JTS. TBG. RU SWAB. IFL @ 1800'. MADE 9
{RUNS. FFL @ 3800'. RECOV. 96 BBLS. TOTAL FL. FOR DAY. VERY
"HEAVY GAS CUT FL. LAST 4 RUNS. RD SWAB. SW! & SDFN.

| SITP-500 PSI, SICP-500 PSI. RU HOT OILER & THAWED OUT W.H.
RU SWAB & RIH. IFL @ 1800". MADE 8 RUNS & WELL STARTED

. FLOWING. FLOWED FOR 2 1/2 HRS. & DIED. ( PRESS. 350 PSI )
;MADE 7 MORE RUNS & WELL WOULD NOT FLOW. ( CSG. PRESS.
HAD BUILT TO 650 PSi, FL.LEV @ 1500’ ) RD SWAB. BLED PRESS.
,OFF CSG. POOH W/ 4JTS. TBG. EOT @ 10,056'. RU SWAB, MADE 2
'MORE SWAB RUNS. ( PRESS. HAD BUILT TO 200 PSI ) SWI &
SDFN.

SITP-650 PSI, SICP-850 PSI. RU HOT OILER & THAW OUT W.H.
BLED PRESS. OFF TBG. RU SWAB & RIH. IFL @ 2300". MADE 6
RUNS & WELL FLOWED FOR 30 MINS. & DIED. MADE 15 MORE
RUNS BUT NEVER GOT WELLTO FLOW MORE THAN A FEW
MINS. AT A TIME. FLUID LEV. FLUXUATED FROM 1500’ TO 3300'.
LAST 6 RUNS FL. LEV. STAYED NEAR 1500' BUT WAS VERY
BOUNCY ALL THE WAY DN. HOLE. ( HEAVY GAS CUT FLUID ) EAT
RECOV. 95 BBLS. WTR. THIS DATE. TOTAL LOAD IS 2330 BBLS.
ESTIMATE WE RECOV. 1070 BBLS. TO DATE. APPROX. 46 % OF
LOAD. RD SWAB. RU PUMP & LINES & PUMP 40 BBLS. WTR. DN.

Printed: 12/5/2001 7:36:02 AM




Williams Production Page 3 0of 3

Operations Summary Report

Legal Well Name: JENSEN 7-15 DEEP // 300 Y- 3 Vs

Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: COMPLETION Start: 11/14/2001  End: 12/4/2001
Contractor Name: GENERAL WELL SERVICE Rig Release: Group:
Rig Name: GENERAL WWELL SERV. Rig Number: 2
R . |
Date | From-To | Hours | Code | CS(;’dbe Phase Description of Operations
1".1“”)28/2001 107:00-16:00 | 9.00 | TBG TO MAKE SURE TBG. IS CLEAR. SWI & SDFN.
11/29/2001  107:00 - 16:30 - 950 ‘ SITP-0, SICP 1250 PSI. RU HOT OILER & THAW OUT W.H. PUMP 15

i i BBLS. DN. TBG. & TBG. WENT ON VAC. BLED PRESS. OFF CSG.
| | ; RU TBG. EQUIP. POOH W/ 156 JTS. TBG., S.N., & N.C. LD- N.C. PU
i ! BAKER PKR. & RIH W/ PKR., 1JT. TBG. S.N., & 155 JTS. TBG. SET
! PKR. @ 9961' W/ 18,000# COMPRESSION. RU SWAB EQUIP. & RIH.
IFL @ 2400". MADE 2 RUNS & RECOV. 10 BBLS. WTR. FFL @ 3000".
!SWI & SDFN. INCREASED TOTAL LOAD BY 55 BBLS. ( BBLS. DN.
|TBG. YESTERDAY & 15 BBLS. DN. TBG. TODAY. LOAD RECOV.
| ; 11080 BBLS. 45% OF LOAD RECOV.
11/30/2001  '07:00 - 16:00 ! 9.00° ; 3 |SITP-0. RU HOT OILER & THAW OUT W.H. RU SWAB & RIH. IFL @
i '3000". MADE 9 RUNS & WELL STARTED FLOWING. FLOWED
|STEADY FOR 3 1/4 HRS. & STARTED FLOWING INTERMITTANTLY
{FOR NEXT 1 3/4 HRS. & DIED. SWI FOR 1 HR. PRESS. BUILT TO
1210 PSI. OPEN WELL & WELL FLOWED FOR 35 MINS. SWI @ 4PM
-FOR 2 HRS. OPEN WELL W/ 160 PS!.& WELL DIDN'T FLOW. SWi
|FOR 3 HRS. OPEN WELL W/ 245 PSI. BLED PRESS. OFF TBG. BUT
'WELL DIDN'T FLOW. SWI FOR WEEKEND.
| NOTE: RECOV. APPROX. 175 BBLS.
'WTR. SWABBING & FLOWING. HAVE RE- COVERED APPROX.
|52.5% OF TOTAL LOAD.
12/3/2001 107:00 - 16:30 | 9.50: : {SITP-100 PSI. RU HOT HOT OILER & THAW OUT W.H. RU SWAB &
'RIH. IFL @ 1800". MADE 10 RUNS & WELL STARTED FLOWING.
'FFL @ 1500". WELL FLOWED FOR 5 1/2 HRS. RECOV. APPROX.
205 BBLS. WTR. ( SWABBING & FLOWING ) TOTAL LOAD-2385
|BBLS, RECOV. 1457 BBLS., LEFT TO RECOV. - 928 BBLS.
‘ 'RECOVERED APPROX. 61% OF TOTAL LOAD. SWI & SDFN.
12/4/2001 07:00 - 16:00 - 9.00 : !SITP-575 PSI. RU HOT OILER & THAW OUT W.H. BLED PRESS.
| ‘ OFF TBG. RU SWAB & RIH. IFL @ 3000". MADE 9 RUNS & WELL
‘ |STARTED FLOWING. FLOW- ED FOR 4 1/2 HRS. 7 DIED. RIH W/
* ‘ ‘ : |SWAB FL. LEV. @ 2800'. MADE 5 RUNS & WELL WOULDN'T FLOW.
; 1 ’RECOV. APPROX. 170 BBLS. IN FIRST 6 HRS. SWAB- BING &
| FLOWING ) & APPROX. 20 BBLS. OF VERY HEAVY GAS CUT FLUID
|ON LAST 5 RUNS. FFL @ 3000’ BUT THIS IS PROBABLY
iERRONEOUS BECAUSE OF THE HEAVY GAS. PULLED LAST 2
'RUNS FROM 8000'. SWI & SDFN.

Printed: 12/5/2001 7:36:02 AM
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Phone: (504) 328-8006
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www.qualitypreheat.com
PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

December 12, 2001

CAROL DANTELS:

Attached is the weekly report for COMPLETION operations

for the Jensen 7-15 Deep well covering December 5-11,
2001.

JENSEN 7-15 DEEP

SW/4 NE/4 Section 15-T12S-R10E
Carbon County, Utah

APT 43-007-30786

Debbie Stanberry ate R
Williams Production RMT Company o
(303) 606-4261

Wellhead Preheating * Nitrogen Hydrostatic Testing + Wellhead Welders
Explosion Proof Pressure Washers » Diesel Pressure Washers
Evaporator Cooling Fans « Carousel Barrel Racks - Pressurized Chemical Sprayer



Williams Production Page 3 of 4

Operations Summary Report

Legal Well Name: ~ JENSEN 7-15 DEEP & 300 )= 3075

Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: COMPLETION Start: 11/14/2001 End: 12/11/2001
Contractor Name: GENERAL WELL SERVICE Rig Release: Group:
Rig Name: GENERAL WWELL SERV. Rig Number: 2

Date ‘ From - To | Hours .| Code (;S:dbe} Phase Description of Operations
11/28/2061 07:00-16:00 0 9.00! | | ITBG TO MAKE SURE TBG. IS CLEAR. SWI & SDFN.

11/29/2001 . 07:00 - 16:30 9.50 | ‘ SITP-0, SICP 1250 PSI. RU HOT OILER & THAW OUT W.H. PUMP 15
5 ‘ BBLS. DN. TBG. & TBG. WENT ON VAC. BLED PRESS. OFF CSG.

RU TBG. EQUIP. POOH W/ 156 JTS. TBG., S.N., & N.C. LD-N.C. PU

BAKER PKR. & RIH Wi PKR., 1JT. TBG. S.N., & 155 JTS. TBG. SET

PKR. @ 9961' W/ 18,000# COMPRESSION. RU SWAB EQUIP. & RIH.

IFL @ 2400'. MADE 2 RUNS & RECOV. 10 BBLS. WTR. FFL @ 3000".

SWI & SDFN. INCREASED TOTAL LOAD BY 55 BBLS. ( BBLS. DN.

TBG. YESTERDAY & 15 BBLS. DN. TBG. TODAY. LOAD RECOV.

‘ i ; ‘ {1080 BBLS. 45% OF LOAD RECOV.
11/30/2001 07:00 - 16:00 ‘ 9.00 : ‘ 'SITP-0. RU HOT OILER & THAW OUT W.H. RU SWAB & RIH. IFL @
‘ : :3000'. MADE 9 RUNS & WELL STARTED FLOWING. FLOWED
ISTEADY FOR 3 1/4 HRS. & STARTED FLOWING INTERMITTANTLY
‘'FOR NEXT 1 3/4 HRS. & DIED. SWI FOR 1 HR. PRESS. BUILT TO
.210 PSI. OPEN WELL & WELL FLOWED FOR 35 MINS. SWI @ 4PM
[FOR 2 HRS. OPEN WELL W/ 160 PSI.& WELL DIDN'T FLOW. SWI
'FOR 3 HRS. OPEN WELL W/ 245 PSI. BLED PRESS. OFF TBG. BUT
WELL DIDN'T FLOW. SWI FOR WEEKEND.
NOTE: RECOV. APPROX. 175 BBLS.
WTR. SWABBING & FLOWING. HAVE RE- COVERED APPROX.
: 52.5% OF TOTAL LOAD.
12/3/2001 .07:00 - 16:30 | 9.50 {SITP-100 PSI. RU HOT HOT OILER & THAW OUT W.H. RU SWAB &
‘ 'RIH. IFL @ 1800". MADE 10 RUNS & WELL STARTED FLOWING.
FFL @ 1500". WELL FLOWED FOR 5 1/2 HRS. RECOV. APPROX.
1205 BBLS. WTR. ( SWABBING & FLOWING ) TOTAL LOAD-2385
'BBLS, RECOV. 1457 BBLS., LEFT TO RECOV. - 928 BBLS.
: ‘ ‘ "RECOVERED APPROX. 61% OF TOTAL LOAD. SWI & SDFN.
12/4/2001 '07:00 - 16:00 9.001 j SITP-575 PSI. RU HOT OILER & THAW OUT W.H. BLED PRESS.
* OFF TBG. RU SWAB & RIH. IFL @ 3000". MADE 9 RUNS & WELL

| STARTED FLOWING. FLOW- ED FOR 4 1/2 HRS. 7 DIED. RIH W/

| SWAB FL. LEV. @ 2800". MADE 5 RUNS & WELL WOULDN'T FLOW.

i RECOV. APPROX. 170 BBLS. IN FIRST 6 HRS. SWAB- BING &

FLOWING ) & APPROX. 20 BBLS. OF VERY HEAVY GAS CUT FLUID

ON LAST 5 RUNS. FFL @ 3000' BUT THIS IS PROBABLY

ERRONEOQOUS BECAUSE OF THE HEAVY GAS. PULLED LAST 2

% : RUNS FROM 8000'. SWI & SDFN.
12/5/2001 :07:00 - 15:00 ! 8.00! | SITP-500 PSL. RU HOT OILER & THAW W.H. BLED PRESS. OFF
i TBG. RU SWAB & RIH. IFL @ 3200'. MADE 9 RUNS & WELL

'STARTED FLOWING. FLOWED FOR 2 1/2 HRS. ( RECOV. APPROX.

120 BBLS. WTR. ) RU LINES TO PUMP, PUMP 30 BBLS. WTR. DN.

TBG. TO KILL WELL. RD SWAB, REL. PKR @ 9961’ & POOH W/

. TBG. & PKR. SWI & SDFN. TOTAL LOAD- 2415 BBLS. RECOV. TO
‘ DATE APPROX. 1797 BBLS. 74% OF TOTAL LOAD.

12/6/2001 107:00 - 16:30 9.50 SIP-0. RU HOT OILER & THAW W.H. RU COMPUTALOG TO ADD
.THE FOLLOW ING PERFS TO THE FERRON SANDS. PU & RIHW 3
£1/8 " PERF GUN. IFL @ 2600". PERF 10,220'-245'. POOH & LD GUN.
:PU 2nd GUN & RIH. FL.LEV. @ 2500' PERF 10200'-219". POOH & LD
GUN. PU 3rd GUN & RIH. FL. LEV. @ 2380'. PERF 10,170-90’ &
i10,160™-66'. POOH & LD GUN. PU 4th GUN & RIH. FL. LEV. @ 2240'.
'PERF 10131'-150". POOH & LD GUN. PU 5th GUN & RIH. FL. LEV. @
12180" PERF 10,109'-130". POOH & LD GUN. PU 6th GUN & RIH.
'FL.LEV. @ 2000". PERF 10,087-97' & 10,047-57'. POOH & LD GUN.
'PU 7th gun & RIH. FL. LEV @ 1970". PERF 10,062-77'. POOH, FL.

Printed: 12/12/2001 7:13:40 AM



Williams Production

Page 4 of 4

Operations Summary Report

Legal Well Name:
Common Well Name:

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP

I

|

!

Spud Date: 7/11/2001

Start: 11/14/2001  End: 12/11/2001
Rig Release: Group:
Rig Number: 2

Description of Operations

9.50

Event Name: COMPLETION
Contractor Name: GENERAL WELL SERVICE
Rig Name: GENERAL WWELL SERV.

1 | Sub

Date f Iirom -To t Hours | Code Code Phase

12/6/2001  07:00 - 16:30 9.50 ‘
12/7/2001 107:00- 17:00 | 1o.oof

i | !

| :

i |

| ‘
12/10/2001 107:00- 17:00 - 10.003
12/11/2001 307:00- 16:30 | |

LEV. AFTER 7th GUN WAS @ 1960'. POOH & RD COMPUTALOG.
ALL PERFS. 4 JSPF, 90 DEGREE PHASING, 19 GM CHARGES, &
10.41" DIA. HOLES. REFERENCE LOG: HALLIBURTON
'NEUTRON/DENSITYGR/CAL LOG DATED 10/25/01.SWI 7. SDFN.
iSITP-100 PSI. RU HOT OILER & THAW W.H. BLEED OFF PRESS.

PU&RIHW/ 4 1/2" PKR. & TBG. SET PKR. AT 9961' W/ S.N. 1 JT.
ABOVE PKR. ( SET PKR. W/ 20,000 # COMP. RU SWAB & RIH. IFL
@ 1600'. MADE 22 SWAB RUNS & RECOV. APPROX. 100 BBLS.
FL. NEVER COULD GET WELL TO FLOW. FFL @ 2500". SWI &

. SDFWE. FL. LEV. AVG. 2500" AFTER 5th RUN. TOTAL LOAD-2415

BBLS. RECOV. TO DATE- 1870 BBLS. 77% OF LOAD. APPROX. 545
BBLS. LEFT TO RECOV.

SITP-1050 PSI. RU HOT OILER & THAW W.H. BLED PRESS. OFF
TBG. RU SWAB & RIH. IFL @ 2100'. MADE 30 SWAB RUNS &
RECOV. APPROX. 140 BBLS. WTR. FFL @ 4200'. COULDN'T GET
WELL TO FLOW. SWAB BACK VERY HEAVY GAS CUT FLUID
AFTER 5th RUN & GOT A GOOD BLOW OF GAS AFTER THE LAST
12 RUNS FOR APPROX. 1 MIN. & THEN IT WOULD DIE. RD SWAB
& SWI. SDFN. TOTAL LOAD-2415 BBLS. RECOV. TO DATE- 2014
BBLS 83% OF TOTAL LOAD. APPROX. 405 BBLS. LEFT TO
RECOV. CAUGHT WTR. SAMPLES TO ANALYZE FOR FRAC WTR.
SITP-1000 PSI. RU HOT OILER & THAW W.H. BLED PRESS. OFF
TBG. RU SWAB. IFL @ 3000". MADE 25 RUNS & RECOV. APPROX.
125 BBLS. WTR. FFL +/- 5000". VERY HEAVY GAS CUT FLUID.
UNABLE TO GET WELL TO FLOW CONSTANTLY. WELL WOULD
FLOWFOR 1 TO 2 MINS. AFTER EACH RUN & THAN DIE. SWI &

:SDFN. TOTAL LOAD-2415 BBLS. RECOV. APPROX. 2135 BBLS. OF
-TOTAL LOAD. 88% OF LOAD. APPROX. 280 BBLS. LEFT TO
/RECOV. NOTE: WTR. SAMPLES CAUGHT YESTERDAY FOR
ANALYSIS SHOWED WE ARE STILL SWABBING FRAC WTR.

Printed: 12/12/2001 7:13:40 AM
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Phone: (504) 328-8006
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PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

December 19, 2001

CAROL DANIELS:

Attached is the weekly report for the COMPLETION operations
for the Jensen 7-15 Deep well covering December 12-18,
2001. This well was making excessive water and HAS BEEN
TEMPORARILY ABANDONED. ALL OPERATIONS HAVE BEEN SUSPENDED
AT THIS TIME. No further reports until operations are
recommenced in the future.

JENSEN 7-15 DEEP

SW/4 NE/4 Section 15-T12S-R10E
Carbon County, Utah

API  43-007-30786

Debbie Stanberry
Williams Production RMT Company
(303) 606-4261

Wellhead Preheating « Nitrogen Hydrostatic Testing - Wellhead Welders
Explosion Proof Pressure Washers + Diesel Pressure Washers
Evaporator Cooling Fans « Carousel Barrel Racks « Pressurized Chemical Sprayer



Williams Production

Operations Summary Report

Page 4 of 5

Legal Well Name:

Event Name:
Contractor Name:
Rig Name:

Date

- -

|
i
|
12/7/2001

H

|

12/10/2001
|

|

12/11/2001
|

12/12/2001

|
|
\
|

1
|
\
i

|
|
\
1

12/13/2001

12/14/2001

12/15/2001

Common Well Name:

From - T

12/6/2001 07:00 -
|

10700 -
|

,07:00 -

|
§07:oo -

07:00 -

07:00 -

|
lo7:00 -

.07:00 -

JENSEN 7-15 DEEP

o | Hours

16:30 . 9.50|
i I

17:00 . 10.00]
| |

17:00

10.001

1630 950!

16:30 | 9.50,
| |

16:30 | 9.50!

17:00 . 10.00.

13:00 6.00

Code \S“b l Phase ‘

JENSEN 7-15 DEEP
COMPLETION

GENERAL WELL SERVICE
GENERAL WWELL SERV.

Start:
Rig Release:
Rig Number: 2

Code |

11/14/2001

Description of Operations

'LEV. AFTER 7th GUN WAS @ 1960". POOH & RD COMPUTALOG.

Spud Date: 7/1 1/2001
End: 12/18/2001
Group:

! ‘ |ALL PERFS. 4 JSPF, 90 DEGREE PHASING, 19 GM CHARGES, &

! i PURRIHW/ 4 1/2"PKR.

' ABOVE PKR. { SET PKR.

W/ 20,000 # COMP. RU SWAB

| 10.41" DIA. HOLES. REFERENCE LOG: HALLIBURTON
! 'NEUTRON/DENSITYGR/CAL LOG DATED 10/25/01.SW1 7. SDFN.
'SITP-100 PSI. RU HOT OILER & THAW W.H. BLEED OFF PRESS.

& TBG. SET PKR. AT 9961 W/ S.N. 1JT.
& RIH. IFL

'@ 1600". MADE 22 SWAB RUNS & RECOV. APPROX. 100 BBLS.

! .FL. NEVER COULD GET WELL TO FLOW. FFL @ 2500'. SWI &
! i 'SDFWE. FL. LEV. AVG. 2500' AFTER 5th RUN. TOTAL LOAD-2415

' .BBLS. RECOV. TO DATE- 1870 BBLS. 77% OF LOAD. APPROX. 545

| | 'BBLS. LEFT TO RECOV.

i “SITP-1050 PSI. RU HOT OILER & THAW W.H. BLED PRESS. OFF
'TBG. RU SWAB & RIH. IFL @ 2100". MADE 30 SWAB RUNS &
| RECOV. APPROX. 140 BBLS. WTR. FFL @ 4200'. COULDN'T GET

‘ 'WELL TO FLOW. SWAB BACK VERY HEAVY GAS CUT FLUID

1 | AFTER 5th RUN & GOT A GOOD BLOW OF GAS AFTER THE LAST
12 RUNS FOR APPROX. 1 MIN. & THEN IT WOULD DIE. RD SWAB
& SWI. SDFN. TOTAL LOAD-2415 BBLS. RECOV. TO DATE- 2014

i ‘ |BBLS 83% OF TOTAL LOAD. APPROX. 405 BBLS. LEFT TO

UNABLE TO GET WELL TO

'RECOV. CAUGHT WTR. SAMPLES TO ANALYZE FOR FRAC WTR.
'SITP-1000 PSI. RU HOT OILER & THAW W.H. BLED PRESS. OFF
'TBG. RU SWAB. IFL @ 3000'. MADE 25 RUNS & RECOV. APPROX.
1125 BBLS. WTR. FFL +/- 5000". VERY HEAVY GAS CUT FLUID.

FLOW CONSTANTLY. WELL WOULD

[ ‘FLOW FOR 1 TO 2 MINS. AFTER EACH RUN & THEN DIE. SWI &

i {SDFN. TOTAL LOAD-2415 BBLS. RECOV. APPROX. 2135 BBLS. OF
i TOTAL LOAD. 88% OF LOAD. APPROX. 280 BBLS. LEFT TO
IRECOV. NOTE: WTR. SAMPLES CAUGHT YESTERDAY FOR

' ANALYSIS SHOWED WE ARE STILL SWABBING FRAC WTR.

i i
| \ 1SITP-1000 PSL. RU HOT OILER & THAW W.H. BLED PRESS. OFF

ITBG. RU SWAB & RIH. IFL @ 3000'. MADE 24 RUNS & RECOV.
IAPPROX. 108 BBLS. WTR. UNABLE TO GET WELL TO FLOW. SWI
| & SDFN. TOTAL LOAD- 2415 BBLS. RECOV. TO DATE- 2243 BBLS.

i \ 1193% OF LOAD. APPROX. 172 BBLS. LEFT TO RECOV.

{OF FRAC FLUID LEFT.

| SITP-1000 PSI. RU HOT OILER & THAW W.H. BLED PRESS. OFF
ITBG. RU SWAB & RIH. IFL @ 3000". MADE 28 RUNS & RECOV. 98
IiBBLS. WTR. WELL STILL WILL NOT FLOW. FFL NEAR 5000"? SWiH &
|SDFN. TOTAL LOAD-2415 BBLS. RECOV. TO DATE APPROX. 2341

| ‘\‘BBLS. 97% OF LOAD. APPROX. 74 BBLS. LEFT TO RECOV.

' ' CAUGHT WTR. SAMPLE ON 13th RUN & ANALYSIS SHOWS
MODERATE TRACES OF FRAC FLUID IN FL. EST. LESS THAN 10%

1_ {SITP-1000 PSI. BLED PRESS. OFF TBG. RU SWAB & RIH. IFL @
: 12800". MADE 1 RUN, STARTED OUT OF HOLE & RIG

‘ 'TRANSMISSION WOULDN'

T SHIFT OUT OF 1st GEAR. POOH W/

SWAB. WORK ON TRANSMISSION FOR 2 1/2 HRS. MADE 9 MORE

‘ ISWAB RUNS, RECOV. 35 BBLS. WTR. REL. PKR. @ 9961', RIH &

'RESET PKR. @ 10,194". ( TOP ) SW1 & SDFN. SNOW STORM
'MOVING INTO AREA. WILL SWAB WELL IN AM, WEATHER

'PERMITTING. CAUGHT WTR. SAMPLE ON LAST SWAB RU & TOOK
‘TO HALL!I BURTON FOR ANALYSIS.
‘SITP-SO pSl. BLED PRESS. OFF TBG.RU SWAB & RH. IFL @

Printed: 12/19/2001 7:24:39 AM




Williams Production Page 5 of 5

Operations Summary Report

Legal Well Name: JENSEN 7-15 DEEP

Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: COMPLETION Start: 11/14/2001 End: 12/18/2001
Contractor Name: GENERAL WELL SERVICE Rig Release: Group:
Rig Name: GENERAL WWELL SERV. Rig Number: 2

S e e T T T T T [ —

Date | From - To | Hours [Code [Csé‘é’ek Phase { Description of Operations

SRR MR I SRR e S S U
12/15/2501 %07:00 -13:00 | 6.00, ‘ | 12500". MADE 8 RUNS & RECOV. APPROX. 25 BBLS. WR. FFL @

| 16500". SAND ON SWAB MANDRIL ON 6th, 7th, & 8th RUNS. SAND
! 'PACKED SOLID ON MANDRIL BENEATH SWAB CUP ON 8th RUN.
| 'CONCERN OF STICKING SWAB IN HOLE. CONFERRED W/ ENG. &
i 'DECIDED TO SD UNTIL MONDAY, LET SAND FALL OUT, GET
! PRESS., FL. LEV. & MAKE A FEW SWAB RUNS TO CHECK FOR
; ; “ _SAND, & DECIDE WHAT TO DO NEXT.
12/17/2001 1 07:07 - 16:00 9.00: ‘ ‘ SITP-0, SICP-550 PSI. RU SWAB & RH. IFL @ 1600". MADE 6 RUNS
; | | ; : '& FOUND SAND ON SWAB MANDRIL & CUPS. MADE 3 MORE
RUNS W/ SAND CUPS, BUT DIDN' T RETURN MUCH FLUID. SD TO
‘ LET SAND FALL OUT & WAIT FOR DECISION FROM DENVER.
i i * /RECOV. APPROX. 24 BBLS. WTR. THIS DATE. RD SWAB. REL.
i ‘ i IPKR. & POOH W/ 254 JTS. 2 3/8" TBG. WILL PREP WELL FORT&A
“ f [IN AM. SWI & SDFN. RECEIVED VERBAL APPROVAL AT 1:30 PM
: ‘ | i .FROM DUSTIN DOUCET WITH STATE OF UTAH TO T&A WELL.
12/18/2001 . 07:00-17:00 ; 10.00, ‘ 3 'POOH & LD 71 JTS. OF TBG. & PKR. RU COMPUTALOG. PU & RIH
‘ ; ! | |W/ 4 1/2" CIBP. SET PLUG @ 10,000". POOH & LD SETTING TOOL.
| i ! MADE 3 RUNS & BAILED 50' OF CMT. ON CIBP. POOH & RD
| COMPUTALOG. RD FLOOR, ND HYDRIL, BOP & 5,000 X 10,000 #
: ; SPOOL. NU 5,000# FLANGE TO TOP OF WELL HEAD. RD RIG &
‘ : ! ‘ EQUIP. WILL ROAD RIG & EQUIP TO GWS YARD IN AM. WELL IS
! 1 ‘ " TEMPORARILY ABANDONED. SDFN.

|
‘ \

Printed: 12/19/2001 7:24:39 AM
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WILLIAMS PRODUCTION RMT COMPANY
1515 ARAPAHOE STREET
TOWER 3, SUITE 1000
DENVER, CO 80202
PHONE: 303.572.3900
FAX: 303.629.8250
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wﬁdwﬁnmdmmmwmwnuummmwni Thank you.



Toll Free (888) 328-8005

New Orieang . Crowley

Phone:(504)328-8006

u A l T Y Fax: (504) 328-8007
Www.qualitypreheat.com

hfo@qualitypreheat. com

PREHEAT & PRESSURE WASHERS

December 28, 2001

MR. DOUCET.

APPROVED HARD copy BACK FRoM YOUR OFFICE. THIS
SHOULD COMPLETE YOUR RECORDS. 4 COMPLETION REPORT
FOR THIS WELL WILL BE FILED AT THE APPROPRIATE TIME.
THANK YoUu AND HAPPY HOLIDAYS T0 YOU, PLEASE LET ME

Debbie Stanberry
Williamg Production RMT Company
(303) 606-4261
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Toll Free (888) 328-800

New Orleans * Crowile
Phone: (504) 328-80(
Fax: (504) 328-80(

I.IAI.‘TY _
www.qualitypreheat.co

PREREAT & PRESSURE WASHERS info@qualitypreheat.co

December 28, 2001 P

el e N o R A

3

MR. DOUCET:

ATTACHED IS THE ORIGINAL ‘AND ONE COPY OF OUR DECEMBER 1.
SUNDRY NOTICE REQUESTING PERMISSION TO TEMPORARILY
ABANDON THIS WELL. WE HAVE RECEIVED IN THE MAIL THE
APPROVED HARD COPY BACK FROM YOUR OFFICE. THIS

SHOULD COMPLETE YOUR RECORDS. A COMPLETION REPORT

FOR THIS WELL WILL BE FILED AT THE APPROPRIATE TIME.
THANK YOU AND HAPPY HOLIDAYS TO YOU. PLEASE LET ME
KNOW IF YOU NEED ANYTHING FURTHER FROM US AT THIS TIHME.

Debbie Stanberry
Williams Production RMT Company
(303) 606-4261

RECEIVED

DEC 3 1 2001

DIVISION OF .
o CAS AND RENING

Wetlthead Preheating * Nitrogen Hydrostatic Testing + Wellhead Welders
Explosion Proof P Washers * Diesel P Washers
Evaporator Cooling Fans « Carouse! Barrel Racks « Pressurized Chemical Sprayer

R sy




Forn9 g ¢ _.TE OF UTAH ‘
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
7. Indian Allottee or Tribe Name
SUNDRY NOTICES AND REPORTS ON WELLS FEE
Do'not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells. 8. Unit or Communifization Agreement
Use APPLICATION FOR PERMIT - for stich proposals
1. Type of Well 9. Well Name and Number
Oil Gas .
Well Well [ other (specity) JENSEN 7-15 DEEP
2. Name of Operator 10. API Well Number
WILLIAMS PRODUCTION RMT COMPANY 43-007-30786
3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat
1515 ARAPAHOE ST, TOWER 3, STE 1000 DEN VER, CO 8020 303 606-4261 Wildcat
5. Location of Well
Footage : 1575' FNL X 1800' FEL County : CARBON
QQ, Sec, T., R, M. : SW/4 NE/4 SECTION 15-T12S-R10E S.L.B.& State : UTAH
12. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Oniy)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Shoot or Acidize

Conversion to Injection Shoot or Acidize Vent or Flare

Water Shut-Off

Conversion to Injection
Fracture Treat Vent or Flare

Multiple Completion Water Shut-Off

Fracture Treat
Other

NN NNNN
HUOOC00
Hooa

HUOOO00

Other TEMPORARY ABANDONMENT

Date of Work Completion

Approximate Date Work Will Start 12 / / & / 0’

Report results of Muitiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.

* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Williams Production proposes to temporarily abandon this well due to insufficent production from the Ferron sandstone. This well will likely be
converted to a water disposal well in the future.

Our proposed procedure:
1. Set CIBP in 4-1/2" casing at +/- 10,000' (top perforation is at 10,047")

2. Dump 50’ cement on top of CIBP.
Rcc‘c\ verbal c.:ppfbva-l c I:SDPW‘ 12117/0/
rom Dustin Doncet. Do

14. | hereby certify thaj foregoing is true and corre
t
o ? Pewe ()
Name & Signature Lnc . Title  Sr. Drilling Engineer Date 12/17/01
o
f

(State Use Only)

(8/90) See Instructions on Reverse Side




A% .
Form 9 $.ATE OF UTAH BRI L

DEPARTMENT OF NATURAL RESOURCES

%

Lease Designation and Serial Number

DIVISION OF OIL, GAS AND MINING 6.

7. Indian Allottee or Tribe Name

SUNDRY NOTICES AND REPORTS ON WELLS FEE

Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells. 8. Unit or Communitization Agreement

Use APPLICATION FOR PERMIT — for such proposals

1.  Type of Well 9. Well Name and Number
Oil Gas .
Well Well [ ] other (specify) JENSEN 7-15 DEEP

2. Name of Operator
WILLIAMS PRODUCTION RMT COMPANY

10.

API Well Number
43-007-30786

3. Address of Operator
1515 ARAPAHOE ST, TOWER 3, STE 1000 DENVER, CO 8020

4. Telephone Number
303 606-4261

1.

Field and Pool, or Wildcat
Wildcat

5. Location of Well

Footage : 1675 FNL X 1800' FEL County : CARBON
QQ, Sec, T., R, M. : SW/4 NE/4 SECTION 15-T12S-R10E S.L.B.& State : UTAH

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

12.

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

[]
(]

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

Change of Plans Recompletion Change of Plans Ij Shoot or Acidize
Conversion to Injection Shoot or Acidize Conversion to Injection :l Vent or Flare
Fracture Treat Vent or Flare Fracture Treat D Water Shut-Off

HHHOAC
00000

Muttiple Completion Water Shut-Off Other

Other TEMPORARY ABANDONMENT

HUOOOAL

Date of Work Completion

Approximate Date Work Will Start /2 / & / of

Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.

* Must be accompanied by a cement verification report.

—_——— ] =
13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates. if well is directionally drilled, give subsurface
locations and measured and true vertical depths for all markers and zones pertinent to this work.)

Williams Production proposes to temporarily abandon this well due to insufficent production from the Ferron sandstone. This well will likely be
converted to a water disposal well in the future.

Our proposed procedure:
1. Set CIBP in 4-1/2" casing at +/- 10,000' (top perforation is at 10,047

2. Dump 50' cement on top of CIBP.
RU‘J d verbd Qpprova-l c [ 30,?# | 2[17/0/

Title  Sr. Drilling Engineer Date 12/17/01

From Dustin Doucet. Dot
14. | hereby certify tha foregoing is true and corre
t
Name & Signature / Lwnc O. M
(State Use Only) '

RECEIVED

NEC 31 2001

DIVISION OF
DI CcAS AND pzinsinn

LR PP ¥ RS VN |

(8/90) See Instructions on Reverse Side



Toll Free (888) 328-8005

New Orleans ¢ Crowley

Phone: (504) 328-8006

“A I. T Y Fax: (504) 328-8007
www.qualitypreheat.com

PREHEAT & PRESSURE WASHERS info@qualitypreheat.com

December 28, 2001

CAROL DANIELS:

Attached is a weekly summary report for the Jensen
7-15 Deep well. There is just one additional entry
for December 19. This well has been currently
temporarily abandoned and will be re—evaluated in
the future. At such time a decision has been

made, I will let you know and a completion report
will be filed at the appropriate time,

OPERATIONS CURRENTLY SUSPENDED.



Williams Production
Operations Summary Report

Page 5 of 5

Legal Well Name;
Common Well Name:

|07:00 - 13:00
|

12/18/2001

12/19/2001
|

Event Name:
Contractor Name:
Rig Name:

Date From - To
12152001 07:00- 1

12117/2001 107:00 - 16:00
I

|
i07:00 - 17:00 i

\
107:00 - 13:00 |

JENSEN 7-15 DEEP
JENSEN 7-15 DEEP
COMPLETION

GENERAL WELL SERVICE
GENERAL WWELL SERV.

e S

6.00 |

i i

ij Hours LCodeICS(;’de Phase ?

Spud Date: 7/11/2001
End: 12/19/2001
Group:

Start: 11/14/2001
Rig Release:

Rig Number: 2
I

Description of Operations

|2500". MADE 8 RUNS & RECOV. APPROX. 25 BBLS. WR. FFL @
16500". SAND ON SWAB MANDRIL ON 6th, 7th, & 8th RUNS. SAND
{PACKED SOLID ON MANDRIL BENEATH SWAB CUP ON 8th RUN.
[CONCERN OF STICKING SWAB IN HOLE. CONFERRED W/ ENG. &
:DECIDED TO SD UNTIL MONDAY, LET SAND FALL OUT, GET
fPRESS., FL. LEV. & MAKE A FEW SWAB RUNS TO CHECK FOR
'SAND, & DECIDE WHAT TO DO NEXT.

‘SITP-0, SICP-550 PSI. RU SWAB & RIH. IFL @ 1600". MADE 6 RUNS
!‘& FOUND SAND ON SWAB MANDRIL & CUPS. MADE 3 MORE
'RUNS W/ SAND CUPS, BUT DIDN' T RETURN MUCH FLUID. SD TO
JLET SAND FALL OUT & WAIT FOR DECISION FROM DENVER.
IRECOV. APPROX. 24 BBLS. WTR. THIS DATE. RD SWAB. REL.
}PKR. & POOH W/ 254 JTS. 2 3/8" TBG. WILL PREP WELL FORT& A
i‘IN AM. SWI & SDFN. RECEIVED VERBAL APPROVAL AT 1:30 PM
{FROM DUSTIN DOUCET WITH STATE OF UTAH TO T&A WELL.
(POOH & LD 71 JTS. OF TBG. & PKR. RU COMPUTALOG. PU & RIH
W/ 4 1/2" CIBP. SET PLUG @ 10,000". POOH & LD SETTING TOOL.
MADE 3 RUNS & BAILED 50' OF CMT. ON CIBP. POOH & RD
iCOMPUTALOG. RD FLOOR, ND HYDRIL, BOP & 5,000 X 10,000 #
{SPOOL. NU 5,000# FLANGE TO TOP OF WELL HEAD. RD RIG &
JEQUIP. WILL ROAD RIG & EQUIP TO GWS YARD IN AM. WELL IS
fTEMPORARILY ABANDONED. SDFN.

"ROAD RIG & EQUIP. TO GWS YARD IN ROOSEVELT. JENSEN 7-15
‘ IS TEMP- ORARILY ABANDONED. MOVE ALL EQUIP. & TBG. OFF
:LOCATION.

7

Fa

LA

| OF
DI, GAS AND Y

Divig!

Printed: 12/27/2001 8:25:53 AM



Toll Free (888) 328-800.

New Orleans * Crowle
Phone: (504) 328-800
Fax: (504) 328-80C
www.qualitypreheat.co
PRENEAT & PRESSURE WASHERS info@qualitypreheat.co.

December 28, 2001
MR. DOUCET:

ATTACHED IS THE ORIGINAL “AND ONE COPY OF OUR DECEMBER 1.
SUNDRY NOTICE REQUESTING PERMISSION TO TEMPORARILY
ABANDON THIS WELL. WE HAVE RECEIVED IN THE MAIL THE
APPROVED HARD COPY BACK FROM YOUR OFFICE. THIS

SHOULD COMPLETE YOUR RECORDS. A COMPLETION REPORT

FOR THIS WELL WILL BE FILED AT THE APPROPRIATE TIME.
THANK YOU AND HAPPY HOLIDAYS TO YOU. PLEASE LET ME
KNOW IF YOU NEED ANYTHING FURTHER FROM US AT THIS TIME.

Debbie Stanberry
Williams Production RMT Company
(303) 606-4261

RECEIVED

OEC 4 1 2001
DN\S\ON OF

~RPPTRT
on CAS AND RN

Wellhead Preheating « Nitrogen Hydrostatic Testing « Welthead Welders
Explosion Proof Pressure Washers + Diesel Pressure Washers
Evaporator Cooling Fans « Carouse! Barrel Racks « Pressurized Chemical Sprayer




~ Y B
Form9 . : $.ATE OF UTAH . BN Sl RO
DEPARTMENT OF NATURAL RESOURCES RN
DIVISION OF OIL, GAS AND MINING 6. Lease Designation and Serial Number
7. Indian Allottee or Tribe Name
SUNDRY NOTICES AND REPORTS ON WELLS FEE
Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells. 8. Unit or Communitization Agreement
Use APPLICATION FOR PERMIT -- for such proposals
1. Type of Well 9. Well Name and Number
Oil Gas .
Well Well [_] other (specify) JENSEN 7-15 DEEP

2. Name of Operator 10. API Well Number

WILLIAMS PRODUCTION RMT COMPANY 43-007-30786

3. Address of Operator 4. Telephone Number 11. Field and Pool, or Wildcat

1515 ARAPAHOE ST, TOWER 3, STE 1000 DEN VER CO 8020 303 606-4261 Wildcat

5. Location of Well

Footage : 1575' FNL X 1800' FEL County : CARBON
QQ, Sec, 7., R, M. : SW/4 NE/4 SECTION 15-T12S-R10E S... B.& State : UTAH

12, CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

NOTICE OF INTENT SUBSEQUENT REPORT
(Submit in Duplicate) (Submit Original Form Only)

Abandonment New Construction Abandonment * New Construction

Casing Repair Pull or Alter Casing Casing Repair Pull or Alter Casing

HHAAL

] (] []
E Change of Plans EII Recompletion % Change of Plans Shoot or Acidize
:l Conversion to Injection D Shoot or Acidize D Conversion to Injection Vent or Flare
D Fracture Treat I:l Vent or Flare D Fracture Treat Water Shut-Off
:l Muttiple Completion I::l Water Shut-Off D Other
Other TEMPORARY ABANDONMENT

Date of Work Completion

Approximate Date Work Will Start 12 / [ 5 / of

Report results of Multiple Completions and Recompletions to different reservoirs
on WELL COMPLETION OR RECOMPLETION AND LOG form.

* Must be accompanied by a cement verification report.

13. DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearty state all pertinent details, and give pertinent dates. If well is directionally drilled, give subsurface
locations and measured and true vertical depths for alf markers and zones pertinent to this work.)

Williams Production proposes to temporarily abandon this well due to insufficent production from the Ferron sandstone. This well will likely be
converted to a water disposal well in the future.

Our proposed procedure:
1. Set CIBP in 4-1/2" casing at +/- 10,000' (top perforation is at 10,047")

2. Dump 50' cement on top of CIBP.
Rcdd verbal c.:pprova-l (A /f%?w 12117/0/
rom Dustin Dowcet. -

14. | hereby certify tha foregoing is true and corre
t
e ! Dtwe )
Name & Signature < v Title  Sr. Drilling Engineer Date 12/17/01
1]
(State Use Only) R E C E ﬁigE D

NEC 31 2001

DIVISION OF
OIL, CAS AND sspannen

(8/90) See Instructions on Reverse Side



Williams Production Page 50of 5

Operations Summary Report

Legal Well Name: JENSEN 7-15 DEEP

Common Well Name: JENSEN 7-15 DEEP Spud Date: 7/11/2001
Event Name: COMPLETION Start: 11/14/2001 End: 12/19/2001
Contractor Name: GENERAL WELL SERVICE Rig Release: Group:

Rig Name: GENERAL WWELL SERV. Rig Number: 2

e , — _

f Date (From - Ton Hours { Code j ,~SA“_.b. J Phase | Description of Operations

IECOV. APPROX. 25 BBLS. WR. FFL @
1ANDRIL ON 6th, 7th, & 8th RUNS. SAND
Toll Free (888) 328-8005 DRIL BENEATH SWAB CUP ON 8th RUN.
. SWAB IN HOLE. CONFERRED W/ ENG. &
New Orleans - Crowley  yoNpay, LET SAND FALL OUT, GET
Phone: (504) 328-8006 £ A FEW SWAB RUNS TO CHECK FOR
u A L T Y Fax: (504) 328-8007 10 DO NEXT.
www.qualitypreheat.com ) SWAB & RIH. IFL @ 1600'. MADE 6 RUNS
info@qualitypreheat.com  \B MANDRIL & CUPS. MADE 3 MORE
PREHEAT & PRESSURE WASHERS @qualityp UT DIDN' T RETURN MUCH FLUID. SD TO
VAIT FOR DECISION FROM DENVER.
LS. WTR. THIS DATE. RD SWAB. REL.
3.2 3/8" TBG. WILL PREP WELL FOR T& A
'EIVED VERBAL APPROVAL AT 1:30 PM
i WITH STATE OF UTAH TO T&A WELL.
R BG. & PKR. RU COMPUTALOG. PU & RIH
5 @ 10,000". POOH & LD SETTING TOOL.
50' OF CMT. ON CIBP. POOH & RD

December 28, 2001

CAROL DANIELS: DR, ND HYDRIL, BOP & 5,000 X 10,000 #
GE TO TOP OF WELL HEAD. RD RIG &
Attached is a weekly summary report for the Jensen & EQUIP TO GWS YARD IN AM. WELL IS
NED. SDFN.

7-15 Deep well. There is just one additional entry
for December 19. This well has been currently
temporarily abandoned and will be re-evaluated in
the future. At such time a decision has been

made, I will let you know and a completion report
will be filed at the appropriate time.

GWS YARD IN ROOSEVELT. JENSEN 7-15
{DONED. MOVE ALL EQUIP. & TBG. OFF

OPERATIONS CURRENTLY SUSPENDED.

JENSEN 7-15 DEEP

SW/4 NE/4 Section 15-T12S-RI1OE
Carbon County, Utah

APT 43-007-30786

Debbie Stanberry
Williams Production RMT Company
(303) 606-4261

e 4‘: {*vﬁmm 5
J— !’ﬁg\ﬁ bt
£ g% ‘&.D
rert oo § g Eﬂm 5 4
it
I
37 2001 181N OF
rz 'ES!Q’\H QF :J:\.ND * R
VLG T AND MINING

Printed: 12/27/2001 8:25:53 AM

Wellhead Preheating + Nitrogen Hydrostatic Testing « Wellhead Welders
Explosion Proof Pressure Washers + Diesel Pressure Washers
Evaporator Cooling Fans « Carouse! Barrel Racks + Pressurized Chemical Sprayer



CONFIDENTIAL/TIGHT HOLE

AMENDED REPORT [_] FORM 8
(highlight changes)

5. LEASE DESIGNATION AND SERIAL NUMBER:

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

N/A Fee
" 6. IF INDIAN, ALLOTTEE OR TRIBE NAME
WELL COMPLETION OR RECOMPLETION REPORT AND LOG N/A
1a. TYPE OF WELL: oL s ] orr [ OTHER 7. UNIT or CA AGREEMENT NAME
N/A
b. TYPE OF WORK: 8. WELL NAME and NUMBER:
WerL TR e [ ey [ RESVR OTHER JENSEN 7-15 DEEP

9. API NUMBER:

43-007-30786

PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT

|10 (303) 606-4p61 WILDCAT

11. QTR/QTR, SECTION, TOWNSHIP, RANGE,
MERIDIAN:
SW/4 NE/4 Section 15
T12S, RIOE S.L.B.&M.

2. NAME OF OPERATOR:
WILLIAMS PRODUCTION RMT COMPANY

3. ADDRESS OF OPERATOR: 1515 Arapahoe Street, Tower 3
Suite 1000 “ 7 Denver ¥ CO

4. LOCATION OF WELL (FOOTAGES)

ATSURFACE: 1575' FNI, x 1800

AT TOP PRODUCING INTERVAL REPORTED BELOW:

§0202-2

FEL

12. COUNTY 13. STATE
AT TOTAL DEPTH: 1778' FNL x 1925' FEL
TEURORARTILY Carbon UTAH
14. CATE SPUDDED: 15. DATE T.0. REACHED: 16. DATE COMPLETED: SR v“‘“@m O 17. ELEVATIONS (DF, RKB, RT, GL):
ABANDONED READY TO
7/11/01 10/21/01 12/19/01 FADY TO PRODUCE 7570' GL
18. TOTALDEPTH: MD 1,427 19. PLUGBACKTD: MD  1(), 306" 20. IF MULTIPLE COMPLETIONS, HOW MANY? * | 21. DEPTHBRIDGE  MD 1(), 000"
PLUG SET:
™vo 10,412 ™ 10,291" n/a ™ 9,985

22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copg.of each) <k = 7/— P—C [

23.
OREHOLE COMPENSAT E}Ds WELL CORED?

#HIGH RESOLUTION INDUCTION LOG; it analysis
SONIC DELTA T LOG3*SPECTRAL DENSTITY DUAL SPACED  |was oot rume :ZE ::ﬁ P
NEUTRON; “SONIC POROSITY DELTA-T; WAVE SONIC /o-&-of ' ol m
DELTA T PLOT (all logs submitted direcr hy HallijlREEGQNY SURVEY? no[] veskd (suomicony

24, CASING AND LINER RECORD (Report all strings set in well)

HOLE SIZE SIZE/GRADE WEIGHT (#/t.) TOP (MD) BOTTOM (Mp) | STAGT CEMENTER CﬁgEc')“FTST:CPKES& vofbﬁifém) CEMENT TOP ** | AMOUNT PULLED
14-3/4" |10-3/4" 40.5+# surface 518" 520 sx 108 urface/CIR
755 Premiumt|Class G
9-7/8" 7-5/8" 26. 44 surface| 8,023' |2 stage 1250 sx 404 1 400-1500)CAL
N80 & S9Y5 DV fool set @] 4916' 1300 sx 50/50 POZ, %0 sx ClassSG
t
6-=1/2" 4=1/2" 11.64# surface 425" 500 sx 133 7000"' /CA
N80 & NY110 Premiumt 1G300
25. TUBINGRECORD g tubing left in hole
SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD) SIZE DEPTH SET (MD) PACKER SET (MD}
26. PRODUCING INTERVALS 27. PERF?RATlON RECORD
FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) BOTTOM (TVD) INTERVAL (Top/Bot - MD) SIZE NO. HOLES PERFORATION STATUS
®_ Ferrop 9.996' |10,312" 10+050-10.238] 0,33 21 [oeen I sweerea []
®) Sandstone 10,220-10,2451 0.4 104 | open Squeezed ||
© 10,200-10,219) 0.41] 80 [oeer Bl soweered []
©) 10,170-10,190] 0.4 84 |oren [x] Saueezea [ ]
28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.
DEPTH INTERVAL AMOQOUNT AND TYPE OF MATERIAL
10,050 - 10,238’ 24 bbls 7~1/2% HCL and 159 bbls 2% KCL water
87,700# sand, 2110 bbls slick water
29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:
[J ELecTRICAUMECHANICAL LOGS [ ceotosicreport [ DsTREPORT @%’EE‘E@ gﬁgﬁg}gLY
SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION @ CORE ANALYSIS E] OTHER: sl _‘_,1’ )
AN 7 4 7007
(5/2000) (CONTINUED ON BACK)
DIVISION OF

OIL, GAS AND MINING



JENSEN 7-15 DEEP

27. PERFORATION RECORD

INTERVAL (Top/Bot-MD) Size No. Holes PERFORATION STATUS
10,160’ - 10,166’ 0.41 28 Open
10,131’ - 10,150 041 80 Open
10,109" - 10,130° 0.41 88 Open
10,087" - 10,097 0.41 44 Open
10,062° - 10,077" 041 64 Open
10,047’ - 10,057 c.41 44 Open




JE° N 7-15 DEEP

31. INITIAL PRODUCTION INTERVAL A (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION [OiL - BBL: GAS — MCF: WATER - BBL: PROD. METHODT
RATES: —
N/A
CHOKE SIZE: TBG. PRESS. CSG. PRESS. APl GRAVITY BTU - GAS GAS/OIL RATIO |24 HR PRODUCTION [OIL - BBL: GAS - MCF: WATER - BBL: INTERVAL STATUS:
RATES: —

INTERVAL B (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL: |PROD. METHOD:
N / A RATES: —
CHOKE SIZE: |TBG. PRESS. |CSG.PRESS. |APIGRAVITY [BTU - GAS GAS/OIL RATIO [24 HR PRODUCTION |oiL - BBL: GAS - MCF: WATER - BBL: [INTERVAL STATUS:
RATES: —

INTERVAL C (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION |OiL - BBL: GAS ~ MCF: WATER - BBL: |PROD. METHOD:
RATES: —
N/A
CHOKE SIZE TBG. PRESS. CSG. PRESS. |API GRAVITY BTU - GAS GAS/OIL RATIO |24 HR PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL: |INTERVAL STATUS:
RATES: —

INTERVAL D (As shown in item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION |OIL - BBL: GAS — MCF: WATER — BBL: PROD. METHOD:

4N/ A RATES: —

CHOKE SIZE: TBG. PRESS. CSG. PRESS. AP) GRAVITY BTU - GAS GAS/OIL RATIO |24 HR PRODUCTION |OIL - BBL: GAS —~ MCF: WATER - BBL: INTERVAL STATUS:

RATES: —

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)

N/A

33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all imporiant zones of porosily and contents thereof: Cored inlervals and all drill-stem tests. including depth interval

tested, cushion used, time 100! open, flowing and shut-in pressures and recoveries.

Formation (Log) B((;:DOT Descriptions, Contents, elc. Name (Measurgg Depih)

Mancos group| 9,860 | 9,976 |DST: lst initial flow 132.5 | Flagstone Limestone surface
final initial flow 140 for North Horn formation 635
30 minutes; lst closed-in Price River formation 2,778
619 for 60 minutes Castlegate Sandstone 3,198
2nd initial flow 144; tool Black Hawk group 3,544
failed 13 minutes into test | Star Point Sandstone 4,190
Report attached. (no Spring Canyon Sandstope 4,517
cushion) Mancos group 4,788
Core Analysis Test Results Ferron Sandstone 9,996
attached. Tanunk Shale member 10,313

35. ADDITIONAL REMARKS (Include plugging procedure)  Original surface hole drilled to 1391'; discovered it was crooked.
Surface hole plugged back to end of surface pipe at 517.8' and sidetracked. Kickoff point
631'. After well completed and tested, CIBP was set in 4-1/2" casing @ 10,000', bailed 50'
of cement on top of CIBP.

36. | hereby certify that the foregoing and hed information is lete and correct as determined from all available records.

]
NAME(pLEASEF,RWT)A///’Debral K. §tanberry TITLE Project Permits Analyst

SIGNATURE / M\ 7 ’77 ) DATE January 21, 2002

This report must be submitted within 30 days of

e compieting or plugging a new well L] reentenng a previously plugged and abandoned well
e drilling horizontal laterals from an existing well bore o significantly deepening an existing well bore below the previous bottom-hole depth
e recompleting to a different producing formation o drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

** ITEM 24: Cement Top — Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement ﬁE‘(% temgerature survey (TS)).

VEL

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940 ,
Salt Lake City, Utah 84114-5801 BN 712007

DIVISION OF
OIL, GAS AND MINING

(5/2000)



Division of Oil, Gas and Mining

ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH
2. CDW
3. FILE

X Change of Operator (Well Sold) Designation of Agent/Operator
Operator Name Change Merger
The operator of the well(s) listed below has changed, effective: 9/15/2004
FROM: (Old Operator): TO: ( New Operator):
N1945-Williams Production RMT Company N2545-Evergreen Operating Corp
1515 arapahoe St, Tower 3, Suite 1000 1401 17th St, Suite 1200
Denver, CO 80202 Denver, CO 80202
Phone: 1-(303) 825-7900 Phone: 1-(303) 298-8100
CA No. Unit:
WELL(S)
NAME SEC TWN RNG|API NO ENTITY |LEASE WELL |WELL
NO TYPE TYPE | STATUS

JENSON 7-15 DEEP 15 ]120S [100E [4300730786 | i/ 13247|Fee GW TA

OPERATOR CHANGES DOCUMENTATION

Enter date after each listed item is completed

1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/24/2004

2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 10/21/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 12/29/2003

Is the new operator registered in the State of Utah: YES Business Number: 5531527-0143

5. IfNO, the operator was contacted contacted on:

6a. (R649-9-2)Waste Management Plan has been received on: In Place
6b. Inspections of LA PA state/fee well sites complete on: n/a

Evergreen FORM 4A.xls 10/27/2004



7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM n/a BIA n/a

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: n/a

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: n/a
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 10/27/2004
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 10/27/2004
3. Bond information entered in RBDMS on: 10/27/2004
4. Fee/State wells attached to bond in RBDMS on: 10/27/2004
5. Injection Projects to new operator in RBDMS on: n/a
6. Receipt of Acceptance of Drilling Procedures for APD/New on: n/a

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: n/a

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: n/a

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number RLB0006706

2. The FORMER operator has requested a release of liability from their bond on: 9/23/2003
The Division sent response by letter on: 10/9/2003

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: _11/1/2004

COMMENTS:

Evergreen FORM 4A.xls 10/27/2004
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- Division of Oil, Gas and Mining

OPERATOR CHANGE WORKSHEET

Change of Operator (Well Sold)

ROUTING
1.GLH

2. CDW
3.FILE

Designation of Agent/Operator

Operator Name Change X Merger
The operator of the well(s) listed below has changed, effective: 9/28/2004
FROM: (Old Operator): TO: ( New Operator):
N2545-Evergreen Operating Corp. N5155-Pioneer Natural Resources USA, Inc.
1401 17th St, Suite 1200 5205 N O'Connor Blvd
Denver, CO 80202 Irving, TX 75039

IPhone: 1-(303) 298-8100

{Phone: 1-(972) 444-9001

CA No. Unit:
WELL(S)
NAME SEC|TWN [RNG |API NO ENTITY |LEASE |WELL [(WELL
NO TYPE TYPE [ STATUS
HUBER-ST 1-35 35 |110S |100E 4301332308 13472 |State WD A
HUBER-JENSEN 1-4 04 1120S [100E ]4300730733 13068|Fee GW P
HUBER-JENSEN 2-8 08 1208 [100E 4300730734 13275|Fee GW P
HUBER-JENSEN 1-8 08 11208 |100E }4300730768 13359|Fee GW P
HUBER-JENSEN 2-9 09 11208 [100E 4300730735 13317{Fee GW P
SHIMMIN 11-14 14 11208 [100E |4300730962 14223 |Fee GW DRL K
HUBER-JENSEN 1-15 15 [120S |100E [4300730736 13072|Fee GW P
JENSON 7-15 DEEP 15 ]120S |100E |4300730786 13247|Fee GW TA
HUBER-STATE 1-16 16 |120S |100E |4300730589 12610|State GW P
HUBER-ST 4-16 16 |120S |100E [4300730785 13318|State GW p
STATE 11-16 16 1120S |100E {4300730961 14224 |State GW DRL &
HUBER-JENSEN 1-18 18 (1208 |100E |4300730718 14226|Fee GW DRL
PINE SPRINGS ST 6-36-14-22 36 |1408 |220E 4304735555 14352|State GW DRL K
STATE 8-2-15-22 02 1508 |220E |4304731135 8076|State GW S
PINE SPRINGS FED 12-23-148-22E 23 |1408 |220E [4304734676 13616|Federal GW TA )«L_I
OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed .
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 10/21/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 10/21/2004
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 10/21/2004
Is the new operator registered in the State of Utah: YES Business Number: 5738462-0143
5. IfNO, the operator was contacted contacted on:
6a. (R649-9-2)Waste Management Plan has been received on:
6b. Inspections of LA PA state/fee well sites complete on: s \ 5

pioneer 3 FORM B.xls 10/28/2004



7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: not yet

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on:

9. Federal and Indian Communization Agreements (""CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on:

10. Underground Injection Control ("UIC")  The Division has approved UIC Form 3, Transfer of Authority to Inject,

for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: N/A
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 10/28/2004
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 10/28/2004
3. Bond information entered in RBDMS on: 10/28/2004
4. TFee/State wells attached to bond in RBDMS on: 10/28/2004
5. Injection Projects to new operator in RBDMS on: _.10/28/2004
6. Receipt of Acceptance of Drilling Procedures for APD/New on: L

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: 104091293

INDIAN WELL(S) BOND VERIFICATION:
1. Indian weli(s) covered by Bond Number: n/a

FEE & STATE WELL/(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 104319462

2, The FORMER operator has requested a release of liability from their bond on: 10/21/2004
The Division sent response by letter on: 10/28/2004

LEASE INTEREST OWNER NOTIFICATION:

3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: 11/1/2004

COMMENTS:

pioneer 3 FORM B.xis 10/28/2004
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES _ _
DIVISION OF OIL, GAS AND MINING 5. LEAGE DESIGNATION AND SERIAL NUMBER:

B IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

7. UNIT or GA AGREEMENT NAME:
Do not use this form for proposals to drill new walls, significantly deapsn existing walla balow current bottom-tinie depth, reenter plugged wells, or to
drill horizonlal laterals. Use APPLICATION FQR PERMIT TO DRILL form for such proposals,

1. TYPE OF WELL 8, WELL NAME and NUMBER:

oL weLL [ GASWELL /] OTHER See Attached List
2. NAME OF OPERATOR. ) 9. API NUMBER:
Pioneer Natural Resources USA, Inc. N Kyrrel

3. ADDRESS OF OPERATOR: PHONE NUMBER:; 10. FIELD AND POOL, OR WILDCAT

5205 N. O'Connor Blvd ory Iving grare TX 5, 75039 (972) 444-9001

4. LOCATION OF WELL

FOOTAGES AT SURFACE: COUNTY:
GTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH
. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

[C] acioize [ oeeren [C] REPERFORATE CURRENT FORMATION

Z]1 NoTICE OF INTENT

{Submit in Duplicate) [ atrercasing [7] #racTuRE TREAT [[] swoemrack To Rerair weLL
Approximate data work will start; [[] casine Repar ] NewconstrRucTion [C] TEMPORARILY ABANDON

] cHance 10 PREVIOUS PLANS [Z] oPERATOR cHANGE (] Tueine Rerar
[J cwance TueinG ] PLus AND AaNDON [J venTORFLARE

D SUBSEQUENT REFQRT [:] CHANGE WELL NAME E] PLUG BACK |:| WATER DISPOSAL

(Submit Original Form Only)
[C] cHancE weLL sTATUS [[] erooucTON (STARTRESUME) [J water snur-orr
Date of wark completion:

[ commineLe PRODUCING FORMATIONS [ ]  RECLAMATION OF WELL SITE J omer:
] converTweLLTYPE ] RecoMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR GOMPLETED OPERATIONS. Clearly show all pentinent details including dates, depths, volumes, etc,

1. Operator change due to the merger between Pioneer Natural Resources USA, Inc and Evergreen Resources Inc., effective
September 28, 2004.

2. See list attached for all wells currently operated under the name of Evergreen Operating (subsidiary of Evergreen
Resources) as listed on the DOGM database on October 15, 2004,

3. Operator will now be Pioneer Natural Resources USA, Inc. Local operation address info and contacts under separate cover.
4. Surety Bond #104319462 (replaces RLB 00067086) attached

5. Copy of Oil & Gas Geothermal Lease Bond - BLM #104091293 attached

Name: Dennis R. Carlton Title: Executive Vice President, Evergreen Operating

Corp. ”0?5.6/&-'
Signature: MCQLQ Date: / 0‘/’ 3: /0 7

NAME PLEAsE PRy JAY S 4 mme _Vice President, Western Division, Pioneer Natural
/(/ % Z i Resources USA Inc.
SIGNATURE /n OATE __ /O Z}f& £
/’/ /"‘, ; N Te———

(Thin apace for State use ﬂnly(]
APPROVED /¢ /28 104 RECEIVED

Division of 0"’ Gas and (See Inatructions on Reverse Sida) OCT 2 , m
Earlen ing OV, GF o )
e Russell, Engineering Tochalclan L, GAS & MINING

(6/2000)
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STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

8. WELL NAME and NUMBER:
See attached list

1. TYPE OF WELL

olL weLL [] GASWELL [¥] OTHER

2. NAME OF OPERATOR: 9. AP NUMBER: )
Pioneer Natural Resources 4% -0O0 7] ~30 7 F b
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1401 17th St,, Suite 1200 ;. Denver stare CO ;80202 (303) 298-8100
4. LOCATION OF WELL
FOOTAGES AT SURFACE: COUNTY:
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
/] NoTICE OF INTENT Ol O O
(Submit in Duplicate) [] attercasing [C] rracTure TREAT [C] sibeETRACK TO REPAIR WELL
Approximate date work will start: [] casine rRepair [C] newconsTRucTION [] TemporariLY AgaNDON
1/13/2006 [] cHance To PREVIOUS PLANS [C] oreraToR cHaNGE [C] tueinG Repar

[] crance TusinG [C] PLuc AND ABANDON [C] venTorFLARE

(] suBSEQUENT REPORT /] cHance weLt name [] erussacx [] water bisposat

{Submit Original Form Only)
[] crance weLL sTaTUS [C] PRODUCTION (START/RESUME) [] waTer sHuT-OFF
Date of work completion:

] comMINGLE PRODUCING FORMATIONS [ ] RECLAMATION OF WELL SITE O orxer:
] converT wetL Type [C] RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Change well name from "State Well Name" (Column 1) to "Well Name" (Column 2). See attached list for wells.

name pLease prin Jlallasandra M. Boulay nme Engineering Analyst

SIGNATURE W,///_\/ oate  1/3/2006
7 [

{This spacs for State use only)

RECEIVED
JAN 0§ 2006

DIV. OF OIL, GAS & MINING

{5/2000} {See Instructions on Reverse Side)



Pioneer Natural Resources

RECEIVED

1401 17th Street, Suite 1200 : 0
Denver, Colorado 80202 ' -‘AN 0 b 2““
Contact: Kallasandra Boulay ING
Phone: (303) 675-2719 DIV, OF O, GAS &MN
State Well Name Well Name Q S T R State County Field Status (State) APl # Operator Well Type
v/ [Huber-Federal 7-9 Huber Federal 7-9-12-10 SWNE | 9 |125|10E| Utah | Carbon Castlegate PR 43-007-30137] PNR |Gas Well
v/|Huber-Jensen 1-10 Huber Jensen 1-10-12-10 NWSW|10| 12S| 10E| Utah | Carbon Castlegate PR 43-007-30596] PNR |Gas Well
wHuber-Jensen 11-10 Huber Jensen 11-10-12-10 NESW |10]|12S| 10E| Utah | Carbon Castlegate PR 43-007-30164] PNR_ |Gas Well
Huber-Jensen 1-15 Huber Jensen 1-15-12-10 SWNE |15]128}10E} Utah | Carbon Castlegate PR 43-007-30736] PNR_ |Gas Well
Huber-Jensen 1-4 Huber Jensen 1-4-12-10 SWSE | 4 [12S|10E| Utah | Carbon Castlegate PR 43-007-30733] PNR__|Gas Well
fHuber-Jensen 16-9 Huber Jensen 16-9-12-10 SESE | 9 |12S|10E| Utah | Carbon Castlegate PR 43-007-30163| PNR |Gas Well
J]Huber-Jensen 1-8 Huber Jensen 1-8-12-10 NESE | 8 |12S|10E| Utah | Carbon Castlegate PR 43-007-30768] PNR |Gas Well
Huber-Jensen 1-9 Huber Jensen 1-9-12-10 NWSW| 9 [12S|10E| Utah | Carbon Castlegate PR 43-007-30717] PNR |Gas Well
Huber-Jensen 2-8 Huber Jensen 2-8-12-10 NENE | 8 |12S|10E| Utah | Carbon Castlegate PR 43-007-30734] PNR (Gas Well
~|Huber-Jensen 2-9 Huber Jensen 2-9-12-10 NENW | 9 | 12S|10E| Utah | Carbon Castlegate PR 43-007-30735] PNR__ |Gas Well
v|Huber-Jensen 5-10 Huber Jensen 5-10-12-10 SWNW 10| 12S|10E| Utah | Carbon Castlegate PR 43-007-30162] PNR_ |Gas Well
fHuber-Jensen 9-10 Huber Jensen 9-10-12-10 NESE |10]12S|10E| Utah | Carbon Castlegate PR 43-007-30159] PNR _ |Gas Well
iHuber-Shimmin Trust 1-11 Huber Shimmin Trust 1-11-12-10 SWSW |11/12S| 10E| Utah | Carbon Castlegate PR 43-007-30673] PNR_|Gas Well
/ |Huber-Shimmin Trust 1-12 Huber Shimmin Trust 1-12-12-10 NWSW 12| 12S{10E| Utah | Carbon Castlegate PR 43-007-30674] PNR |Gas Well
/|Huber-Shimmin Trust 2-11 Huber Shimmin Trust 2-11-12-10 SESE |11{12S|10E| Utah | Carbon Castlegate PR 43-007-30659] PNR__ |Gas Well
AHuber-Shimmin Trust 3-14 Huber Shimmin Trust 3-14-12-10 SENE |14|12S|10E| Utah | Carbon Castlegate Sl 43-007-30640] PNR |Gas Well
viHuber-Shimmin Trust 4-14 Huber Shimmin Trust 4-14-12-10 SENW {14128 10E| Utah | Carbon Castlegate PR 43-007-30662| PNR |Gas Well
uber-State 1-16 Huber State 1-16-12-10 NWNE | 16]|12S| 10E| Utah | Carbon Castlegate PR 43-007-30589] PNR |Gas Well
uber -St 4-16 Huber State 4-16-12-10 SENW |16]|12S[ 10E| Utah | Carbon Castlegate PR 43-007-30785| PNR |Gas Well
-ﬁJenson 7-15 Deep Jensen Deep 7-15-12-10 SWNE | 15] 128 10E] Utah | Carbon Castlegate TA 43-007-30786] PNR |Gas Well
A Shimmin Trust 11-11 Shimmin Trust 11-11-12-10 NESW |11]|12S| 10E| Utah | Carbon Castlegate PR 43-007-30166] PNR |Gas Well
J Shimmin Trust 14-12 Shimmin Trust 14-12-12-10 SESW 12| 12S| 10E| Utah | Carbon Castlegate XX 43-007-30169] PNR |Gas Well
V{Shimmin Trust 5 Shimmin Trust 5-14-12-10 NWNE | 14| 12S| 10E| Utah | Carbon Castlegate PR 43-007-30122] PNR _|Gas Well
Huber-St 1-35 Huber State 1-35-12-10 WDW SWSW 35| 12S| 10E| Utah | Duchesne Castlegate Active 43-013-32308] PNR |WDW
J|Anderson Fed 2 Anderson Federal 2-12-16S-24E SWSW |12} 16S|24E| Utah | Grand East Canyon PR 43-019-30136] PNR |Gas Well
JFederal 1-34 Bryson Canyon Federal 1-34-16S-24E NESE |34]16S|24E| Utah | Grand Bryson Canyon PR 43-019-31077] PNR |Gas Well
,j Federal 2-34 Bryson Canyon Federal 2-34-16S-24E SESW 34| 16S|24E| Utah | Grand Bryson Canyon PR 43-019-31078] PNR |Gas Well
Federal 24-1 East Canyon Federal 24-1-16S-24E NWNE | 1 |16S|24E| Utah| Grand East Canyon PA 43-019-30955] PNR |Gas Well
3 Black Horse 2 Black Horse 2 1-29-15S-24E SESE [29]|15S[24E| Utah | Uintah | Black Horse Canyon S 43-047-30248] PNR |Gas Well
JAFed ENI 7-1 Davis Canyon Federal ENI 7-1-13S-26E NENE | 1|13S|26E| Utah | Uintah Davis Canyon Sl 43-047-31134] PNR__ |Gas Well

Pioneer Natural Resources

1/3/2006



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

FORM 9

5. LEASE DESIGNATION AND SERIAL NUMBER:
Fee

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:

8. WELL NAME and NUMBER:

1. TYPE OF WELL
L WELL A
ol [0 ocaswell /] oTHER Jensen 7-15 Deep
2. NAME OF OPERATOR: 9. API NUMBER:
Pioneer Natural Resources 4300730786
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1401 17th St., Suite 1200 . Denver orare CO  ,-80202 (303) 298-8100 Castlegate
4. LOCATION OF WELL
rooTaGes AT surrace: 1575' FNL & 1800' FEL county: Carbon
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNE 15 12S 10E STATE:
UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

[] acibize [ oeeren [C] REPERFORATE CURRENT FORMATION

(1 NOTICE OF INTENT

(Submit in Duplicats) [] aLtercasing [] rracture TreaT [] sioetrack To REPAIR WELL
Approximate date work will start [] casinG Repair [(] NEWCONSTRUCTION [C] TempoRARILY ABANDON

[] cHANGE To PREVIOUS PLANS [[] operaTor cHaNGE [C] Tusing REPAIR
[] cHance TusiNG [] PLuGanD ABANDON [C] ventorrLare

/1 susseQuUENT REPORT [] cHanGE weLL NAME [C] epwueback [C] water DisposaL

(Submit Original Form Only)
[[] cHANGE weLL sTATUS [T] PRODUCTION (START/RESUME) [C] waver shur-off
Date of work complstion:

[:] COMMINGLE PRODUCING FORMATIONS [:] RECLAMATION OF WELL SITE [Z] otver: Wellbore Inteqirty for
[] convert weLL Tvpe [C] RECOMPLETE - DIFFERENT FORMATION shut-in status

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This well is currently shut-in. The wellbore is in excellent condition. There have been no changes or activity since last report.

Casing pressure continues to remain at 0 psig. and there are no visible leaks.

Pioneer plans to continue to use this wellbore for pressure observation after completing their proposed drilling program that

began in late fall 2005. If successful, the well may be converted to a disposal well.

Kallasandra M. Boulay

NAME (PLEASE PRINT) TITLE

Engineering Analyst

1/25/2006

SIGNATURE < DATE

(This space for State use only)

RECEIVED

JAN 2 7 2006

(5/2000) {See Instructions on Reverse Side)

DIV. OF OIL, GAS & MININC



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

FORM 9

5. LEASE DESIGNATION AND SERIAL NUMBER:
Fee

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hoie depth, reenter plugged wells, orto
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

8. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:

1. TYPE OF WELL

8. WELL NAME and NUMBER:

oLwelt [  easwell /]  OTHER Jensen 7-15 Deep
2. NAME OF OPERATOR: 9. API NUMBER:
Pioneer Natural Resources 4300730786
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1401 17th St,, Suite 1200 Denver grare €O ,,,80202 (303) 298-8100 Castlegate

CirY

4. LOCATION OF WELL

FOOTAGES AT SURFAcE: 1575' FNL & 1800' FEL

county: Carbon

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNE 15 12S 10E STATE:
UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
[] acioize [ oeeren [[] REPERFORATE CURRENT FORMATION
71 NoTice oF INTENT
(Submit in Duplicate) [] aTer casing [C] FRACTURE TREAT [] sibetrack ToREPAIR WELL
Approximate date work will start: [J casinerePaR [C] nNewconsTRucTION [T] TemporariLY ABANDON
[C] cHANGE TO PREVIOUS PLANS [C] oPeraTor cHanGE [] TusinG RePair
[] cHance TusinG [[J Pruc AnD ABANDON [T] venTOoRFLARE
[V/] SUBSEQUENT REPORT [ cHaNGE wELL NAME [ Ppweeack [C] waTer pisrosaL
(Submit Originai Form Only)
[] cHance weLL sTaTus [C] PRODUCTION (START/IRESUME) [C] waTER sHuT-OFF
Date of work completion:
[[] comminGLE PRODUCING FORMATIONS [ ] RECLAMATION OF WELL SITE /] otHer: Respond to two
[J converT weLL Tyre [[] RECOMPLETE - DIFFERENT FORMATION NOV's

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is to follow up on our response to two NOV's received September 30, 2005.
Two violations Issued:

1. Identification: A well sign has been placed on site as of November 15, 2005.

2. Surface Damage Control: The filling of the cellar to prevent entrapment of wildlife and livestock has been completed

as of October 25, 2005.

TITLE

Kallasandra M. Boulay

NAME (PLEASE PRINT)

Engineering Analyst

SIGNATURE /M (/7 s ~—__ pare 2/13/2006

{This space for State use only)

(5/2000) (See Instructions on Reverse Side)

RECEIVED
FEB 1 6 2006

DIV. OF OIL, GAS & MINING



STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

FORM 9

5. LEASE DESIGNATION AND SERIAL NUMBER:
Fee

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

N/A

7. UNIT or CA AGREEMENT NAME:

N/A

1. TYPE OF WELL

8. WELL NAME and NUMBER:

oiLwELL []  GASWELL OTHER Jenson 7-15 Deep
2. NAME OF OPERATOR: 9. AP| NUMBER:
Pioneer Natural Resources 4300730786
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1401 17th Street Suite 1200 ., Denver srare CO 580202 (303) 298-8100 Wildcat
4. LOCATION OF WELL
rooTAGES AT sSURFACE: 1575' FNL 1800’ FEL county: Carbon
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWINE 15 12S 10E STATE:
UTAH
. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION

TYPE OF ACTION

[] acioize

ALTER CASING

[Z] NOTICE OF INTENT
{Submit in Duplicate)
Approximate date work will start: CASING REPAIR

CHANGE TO PREVIOUS PLANS

CHANGE TUBING

[[] SUBSEQUENT REPORT
(Submit Original Form Only}

CHANGE WELL NAME

CHANGE WELL STATUS
Dats of work complation:
COMMINGLE PRODUCING FORMATIONS

CONVERT WELL TYPE

ogoooono

[J opeeren

[J FrACTURE TREAT

[] newconsTrRuCTION

[C] oPERATOR CHANGE

PLUG AND ABANDON

PLUG BACK

PRODUCTION (START/RESUME)

RECLAMATION OF WELL SITE

ooog

[C] RECOMPLETE - DIFFERENT FORMATION

D REPERFORATE CURRENT FORMATION
SIDETRACK TO REPAIR WELL
TEMPORARILY ABANDON

TUBING REPAIR

VENT OR FLARE

WATER DISPOSAL

WATER SHUT-OFF

NOOOoood

otHer: Respond to two
NOV's

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

This sundry is in response to the NOV received September 30, 2005.

Two violations were issued:

1. Identification: A well sign has been ordered and will be posted near well after delivery.

2. Surface Damage Control: Equipment has been committed in response to this violation along with three pit
closures in the same field. Filling the cellar to prevent entrapment of wildlife and livestock is expected to be

completed on or before November 11, 2005.

RECEIVED
U019 20

OGM + HOR HELD OFFIZE

.

NAME (PLEASE PRINT) Mark T. Gully /)

TITLE

SIGNATURE

Staff Operations Engineer

10/18/2005

DATE

o Al
/

J

(This space for State use only)

(5/2000)

(Ses instructions on Reverse Side)



STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:
FEE

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

8. WELL NAME and NUMBER:

Jensen 7-15 Deep

1. TYPE OF WELL
oiL WELL [] GAS WELL OTHER

2. NAME OF OPERATOR: 9. API NUMBER:
Pioneer Natural Resources USA, Inc., Attn: Kally Boulay 4300730786
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1401 17th Street, #1200 ., Denver <. CO 80202 (303) 675-2719 Castlegate
4. LOCATION OF WELL
rooTaces AT surrace: 155' FNL & 1800' FEL county: Carbon
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNE 15 12S 10E STATE:
UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
[C] NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL
Approximate date work will start: CASING REPAIR NEW CONSTRUCTION TEMPORARILY ABANDON

CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

/] SUBSEQUENT REPORT
(Submit Original Form Only)

CHANGE WELL NAME PLUG BACK WATER DISPOSAL

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF

Date of work completion:

COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE

OOoOooooono
RNOOOOaooo

omher: Wellbore integrity for
CONVERT WELL TYPE [] RECOMPLETE - DIFFERENT FORMATION shut-in status

gooododon

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
This well is currently shut-in. The well bore is in excellent condition. There have been no changes or activity since last report.
Casing pressure continues to remain at O psig. and there are no visible leaks.

Pioneer's plans are to consider the use of this wellbore for pressure observation. A multi well drilling program is scheduled for
the 3rd quarter of 20086. If successful, this well may be converted to a water disposal well.

Kallasandra M. Boulay nme Engineering Analyst

NAME (PLEASE PRINT)
SIGNATURE W/ - oate  2/3/2006
[ /7

{This space for State use only)

RECEIVED

] N7 anmn
MY 2T 00
(5/2000) (See Instructions on Reverse Side)

DiV. OF OIL, GAS & MINING



STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:
FEE

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:

oL weLL [] GASWELL /]  OTHER Jensen 7-15 Deep

2. NAME OF OPERATOR: 9. APINUMBER:
Pioneer Natural Resources USA, Inc., Attn: Kally Boulay 4300730786
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1401 17th Street, # 1200 oy Denver srare CO 80202 (303) 675-2719 Castlegate
4. LOCATION OF WELL
FOOTAGES AT SURFACE: HSE{FNL & 1800' FEL county: Carbon
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNE 15 128  10E STATE:
UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

[] acibize [ oeepen [[] REPERFORATE CURRENT FORMATION

[ 1 NOTICE OF INTENT

(Submitin Duplicate) [[] aLtercasing [CJ eracTure TREAT [] sipETRACK TOREPAIR WELL
Approximate date work will start: [[] casingRrePAR [[] wewconsTrucTION [C] TEMPORARILY ABANDON

[ cHancE TO PREVIOUS PLANS [] orerator cHANGE [ vueiNG Repar
[J cHance TUBING [C] PLuG AND ABANDON [C] venTORFLARE

1 suBseQUENT REPORT [[] cHANGE wELL NAME [ Pwesack [[] waTer pisposaL

(Submit Original Form Only)
[[] cHance weLL sTATUS [C] PRODUCTION (START/RESUME) [[] waTer sHuT-oFF
Date of work completion:

[:] COMMINGLE PRODUCING FORMATIONS |:] RECLAMATION OF WELL SITE m otHer: Wellbore integrity for
[C] converT weLt TyPE [C] RECOMPLETE - DIFFERENT FORMATION shut-in status

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
This well is currently shut-in. The well bore is in excellent condition. There have been no changes or activity since last report.
Casing pressure continues to remain at 0 psig. and there are no visible leaks.

Pioneer's plans are to consider the use of this wellbore for pressure observation. A multi well drilling program is scheduled for
the 3rd quarter of 2006. If successful, this well may be converted to a water disposal well.

Kallasandra M. Boulay nme Engineering Analyst

NAME (PLEASE PRINT)
SIGNATURE '/\L%(/V_\ oare  06/30/2006

{This space for State use only)

RECE\VED
JUL 2 0 2006
S & MINING

(5/2000) (See Instructions on Reverse Side}

OW. OF OlL, GA



STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING

FORM 9

5. LEASE DESIGNATION AND SERIAL NUMBER:
Fee

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:

8. WELL NAME and NUMBER:

TTYPEOFWELL o well ] GASWELL F]  OTHER _
Jensen 7-15 Deep

2. NAME OF OPERATOR: 9. AP NUMBER:
Pioneer Natural Resources USA, Inc. 43-007-30786
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1401 17th Street - Ste 1200 .., Denver srars CO 580202 (303) 675-2663 Castlegate
4. LOCATION OF WELL

rooTaces AT surrace: 1575' FNL & 1800' FEL county: Carbon

QTR/QTR, SECTION, TOWNSHIP, RAaNGE, MeriDIaN: SWNE 15 128 10E STATE:

UTAH

1.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
[] acioize ] opeeren [[] REPERFORATE CURRENT FORMATION
/] noTICE OF INTENT
(Submit in Dupicate) [J Autercasing [C] eracTuRe TREAT [ sioeTracK TO REPAIR WELL
Approximate date work will start: [ casincrerar [ nNew constrRucTiON [ vemPoRARILY ABANDON
9/20/2007 ] cHance To PREVIOUS PLANS [C] oPeraTOR cHANGE [ tusing Rerair
[ cHance TuBING [ euc anp asanDoN [] venrorFLare
[0 susseQueNT REPORT [0 cHanee weLL Name [ ruesack [] warerbisposaL
(Submit Original Form Only)
[] cHance weLL sTATUS [[] PRODUCTION (STARTRESUME) [ warershut-orF
Date of work completion:
[[] coMMINGLE PRODUCING FORMATIONS ] recLamarion oF weLL SITE O orter:
[ converT weLL Tvpe [/] RECOMPLETE - DIFFERENT FORMATION

12.

DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The Jensen 7-15 Deep was completed in the Ferron SS formation and Sl. Pioneer proposes to recomplete in the Mancos
formation. Plans are to clean out to the top of the CIBP @ 10,000' - RIH w/perf gun and perf 9780-83', 9876-79', &
9895-98' w/3 SPF. Nitregen breakdown with approx 200,000 scf Na. Monitor wellhead pressure for 8-14 days.

Co
T co?_; W0,co0 20/‘(0&4&
Perset2iqler q1/o2
J F
| COPYSENITOGPERATGR §
3 tnificlsy - -
! - =
nave (pLease privy_J0Y A. Ziegler e Senior Engineering Tech )
snemmms% /:I —pe g oate  9/6/2007

m

b e S

SN OF

b4
T en?

(This space for s““v“ omyK P PFRS¥ Al oy 1S
8:\_, GAS, AND MINING

DATENIALE

BY:

(5/2000) (See Instructions on Reverse Side)

RECEIVED

SEP 1 0 2007

DIV. OF OIL, GAS & MINING



STATE OF UTAH AMENDED REPORT [] FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)
DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:
Fee

WELL COMPLETION OR RECOMPLETION REPORT AND LOG

6. IF INDIAN, ALLOTTEE OR TRIBE NAME

1a. TYPE OF WELL: oL cas 7 Ry [ OTHER 7. UNIT or CA AGREEMENT NAME
b. TYPE OF WORK: 8. WELL NAME and NUMBER:
NEW HORIZ. - 3 :
WELL e [ o RNTRY RESVR. OTHER Jensen Deep 7-15-12-10
2. NAME OF OPERATOR: 9. APl NUMBER:
Pioneer Natural Resources USA, Inc. 43-007-30786
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10 FIELD AND POOL, OR WILDCAT
1401 17th Street - #1200 cvv Denver srare CO 7 80202 (303) 675-2663 Wildcat
4. LOCATION OF WELL (FOOTAGES) 1. ﬁE’;’Bm&SECﬂON' TOWNSHIP, RANGE,
atsurrace:  1575' FNL & 1800' FEL '
SWNE 15 125 10E siem
AT TOP PRODUCING INTERVAL REPORTED BELOW:
12. COUNTY 13, STATE :
T : ' !
atToTALDEPTH: 1778' FNL, 1925' FEL Carbon UTAH
14. DATE SPUDDED: 15. DATE 7.0. REACHED: | 16. DATE COMPLETED: 17. ELEVATIONS (DF, RKB, RT, GL):
1 2 /23 /2007 ABANDONED D READY TO PRODUCE
18. TOTAL DEPTH: MD 19. PLUG BACKT.D.: MD 20. IF MULTIPLE COMPLETIONS, HOW MANY? * [21. DEPTHBRIDGE  MD  {().000
PLUG SET: '
VD ™D 9,950 ™o 10,000
22. TYPE ELECTRIC AND OTHER MECHANICAL LOGS RUN (Submit copy of each) 23,
None WAS WELL CORED? NO D YES D (Submit analysis)
WAS DST RUN? no[[] ves[]  (submitreport
DIRECTIONAL SURVEY? no[] ves[]  (submitoopy)
24, CASING AND LINER RECORD (Report all strings set in well)
STAGE CEMENTER | CEMENT TYPE & SLURRY "
HOLE SIZE SIZE/GRADE WEIGHT (#ft) TOP (MD) BOTTOM (MD) DEPTH NO.OF SACKS | VOLUME (8BL) | CEMENT TOP** | AMOUNT PULLED
25. TUBING RECORD
SIZE DEPTH SET (MD) | PACKER SET (MD) SIZE DEPTH SET (MD) | PACKER SET (MD) SIZE DEPTH SET (MD) | PACKER SET (MD)
2-3/8" 8,597
26. PRODUCING INTERVALS 27. PERFORATION RECORD
FORMATION NAME TOP (MD) BOTTOM (MD) TOP (TVD) | BOTTOM (TVD) | INTERVAL (Top/Bot - MD) SIZE | NO. HOLES PERFORATION STATUS
& Mancos 6,160 10,063 8498 8504| 25 | 24 [open /] saueszea []
® 8,572 8578] 25 | 24 |oven [/] squeszed [ ]
© 9,783 9,780 .25 9 oOpen [f] Saveezed [ ]
O 9.879 9.876 .25 9 Open m Squeezed D
28. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC.
DEPTH INTERVAL AMOUNT AND TYPE OF MATERIAL
9780-9895 137,000# 20/40 sd, 10,0003 100 MSN, 229 tons Co2, 37,500 gal slickwater
8498-8578 100,000# 10/40 sd, 6790,000 scf N2, 30,000 gal slickwater

29. ENCLOSED ATTACHMENTS:

7] eLecTricALMECHANICAL LOGS [] eeolosicrerort  [] psTreport  [] pRecTionaL suRVEY

D SUNDRY NOTICE FOR PLUGGING AND CEMENT VERIFICATION D CORE ANALYSIS D OTHER:

30, WELL STATUS:

Producing

RECENED
MAY 16 2008

(5/2000) (CONTINUED ON BACK)

DIV. OF

OlL, GAS & MINING



31. INITIAL PRODUCTION INTERVAL A (As shown In item #26)

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION |OIL - BBL: GAS ~ MCF: WATER - BBL: {PROD. METHOD:
. U
12/23/2007 1/6/2008 24 RATES: = 0 61 11 Pmp'g
CHOKE SIZE: TBG. PRESS. CSG. PRESS. JAPI GRAVITY BTU - GAS GAS/OIL RATIO |24 HR PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL: |INTERVAL STATUS:
95 968 RATES: — 0 61 11 Producing
INTERVAL B (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION JOIL - BBL: GAS - MCF: WATER - BBL: |PROD. METHOD:
RATES: —
CHOKE SIZE: JTBG.PRESS. |CSG.PRESS. JAPIGRAVITY |BTU-GAS GAS/OIL RATIO |24 HR PRODUCTION |OIL - BBL: GAS - MCF: WATER - BBL: |INTERVAL STATUS:
' RATES: —
INTERVAL C (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION |OIL - BBL: GAS — MCF: WATER -BBL: |PROD. METHOD:
RATES: -
CHOKE SIZE: |TBG. PRESS. [CSG.PRESS. |JAPIGRAVITY {BTU-GAS GAS/OIL RATIO |24 HR PRODUCTION [OIL - BBL: GAS — MCF: WATER - BBL: |INTERVAL STATUS:
RATES: -~
INTERVAL D (As shown in item #26)
DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION JOIL —BBL: GAS - MCF: WATER - BBL: |PROD. METHOD:
RATES: —
CHOKE SIZE: |TBG.PRESS. |CSG.PRESS. [|APIGRAVITY [BTU-GAS GAS/OIL RATIO |24 HR PRODUCTION |OIL ~ BBL: GAS - MCF: WATER -BBL:  |INTERVAL STATUS:
RATES: ==

32. DISPOSITION OF GAS (Sold, Used for Fuel, Vented, Etc.)
Test: Gas Vented; Date 1st Produced: Sold

33. SUMMARY OF POROUS ZONES (Include Aquifers): 34. FORMATION (Log) MARKERS:

Show all important zones of porosity and contents thereof: Cored intervals and afl drill-stem tests, including depth intervai
tested, cushion used, time tool open, flowing and shut-in pressures and recoveries.

Formation (-II\-AOE’S)) B(mg;" Descriptions, Contents, etc. Name (Measu-::g Depth)
Price River 1,668
Castlegate 3,100
Blackhawk 3,457
Kennilworth 4,180
Aberdeen Mbr 4,357
Spring Canyon Mbr 4518
Storrs 4,848
Panther 5,066
Mancos 6,160
Ferron 10,063

35. ADDITIONAL REMARKS (Include plugging p dure)

#27 continued: Perfs: 9898-9895: .25", No. Holes: 9, Open

36. 1 hereby certify that the foregoing and attached information is complete and correct as determined from all avallable records.

naMe (PLease prINTy JOY A. Ziegler mme _Senior Engineering Tech

SIGNATURE %&2‘ A,(,n&éixo DATE éj A 2—1/ QOO K

This report must(bé subfyitted withir30 u(aa)s of

® completing or piugging a new well ® reentering a previously plugged and abandoned well
® drilling horizontal laterals from an existing well bore ® significanily deepening an existing well bore below the previous bottom-hole depth
® recompleting to a different producing formation ® drilling hydrocarbon exploratory holes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from two or more formations.

**ITEM 24: Cement Top — Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940

Salt Lake City, Utah 84114-5801

(5/2000)



Division of Oil, Gas and Mining ROUTING

OPERATOR CHANGE WORKSHEET (for state use only) 1.DJJ
2. CDW
X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 4/1/2010
FROM: (01d Operator): TO: ( New Operator):
N5155-Pioneer Natural Resources USA, Inc. N3680-Blue Tip Castlegate, Inc.
1401 17th St, Suite 1200 15810 Park Ten Place, Suite 160
Denver, CO 80202 Houston, TX 77084
Phone: 1 (303) 675-2610 Phone: 1 (303) 979-6023
CA No. Unit:
WELL NAME SEC TWN RNG|API NO ENTITY |LEASE TYPE|WELL |WELL
NO TYPE STATUS
SEE ATTACHED LIST I

OPERATOR CHANGES DOCUMENTATION

Enter date after each listed item is completed

1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 6/3/2010
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 6/3/2010
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 5/10/2010
4a. Is the new operator registered in the State of Utah: Business Number: 7624076-0142
5a. (R649-9-2)Waste Management Plan has been received on: Requested 9/13/2010
5b. Inspections of LA PA state/fee well sites complete on: n/a
5¢. Reports current for Production/Disposition & Sundries on: ok
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM not yet BIA

7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on: n/a
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on: n/a
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: * Being held

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 6/30/2010
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: __6/30/2010
3. Bond information entered in RBDMS on: 6/30/2010
4. Fee/State wells attached to bond in RBDMS on: 6/30/2010
5. Injection Projects to new operator in RBDMS on: *
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 6/30/2010
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: B005638
2. Indian well(s) covered by Bond Number: n/a
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number B005639  and B005650
3b. The FORMER operator has requested a release of liability from their bond on: n/a

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: 6/30/2010

COMMENTS:

Biue Tip Castlegats FORM A .xIs 9/16/2010



STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS © 17 INDIAN, ALLOTTEE O TRIE NAME:

7. UNIT or CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to

drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

1. TYPE OF WELL 8. WELL NAME and NUMBER:
OILWELL [] GAS WELL OTHER See Attached List
2. NAME OF OPERATOR:

9. API NUMBER:
Blue Tip Castlegate, Inc. N 5[11 g('j

3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
15810 Park Ten Place - Ste 160 ..., Houston state VX 7 77084 (303) 979-6023
4. LOCATION OF WELL
FOOTAGES AT SURFACE: county: Carbon
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT Ol Ol O
(Submit in Duplicate) [] ALTERCASING [] FRACTURE TREAT [] SIDETRACK TO REPAIR WELL
Approximate date work will start: [] casinG RePAR [C] newconsTRUCTION [C] TEMPORARILY ABANDON
4/1/2010 [] cHANGE TO PREVIOUS PLANS OPERATOR CHANGE [] TuBiNG REPAR

[J cHANGE TUBING [] PLuG AND ABANDON [C] venTORFLARE

[ sussEQuENT REPORT [] CHANGE WELL NAME O resack [] water DisposAL

(Submit Original Form Only)
[[] CHANGE WELL STATUS [[] PRODUCTION (START/RESUME) [[] wATERSHUT-OFF
Date of work completion:

[[] COMMINGLE PRODUCING FORMATIONS [ | RECLAMATION OF WELL SITE (] omer
[C] CONVERT WELL TYPE [C] RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Blue Tip Castlegate, Inc. has acquired all of Pioneer Natural Resources USA, Inc's interest in the Castlegate Field - see
attached well list. The effective date of change of operator is April 1, 2010.

%%E.M_—— 5112/10 ‘ 3/132]10
Betty Browrigon Date ce L. Taylor

Attorney-In-Fact Manager Vice Pyesi \n
Pioneer Natural Resources USA, Inc. N é//é’5' Blue Tip Castlegate, Inc. V,,b(
1401 17th Street - Suite 1200 15810 Park Ten Place - Suite 160
Denver, CO 80202 Houston, TX 77084

Phone: 303-675-2610 Telephone: 303-979-6023

State Bond No.: B005639
BLM Bond No.: B005638

NAME (PLEASE privT)_BTuce L. Taylor - me Manager- Vice Pyesiden ﬂ(

SIGNATURE i ;!;u: & q‘;L ‘v DATE 5! ' 5/ J O

(This space for State use only)

APPROVED _¢ /3p/30/0 RECEIVED
Coilhe Rooill JUN 03 260

20000 Division of Oil, Gas and Mining (See Instructions on Reverse Side) o
Earlene Russell, Engineering Technician DIV. OF OIL, GAS & MINING



PIONEER NATURAL RESOURCES (N5155) to BLUE TIP CASTLEGATE (N3680)

well name sec [twp |mg [api entity lease  |type stat |C
SHIMMIN TRUST 5-14-12-10 14 11208 |100E |4300730122  |14175 Fee  |GW P
CASTLEGATE FED 7-9-12-10 09 ]120S ]100E |4300730137 12991 Federal |GW P
JENSEN 9-10-12-10 10 [120S J100E |4300730159 12906 Fee GW P
JENSEN 5-10-12-10 10 ]120S |100E }4300730162  |12905 Fee GW S
JENSEN 16-9-12-10 09 1208 |100E |4300730163  ]12904 Fee GW P
JENSEN 11-10-12-10 . 10 J120S |100E |4300730164  |11405 Fee GW p
SHIMMIN TRUST 11-11-12-10 11 [120S J100E 4300730166 {11410 Fee GW P
CASTLEGATE ST 1-16-12-10 16 |120S {100E [4300730589 [12610 State  |GW P
 [JENSEN 1-10-12-10 10 120S |100E [4300730596 {12611 Fee GW P
SHIMMIN TRUST 2-11-12-10 11 _[120S J100E [4300730659 [13070 Fee GW P
SHIMMIN TRUST 4-14-12-10 14 1120S |100E |4300730662  [13071 Fee GW P
SHIMMIN TRUST 1-11-12-10 11 [120S [100E |4300730673  [12901 Fee GW p
JENSEN 2-10-12-10 10 _1120S |{100E |4300730675 |14225  |Fee GW OPS
JENSEN 1-9-12-10 09 ]120S [100E 4300730717 [12903 Fee GW P
JENSEN 1-18-12-10 18 [120S |100E {4300730718 [14226 Fee GW P
JENSEN 1-4-12-10 04 1208 J100E |4300730733 113068 Fee GW P
JENSEN 2-8-12-10 08 ]120S |100E |4300730734  [13275 Fee GW P
JENSEN 2-9-12-10 09 |120S j100E [4300730735 |13317 Fee GW P
JENSEN 1-15-12-10 15 |120S J100E |4300730736 {13072 Fee GW P
JENSEN 1-8-12-10 08 |120S |100E |4300730768 |[13359 Fee GW P
CASTLEGATE ST 4-16-12-10 16 |120S |100E |4300730785 [13318 State |[GW P
JENSEN DEEP 7-15-12-10 15 11208 |100E 4300730786  |13247 Fee GW S
CASTLEGATE ST 11-16H-12-10 |16 |120S |[100E |4300730061 |14224 State  |GW S
SHIMMIN 11-14-12-10 14 11208 |100E [4300730962 |14223 Fee GW OPS
JENSEN 23C-9-12-10 09 1120S |100E [4300731211 {15770 Fee GW P
JENSEN 33C-9-12-10 09 |120S |100E |4300731212  [15769 Fee GW P
JENSEN 42C-9-12-10 09 |120SJ100E }4300731213 |15766 Fee GW P
JENSEN 43C-9-12-10 09 |120S |100E|4300731214 [15768 Fee GW P C
CASTLEGATE FED 22C-9-12-10 |09 |120S [100E [4300731225 |15767 Federal |GW P
JENSEN 41C-9-12-10 09 |120S |100E |4300731452 |[17246 Fee GW OPS [C
JENSEN 14C-10-12-10 10 {120S [100E |4300731453  |17235 Fee GW P
JENSEN FED 14C-3-12-10 03 {120S [100E |4300731495 Federal |GW APD |C
JENSEN FED 22C-10-12-10 10 |120S |100E |4300731498 Federal |GW APD |C
JENSEN FED 11C-10-12-10 10 11208 |100E {4300731499 Federal |GW APD |C
JENSEN 14C-4-12-10 04 {1208 |100E [4300731500 Fee GW APD |C
JENSEN 44C-4-12-10 04 |120S |100E {4300731501 Fee GW APD |C
JENSEN 44C-5-12-10 05 ]120S {100E {4300731502 Fee GW APD |C
JENSEN 34C-9-12-10 09 {1208 |100E [4300731503 Fee GW APD |C
JENSEN 31C-9-12-10 09 [120S |100E [4300731504 Fee GW APD |C
JENSEN 14C-9-12-10 09 ]120S ]100E |4300731505 Fee GW APD |C
JENSEN 11C-9-12-10 09 11208 |100E {4300731506 Fee GW APD |C
JENSEN 24C-9-12-10 09 |120S |100E |4300731507 Fee GW APD |C
JENSEN ST 11C-34-11-9 34 |110S JO9OE 4304930024 17071 State |GW S C




State of Utah

DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

GARY R. HERBERT

Governor Division of Oil, Gas and Mining
SPENCER J. COX JOHN R. BAZA
Lieutenant Governor Division Director

September 3, 2014

CERTIFIED MAIL NO.: 7011 2970 0001 8828 1573

Mr. Mike Cerelli A2 07 2 TXe
Blue Tip Castlegate, Inc. e ein Dee P -15-12-10
14905 120™ RD 15 1S IDE

Erie, KS 66733

Subject: Extended Shut-in and Temporary Abandoned Well Requirements for Fee or State Leases

Dear Mr. Cerelli:

As of April 2014, Blue Tip Castlegate, Inc. (Blue Tip) has three (3) State Lease Wells and
three (3) Fee Lease Wells (see attachment A) that are currently in non-compliance with the
requirements for extended shut-in or temporarily abandoned (SI/TA) status.

Two of these wells (attachment A) have previously been issued notices of non-
compliance and have remained in non-compliance. Both wells are over five (5) years shut-in
(attachment A) and must comply with R649-3-36-1.3.3 as stated below.

Blue Tip shall immediately submit plans and timeframes for each well stating which
wells will be plugged, placed back on production, or requesting SI/TA extension with proof of
wellbore integrity and good cause for such request. All wells need an individual sundry filed and
are required to meet the SI/TA rules as listed below.

Wells SI/TA beyond twelve (12) consecutive months requires filing a Sundry Notice
(R649-3-36-1). Wells with five (5) years non-activity or non-productivity shall be plugged,
unless the Division grants approval for extended shut-in time upon a showing of good cause by
the operator (649-3-36-1.3.3). For extended SI/TA consideration the operator shall provide the
Utah Division of Oil, Gas & Mining with the following:

1. Reasons for SI/TA of the well (R649-3-36-1.1)
2. The length of time the well is expected to be S/TA (R649-3-36-1.2), and

3. An explanation and supporting data if necessary, for showing the well has
integrity, meaning that the casing, cement, equipment condition, static fluid level,
pressure, existence or absence of Underground Sources of Drinking Water and
other factors do not make the well a risk to public health and safety or the
environment (R649-3-36-1.3)

UTAH
Please note that the Divisions preferred method for showing well integrity is by MIT DNR
M

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 » facsimile (801) 359-3940 « TTY (801) 538-7458 « www.ogm.utah.gov

OIt, GAS & MINING



Page 2

Blue Tip Castlegate, Inc.
September 3, 2014

Submitting the information suggested below may help show well integrity and may help
qualify your well for extended SI/TA. Note: As of July 1, 2003, wells in violation of the SI/TA
rule R649-3-36 may be subject to full cost bonding (R649-3-1-4.2, 4.3).

1.

Wellbore diagram, and

2. Copy of recent casing pressure test, and

3.

4.
5.

Current pressures on the wellbore (tubing pressure, casing pressure, and
casing/casing annuli pressure) showing wellbore has integrity, and
Fluid level in the wellbore, and

An explanation of how the submitted information proves integrity.

If the required information is not received within 30 days of the date of this notice, further
actions may be initiated. If you have any questions concerning this matter, please contact me at
(801) 538-5281.

DKD/JP/js

N3

Dustin K. Doucet
Petroleum Engineer

cc: Compliance File

Well File

LaVonne Garrison, SITLA

N:AO&G Reviewed Docs\ChronFile\PetroleumEngineer\SITA



Attachment A

Well Name API LEASE Years Inactive | Prior Notice
1 [CASTLEGATE ST 11-16H-12-10 | 43-007-3096 1 ML-44443 R 2'° NOTICE
2 |JENSEN ST 11C-34-11-9 43-049-30024|  ML-48060 | EFTRISRIITID [ 2"° NOTICE
3 [JENSEN 1-18-12-10 43-007-30718 FEE 2 years 5 months
4 |JJENSEN 1-15-12-10 43-007-30736 FEE 2 years 11 months
5 |CASTLEGATE ST 4-16-12-10  |43-007-30785 ML-44443 2 years 8 months
6 [JENSEN DEEP 7-15-12-10 43-007-30786 FEE 1 year 11 months




STATE OF UTAH FORM 9
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER:
FEE

6. [F INDIAN, ALLOTTEE OR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS

7. UNIT of CA AGREEMENT NAME:
Do not use this form for proposals to drill new wells, significantly deepen existing wells below cumrent bottom-hole depth, reenter plugged wells, or to
drill horizontal laterais. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

8. WELL NAME and NUMBER:

1. TYPE OF WELL
oLweLL [[]  GASwELL OTHER Jensen Deep 7-15-12-10
2. NAME OF OPERATOR. 9. AP NUMBER:
Blue Tip Castlegate, Inc. 4300730786
3. ADDRESS OF OPERATOR: PHONE NUMBER: 70, FIELD AND POOL, OR WILDCAT.
16810 Park Ten PI. #160 iy Houston - Tx e 77084 (281 ) 944-3800
4. LOCATION OF WELL
FooTaGes AT surrace: 1,575' FNL / 1,800' FEL county: Carbon
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: SWNE 15 128 10E S STATE:
UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

[ acoize [] oeeren [C] REPERFORATE CURRENT FORMATION

/] w~orice oF INTENT

(Submit In Dugplicate) ] autercasing [J Fracture TREAT [J sioeTrACK TO REPAR WELL
Approximate date work will start: [[] casmcRerar [] new CONSTRUCTION [[] TEMPORARILY ABANDON

[[] cHanGE To PREVIOUS PLANS [] operaToRr cHanGE [] TueinG REPAIR
[ cHaneE TuBING [J PLucAnD AaNDON [J venTorFLare

[] suesequent reporT [] crHance WELL NAME ] eLueeack [[] water pisposaL

(Submit Original Form Only)
[] cHanGe weLL sTATUS [Z] PRODUCTION (STARTRESUME) [ water sHuT-0FF
Date of work completion:

[} commingLE PRODUCING FORMATIONS ] RECLAMATION OF WELL SITE O omer:
[[] convertweLL Tvpe [[] RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Well being returned to producing status.

nami (pLease rixmy_Michael Cerelli mme VP Operations

e _1/30/ 14

SIGNATURE

(This space for State use only)

Utah Division of
Oil, Gas and Mining

For Record Onl i
(512000) (See Instructions on Reverse Side) _7{\ oiore Sobaad k\-\\Z’S\md\k\OQ Vid Q"PU‘M""'



U BLUE TIP CASTLEGATE, INC

September 30, 2014

“ECEIVEL
MAILING REFERENCE - 7713 2573 5409 ‘ -
SIGNATURE REQUIRED 0CT 02 2014
State of Utah DIV. OF OIL, GAS & MINING

Department of Natural Resources
Attn: Dustin Doucet

1594 West North Temple, Suite 1210
PO Box 145801

Salt Lake City, Utah 84114-5801

RE:  Letter dated September 3, 2014
Extended Shut-in and Temporary Abandoned Wells Requirements for Fee and State Leases

Mr. Doucet,

Per the letter referred to above Blue Tip Castlegate, Inc., had six (6) SI/TA wells to review and has
addressed the findings of the review below. '

API 4300730961, CASTLEGATE ST 11-16H-12-10.

This well on lease ML-44443 currently a status of SI/TA over S years. On 09/27/2012 Blue Tip
completed a successful MIT on this well. The results of the MIT concluded that the well has
structural integrity and we request a continuance of the SI/TA status for an additional 3 years. No
drilling or recompletions are currently scheduled due to low gas prices, however this well will be
evaluated for cleanout/recompletion should conditions change.

Attachments:

Form 9 ,

Rig work summary of the MIT

Pressure chart for the MIT

Invoice from Weatherford with details of MIT
Well Bore Diagram

NhWN-

API 4304930024, JENSEN ST 11C-34-11-9.

This well on lease ML-48060 currently a status of SI/TA over 5 years. As of this letter Blue Tip
Castlegate, Inc., has been taking tubing and casing readings since 5/23/2012. There has been no
change in the casing or fluid level readings. We ask that this be accepted as structural integrity in
lieu of an MIT. We would like to extend the SI/TA status for an additional 5 years. This well is
located in the outer limit of the field and when development of the field is started, a pipeline with
additional new wells will be headed that way which would allow the well to be put on production.
Current pricing does not allow development to start.

Attachments:
1. Form9
2. Pressure Check Data
3. Well Bore Diagram



U BLUE TIP CASTLEGATE, INC

API 4300730718, JENSEN 1-18-12-10.
This fee well is currently a status of SI/TA less than 5 years. As of this letter Blue Tip’s intention is
that this well remains on SI/TA for an additional 12 months because of economic reasons. This
well’s current fluid level is 2,034°.
Attachments:
1. Form?9
2. Well Bore Diagram

API 4300730736, JENSEN 1-15-12-10.
This fee well is being returned to producing status.

Attachments:
1. Form9

API 4300730785, CASTLEGATE ST 4-16-12-10.

This well on lease ML-44443 currently a status of SU/TA less than 5 years. As of this letter Blue
Tip’s intention is that this well remains on SI/TA for an additional 12 months because of economic
reasons to repair. This well’s current fluid level is 204,

Attachments:
1. Form9
2. Well Bore Diagram

API 4300730786, JENSEN DEEP 7-15-12-10.
This fee well is being returned to producing status.

Attachments:
1. Form9

We hope that the results of this review as determined in this letter sufficiently answers the questions
posed, if more information is needed please do not hesitate to contact us directly.

Contact for this review:

Wendy Clemente

Blue Tip Energy Management
Operations Production/Legal Analyst
15810 Park Ten Place, Suite 160
Houston, Texas 77084

Sincerely,

WELmar X fo1 11 Cinally

Mike Cerelli, VF’Operations



Division of Qil, Gas and Mining

Operator Change/Name Change Worksheet-for State use only

Effective Date: 7/1/2016

FORMER OPERATOR: NEW OPERATOR:

Blue Tip Castlegate, Inc. Liberty Pioneer Energy Sources, Inc.

15810 Park Ten Place, Suite 160 1411 East 840 North

Houston TX 77084 Orem UT 84097

CA Number(s): Unit(s): N/A

WELL INFORMATION:

Well Name Sec [TWN |[RNG |API Entity Mineral [Surface Type Status
See Attached List

OPERATOR CHANGES DOCUMENTATION:

1. Sundry or legal documentation was recetved from the FORMER operator on:
2. Sundry or legal documentation was received from the NEW operator on:

3. New operator Division of Corporations Business Number:

6353640-0143

REVIEW:

1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on:

2. Receipt of Acceptance of Drilling Procedures for APD on: N/A
3. Reports current for Production/Disposition & Sundries: 8/26/2016

4. OPS/SI/TA well(s) reviewed for full cost bonding: 8/26/2016

5. UICS on all disposal/injection/storage well(s) approved on: 8/26/2016

6. Surface Facility(s) included in operator change:

N/A

7. Inspections of PA state/fee well sites complete on (only upon operators request):

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number:

2. Indian well(s) covered by Bond Number:
3.State/fee well(s) covered by Bond Number(s):

DATA ENTRY:

1. Well(s) update in the OGIS on:

2. Entity Number(s) updated in OGIS on:

3. Unit(s) operator number update in OGIS on:
4. Surface Facilities update in OGIS on:

5. State/Fee well(s) attached to bond(s) in RBDMS on:

6. Surface Facilities update in RBDMS on:

W€ UTROOG224,
N/A

RLB0012097

8/26/2016
8/26/2016
N/A
N/A
8/26/2016
N/A

71212016
7/21/2016

N/A

N/A

COMMENTS:




From: Blue Tip Castlegate, Inc.

To: Liberty Pioneer Energy Source, Inc.

Effective: 7/1/2016

Well Name Sec [TWN RNG APINumber Entity Mineral Surface Type Status
CASTLEGATE ST 1-35-12-10WD (35 110S |[100E 4301332308 13472 |State State WD A
JENSEN 9-10-12-10 10 1208 [100E 4300730159 (12906 |Fee 'Fee GW P
JENSEN 5-10-12-10 10 120S | 100E '4300730162 12905 |Fee Fee GW P
JENSEN 16-9-12-10 9 120S 100E 4300730163 [12904 Fee  Fee GW [P
JENSEN 11-10-12-10 10 120S [100E 14300730164 11405 |Fee Fee GW P
CASTLEGATE ST 1-16-12-10 16 120S [ 100E 4300730589 (12610 State /State | GW |P
JENSEN 1-10-12-10 10 120S |[100E 4300730596 12611 [Fee Fee GW P
JENSEN 1-8-12-10 9  120S 100E (4300730717 [12903 !Fee Fee GW [P
JENSEN 2-9-12-10 9  120S |100E (4300730735 13317 [Fee Fee [GW [P
JENSEN 1-15-12-10 15 120S |100E 4300730736 [13072 [Fee Fee GW P
JENSEN 1-8-12-10 8 | 120S |100E |4300730768 13359 [Fee [Fee GW [P
JENSEN DEEP 7-15-12-10 15  1120S |100E 4300730786 13247 Fee Fee GW [P
JENSEN 23C-9-12-10 /9 [120S |100E [4300731211 15770 |Fee Fee GwW [P
JENSEN 33C-9-12-10 9 120 [100E (4300731212 15769 Fee Fee GW [P
JENSEN 43C-9-12-10 9  120S |100E 4300731214 15768 |Fee Fee GwW [P
CASTLEGATE FED 22C-9-12-10 |9 /120S |100E 4300731225 15767 Federal |Federal GW P
JENSEN 41C-9-12-10 9 1120S |100E 4300731452 17246 [Fee Fee GW [P
JENSEN 14C-10-12-10 10 120S | 100E !4300731453 17235 |Fee Fee GW P
JENSEN FED 6-10-12-10 10 [120S  [100E 4300750177 18209 Federal |Fee GW [P
SHIMMIN TRUST 5-14-12-10 14 1120S 100E 4300730122 [14175 |Fee Fee GW s
CASTLEGATE FED 7-9-12-10 9 [120S 100E 4300730137 12991 |Federal |Federal |GW S
SHIMMIN TRUST 11-11-12-10 11 120S 100E 4300730166 [11410 |Fee Fee GW s
SHIMMIN TRUST 2-11-12-10 11 120S [100E 14300730659 13070 |Fee Fee GW s
SHIMMIN TRUST 4-14-12-10 14 120S [100E 4300730662 |13071 |Fee Fee GW S
SHIMMIN TRUST 1-11-12-10 11 120S |100E 4300730673 12901 [Fee Fee GW s
JENSEN 1-18-12-10 18 '120S |100E 4300730718 [14226 |Fee Fee GW s
JENSEN 1-4-12-10 '4  120S |100E |4300730733 13068 [Fee Fee GW [s
JENSEN 2-8-12-10 8  120S |100E (4300730734 (13275 Fee Fee GW s
CASTLEGATE ST 4-16-12-10 16 120S [100E (4300730785 13318 [State  'State |GW |S
CASTLEGATE ST 11-16H-12-10 (16 120S |100E |4300730961 (14224 [State  State |[GW S
JENSEN 42C-9-12-10 9 120S 100E 4300731213 15766 Fee \Fee GW s
JENSEN 2C-9 9  120S [100E 4300750179 18242 Fee Fee GW s
JENSEN ST 11C-34-11-9 34 110S |090E 4304930024 17071 /State  Fee GW s




STATE OF UTAH

FORM 9

DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING , 5

LEASE DESIGNATION AND SERIAL NUMBER:
SEE ATTACHED LIST

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

7. UNIT or CA AGREEMENT NAME:

1. TYPE OF WELL

8. WELL NAME and NUMBER:

oLwelt [7]  GAsweLL OTHER SEE ATTACHED LIST
2. NAME OF OPERATOR: 9. APl NUMBER:
Liberty Pioneer Energy Source, Inc. SEE ATTACHED LIST
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELD AND POOL, OR WILDCAT:
1411 E 840N ey Orem srare YT 5 84097 (801)224-4771
4. LOCATION OF WELL
FOOTAGES AT SURFACE: SEE ATTACHED LlST COUNTY:
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH
1. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION
[ acioize [] oeePen [[] REPERFORATE CURRENT FORMATION
[J NOTICE OF INTENT
(Submit in Duplicate) [[] aLtercasine [T] FrAcTURE TREAT [] siDETRACK TO REPAIR WELL
Approximate date work wil start: [ casineRePAR [] newconsTRucTiON [ temPoraRriLY ABANDON
[] cHancE To PREVIOUS PLANS [[] oeeraToR cHaNGE [J TueinG Rerar
[] cHance TuBiNG [] PLuc anp ABANDON [} VveENT ORFLARE
|X] SUBSEQUENT REPORT |:| CHANGE WELL NAME D PLUG BACK |_—_] WATER DISPOSAL
{Submit Original Form Only)
[] cHancE WELL STATUS [[] PRODUCTION (START/RESUME) [] water sHuT-oFF
Date of work completion:
[[J comminaLE PRODUGING FORMATIONS [ | RECLAMATION OF WELL SITE O omer:
[T] converr weLL Tvpe [[] RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

CHANGE OF OPERATOR

PREVIOUS OPERATOR:

Biue Tip Castlegate, Inc.

15810 Park Ten Place - Suite 160
Houston, TX 77084

Phone (281) 994-3800

Operator Number N3680

By:
Bruce L. Taylor, Vice President

NEW OPERATOR:

Liberty Pioneer Energy Source, Inc.
1411 East 840 North

Orem, UT 84087

Phone (801) 224-4771

N2255

RECEIVED
JuL 212016
DIV. OF OlL, GAS & MINING

Operator Number N2855

Be advised that Liberty Pioneer Energy Source, Inc. is responsible under the terms and conditions of the related leases for the operations
conducted upon the leased lands. Bond coverage is covered by Bond No. RLB0012097.

mme  Vice President of Liberty Pioneer Energy Source, Inc.

NAME (PLEASE PRINT) Kimball Hodges
SIGNATURE

DATE

‘zﬁzl//é

Sz

(This space for State use only)

(5/2000)

APPROVED
AUG 26 2773

busd

(See Instructions on Reverse Side)

,i.sd. OIL GA% % iNING
BY: %ok o Q0 Medinn



ATTACHED LIST to Change of Operator Sundry Notice

BTC WELL
NUMBER WELL NAME AND NUMBER LEGAL DESCRIPTION | OPERATOR AP| " COUNTY STATE
2080001|/ENSEN 1-4-12-10 BLUETIP 43-007-30733-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
Ti2S RI10E INC.
Sec 04: SWSE
2080002|JENSEN 1-8-12-10 BLUE TIP 43-007-30768-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec 08: NESF
2080003|JENSEN 2-8-12-10 BLUE TIP 43-007-30734-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec.08: NENE
2080004| CASTLEGATE FED 22C-3-12-10 BLUE TIP 43-007-31225-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S R10E INC.
Sec 09: SENW
2080005|CASTLEGATE FED 7-9-12-10 BLUETIP 43-007-30137-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec 09: SWNF
2080006|JENSEN 1-9-12-10 BLUE TIP 43-007-30717-0000 CARBON UTAH
- Salt Lake Meridian CASTLEGATE
T12S R10E INC.
. Sec09: NWSW
2080007]JENSEN 2-9-12-10 BLUE TIP 43-007-30735-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S R10E INC.
Sec 09: NENW
2080008]SENSEN 16-9-12-10 BLUE TIP 43-007-30163-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T125 R10E INC.
Sec 09: SESE
2080009|JENSEN 23C-9-12-10 BLUE TIP |43-007-31211-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec 09: NESW
2080010]JENSEN 33C-9-12-10 BLUE TiP 43-007-31212-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec 09: NWSE.
2080011}JENSEN 42C-9-12-10 . BLUE TIP 43-007-31213-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec 09: SENE
2080012JJENSEN 43C-9-12-10 BLUE TIP 43-007-31214-0000 CARBON UTAH
Salt Lake Meridian  |CASTLEGATE
T12S RI10E INC.
Sec 09: NESE
2080013|JENSEN 1-10-12-10 BLUE TiP 43-007-30596-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec 10: NWSW
2080014|JENSEN 5-10-12-10 BLUE TIP 43-007-30162-0000 CARBON UTAH
Sait Lake Meridian CASTLEGATE
7125 R10OE INC.
Sec 10; SWNW
2080015|JENSEN 11-10-12-10 BLUE TIP 43-007-30164-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S R10E INC.
Sec10: NESW
\©
Page 1 of 3



ATTACHED LIST to Change of Operator Sundry Notice

BTC WELL
NUMBER WELL NAME AND NUMBER LEGAL DESCRIPTION OPERATOR API COUNTY STATE
2080016]JENSEN 14C-10-12-10 BLUE TIP 43-007-31453-0000 CARBON UTAH
3 Salt Lake Meridian  |CASTLEGATE
T12S RI10E INC.
Sec10: SWSW.
2080017|SHIMMIN TRUST 1-11-12-10 BLUE TIP 43-007-30673-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec11: SWSW.
2080018|SHIMMIN TRUST 2-11-12-10 BLUE TIP 43-007-30659-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E tNC.
Sec11: SFSE
2080019|SHIMMIN TRUST 4-14-12-10 . BLUE TIP 43-007-30662-0000 JCARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec 14: SENW .
2080020{SHIMMIN TRUST 5-14-12-10 BLUETIP 43-007-30122-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
' T12S RIOE INC,
Sec14: NWNF
2080021|JENSEN 1-15-12-10 BLUE TIP 43-007-30736-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec 15, SWNE
2080022|JENSEN DEEP 7-15-12-10 BLUE TiP 43-007-30786-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
: Sec 15: SWNE
2080023]CASTLEGATE ST 1-16-12-10 BLUETIP 43-007-30589-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec 16: NWNF
2080024]|CASTLEGATE ST 4-16-12-10 BLUETIP 43-007-30785-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E iNC.
Sec 16: SENW
2080025|JENSEN 1-18-12-10 BLUETIP 43-007-30718-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec 18: NESE
2080026|CASTLEGATE ST 1-35-12-10 WD BLUETIP 43-013-32308-0000 DUCHESNE |UTAH
Salt Lake Meridian CASTLEGATE
Ti1S RI10E INC.
Sec 35: SWSW
2080027 |CASTLEGATE ST 11-16H-12-10 BLUE TIP 43-007-30961-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S R10E INC.
Sec 16: NWNW
2080028|JENSEN STATE 11C-34-11-9 BLUETIP 43-049-30024-0000 UTAH UTAH
Salt Lake Meridian CASTLEGATE
T11S R9E INC.
Sec 34: NWNW
2080030[JENSEN 41C-9-12-10 BLUETIP 43-007-31452-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S R10E INC.
Sec 09: NENE

Page 2 of 3



ATTACHED LIST to Change of Operator Sundry Notice

BTC WELL
NUMBER WELL NAME AND NUMBER LEGAL DESCRIPTION OPERATOR API COUNTY STATE
2080032|JENSEN 9-10-12-10 BLUETIP 43-007-30159-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RIOE INC.
Sec 10: NESE
2080033[SHIMMIN TRUST 11-11-12-10 BLUETIP 43-007-30166-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10E INC.
Sec 11: NESW .
2080042|JENSEN 2C-9-12-10 BLUE TIP 43-007-01790-0000 CARBON UTAH
- |salt Lake Meridian |CASTLEGATE SOIY
T12S RI10E INC.
Sec9: NWANE4
2080043|JENSEN FED 6-10-12-10 BLUE TIP 43-007-50177-0000 CARBON UTAH
Salt Lake Meridian CASTLEGATE
T12S RI10f INC.
Sec 6: SEANW4
Page 3 of 3



STATE OF UTAH UIC FORM §
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
TRANSFER OF AUTHORITY TO INJECT
Well Name and Number APl Number
Castlegate St 1-35-12-10 4301332308
Location of Well Fieid or Unit Name
. , . Castlegate
Footage : 540' FSL, 1135 FWL County : Duchesne - o T
QQ, Section, Township, Range: SWSW a5 118 10E State : UTAH ML-48822
EFFECTIVE DATE OF TRANSFER: 7/1/2016
CURRENT OPERATOR
Company: _Blue Tip Castlegate, Inc. Name: ;Bium L. Taylor - )
city Houston state TX 2ip 77284 Title: Secretary ;‘ k
4
Comments:
NEW OPERATOR
1
Company: WEM Castlegate, LLC Name: ),
Address: 1411 East 840 North Signature: ‘
city Orem state UT 71 84097 Titee: _M)
U
Phone: Date: i ! ity le
Comments:

(Thissp:coforsmuu '
Transfer approved by A Date: 5_/. :,;1 22

Tide: '\‘\57

Comments:

(6/2000)

RECEIVED
JuL 212016
DIV. OF OIL, GAS & MINING
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Dustin K. Doucet
Petroleum Engineer
Division of Qil, Gas and Mining

1594 West North Temple, Ste 1210
Salt Lake City, Utah 84116

RE: Bonding for Castlegate Field Wells

August 15, 2016
Dustin:

Blue Tip Energy Management, LLC was the previous operator and bondholder of the Castle Gate
Field and associated wells listed below. Liberty Pioneer Energy Source, Inc. (“LPES”) has
submitted the necessary paperwork to take over as the new operator of theses wells. Per our
recent communications we would like to make the following proposal pertaining to the bonding
of the wells listed below so that all of the wells in the field will be covered by LPES blanket bond
#RLB0012097.

1) LPES plans to P&A the following wells prior to November 1, 2016:

13318 CASTLEGATE ST 4-16-12-10
14224 CASTLEGATE ST 11-16H-12-10

2) LPES is currently getting pricing to build a pipeline to the following well which is believed to be
capable of production. If pricing is reasonable, LPES will propose production testing and flaring.
We will notify you of our decision to either run a pipeline or plug and abandon this well before
the end of 2016. If the decision is to produce, LPES will commence the pipeline permitting process
before the end of 2016:

17071 JENSEN STATE 11C-34-11-9



3) Wells that are currently producing or will be returned to producing status by October 1, 2016:
13070 SHIMMIN TRUST 2-11-12-10
13275 JENSEN 2-8-12-10
13071 SHIMMIN TRUST 4-14-12-10
13068 JENSEN 1-4-12-10
18242 JENSEN 2C-9-12-10
12991 CASTLEGATE FED 7-9-12-10
11405 JENSEN 11-10-12-10
12610 CASTLEGATE ST 1-16-12-10
12611 JENSEN 1-10-12-10
12903 JENSEN 1-9-12-10
12904 JENSEN 16-9-12-10
12905 JENSEN 5-10-12-10
12906 JENSEN 9-10-12-10
13072 JENSEN 1-15-12-10
13247 JENSEN DEEP 7-15-12-10
13317 JENSEN 2-9-12-10
13359 JENSEN 1-8-12-10
15766 JENSEN 42C-9-12-10
15767 CASTLEGATE FED 22C-9-12-10
15768 JENSEN 43C-9-12-10
15769 JENSEN 33C-9-12-10
15770 JENSEN 23C-9-12-10
17235 JENSEN 14C-10-12-10
17246 JENSEN 41C-9-12-10
14226 JENSEN 1-18-12-10
11410 SHIMMIN TRUST 11-11-12-10
12901 SHIMMIN TRUST 1-11-12-10
14175 SHIMMIN TRUST 5-14-12-10
18209 JENSEN 6-10-12-10

Thanks for your help. Please let us know if you have any questions.

Sincerely,

Daniel R. Gunnell

President

Liberty Pioneer Energy Source, Inc.
1411 East 840 North

Orem, UT 84097
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Rachel Medina <rachelmedina@utah.gov>

Fwd: LPES plans for the Castlegate field wells/Bonding

2 messages

Dayne Doucet <daynedoucet@utah.gov> Wed, Aug 17, 2016 at 11:46 AM
To: Rachel Medina <rachelmedina@utah.gov>, Randy Thackeray <randythackeray@utah.gov>

FYI

Forwarded message
From: Daniel Gunnell <dgunnell@rockiesstandard.com>

Date: Wed, Aug 17, 2016 at 9:40 AM

Subject: Re: LPES plans for the Castlegate field wells/Bonding

To: Dustin Doucet <dustindoucet@utah.gov>

Cc: Brad Gunnell <bgunnell@rockiesstandard.com>, Cory Jensen <cjensen@rockiesstandard.com>, Kimball
Hodges <khodges@rockiesstandard.com>, Dayne Doucet <daynedoucet@utah.gov>, Joshua Payne
<joshuapayne@utah.gov>

Dustin:

Thanks for your help with this! Please find Bond Proposal Letter attached.

If there is anything else you need please let me know. The Blue Tip guys are anxious to get their bond released.
Let me kndw if | need to send a hard copy of the letter.

Best,

Danny

On Mon, Aug 8, 2016 at 9:24 AM, Dustin Doucet <dustindoucet@utah.gov> wrote:
~ Danny,

Yes if you would just edit your previous plan and resubmit so there is no confusion. | think that would make it
- cleaner. If you decide to put a well online and have it online by the plugging deadline, then that should be fine.

Dustin

- On Tue, Aug 2, 2016 at 4:31 PM, Daniel Gunnell <dgunnell@rockiesstandard.com> wrote:
.+ Dustin:

/ Sorry for not getting back to you on this until now. There maybe a couple of wells that we may come back to
. you specifically on, but | think that we have now got a pretty good go forward plan that will meet and exceed
your end of the year time frame for getting the wells in categories 2 and 3 in production.

There is one material change to my previous email that we want to make you aware of - instead of plugging the
11C-34 we are seriously considering running a pipeline to it and bringing online... not a final decision yet, but we
are have got and are getting additional bids, and designing a test plan to better understand what production
would look like.

- Do | need to submit a formal letter with dates of Nov 1 for plugging and end of year to get wells on production
under our existing bonds or are these emails sufficient?

- Thanks for your help!
Best,

- Danny
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What time do you think you need? | would think by the end of the year max. If you can line out more
justification, I'm open to listening to the reasoning.

- Dustin

. On Thu, Jun 30, 2016 at 12:21 PM, Daniel Gunnell <dgunnell@rockiesstandard.com> wrote:
. Dustin:

. Sounds good. Thanks for your help.

Can we push back just a little to get as much time as possible for shut in wells that we need to come up
- with a plan for or plug (#2 in my original email?) - how much beyond Oct 2016 could you give us? We are
going to be really busy so as much extra time as you can give really helps... we are reclaiming those
. evaporation ponds immediately, taking over operations, retrofitting the plant, plugging the identified wells,

and ramping up production by reworking multiple shut-in wells that are we have already reviewed.
Let me know and thanks again.

Best,

Danny

On Thu, Jun 30, 2016 at 10:30 AM, Dustin Doucet <dustindoucet@utah.gov> wrote:
- Danny,

- | would be o.k. with the timing and plan on part 1. The timing on part 2 does not work. Those have been
- SI/TA anywhere from 2.5 to 5 years. Did you mean October 20167 Our discussions were if you had a
~ plan to produce or plug within a short period (meaning a few months), then we could forego increased
- bonding but increased bonding would be necessary if that wasnt accomplished. Part 3 would be similar
. to part 2 on the wells that have been SI/TA. The producing ones would probably be fine as you have 1
'~ year allowed by rule (see below).

B Production data through Jan 2016
13070 SHIMMIN TRUST 2-11-12-10 $SlI since Sep 2014
13275 JENSEN 2-8-12-10 Sl since Nov 2015
13071 SHIMMIN TRUST 4-14-12-10 SlI since Dec 2015
13068 JENSEN 1-4-12-10 Produced 1 day in Jan 2016
18242 JENSEN 2C-9-12-10 Producing
12991 CASTLEGATE FED 7-8-12-10 Producing
11405 JENSEN 11-10-12-10 Producing
12610 CASTLEGATE ST 1-16-12-10 Producing
12611 JENSEN 1-10-12-10 Producing
12903 JENSEN 1-9-12-10 Producing
12904 JENSEN 16-9-12-10 Producing
12905 JENSEN 5-10-12-10 Producing
12906 JENSEN 9-10-12-10 Producing
13072 JENSEN 1-15-12-10 Produced 1 day in Jan 2016
13247 JENSEN DEEP 7-15-12-10 Produced 1 day in Jan 2016
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13359 JENSEN 1-8-12-10 Producing

15766 JENSEN 42C-9-12-10 Producing
15767 CASTLEGATE FED 22C-9-12-10 Producing
15768 JENSEN 43C-9-12-10 Producing

15769 JENSEN 33C-9-12-10 Producing

15770 JENSEN 23C-9-12-10 Sl since Nov 2015
17235 JENSEN 14C-10-12-10 Producing
17246 JENSEN 41C-9-12-10 Producing

18209 JENSEN 6-10-12-10 Producing

On Fri, Jun 24, 2016 at 11:28 AM, Daniel Gunnell <dgunnell@rockiesstandard.com> wrote:

© Dustin:

‘/ Per our recent conversation, I wanted to informally run our plans/bonding proposal for the Castle Gate Field
* by you for your comment prior to submitting a final proposal. Here is what we are considering:

Blue Tip Energy Management, LLC (“Blue Tip”), is the current operator and bondholder, of the Castle Gate

" Field and associated wells listed below (“Wells”). LPES should take over as the new operator effective July 1
2016. In anticipation of the transfer of operations and per our recent phone conversation we would like to
make the following proposal pertaining to the LPES bonding of the wells listed below so that all of the wells
in the field will be covered by LPES blanket bond #RLB0012097.

. 1)LPESwill P&A the following wells prior to November 1, 2016:

17071 JENSEN STATE 11C-34-11-9

14224 CASTLEGATE ST 11-16H-12-10

2) LPES will evaluate and propose a go forward plan after evaluation on the following shut-in wells prior to
October 1 2017:

13318 CASTLEGATE ST 4-16-12-10

14226 JENSEN 1-18-12-10

11410 SHIMMIN TRUST 11-11-12-10

12901 SHIMMIN TRUST 1-11-12-10

14175 SHIMMIN TRUST 5-14-12-10
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SHIMMIN TRUST 2-11-12-10

JENSEN 2-8-12-10

SHIMMIN TRUST 4-14-12-10

JENSEN 1-4-12-10

JENSEN 2C-9-12-10

CASTLEGATE FED 7-8-12-10

JENSEN 11-10-12-10

CASTLEGATE ST 1-16-12-10

JENSEN 1-10-12-10

JENSEN 1-8-12-10

JENSEN 16-9-12-10

JENSEN 5-10-12-10

JENSEN 9-10-12-10

JENSEN 1-15-12-10

JENSEN DEEP 7-15-12-10

JENSEN 2-9-12-10

JENSEN 1-8-12-10

JENSEN 42C-9-12-10

CASTLEGATE FED 22C-9-12-10

JENSEN 43C-9-12-10

JENSEN 33C-9-12-10

JENSEN 23C-9-12-10

JENSEN 14C-10-12-10

JENSEN 41C-9-12-10

AFNSFN A-10-12-10
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If this proposal is acceptable please let me know and I will submit a formal letter for approval. Thanks for your
help.

Best,

- Danny

- Daniel R. Gunnell

- 1411 East 840 North
i Orem, UT 84097

© (801) 2244771

- Confidentiality Notice—This electronic transmission and any attached documents or other writings are intended only for the person
or entity to which it is addressed and may contain information that is privileged, confidential or otherwise protected from

' disclosure. Any disclosure, copying, distribution or the taking of any action conceming the contents of this communication or any
attachments by anyone other than the named recipient is strictly prohibited.If you have received this communication in error,
please consider the communication and any attachments as confidential and immediately notify sender by retum e-mail and

: destroy the communication and any and all attachments.

Dustin K. Doucet
- Petroleum Engineer
Division of Oil, Gas and Mining
1594 West North Temple, Ste 1210
- Salt Lake City, Utah 84116
* 801.538.5281 (ofc)
801.359.3940 (fax)

 web: www.ogm.utah.gov

* Daniel R. Gunnell

: 1411 East 840 North
Orem, UT 84097
(801) 224-4771

Confidentiality Notice--This electronic transmission and any attached documents or other writings are intended only for the person or
entity to which it is addressed and may contain information that is privileged, confidential or otherwise protected from disclosure. Any

~ disclosure, copying, distribution or the taking of any action conceming the contents of this communication or any attachments by
anyone other than the named recipient is strictly prohibited.If you have received this communication in emor, please consider the
communication and any attachments as confidential and immediately notify sender by retum e-mail and destroy the communication and
any and all attachments.

- Dustin K. Doucet

. Petroleum Engineer

- Division of Oil, Gas and Mining

- 1594 West North Temple, Ste 1210
Salt Lake City, Utah 84116
801.538.5281 (ofc)

ONA DO DNAN ..\
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- web: www.ogm.utah.gov

: Daniel R. Gunnell
1411 East 840 North

- Orem, UT 84097

: (801) 224-4771

Confidentiality Notice—This electronic transmission and any attached documents or other writings are intended only for the person or entity to
- which it is addressed and may contain information that is privileged, confidential or otherwise protected from disclosure. Any disclosure,

' copying, distribution or the taking of any action conceming the contents of this communication or any attachments by anyone other than the
" named recipient is strictly prohibited.If you have received this communication in error, please consider the communication and any

. attachments as confidential and immediately notify sender by retum e-mail and destroy the communication and any and ail attachments.

" Dustin K. Doucet

. Petroleum Engineer

. Division of Qil, Gas and Mining

: 1594 West North Temple, Ste 1210
- Salt Lake City, Utah 84116

- 801.538.5281 (ofc)

© 801.359.3940 (fax)

. web: www.ogm.utah.gov

Daniel R. Gunnell
1411 East 840 North
Orem, UT 84097
(801) 224-4771

Confidentiality Notice—This electronic transmission and any attached documents or other writings are intended only for the person or entity to which
it is addressed and may contain information that is privileged, confidential or otherwise protected from disclosure. Any disclosure, copying,
distribution or the taking of any action concerning the contents of this communication or any attachments by anyone other than the named
recipient is strictly prohibited.!f you have received this communication in eror, please consider the communication and any attachments as
confidential and immediately notify sender by return e-mail and destroy the communication and any and all attachments.

Dayne Doucet
Petroleum Engineer
UDOGM
801-538-5303

E Statewide Bond Proposal.pdf
421K

Dustin Doucet <dustindoucet@utah.gov> Wed, Aug 17, 2016 at 2:01 PM
To: Daniel Gunnell <dgunnell@rockiesstandard.com>, Rachel Medina <rachelmedina@utah.gov>

Cc: Brad Gunnell <bgunnell@rockiesstandard.com>, Cory Jensen <cjensen@rockiesstandard.com>, Kimball Hodges
<khodges@rockiesstandard.com>, Dayne Doucet <daynedoucet@utah.gov>, Joshua Payne <joshuapayne@utah.gov>

Danny,

| think that looks fine. If the deadlines aren't met we will be looking for full cost bonding in addition to getting the
wells back into compliance. | have copied Rachel Medina on this email so she can proceed with the operator change
with this plan and conditions. thanks.
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